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Title: (Industry: Men Working in the Pennsylvania Railroad Terminal Market)
Date: 1951
Creator: Corsini, Harold
Description: Interior scene at the Pennsylvania Railroad Terminal Market. A worker is 
pictured loading a wooden crate filled with produce on to a pushcart.
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Sidewalks to the city...

going home w/dinner?.







Access: where and how often?

control joints?

lighting up not in the eyes

embeding wayfinding elements

distance wayfinding elements
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connection to the bridge?



late morning shade (March)



Door issues:
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safety



Possible ramp to bridge?

Trail Access...

MARKET



Cooler ownership options





maintain open character





visual connection to the street



Future RR Street?



Preliminary Systems Report
RAY Engineering

Electrical

• The building has four 400 amp 3 phase 4 wire substations located at quarter points 
within the building.   

• Each of these substations provides power to heating equipment and a 600 amp 
120/208 volt transformer.  

• All of this equipment appears to be installed around 1983 and should last another 15 
to 20 years.

• The amount of power within the buildings as it exists could support the building with 
a similar use and a minor amount of air conditioning. 

• If new roadways were taken through the building the existing power distribution 
could still be used.  Power between the buildings could be routed up high under the 
roof canopy.





upgrade existing electric DPs...



Heating

• Existing gas fired heating units appear to be in poor condition.  Any renovated space 
should be provided with new gas fired heaters.

• Existing exhaust fans appear to be in poor condition.  Any renovated space should be 
provided with new exhaust fans. 

Sprinklers

• Sprinklers are installed in the western portion of the building.  They appear to be in 
good condition and can probably be reused with very little work.
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Plumbing

• The building has two water service entries one at each end of the building.  At each 
service entry is a 4” domestic water line.  

• At the West end of the building there is also a 6” fire line for the sprinklers in a small 
portion of the building.  

• The water lines appear to be in satisfactory condition.  The water lines could be 
reused even if roadways went through the building by routing the water lines below 
the road and back up into the next building.

• The building has a 4” gas service at each end of the building.  The gas line runs along 
the roof of the building and reduces in size at each tenant location.  The pipe appears 
to be in satisfactory condition.  The gas lines could be reused even if roadways went 
through the building by routing the line up high under the roof canopy.

• The building currently has two small bathroom areas.  In order to comply with code 
new sewer lines would have to be installed from each building created by the new 
roadways.  We do not anticipate adding the sewer lines to be a problem.
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