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A5.2 1

AE

AE

22

A5.2 2
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2
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3
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E.2D.2

M.9
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C1 SIM
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Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

10

9 145678 A2

PREFINISHED METAL
PANEL, (ALTERNATE
FIBER CEMENT)

CORRUGATED METAL
PANEL, (ALTERNATE-
FIBER CEMENT)

TERRA COTTA  BANDING
(ALTERNATE - UTILITY BRICK)

TERRA COTTA
(ALTERNATE -
UTILITY BRICK)

GLASS BLOCK LANTERN HORIZONTAL
DECORATIVE RAIL

PREFINISHED METAL
FRNECH BALCONY,
1'-0" x 4'-0"

PREFINISHED METAL FULL
BALCONY, 4'-0" x 10'-8"

WINDOWS, CLEAR
LOW-E INSULATED

GLASS, TYP.

COMPOSITE
METAL PANEL

GLAZED TERRA
COTTA TILE

PREFINISHED
METAL WALKUP

LANDSCAPE STONE

PROJECTED BAY
FLUSH METAL PANEL

TERRA COTTA  BANDING
(ALTERNATE - THIN BRICK) TERRA COTTA

(ALTERNATE -
UTILITY BRICK)

TERRA COTTA  BANDING
(ALTERNATE - THIN BRICK)

COMPOSITE
METAL PANEL FLUSH METAL PANEL PAINTED STEEL

CHANNEL

FIBER CEMENT

3

1
A501

Level 01
102' - 0"

4
A550

1
A551

Loading
100' - 9"

Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

PREFINISHED METAL
PANEL, (ALTERNATE
FIBER CEMENT)

TERRA COTTA
OR BRICK BANDING

TERRA COTTA
OR BRICK

GLASS BLOCK LANTERN

HORIZONTAL
DECORATIVE RAIL

PREFINISHED METAL
FRENCH BALCONY,
1'-0" x 4'-0"

PREFINISHED METAL
FULL BALCONY,
4'-0" x 10'-8"

WINDOWS, CLEAR
LOW-E INSULATED

GLASS, TYP.

COMPOSITE
METAL PANEL GLAZED TERRA

COTTA TILE

PREFINISHED
METAL WALKUP

LANDSCAPE STONETERRA COTTA  BANDING
(ALTERNATE - UTILITY
BRICK)

TERRA COTTA  BANDING
(ALTERNATE - UTILITY BRICK)

TERRA COTTA  BANDING
(ALTERNATE - THIN BRICK)

COMPOSITE
METAL PANEL

CORRUGATED METAL
PANEL, (ALTERNATE-

FIBER CEMENT)

PREFINISHED METAL
EYEBROW

METAL & GLASS CANOPYPAINTED STEEL
CHANNEL

STOREFRONT GLASS

ORNAMENTAL ENTRY DOORS

METAL VERTICAL
FINS

Level 01
102' - 0"

1
A550

2
A550

3
A550

Loading
100' - 9"
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Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

PREFINISHED METAL
PANEL, (ALTERNATE
FIBER CEMENT)

TERRA COTTA  BANDING
(ALTERNATE - UTILITY BRICK)

TERRA COTTA
(ALTERNATE -
UTILITY BRICK)

HORIZONTAL
DECORATIVE RAIL

PREFINISHED METAL
FRENCH BALCONY,
1'-0" x 4'-0"

PREFINISHED METAL FULL
BALCONY, 4'-0" x 10'-8"

WINDOWS, CLEAR
LOW-E INSULATED

GLASS, TYP.

PROJECTED BAY
FLUSH METAL PANEL

POOL
BUILDING

FLUSH METAL
PANEL

PAINTED STEEL
CHANNEL

TERRA COTTA (ALTERNATE
- UTILITY BRICK)

STOREFRONT
WINDOWS

G.5 J K

ED

G HG.9 H.6 J.4G.1F.1E.2D.2
2

A501

Level 01
102' - 0"

3
A551

Loading
100' - 9"

Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

1 A2 A3 A4 A5 A6 A7 A8

PREFINISHED METAL
PANEL, (ALTERNATE
FIBER CEMENT)

CORRUGATED METAL
PANEL, (ALTERNATE-
FIBER CEMENT)

TERRA COTTA
(ALTERNATE -
UTILITY BRICK)

GLASS BLOCK LANTERN

HORIZONTAL
DECORATIVE RAILPREFINISHED METAL

 FRENCH BALCONY,
1'-0" x 4'-0"

PREFINISHED METAL FULL
BALCONY, 4'-0" x 10'-8"

WINDOWS, CLEAR
LOW-E INSULATED

GLASS, TYP.FLUSH METAL
PANEL

GLAZED TERRA
COTTA TILE

PREFINISHED
METAL WALKUP

LANDSCAPE STONE

PROJECTED BAY
FLUSH METAL PANEL

TERRA COTTA  BANDING
(ALTERNATE - UTILITY
BRICK)

TERRA COTTA  BANDING
(ALTERNATE - UTILITY BRICK)

TERRA COTT (ALTERNATE
- UTILITY BRICK)COMPOSITE METAL

PANEL

PREFINISHED METAL
EYEBROW

PAINTED STEEL
CHANNEL

FIBER CEMENT

PREFINISHED METAL
PANEL, (ALTERNATE
FIBER CEMENT)

1
A501

Level 01
102' - 0"Loading

100' - 9"

Grade
100' - 0"

Level 02
115' - 0"

TERRA COTT (ALTERNATE -
UTILITY BRICK)

STOREFRONT,
W/ OPERABLE
GLASS SLIDING
PANELS

Level 01
102' - 0"Loading
100' - 9"

Grade
100' - 0"

Level 02
115' - 0"

TERRA COTT (ALTERNATE -
UTILITY BRICK)

STOREFRONT

1
A501

Level 01
102' - 0"Loading
100' - 9"
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Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

FIBER CEMENT

TERRA COTTA  BANDING
(ALTERNATE - UTILITY
BRICK)

TERRA COTTA
(ALTERNATE -
UTILITY BRICK)

PREFINISHED METAL
FRENCH BALCONY,
1'-0" x 4'-0"

PREFINISHED METAL FULL
BALCONY, 4'-0" x 10'-8"

WINDOWS, CLEAR
LOW-E INSULATED

GLASS, TYP.FIBER CEMENT
BANDING

PREFINISHED
METAL WALKUP

PROJECTED BAY
FLUSH METAL PANEL

TERRA COTTA  BANDING
(ALTERNATE - UTILITY
BRICK)

COMPOSITE
METAL PANEL

PAINTED STEEL
CHANNEL

A7.4A8.4 A6.3 A5.3 A4.4 A3.7 A2.6 A2.1

1
A501

Level 01
102' - 0"

4
A550

Loading
100' - 9"

Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

2

10

4 5 6 7 8

FIBER CEMENT

TERRA COTTA BANDING
(ALTERNATE - UTILITY
BRICK)

TERRA COTTA
(ALTERNATE -
UTILITY BRICK)

PREFINISHED METAL FULL
BALCONY, 1'-0" x 4'-0"

PREFINISHED METAL FULL
BALCONY, 4'-0" x 10'-8"

WINDOWS, CLEAR
LOW-E INSULATED

GLASS, TYP.

FLUSH METAL
PANEL

PREFINISHED
METAL WALKUP

PROJECTED BAY
FLUSH METAL PANEL

FIBER CEMENT
BANDING

COMPOSITE METAL PANEL
PREFINISHED METAL
EYEBROW

PAINTED STEEL
CHANNEL

3

3.7 4.3 5.3 8.7

1
A501

Level 01
102' - 0"Loading
100' - 9"

Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

AE

AGAF

FIBER CEMENT

WALL ADJACENT TO
PARKING GARAGE

AF.2AF.1

Level 01
102' - 0"Loading
100' - 9"

Grade
100' - 0"

Level 02
115' - 0"

Level 03
125' - 6"

Level 04
136' - 0"

Level 05
146' - 6"

Level 06
157' - 0"

Roof
167' - 6"

ACAB

FIBER CEMENT

PREFINISHED METAL
PANEL, (ALTERNATE
FIBER CEMENT)

PREFINISHED METAL
PANEL, (ALTERNATE
FIBER CEMENT)

FIBER CEMENT

Level 01
102' - 0"Loading
100' - 9"
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      2013   BKV Group, Inc. EOEC

I hereby certify that this plan, specification
or report was prepared by me or under my
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 1/8" = 1'-0"A403
2 ELEVATION COURTYARD EAST
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3 SOUTH ELEVATION WEST
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GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13

P E R S P E C T I V E  V I E W  L O O K I N G  E A S T



GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13

P E R S P E C T I V E  V I E W  L O O K I N G  E A S T -  N I G H T



GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13

P E R S P E C T I V E  V I E W  L O O K I N G  W E S T



GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13
P R O J E C T  V I E W S



GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13
P R O J E C T  E L E V A T I O N S

W E S T  E L E V A T I O N

S O U T H  E L E V A T I O N

N O R T H  E L E V A T I O N   ( A P A R T M E N T  C O U R T )

E A S T  E L E V A T I O N

P R E C A S T  C O N C R E T E  S P A N D R E L 
P A N E L S ,  T Y P

M E T A L  P A N E L  F A S C I A

S T O R E F R O N T  W I N D O W 
S Y S T E M

M E T A L  P A N E L  W A L L  C L A D D I N G
( A LT :   F I B E R  C E M E N T  P A N E L )

S T O R E F R O N T  W I N D O W 
S Y S T E M

P E R F O R A T E D  M E T A L  P A N E L
W /  A P P L I E D  L A R G E  F O R M A T  G R A P H I C

P R E C A S T  C O N C R E T E  S P A N D R E L 
P A N E L S ,  T Y P

M E T A L  P A N E L  C A N O P Y

S T O R E F R O N T  W I N D O W 
S Y S T E M

P E R F O R A T E D  M E T A L  P A N E L
W /  A P P L I E D  L A R G E 

F O R M A T  G R A P H I C
P R E C A S T  C O N C R E T E  S P A N D R E L 

P A N E L S ,  T Y P
P R E C A S T  C O N C R E T E  S P A N D R E L 

P A N E L S ,  T Y P

R E S I D E N T I A L  P R O J E C T 
C O M M O N  W A L L

A D J A C E N T
R E S I D E N T I A L  P R O J E C T 

P E R F O R A T E D  M E T A L 
P A N E L

P A I N T E D  C M U 

P A I N T E D  C M U 

C O L O R E D  T R A N S L U C E N T  P A N E L S



GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13
P R O J E C T  P L A N S

S T R E E T  E L E V A T I O N S



GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13
B R A N D I N G  A N D  I D E N T I T Y :  R E T A I L  /  A R T  /  M E D I A

F I R S T  F L O O R  R E T A I L 

P U B L I C  A R T  O P P O R T U N I T Y

L A R G E  F O R M A T  G R A P H I C S  /  M E D I A  O P P O R T U N I T Y



GARAGE NUMBER 5
S O U T H S I D E  W O R K S

11.01.13
E X T E R I O R  M A T E R I A L S

A L U M I N U M  S T O R E F R O N T 
W I N D O W  S Y S T E M

F I B E R  C E M E N T 
P A N E L S  W H I T E  ( A LT )

F I B E R  C E M E N T 
P A N E L S  S I LV E R  ( A LT )

P E R F O R A T E D / S T A M P E D
M E T A L  P A N E L

P A I N T E D  S T E E L 
C H A N N E L S

T R A N S L U C E N T  P A N E L S

P R E C A S T  C O N C R E T E

F L A T  M E T A L  P A N E L SL A R G E  F O R M A T  A R T / G R A P H I C S



I 

1'd.P .::;P/$ -IoU 
City' of Pittsburgh 	 DEPARTMENT OIF CITY PLANNING DateRled: P*I ()

DEVELOPMENT ADMINISTRATXON AND REVIEW (ZONING) 

1/0 -1$L13Office ofthe Zoning Administrator 

DEVELOPMENT REVIEW APPUCATION 

The Development Review Application can be used for the followi~g: 

• 	 New Construction of a Primary Use Structure larger than' a 2-Family Dwelling, (Including new Non-Residential 
Primary Use Structures); 

• 	 Any project or development that requires a Land Operations Permit; 
• 	 Any other types of work not listed under tpe Walk-Through and Zoning Applications. 

6. If applicant Is proposing achange to the Zoning DiJu-ict. the following is requited: (Attach Zone Change Petltton) 

Proposed Zoning Disbict: 

Present Use of Site: 
(Select from attached list) ~ 

7. If a Certificate of Occupancy exists, the following is required: 

Certificate of Occupancy#: IDate Issued: IExl sting Use of Property: 

8. Estimated Construclfon: Start Date: 1-! IIIit- IOccupancy Date: f',1 \ I 14 IProject Cost: $ 

Use the attached Worksheet to continue answering the questions. For additional reference in answering Items 9-12 go to 
bttp;llwww ~,Ilil:tlillyrgb.g~.!JJ!f!;{,lllltmlllaDg ~.e ,og!!:lll 11011 zQniog,html and select the link for the City Zoning Code maintained at the 
Municode.com website. 

9. Proposed Use of Site (Select from attached list): ~~ pWo~~\" 
10. Select the Type of Work: 

1 

o New Construction, New o Renovation, Interior 

o New Construclfon, penovation, Exterior 

o Change in Use Only o Renovation, Change in Use 

11. Describe the Development: 

Iwt Ltl/ \r,oleo \ao ttxd wt+t" = A J , cl-.rtlr~ W ~J.d-'II1 eA-l CJ4.~ Will 
1M IlH,JJ -to fu v\1rf'JJ.......t .\.. Clkr.ur fi. 'Hu... ~A.I\ Ioow t. 

12. Is a Land Operations Permit needed? DYES ,+0 .J 

(See the Bureau of Building Inspection (BBI) website for activities requiring a Land Operations Permit, h!;tg:llwww,"irl,glttsburgb.l1il.uslbbll) 

GENERAL INFORMATION 

1. Property Owner Name: 

Zip Code: IS'Z.'Z.'Z 

State: P.A; Zip Code: 1C;1-1 t.. 

! 4. Development Location: \1·tM:t ftVd 
i 5. Development Address: 900 M ~~Art.. Pt~~ PA 1r:iZ,I'Z. I 

I 

i 

I 

VOUCHER#: Page ORA-1 MARCH 2007 
(Zoning Use Only) 



DEVELOPMENT REVIEW APRUGAnON 

LAND AND BUILDING INFORMATION 

13. Proposed Number of New Structures or Building Additions: ON/A 

[J Residential 0 Commercial 0 Recreational o Industrial 

14. Gross Floor Area: 

Existing to be Razed: _______ SCI ft 

ExIsting to be Retained: _______ SCI ft 

Retained Area to be Renovated: _______ sq ft 

To be Constructed: ________ sq ft 

Building Footprint: _______ sq ft 

Main Structure 

Proposed Addition/Extension 

Provide /!c:.essory Structure Type(s) and Height(s): 

16. Number of Dwelling Units: 

ExIsting to Remain: Proposed:
----- -----

sqlt------
18. On Site Parking: N/A 

Full (8 W x 19' ) 

Handicap (13 W x 19') 

Off-Street loading Spaces: 

Actual: 

Required: 

19. Please check any of the following Items that will be part of the proposed work: ON/A 

[J Demolition 0 HVAC (Interior) [J HVAC (Exterior) 'j( Electrical 

o Institutional 

o FireAJarm 

o Fire Protection/Sprinklers 0 Deck Construction [J Commerdal Cooking Hood o Sign 

the following items that pertain to any 
(Le. plumbing between a public sewer or water line and a 

o Repair or Replace Existing Plumbing o New Construction of Plumbing Plumbing Work is Proposed 

· . 

City of Pittsburgh DEPARTMENT OF CITY PLANNING 

DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office of the Zoning Administrator 


FLOOR. PrITSBURGH • 


VOUCHER #: Page DRA-2 MARCH 2007 
(Zoning Use Only) 



---- ----
----

City of PMsburgh DEPARTMENT OF CITY PLANNING 
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office ofthe Zoning Administrator 

DEVELOPMENT REVIEW APitUltATION 

! 

WATER AND SEWER INFORMATION 

NOTE: The term 'sewerHrefers to sanitary sem:v:;; iitorm sewers and combined sewers owned by the City ofPittsburgh. 

For reference in answering Items 21-24, please refer to the Pittsburgh Water and Sewer Authority's Procedures Manual for Developers (available 
at www.pghZo.com). 

21. Please Indicate the number (e.g. 0, 1,2,.,,) of each of the following sewer and/or water Items that will be part of the work: 

New Water Service Cormection(s) Tennination of Existing Water Service Tap(s) 


____ New Sewer Service Connection(s) Termination of Existing Sewer Service Tap(s) 


22. Will the proposed work change the current water consumption and sewer discharge of the building or site? 

DYES ~O 
23. If the Development Includes the construction of main sewer and/or water lines, then the Applicant is required to select a course 

of action with regard to ownership of those utilities: 

D Applicant requests PWSA to accept ownership of the sewer mains and/or water lines 

D Applicant retains private ownership of sewer mains and/or water lines 

'f..Not Applicable (Development does not include construction of sewer mains and/or water lines) 

24. If Yes to the first or second statement in Item 23, then identify the type of property where the sewer mains and/or water lines 
will be constructed: 

o Public Property, Existing City Street D Private Property D Not Applicable 


D Public Property, New City Street to be constructed as part of the development/project 


WORK IN AND AROUNO THE CITY RIGHTS·OF-WAY 

25. Please select the following items that apply to the proposed work: 

D Applicant requests to change or designate the name of a City Street. 

D The proposed work indudes a private structure (e.g. deck, porcih, awning, sign, etc.) encroaching on a ely dedicated right-of-way. 

o Modification or reconstruction of ety curbs. 


D Design and construction of a new street where the Applicant will request the ety to accept ownership of the street. 


D Applicant requests the City to vacate an existing aty street/sidewalk so the Applicant can use the property for private development. 

o The proposed work will create an obstruction of traffic on City rights-of-way. 

D The proposed work Includes the excavation of a ety street or sidewalk. 

o The proposed work includes the placement of a demolition dumpster in a City right-of-way. 

o The proposed work includes the addition, deletion and/or relocation of City street lights in a City right-of-way. 

26. Applicant will be applying for a Visitabillty Tax Credit? o Yes ~ No 
I 

Applicant Signature:l VM~J;/~ 
I • V 

VOUCHER#: Page DRA-3 MARCH 2007 
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Heinz Field 

Northwest Scoreboard Addition 



Location Plan 





Aerial view #1 from southeast 



Aerial view #2 from southeast 



Aerial view #3 from southeast 







View from Allegheny Avenue 



View from near Gate C 
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Enlarged Floor Plans

Second Floor Third Floor



Second Floor Patient Room Perspective 

View



Third Floor Overall View



Brick Matching



Existing Front Corner

Remove existing roof 

structure and add second 

and third floors



New Front Corner

Existing three story building 

New 2nd and 3rd floor on 

existing building 

Existing brick to remain 

at 1st floor 

Brick to match at 2nd

& 3rd floor 

Roof heights to match 

existing height



Existing Entrance Corner 

Remove existing roof 

structure and add second 

and third floors

Roof heights to match 

existing height



New Entrance Corner

Existing brick to remain 

at 1st floor 

Brick to match at 2nd

& 3rd floor 

Existing three story building 
Roof heights to match 

existing height



Existing Back Corner 



New Back Corner

New 2nd and 3rd story on first floor Existing three story building
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DEPARTMENT OF cnv PLANNING Date Flied: 
DEVELOPMENT ADMINISfRATlON AND REVIEW (ZONING) 

Office of the Zoning Administrator , 
200 ROSS STREET*lHIRD PENNSYLVANIA • 

DEVelOPMENT REVIEW APPUCAnON 

The Development Review Application ~ used for the following: 

• New Construction of a Primary Use Structure larger than a 2-Famlly Dwelling. (Including new Non-Residential 
Piirnary Use Structures); 

• Any project or development that requires a Land Operations Permit; 
• Any other types of work not listed under the Walk-Through and Zoning Applications. 

GENERALIN~ATlON 

1. Property OWner Name: Wendy's Old Fashioned Hamburgers of New Vorl<, Inc. Phone Number: (412) 337-3323 

Address: ·City: Malvern Zip Code: 19355 

2. Applicant/Company Name: WendysOld Fashioned HamburgersofNewYorl<,lnc. Phone Number: (412) 337-3323 

Address: City: Malvern State: PA 

Applicant/Contractor ID:(asslgned by the City) 

3. Development Name: vv"'nn\J"~ Rebuild 

4. Development Location: Baum Blvd. between Allen Ave. and Graham St. 

5. Development Address: 5422 Baum Blvd. 

6. If applicant Is proposing a change to the Zoning District, the following is required: (Attach Zone Change Petition) 

7. If a Certificate of Occupancy exists, the following Is required: 

Certificate of Occupancy#: ExIstIng Use of Property: 

8. Estimated Construction: Start Date: ~~ncy Date: 11/01 /13 Project Cost:~750,OOO 
Use the attached Worbheet to continue answering the questions. For additional reference In answering Items 9-12 go to 
httpillwww.city;pittsburgh.oa.us/colhtmllianduse control and zonlng,bttnlandselect the link for the City Zoning Code maintaIned at the 
Munlcode.com website. .. . 

9. Proposed Use of Site (Select from attached list): restaurant, fast food (general) 
" _~__' __ h ••~_'" _ 

10. Select the Type of Work: 

o New Construction, New 0 Renovation, Interior 

{ New Construction, 0 Renovation, Exterior 

(Zoning Use Only) 

o Renovation, Change in Use 

restaurant and construciton of new 3,952 sf 

12. Is a Land Operations Permit needed? 7 YES ONO 


(Seethe Bureau of Building Inspection (BBl) webSite for activities requiring a Land Operations Permit, ht1p:Uwww.city.plttsburgh.pa.uslbbil) 


VQUCHER#: Page ORA-1 MARCH 2007 
(Zoning use Only) 



DEPARTMENT OF CRY PLANNING 

DEVELOPMENT AOMINISTRAnON AND REVIEW (ZONING) 


Office of the Zoning Administrator 

200 ROSS STREET+ THIRD FLOOR + +15219 

DEVELOPMENT·REVIEW APPUCATION 

LAND AND BUILDING INFORMAnON 

13. Proposed Number of New Structures or Building Additions: DN/A 

o Residential " Commercial 1 
14. Gross Floor Area: 

Existing to be Razed: 

Existing to be Retained: 

Retained Area to be Renovated: 

To be Constructed: 

Building Footprint: 

Main Structure 1 

Proposed Addition/Extension 

Provide Accessory Structure Type(s) and Height(s): 

Enclosure 

Ornamental Fence 

16. Number of Dwelling Units: 

ExIsting to Remain: 

17. lot Area: 

18. On Site Parking: 

Full (8 1h' x 19' ) 

(71/4' x16') 

Handicap (13 1h' x 19' ) 

Off-Street Loading Spaces: 
Actual: 
Required: 

1 

1 

o 

29,774 

DN/A 

DN/A 

o Recreational 

3,400 sqft 

0 sq ft 

N/A sqft 

3,952 sqft 

3,952 sqft 

16+/

6'-8"+/

4'+/

Proposed: 

sqft 

2 

19. Please check any of the following items that will be part of the proposed work: ' 

" Demolition " HVAC (Interior) HVAC (Exterior) 

o Industrial 

1 

1 

1 

o 

N/A 

" Electrical 

,f Are Protection/SprfnklersDeck Constructlon " Commercial Cooking Hood 

o Institutional 

f.elil1 

24 

6-'8" 

4' 

2 

" AreAlarm 

7 Sign 
I-::-:=--C'""'00~~,",~""'"~~~~~"--__~__~__""~'_'~~~_-:~"~~~~'____'_"'..-.~~•..~.~.• ~.~.~.~~~-'~~'--~ 

20. Please dleck the following Items that pertain to any work proposed on private plumbing: 
(i.e. plumbing between a public sewer or water line and a building, Indudlng plumbing Inside the building). 

Repair or Replace EXisting Plumbing 7 New Constructlon of Plumbing No Plumbing Work is Proposed 

VOUCHER #: Page DRA·2 . MARCH 2007 
(Zoning Use Only) 



DEPARTMENT OF CITY PLANNINGCity of Pittsburgh 
DEVELOPMENT ADMINISTRATION A~D REVIEW (ZONING) 

Office of the Zoning Administrator 

c-:"''':;' ../,,">.' 

200 ROSS STREET. THIRD fLOOR. pmSBURGH • PI;' .. N!;VlVAIIiTA 
"-';"""~__~;"""-"""":.:r_.~",- "-,.~_-_.. c-,-<. 

DEVELOPMENT REVIEW ApPUCATION 
-.~~,-"cc·· 

WATER AND SEWER INfORMATION 

NOTE: The term "sewer" refers to sanitiJty sewers, storm sewers ilndcombined sewers owned by the City ofPittsburgh. 

for reference in answering Items 21-24, please refer to the Pittsburgh Water and Sewer Authority's Procedures Manual for Developers (available 
at wmy.pgh20.com). 

21. Please indicate the number (e.g. 0, 1. 2•...) of each of the following sewer and/or water items that will be part of the work: 

1 New Water Service Connection(s) 1 Terminationof Existing Water Service Tap(s) 

1 New Sewer Service Connection(s} Termination of Existing Sewer Service Tap(s) 

22. Will the proposed work change the current water consumption and sewer discharge of the building or Site? 

YES NO 

23. If the Development includes the construction of main sewer andlor water lines, then the Applicant is required to select a course 
of action with regard to ownership of those utilities: 

Applicant requests PWSA to accept ownership of the sewer mains and/or water lines 

i 

Applicant retains private ownership of sewer mains and/or water lines 


~ Not Applicable (Development does not indude construction of sewer mains and/or water lines) 

24. If Yes to· the first or second statement in Itcm 23. thcn identify the type of property where the sewer mains and/or water lines 
will be constructed: 

Public Property, Existing City Street Private Property Not Applicable 


PubliC Property, New City Street to be constructed as part of the development/project 


WORK IN AND AROUND THE CITY RIGHTS-Of-WAY 

25. Please select the following items that apply to the proposed work: 

Applicant requests to change or designate the name of a City Street. 

The proposed work indudes a private structure (e.g. deck, porch, awning. sign, etc.) encroaching on a City dedicated right-of-way. 

~ Modification or reconstruction of City curbs. 

Design and construction of a new street where the Applicant wilt request the City to accept ownership of the street. 


Applicant requests the City to vacate an existing City street/sidewalk so the Applicant can use the property for private development. 


The proposed work will create an obstruction of traffic on City rights-of-way. 


~ The proposed work includes the excavation of a City street or sidewalk. 


The proposed work includes the placement of a demolition dumpster in a City right-of-way. 


The proposed work indudes the addition, deletion and/or relocation of City street lights in a City right-of-way. 

26. Applicant will be applying for a V1sitabllity Tax Credit? U Yes o No / 

Applicant Signature: 

VOUCHER #: Page ORA-) MARCH 2007 
(Zoning Use Only) 
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City DEPARTMENT OF CITY PLANNING 
DEVELOPMENT ADMI~ISTRATION AND REVIEW (ZONING) 

Date Filed: 

Office of the Zoning Administrator 

! The Developmen,t Review Application can be used for the following: 

• New Construction of a Primary Use Structure larger than a 2-Family Dwelling. (Including new Non-Residential 
Primary Use Structures); 

• Any project.or development that requires a Land Operations Permit; 
• Any other types of work not listed Linder the Walk-Through and Zoning Applications. 

Zip Code: 1;2./3 
Phone Number: (tfll) q0 tf, L\-3 (O 

~ • Zip Code: I ~2.3 3 
Applicant/Contractor ID:(assigned by the City) 

· 4. Development Location: 

15. Development Address: _%£5.t- 4:0'2-1 f5AUM rht.vO P'61'\,/ ~. 1S[2.13 
; 6. If applicant is proposing a change to the Zoning District, the following is required: (Attach Zone Change Petition) 

Proposed Zoning District: 

7. If a Certificate ofOccupan<:y exists, the following is required: 

cif Occupancy#: 

8. Estimated Construction: Start Date: ( 

I • • 

· Use the attached Worksheet to continue answering the questions. For additional reference in answering Items 9-12 go to 
· pittsburghpa.gov/dcPlzoningj and select the link for the City Zoning Code maintained at the MunicQde.com website. 

i 9. Proposed Use of Site (Select from attached list): Vi~l~ S~ 
! 10, Select the Type of Work: 

D New Construction, New If(Renovation, Interior 

D New Construction, jjg:Renovation, Exterior 

D Change in Use Only D Renovation, Change in Use 
"""""""""'" " """."".. ,,~ ""_._,,""'",,,••_ ....",.,,,,._••••,,••••••-._ .mmmm""""""'''' •••••••••••••••••••••••_ ••_.~••__ nnnnm• .-•••••••••••_.___M ", ... "" ......, ................................_ ••••••__"",. 


· 11. Describe the Development: fZ...b.NO'\l~ we Oe~ p,-r~l2..~ SZr4a:iJf:66..'lM Isr:£{)~=-_-! 

~~1?- ~CLD(f..h-~rt£, 'mce>C:Ce(~ It-.2l1ft 4QE-P"~ f12JbfC~1st= 
~.~~~rS~__~__________________________________ 

112. Is a Land Operations Permit needed? DYES ~O.' 
(See the Bureau of Building Inspection (BBI) website for activities requiring a Land Operations permit, http://www.cjty.pittsburgh.pa.us/bbij) : 

VOUCHER#: Page DRA-l MAY 2013 
(Zoning Use Only) 

http://www.cjty.pittsburgh.pa.us/bbij
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DEPARTMENT OF CITY PLANNING 

DEVELOPMENT ADMINISTRATION AND REVIEW (lONING) 


Office of the Zoning Administrator 

,LAND AND BUILDIN~ INFORMATION 

. tructures or Building Additions: o N/A 

o Commercial 

14. Gross Floor Area: 

Existing to be Razed: 

Existing to be Retained: 

o Recreational 

. sq ft 

sq ft-----
Retained Area to be Renovated: ~ir,(~l~~~~~O~------Sqft 

sq ftTo be Constructed: -----------------
Building Footprint: _\:......l+:.J..!--'~c.....D_D___............,.. sq ft 

Main Structure 

Proposed Addition/Extension 

rovide Accessory Structure Type(s) and Height(s): 

16. Number of Dwelling Units: 

o Industrial 

Existing to Remain: Proposed: 'fJ /A 

i~J S-qD sq ft 

Off-Street Loading Spaces: ON/A 

Actual: 

Required: 

19. Please check any of the following items that will be part of the proposed work: . 

~emolition ~VAC (Interior) 0 HVAC (Exterior) 

-----

ON/A 

~Iectrical 

o Fire Protection/Sprinklers o Deck Construction o Commercial Cooking Hood 

20. Please check the following items that pertain to any work proposed on private plumbing: 
(i.e. plumbing between a public sewer or water line and abuilding, including plumbing inside the building). 

o Institutional 

Proposed 

p(Fire Alarm 

ftQ:Sign 

~Repair or Replace Existing Plumbing Construction of Plumbing o No Plumbing Work is Proposed 

VOUCHER #: Page DRA-2 MAY 2013 
(Zoning l:Jse Only) 



DEPARTMENT OF CITY PLANNINGCity of Pittsburgh 
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING)~ 

Office of the Zoning Administrator 

NOTE: The term ''sewer'' refers to sanitary sewe~ storm sewers and combined sewers owned by the City ofPittsburgh. 

For reference in answering Items 21-24, please refer to the Pittsburgh Water and Sewer Authority's Procedures Manual for Developers (available 
at www.pgh20.com). 

21. Please indicate the number (e.g. 0, 1,2;...) of each of the following.sewer and/or water items that will be part of the work: 

~/A. 

m~l.b ..... 
New Water Service Connection(s) N JA Termination of Existing Water Service Tap(s)

--'-=--'-"'-"'--

New Sewer Service Connection(s) .............Hj~ Termination of Existing Sewer Service Tap(s) 

22. Will the proposed work change the current water consumption and sewer discharge of building or site? 

DYES ~O 

23. If the Development includes the construction of main sewer and/or water lines, then the Applicant is required to select a course 
of action with regard to ownership of those utilities: . 

o Applicant requests PWSA to accept ownership of the sewer mains and/or water lines 

o Applicant retains private ownership of sewer mains and/or water lines 

){'Not Applicable (Development does not include ~onstruction of sewer mains and/or water lines) 

24. If Yes to the first or second statement in Item 23, then identify the type of property where the sewer mains and/or water lines 
will be constructed: 

o Public Property, Existing City Street o Private Property o Not Applicable 

o Public Property, New City Street to be constructed as part of the development/project 

25. Please select the following items that ~pply to the proposed work: 

o Applicant requests to change or deSignate the name of a City Street. 

o The proposed work includes a private structure (e.g. deck, porch, awning, sign, etc.) encroaching on a dedicated right-of-way. 

ion or reconstruction of City curbs. 

construction of a new street where the Applicant will request the City to accept ownership of the street. 

o Applicant requests the City to vacate an existing City street/sidewalk so the Applicant can use the property for private development. 

o The proposed work will create an obstruction of traffic on City rights-of-way. 

o The proposed work includes the excavation of a City street or sidewalk. 

o The proposed work includes the placement of a demolition dumpster in a City right-of-way. 

o The proposed work includes the addition, deletion and/or relocation of City street lights in a City right-of-way. 
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PORSCHE DEALERSHIP

PREPARED FOR:

4643 BAUM BOULEVARD, FIFTH WARD, CITY OF PITTSBURGH

LLI ENGINEERING

1501 PREBLE AVENUE, SUITE 300

PITTSBURGH, PA 15233

ALLEGHENY COUNTY, PENNSYLVANIA

SITE LOCATION MAP

SITE

1" = 2000'

CONSULTANTS

ZANE LEEPER

LaFACE & McGOVERN ASSOCIATES, INC.

5330 ENTERPRISE BLVD.

BETHEL PARK, PA 15102

412-854-3200

LIST OF UTILITIES

ELECTRIC SERVICE

      DUQUESNE LIGHT CO.

      2625 NEW BEAVER AVE.

      MAILDROP N6-CS

      PITTSBURGH, PA 15233

      RUSTY HUGHES  412-393-7812

GAS SERVICE

      EQUITABLE GAS CO.

      225 NORTH SHORE DRIVE

      PITTSBURGH, PA 15212

      ROCKY SAPORITO  412-395-2545

COMMUNICATION SERVICE

      VERIZON PA

      15 EAST MONTGOMERY AVE.

      PITTSBURGH, PA 15212

      JON GAUNT  412-237-2290

SEWER AND WATER SERVICE

      PWSA

      PENN LIBERTY PLAZA 1

      1200 PENN AVE.

      PITTSBURGH, PA 15222

      MICHELLE CARNEY  412-255-0841
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18"

COMPACTED SUBGRADE

VIRGIN EARTH OR

GRADE (1 1/2" CAL. OR LARGER)

OF PIPE 1/2" ABOVE

INSPECTION TUBE, TOP

INSTALL 3" PERF. PIPE

PLANTING MIX

CUT AND REMOVE ALL BURLAP AND

LACING EXCEPT FROM BENEATH ROOTBALL,

CUT AND REMOVE TOP 2/3 OF WIRE

BASKET. SLICE BURLAP WHERE BASKET

REMAINS.

IT BORE AT NURSERY OR 6" HIGHER

RELATIONSHIP TO FINISH GRADE AS

TREE SHALL BEAR SAME

WRAP ALL DECIDUOUS TREES

TO FIRST BRANCH

WITH 4" WATERPROOF WRAP

CROSSING BRANCHES

EXCEPT FOR DEAD,

BROKEN OR

DO NOT PRUNE

NEVER CUT A LEADER

ANTI-DESSICANT

BE SPRAYED WITH

TRUNK AND BRANCHES TO

DO NOT PAINT CUTS

DO NOT SHEAR BRANCHES

3 - 14 GAUGE GUY WIRES

EQUALLY SPACED AROUND

TREE

WHITE FLAG

4" MULCH

GRADE

18"

2" X 4" X 2'-6" WOOD

STAKE FLUSH WITH GROUND

TAMP TO PREVENT

SETTLEMENT

18"

REMOVE BURLAP FROM 

TOP 1/3 OF BALL

"D"

"D"

"D"

"D"

=  DIMENSION OF PLANT SPACING ( SHRUB, GROUNDCOVER

OR PERENNIAL ) AS INDICATED ON PLANS.

GRADE

REMOVE BURLAP FROM

REMOVE ALL NYLON STRING

TREE PIT 

6" COMPACTED

MOUND TO FORM 

PLANT MIXTURE

( AS SPECIFIED )

BARE ROOT OR CONTAINER SHRUBS

( BUTTERFLY ROOTS )

18"

(MIN.)

TOP 1/3 OF BALL

PLANT MIX

1. DO NOT PRUNE EVERGREENS EXCEPT TO REMOVE

DEAD AND BROKEN BRANCHES.

BORE TO PREVIOUS FINISH GRADE

PLANT SHALL BEAR SAME 

RELATIONSHIP TO FINISH GRADE AS IT

MULCH CIRCLE

3" OF MULCH;

SAUCER

DEPTH VARIES

NOTES:

120°120°

120°

D
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P
E

RUBBER HOSE CHAFING GUARD

2 PLY, COLOR BLACK

GUYING CABLE

SECURED W/CLAMPS

TURNBUCKLE

AS SPECIFIED

2 PLY, COLOR BLACK

RUBBER HOSE CHAFING GUARD

STAKES AS SPECIFIED

3 PER TREE

DOUBLE STRAND #14 GALV.

WIRE (NEATLY TWISTED)

GUYING CABLE DETAIL

STAKING/ GUYING PLAN SCHEMATIC

STAKING DETAIL

DECIDUOUS TREE PLANTING

- N.T.S.

L601

1

TREE STAKING & GUYING

L601

4

SHRUB PLANTING

- N.T.S.

L601

2

TYPICAL PLANT SPACING

L601
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LANDSCAPE NOTES:

1. THE CONTRACTOR SHALL COMPLY AT ALL TIMES WITH

APPLICABLE FEDERAL, STATE AND LOCAL LAWS, PROVISIONS,

AND POLICIES GOVERNING SAFETY AND HEALTH, INCLUDING

THE FEDERAL CONSTRUCTION SAFETY ACT (PUBLIC LAW 91-54),

FEDERAL REGISTER, CHAPTER XVII, PART 1926 OF TITLE 29

REGULATIONS, OCCUPATIONAL SAFETY AND HEALTH

REGULATIONS FOR CONSTRUCTION, AND SUBSEQUENT

PUBLICATIONS UPDATING THESE REGULATIONS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR EXAMINING

THE AREAS AND CONDITIONS UNDER WHICH THE PROJECT IS

TO BE CONSTRUCTED PRIOR TO THE SUBMISSION OF THE BID.

SUBMISSION OF A BID SHALL BE CONSTRUED TO MEAN THE

CONTRACTOR HAS REVIEWED THE SITE AND IS FAMILIAR WITH

CONDITIONS AND CONSTRAINTS OF THE SITE.

3. PRIOR TO THE INSTALLATION OF PLANT MATERIAL, THE

CONTRACTOR SHALL ACCURATELY LOCATE ALL EXISTING

UNDERGROUND UTILITIES, INCLUDING ALL RECENTLY

INSTALLED UTILITIES.  THE CONTRACTOR SHALL

IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT OF

ANY CONFLICTS WITH THE PLANT MATERIAL.  ANY

UTILITIES DAMAGED AS A RESULT OF PLANTING

ACTIVITIES SHALL BE REPAIRED AND/ OR REPLACED BY

THE CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE

OWNER.

4. TREE PROTECTION FENCING MUST BE IN PLACE PRIOR TO

ANY DEMOLITION OR LAND DISTURBANCE.

5. NO CHANGES TO THE LANDSCAPE DESIGN SHALL BE MADE

WITHOUT THE WRITTEN CONSENT OF THE LANDSCAPE

ARCHITECT.

6. ALL PLANTS INDICATED ON PLANS SHALL BE GROWN IN

CLIMATES SIMILAR TO PROJECT AREA.

7. PLANT COUNTS ARE FOR REFERENCE ONLY.  THE

CONTRACTOR IS REQUIRED TO FULFILL THE INTENT OF

THE DRAWINGS.  ANY DISCREPANCIES IN THE NUMBER OF

PLANTS SHOWN ON THE DRAWING AND THE PLANT LIST

SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER

PRIOR TO SUBMITTING A BID OR BEGINNING

INSTALLATION.

8. ALL PLANT MATERIAL SHALL CONFORM TO OR EXCEED

THE AMERICAN STANDARD FOR NURSERY STOCK (LATEST

EDITION) AS PUBLISHED BY THE AMERICAN ASSOCIATION

OF NURSERYMEN.  DO NOT INSTALL DAMAGED, WILTING

OR UNHEALTHY PLANTS.

9. IN THE EVENT THAT A PROPOSED PLANT CANNOT BE

ACQUIRED, SUBSTITUTION FOR GENUS, SIZE OR SPECIES

SPECIFIED SHALL ONLY BE SUBSTITUTED WITH AN

EQUIVALENT PLANT WHICH MUST BE APPROVED BY THE

LANDSCAPE ARCHITECT IN WRITING.

10. PLANTING MAY ONLY OCCUR DURING THE FOLLOWING

PERIODS:  MARCH 15 – JUNE 15 AND SEPTEMBER 15 –

NOVEMBER 15.  EXCEPTIONS WILL BE MADE BUT MUST BE

APPROVED IN WRITING PRIOR TO ANY INSTALLATION.

PROCEED WITH PLANTING ONLY WHEN EXISTING AND

FORECASTED WEATHER CONDITIONS PERMIT PLANTING.

11. A PRE-EMERGENT HERBICIDE SHALL BE APPLIED TO THE

SHRUB BEDS AND MULCH AREAS PRIOR TO THE

INSTALLATION OF PLANT MATERIAL.  HERBICIDE IS TO BE

APPLIED PER MANUFACTURER’S SPECIFICATIONS.

PROPOSED HERBICIDE SHALL BE APPROVED BY THE

LANDSCAPE ARCHITECT AND OWNER PRIOR TO

APPLICATION.

12. TOPSOIL SHALL MEET ASTMD 5268, HAVE A PH RANGE OF

5.5-7, CONTAIN A MINIMUM OF 4% ORGANIC MATERIAL AND

BE FREE OF ANY STONES OVER 1” IN ANY DIRECTION AND

FREE OF DEBRIS AND NON-ORGANIC MATERIAL.  A SOIL

SAMPLE SHALL BE TAKEN BY THE CONTRACTOR PRIOR TO

PLANTING AND SENT TO A SOIL TESTING LABORATORY

RECOGNIZED BY THE STATE DEPARTMENT OF

AGRICULTURE.  IF REQUIRED, SOIL AMENDMENT TYPES

AND QUANTITIES TO BE SUBMITTED FOR REVIEW.

13. PRIOR TO INSTALLATION OF ANY PLANT MATERIAL, THE

CONTRACTOR SHALL CONFIRM ADEQUATE DRAINAGE IN

ALL PITS AND PLANT BEDS.  NOTIFY THE LANDSCAPE

ARCHITECT IF BEDROCK IS ENCOUNTERED OR IF PROPER

DRAINAGE CANNOT BE ACHIEVED.

14. PLANT TREES AND SHRUBS AFTER FINISH GRADES ARE

ESTABLISHED AND BEFORE PLANTING LAWNS UNLESS

OTHERWISE APPROVED BY THE LANDSCAPE ARCHITECT.

15. PLANTING MIXES:  PLANTING MIX FOR BACKFILLING PLANT

PITS OF DECIDUOUS TREES AND SHRUBS SHALL BE IN THE

PROPORTION OF FOUR PARTS BY VOLUME OF TOPSOIL

AND ONE PART BY VOLUME OF PEAT MOSS PLUS ONE

POUND OF 10-6-4 FERTILIZER PER CUBIC YARD.  PLANTING

MIX FOR BACKFILLING PLANT PITS OF NEEDLED

EVERGREEN PLANTS SHALL BE IN THE PROPORTION OF

TWO PARTS BY VOLUME OF TOPSOIL AND ONE PART BY

VOLUME PEAT MOSS PLUS ONE POUND OF 10-6-4

FERTILIZER PER CUBIC YARD.  ALL AMENDMENTS SHALL

BE THOROUGHLY MIXED.

16. REFER TO EROSION AND SEDIMENTATION CONTROL PLAN

FOR LIMITS OF DISTURBANCE.  ALL DISTURBED AREAS

SHALL BE FINE GRADED AND SEEDED WITH PERMANENT

SEED MIX UNLESS OTHERWISE NOTED ON PLANS. PRIOR

TO INSTALLATION OF SOD OR SEED, ALL LAWN AREAS

SHALL RECEIVE TOPSOIL TO A DEPTH OF 4” AFTER LIGHT

ROLLING.  DO NOT COMPACT.  THE AREAS SHALL BE

DISKED AND RAKED SMOOTH TO A UNIFORM GRADE AS

SHOWN ON THE GRADING PLAN.

17. A 3” THICK DOUBLE SHREDDED HARDWOOD MULCH BED

SHALL BE PROVIDED IN ALL AREAS CONTAINING TREES,

SHRUBS AND UNDER BUILDING OVERHANGS.

18. PLANT IDENTIFICATION TAGS SHALL BE LEFT ON UNTIL

INSTALLED PLANTINGS ARE INSPECTED BY THE

LANDSCAPE ARCHITECT.  ALL TAGS SHALL BE REMOVED

AFTER APPROVAL.

19. WARRANTY PERIOD FOR TREES AND SHRUBS IS ONE

YEAR.  WARRANTY PERIOD FOR GROUNDCOVER, LAWNS,

GRASSES AND PERENNIALS IS 6 MONTHS.  WARRANTY

PERIOD FOR REPLACEMENTS SHALL BE EQUAL TO THE

ORIGINAL WARRANTY PERIOD.

20. A SATISFACTORY LAWN IS DEFINED AS A HEALTHY,

UNIFORM, CLOSE STAND OF GRASS FREE OF WEEDS AND

SURFACE IRREGULARITIES WITH COVERAGE EXCEEDING

90% OVER 10 SQUARE FEET WITH NO BARE SPOTS

EXCEEDING  A 5”X5” SQUARE.

21. REFER TO LANDSCAPE DETAIL SHEETS AND

SPECIFICATIONS FOR ADDITIONAL INFORMATION

PERTAINING TO INSTALLATION OF LANDSCAPE INCLUDING

BUT NOT LIMITED TO MULCHING, STAKING AND SETTING/

SPACING OF PLANTS.

PLANT LIST

QTY BOTANICAL NAME COMMON NAME SPACING SIZE CONDITION

TREES

8

Acer ginnala 'Betzam' Betzam Amur Maple

30' O.C. 2 1/2" Cal.

B&B,

COLUMNAR

2

Ginkgo biloba 'Princeton Sentry' Princeton Sentry Ginkgo

As Shown 2 " Cal.

B&B,

COLUMNAR

SHRUBS

16

Ilex glabra 'Densa' Densa Compact Inkberry

36" O.C.
24" Ht., #5

Cont.

53

Potentilla fruticosa 'Goldfinger' Goldfinger Potentilla

36" O.C.
18" Ht., #3

Cont.

10

Viburnum x rhytidophylloides 'Alleghany' Alleghany Viburnum

48" O.C. 4' Ht. B&B

GROUNDCOVER/GRASSES/PERENNIALS

375

Liriope muscari 'Big Blue' Big Blue Lily Turf

12" O.C. QUART
Cont., CLUMP

LANDSCAPE REQUIREMENTS:

918.02.B OFF-STREET PARKING AREAS

A MINIMUM OF TWENTY-FIVE (25) SQUARE FEET OF LANDSCAPING SHALL BE PROVIDED FOR EACH PARKING SPACE IN PARKING LOTS

WITH UP TO ONE HUNDRED (100) PARKING SPACES.  REQUIRED LANDSCAPING SHALL TAKE THE FORM OF PLANTER STRIPS,

LANDSCAPED AREAS, OR PERIMETER LANDSCAPING.

7 PARKING STALLS REQUIRED TO MEET LANDSCAPING REQUIREMENTS (175 S.F. OF LANDSCAPING REQUIRED) = 842 S.F. PROVIDED

THE LANDSCAPING SHALL INCLUDE AT LEAST ONE (1) TREE FOR EVERY FIVE (5) PARKING SPACES. LANDSCAPED AREAS SHALL BE

DISPERSED THROUGHOUT THE PARKING LOT. PLANTER STRIPS, LANDSCAPED AREAS, AND PERIMETER LANDSCAPED AREAS SHALL

HAVE A MINIMUM WIDTH OF FIVE (5) FEET.

7 PARKING STALLS REQUIRED TO MEET LANDSCAPING REQUIREMENTS (2 TREES REQUIRED) = 2 TREES PROVIDED

918.02.C STREET TREES

AT LEAST ONE (1) STREET TREE SHALL BE PROVIDED FOR EACH THIRTY (30) LINEAR FEET OF PROPERTY ADJOINING A PUBLIC STREET.

STREET TREES SHALL BE PLANTED BETWEEN THE SIDEWALK AND STREET CURB. IF PLANTING IN THAT AREA IS NOT POSSIBLE, STREET

TREES SHALL BE INSTALLED WITHIN TWENTY (20) FEET OF STREET CURB. TREES PLANTED BETWEEN A SIDEWALK AND STREET CURB

MUST HAVE A MINIMUM NONPAVED PLANTING AREA OF EIGHTEEN (18) SQUARE FEET, WITH A MINIMUM DEPTH OF THREE (3) FEET. IN

CASES WHERE THERE IS AN EXISTING PATTERN OF STREET TREES, COMPATIBLE NEW TREES SHALL BE PLANTED ACCORDING TO THE

EXISTING TREE SPACING AND PATTERN TO THE GREATEST EXTENT POSSIBLE. IN CASES WHERE STREET TREES ARE TO BE PROVIDED

BY THE DEPARTMENT OF PUBLIC WORKS, APPLICANT SHALL PROVIDE PROOF OF APPLICATION THROUGH THE STREET TREE PROGRAM

TO THE ZONING ADMINISTRATOR.

(ORD. 42-2005, §§ 28, 29, EFF. 12-30-05)

8 STREET TREES PROVIDED

918.03. SCREENING REQUIREMENTS.PERMANENT LINK TO THIS PIECE OF CONTENT

THE FOLLOWING SITE FEATURES SHALL BE SCREENED ON ALL SIDES EXCEPT THOSE SIDES THAT ABUT (NOT ACROSS A STREET)

OTHER FEATURES REQUIRED TO BE SCREENED. IF ITEMS 1, 2, OR 3 BELOW FACE A RESIDENTIAL ZONE, THEY MUST BE EQUIPPED WITH

A REMOVABLE SCREEN:

4.  OFF-STREET PARKING AREAS

LANDSCAPE SCREENING SHALL BE A MINIMUM DEPTH OF FIVE (5) FEET, AND PLANT MATERIALS SHALL BE A MINIMUM HEIGHT OF

FORTY-TWO (42) INCHES AT THE TIME OF PLANTING. EVERGREEN PLANTS OR PLANTS WITH DENSE STRUCTURE YEAR ROUND SHALL

BE EMPLOYED.

PARKING LOTS SHALL BE SCREENED TO A MINIMUM HEIGHT OF FORTY-TWO (42) INCHES. THE ZONING ADMINISTRATOR MAY APPROVE

A REDUCTION IN SCREENING REQUIREMENTS WITH ADDITIONAL SEPARATION BEYOND REQUIRED SETBACKS.

(15) 42" EVERGREEN SHRUBS PROPOSED AS SCREENING FOR STANDARD PARKING STALLS ALONG ALLEY.  EXISTING WALL PROVIDES

REMAINING SCREENING.

STANDARD PARKING STALL 8.5'x19'

(6 STALLS REQUIRED TO MEET

LANDSCAPING REQUIREMENTS)

S

DISPLAY PARKING STALL

(21 STALLS NOT REQUIRED TO MEET

TO LANDSCAPING REQUIRMENTS)

D

ADA PARKING STALL

(1 STALLS REQUIRED TO MEET

LANDSCAPING REQUIREMENTS)

(8) Acer ginnala 'Betzam'

(2) Ginkgo biloba 'Princeton Sentry'

(10) Ilex glabra 'Densa'

(10) Viburnum x rhytidophylloides

'Alleghany'

(53) Potentilla fruticosa 'Goldfinger'

(100) Liriope muscari 'Big Blue'

(150) Liriope muscari 'Big Blue'

(125) Liriope muscari 'Big Blue'

(6) Ilex glabra 'Densa'
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1 inch = 10 ft.

EROSION AND SEDIMENT CONTROL NOTES:

1. THE CONTRACTOR SHALL COMPLY AT ALL TIMES WITH APPLICABLE

FEDERAL, STATE AND LOCAL LAWS, PROVISIONS, AND POLICIES

GOVERNING SAFETY AND HEALTH, INCLUDING THE FEDERAL

CONSTRUCTION SAFETY ACT (PUBLIC LAW 91-54), FEDERAL

REGISTER, CHAPTER XVII, PART 1926 OF TITLE 29 REGULATIONS,

OCCUPATIONAL SAFETY AND HEALTH REGULATIONS FOR

CONSTRUCTION, AND SUBSEQUENT PUBLICATIONS UPDATING THESE

REGULATIONS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR EXAMINING THE

AREAS AND CONDITIONS UNDER WHICH THE PROJECT IS TO BE

CONSTRUCTED PRIOR TO THE SUBMISSION OF THE BID.  SUBMISSION

OF A BID SHALL BE CONSTRUED TO MEAN THE CONTRACTOR HAS

REVIEWED THE SITE AND IS FAMILIAR WITH CONDITIONS AND

CONSTRAINTS OF THE SITE.

3. BEFORE EXCAVATION, ALL UNDERGROUND UTILITIES SHALL BE

LOCATED IN THE FIELD BY THE PROPER AUTHORITIES.  THE

CONTRACTOR SHALL NOTIFY PENNSYLVANIA ONE CALL SYSTEMS,

INC.AT 1-800-242-1776.  THE LOCATION OF ALL UTILITIES AND

UNDERGROUND STRUCTURES ARE APPROXIMATE AND MAY NOT ALL

BE SHOWN.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO

DETERMINE THE EXISTENCE AND EXACT LOCATION OF ALL UTILITIES

AND UNDERGROUND STRUCTURES.

4. CONTRACTOR TO PROVIDE SHOP DRAWINGS ON ALL STORM SEWER

MANHOLES, INLETS, AND DETENTION SYSTEMS.

5. AN AS-BUILT DRAWING OF NEW UTILITY SERVICES SHALL BE

PREPARED BY THE CONTRACTOR AND SUBMITTED TO THE OWNER

UPON COMPLETION OF THE PROJECT.

6. ALL STORM PIPE SHALL BE HDPE, SMOOTH INTERIOR, CORRUGATED

POLYETHYLENE PIPE UNLESS OTHERWISE NOTED.  ALL STORM

SEWER CONSTRUCTION MATERIALS AND METHODS SHALL BE IN

ACCORDANCE WITH PENNDOT SPECIFICATIONS. ALL JOINTS SHALL BE

WATERTIGHT.

7. CONTRACTOR SHALL REFER TO OTHER PLANS WITHIN THIS

CONSTRUCTION SET FOR OTHER PERTINENT INFORMATION.

8. THE CONTRACTOR SHALL ASSURE THAT THERE IS POSITIVE

DRAINAGE TO THE INLETS UPON PLACEMENT OF NEW PAVEMENT.

SITE LOCATION MAP

SCALE: 1" = 2000'

^

18FF

EROSION AND SEDIMENT CONTROL LEGEND

LIMITS OF DISTURBANCE

ROCK CONSTRUCTION ENTRANCE

C402

1

18 INCH FILTER FABRIC FENCE

C402

2

INLET PROTECTION

C402

3

TOTAL PERMIT AREA = 0.61 ACRES

DISTURBED AREA = 0.36 ACRES

PROJECT AREAS

SITE

THIS PLAN IS FOR EROSION AND SEDIMENT CONTROL PURPOSES ONLY
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CLASS "4" CONCRETE CURB

CHAMFER EDGES 1/2"

#4 BAR @ 36" C.C.

3/4" RADIUS

1'-6"

6"

4

1

2

"

6"

NOTES:

1. PROVIDE EXPANSION JOINTS @ 20'-0" C.C.

2. PROVIDE MATERIALS AND CONSTRUCTION MEETING THE REQUIREMENTS OF

    PUBLICATION 408, SECTION 630 FOR PLAIN CEMENT CONCRETE CURB AND DEPRESSED

    CURB, SECTION 640 FOR PLAIN CEMENT CONCRETE CURB GUTTER.

#4 BARS

CONTINUOUS

COMPACTED SUBGRADE

CLASS 4 GEOTEXTILE FABRIC

1 1/2" THICK 9.5 MM WEARING COURSE (PG 64-22, SRC "E" OR BETTER, ESAL'S < 0.3)

SUBBASE

DEPTH = 6" SUBBASE MATERIAL

PENNDOT TYPE 2A LIMESTONE

2 1/2" THICK  25.0 MM BINDER COURSE (PG 64-22, ESAL'S < 0.3)

NOTES:

1. ONCE THE FINAL WEARING COURSE OF BITUMINOUS PAVING IS PLACED, THE CONTRACTOR SHALL SEAL THE

    GUTTER LINE WITH AC20 ASPHALT CEMENT BY OVERLAPPING 3" ONTO THE WEDGE CURB AND EXTENDING

    9" ON TO THE CARTWAY IN ACCORDANCE WITH PENN D.O.T. PUBLICATION 408.

2. SUBGRADE DRAINS MAY BE REQUIRED WHERE UNDERGROUND WATER IS ENCOUNTERED.

3. IF THE SUBBASE IS NOT INSTALLED BY NOVEMBER IST, THE BITUMINOUS PAVING MUST BE DELAYED UNTIL THE

    NEXT PAVING SEASON.

4. CONSTRUCTION MATERIALS AND INSTALLATION CONFORM TO PENNDOT 408.

5. SEE APPLICABLE MUNICIPALITY OR AUTHORITY STANDARD DETAIL.

-
-

-

-
-

-

STANDARD DUTY ASPHALT

PAVEMENT (SUPERPAVE) - N.T.S.

C601

1

TYPICAL 6" DEEP SET

CONCRETE CURB - N.T.S.

C601

2

S
E

E
 
S

I
T

E
 
P

L
A

N

AISLE WAY

LINES (TYP.)

PAINTED YELLOW

PAVEMENT EDGE

PAINTED SYMBOL (WHITE)

BLUE FIELD

NOTE:

1. VAN ACCESSIBLE AISLE WAYS =

8'-0" (MIN.)

2. ALL OTHER H.C. AISLE WAYS =

5'-0" (MIN.)

PAINT ON

PAVING TO BE BLUE

1'-0" X 1'-0" LAYOUT

GRID

RESERVED

PARKING

VAN

ACCESSIBLE

VIOLATORS

SUBJECT

TO FINE

AND TOWING

MIN. FINE $50

MAX. FINE $200

USE R7-8 12" X 18"

REGULATORY SIGN

(REFLECTIVE)

USE R7-8a

6" X 12" REGULATORY SIGN

(REFLECTIVE)

ADA PARKING LOGO - N.T.S.

C601

4

TYPICAL ADA PARKING STALL

- N.T.S.

C601

5

ADA PARKING SIGN - N.T.S.

C601

7

CONCRETE SIDEWALK - N.T.S.

C601

3

PEDESTRIAN

CROSSWALK

18

2'-0" MIN.

FOR BOTH SIDES

OF RAMP

4'-0" MIN.

INSIDE PEDESTRIAN

CROSSWALK LINE

PROJECTED CURB LINE

(LIMIT OF CROSSWALK LINE)

DETECTABLE WARNING

SURFACE (TYP)

18  6'-0" MIN MEASURED FROM INSIDE OF

      PAINTED EDGE TO INSIDE OF PAINTED EDGE

OUTSIDE PEDESTRIAN

CROSSWALK LINE

STOP LINE

L

SIDEWALK

AREA

WHEELCHAIR OVERRUN

ZONE 4'-0"X4'-0" MIN.

18

PLAIN CEMENT CONCRETE

DEPRESSED CURB

4'-0" MIN.

DETECTABLE WARNING

SURFACE (TYP)

C
 
 
 
 
O

F

R
A

M
P

STOP LINE

L

SIDEWALK

AREA

5  FOR ALTERATIONS: RAMP WIDTH IS

    EQUAL TO EXISTING SIDEWALK WIDTH WHEN

    THE EXISTING SIDEWALK WIDTH IS GREATER

    THAN 3'-0"

1

2

:

1
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A
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C
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PLCC DEPRESSED

CURB

DETECTABLE

WARNING

SURFACE (TYP)

5  RAMP WIDTH

4'-0" MIN.

PLCC CURB

(TYP)

VARIABLE

SIDEWALK WIDTH

4'-0" MIN.

SLOPE: ZERO +- 2%

8"

8"

TYPE 1 SINGLE CURB RAMP

AT CORNER  (RC-67M)

C601

8
TYPE 1A CURB RAMP (PARALLEL)

(RC-67M)

C601

9

SECTION

*

**

and Respective Footings Together.

Curb According to Detail, Tieing Curbs

If Curb is not Salvageable, Replace

Conform to Detail, if Possible.

Concrete Curb to be Cut in Place to

Adjacent Pavement

6
"

10"

6"

3'- 0"

2
"

1
"

SECTION-ELEVATION

PLAN

Varies - See Site Plan2'-0"12"

3
'
-
 
0

"

Expansion Joint, (Typical)

Scored Concrete

Scoreline, (Typical)

Granite Access Strip, (Typical)

Warped Surface Area, (Typical)

Limit of Depressed Curb, (Typical)

#4 Reinforcing Rod

Slip Dowel with Cap

Expansion Joint

1/4" Approved Expansion Joint

Material and Caulking

Finished Grade

Concrete Base (HES Concrete) 6" Depth

#4 Gauge Wire Mesh 6"x 6"

Subbase, 5" Depth

Concrete, Class P

1/2" Approved Expansion Joint

Material and Caulking

Concrete Curb

Concrete Footing, Class P Concrete

* Slope Varies, Match Field Condition

** Match Adjacent Sidewalk Slope

DRIVEWAY AND DEPRESSED CURB

DETAIL (CITY RIGHT OF WAY)

C601

10

PYLON SIGN

- N.T.S.

C601

6
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EXCAVATED MATERIAL

COMPACTION =

95% STD. MOD. PROCTER.

12" LIFTS MAXIMUM

NORMAL CONDITIONS

PAVEMENT

BENEATH PROPOSED

PAVEMENT

2A STONE OR GRAVEL

COMPACTION =

95% STD. OR MOD.

PROCTER 12" LIFTS

MAXIMUM

2B STONE OR GRAVEL

12" MIN

(TYP.)

*PRIVATE LOCATIONS ONLY*

6
"

M
I
N

.

1
2
"

M
I
N

.

(UNDERDRAIN)

CURB DRAIN

INLETS OVER 5' DEEP TO HAVE

STEPS 12" C/C.

@ SPRING LINE OF PIPE

BICYCLE SAFE GRATE OR EQUAL.

ALLEGHENY FOUNDRY STRUCTURAL STEEL

TO FLOW LINE, TO MAKE INLETS SELF CLEANING.

CONCRETE INVERTS TO BE POURED

59"

3
7

-
1

/
2

"

48-7/8"

2
7

-
7

/
8

"

BICYCLE SAFE GRATE

INLET FRAME-TO BE CAST IRON

ADJUST INLET TO GRADE

INLET BOX

PLAN VIEW

WITH COMMON BRICK AND MORTAR

MAXIMUM ADJUSTMENT ALLOWED 12"

1/2'' X 2-1/2'' X 46-1/4'' BAR (TYP.)

@ 2-1/8'' C TO C

11 BEARING BARS

1/2'' 0 X 25'' ROD (TYP.)

@ 4-1/4'' C TO C

10 TRAVERSE RODS

B

A

B

A

BICYCLE SAFE GRATE

47-3/4"

1"
2"

26-1/2"

24-1/4"

27-5/8"

37-1/2"

45-1/2"

48-7/8"

59"

2
-
1

/
2

"

1
0

-
1

/
8

"

SECTION A-A SECTION B-B

WEEP HOLES WILL BE REQUIRED.

ALL INLETS SHALL BE IN ACCORDANCE

WITH SPECIFICATIONS SET FORTH IN

PENN D.O.T. PUBLICATION 408 AND

72 FOR PRECAST AND POURED IN

PLACE INLETS.

NOTES

WEEP HOLES

PIPES DETAIL FOR ADDITIONAL INFORMATION.

REFER TO PRECAST CONCRETE MANHOLE FOR

ALL GRATES SHALL BE BICYCLE SAFE

(ASTM A-615)

3/8" GRADE 40 DEFORMED STEEL BAR

(ASTM D-2146 TYPE II CR.4910B)

OR POLYPROPYLENE PLASTIC COATED

FOUNDRY CO. PATTERN NO. 64 SPECIAL

HAVE STEPS BY ALLEGHENY

ALL INLETS 6' OR DEEPER SHALL

y

y

12"

V
A

R
I
E

S

4'-6"

1-1/2

1-1/2

1-1/2

1-1/2

1-1/2

1-1/2

(IN.)

PARTICLE SIZE

MAXIMUM

1-1/2

5/8

5/8

12"

1.5'

1.5'

1.5'

1.5'

1.5'

0.84'

0.74'

0.68'

0.69'

60"

48"

42"

36"

30"

24"

18"

15"

12"

NOMINAL DIAMETER              MINIMUM X

FILTER FABRIC

REQUIRED ALL AROUND

UNDISTURBED EARTH

12" MIN. FILTER

FABRIC JOINT

OVERLAP (TYP.)

STONE FOR INFILTRATION BEDS SHALL BE 2-INCH TO

1-INCH UNIFORMLY GRADED COURSE AGGREGATE, WITH

A WASH LOSS OF NO MORE THAN 0.5%, AASHTO SIZE

NUMBER 2 PER AASHTO SPECIFICATIONS, PART 1, 19TH

ED., 1998, OR LATER AND SHALL HAVE VOIDS 40% AS

MEASURED BY ASTM-C29. CHOKER BASE COURSE

AGGREGATE FOR BEDS SHALL BE 3/8 INCH TO 3/4 INCH

UNIFORMLY GRADED COURSE AGGREGATE AASHTO

SIZE NUMBER 57 PER TABLE 4, AASHTO SPECIFICATIONS,

PART 1, 13TH ED., 1998 (P.47)

(PIPE TO BE LEVEL)

ADS N-12 OR HC

BEDDING

(CLASS I OR II MATERIAL)

 =42" MIN. N-12

NOTES:

1. ALL RETENTION AND DETENTION SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH

ASTM D2321, "STANDARD PRACTICE FOR UNDERGROUND INSTALLATION OF

THERMOPLASTIC PIPE FOR SEWERS AND OTHER GRAVITY FLOW APPLICATIONS", LATEST

EDITION.

2. MEASURES SHOULD BE TAKEN TO PREVENT MIGRATION OF NATIVE FINES INTO BACKFILL

MATERIAL, WHEN REQUIRED.

3. FOR MORE DETAILED INFORMATION, SEE ADS TECHNICAL NOTE 2.120, "STORM WATER

DETENTION/RETENTION SYSTEM DESIGN".

24"

30" I.D.

PERFORATED PIPE

12"

84" MIN. @ OUTFLOW

LOCATION (VARIES

WITH SURFACE

ELEVATION)

FL 193.80 @ 0.50%

-
-

-

-
-

-

FLOW

P-TRAP DETAIL - N.T.S.

C602

1

UNDERGROUND PIPE OR

CONDUIT BACKFILL - N.T.S.

C602

2
STORMCEPTOR DETAIL

(OR APPROVED EQUAL) - N.T.S.

C602

3

STORM INLET (TYPE M) - N.T.S.

C602

4

PERFORATED HDPE PIPE

DETENTION/INFILTRATION BASIN

SECTION - N.T.S.

C602

5
UNDERGROUND INFILTRATION

TANK (30" HDPE PIPE) - N.T.S.

C602

6
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ROCK CONSTRUCTION ENTRANCE

- N.T.S.

C402

1

50' MIN.

3

FT.

EXISTING ROADWAY

EARTH FILL

PIPE AS NECESSARY

GEOTEXTILE

EXISTING

GROUND

MIN 8" AASHTO #1

MOUNTABLE

BERM (6 IN. MIN.)*

1
0

'

M
I
N

.

1
0

'

M
I
N

.

2
0

'

M
I
N

.

E
X

I
S

T
I
N

G
 
R

O
A

D
W

A
Y

PROFILE

PLAN VIEW

NOTES:

REMOVE TOPSOIL PRIOR TO INSTALLATION OF ROCK CONSTRUCTION ENTRANCE. EXTEND ROCK OVER

FULL WIDTH OF ENTRANCE.

RUNOFF SHALL BE DIVERTED FROM ROADWAY TO A SUITABLE SEDIMENT REMOVAL BMP PRIOR TO

ENTERING ROCK CONSTRUCTION ENTRANCE.

MOUNTABLE BERM SHALL BE INSTALLED WHEREVER OPTIONAL CULVERT PIPE IS USED AND PROPER PIPE

COVER AS SPECIFIED BY MANUFACTURER IS NOT OTHERWISE PROVIDED. PIPE SHALL BE SIZED

APPROPRIATELY FOR SIZE OF DITCH BEING CROSSED.

MAINTENANCE: ROCK CONSTRUCTION ENTRANCE THICKNESS SHALL BE CONSTANTLY MAINTAINED TO THE

SPECIFIED DIMENSIONS BY ADDING ROCK. A STOCKPILE SHALL BE MAINTAINED ON SITE FOR THIS

PURPOSE. ALL SEDIMENT DEPOSITED ON PAVED ROADWAYS SHALL BE REMOVED AND RETURNED TO THE

CONSTRUCTION SITE IMMEDIATELY. IF EXCESSIVE AMOUNTS OF SEDIMENT ARE BEING DEPOSITED ON

ROADWAY, EXTEND LENGTH OF ROCK CONSTRUCTION ENTRANCE BY 50 FOOT INCREMENTS UNTIL

CONDITION IS ALLEVIATED OR INSTALL WASH RACK. WASHING THE ROADWAY OR SWEEPING THE

DEPOSITS INTO ROADWAY DITCHES, SEWERS, CULVERTS, OR OTHER DRAINAGE COURSES IS NOT

ACCEPTABLE.

* MOUNTABLE BERM USED TO PROVIDE PROPER COVER FOR PIPE

FABRIC FENCE

SUPPORT STAKE *

TOE ANCHOR TRENCH

STAPLES

STAKE

COMPACTED

BACKFILL

UNDISTURBED

GROUND

FILL

SLOPE

* STAKES SPACED AT 8 FT. MAX.

USE 2 IN X 2 IN (±3/8 IN.) WOOD OR EQUIVALENT

STEEL (U OR T) STAKES

1
8

 
I
N

.

1
8

 
I
N

.

M
I
N

.

8 FT. MIN.

6 IN.

6 IN.

NOTES:

FABRIC SHALL HAVE THE MINIMUM PROPERTIES AS SHOWN IN TABLE 4.3 OF THE PA DEP EROSION CONTROL

MANUAL.

FABRIC WIDTH SHALL BE 30 IN. MINIMUM. STAKES SHALL BE HARDWOOD OR EQUIVALENT STEEL (U OR T) STAKES.

SILT FENCE SHALL BE PLACED AT LEVEL EXISTING GRADE. BOTH ENDS OF THE FENCE SHALL BE EXTENDED AT

LEAST 8 FEET UP SLOPE AT 45 DEGREES TO THE MAIN FENCE ALIGNMENT.

SEDIMENT SHALL BE REMOVED WHEN ACCUMULATIONS REACH HALF THE ABOVE GROUND HEIGHT OF THE FENCE.

ANY SECTION OF SILT FENCE WHICH HAS BEEN UNDERMINED OR TOPPED SHALL BE IMMEDIATELY REPLACED

WITH A ROCK FILTER OUTLET (STANDARD CONSTRUCTION DETAIL # 4-6).

FENCE SHALL BE REMOVED AND PROPERLY DISPOSED OF WHEN TRIBUTARY AREA IS PERMANENTLY STABILIZED.

JOINING FENCE SECTIONS

SECTION VIEW

INLET GRATE

1 IN. REBAR FOR

BAG REMOVAL FROM

INLET

EXPANSION RESTRAINT

(1/4 IN. NYLON ROPE)

2 IN X 2 IN. X 3/4 IN.

RUBBER BLOCK

FLOW

STORM

INLET

2:1 MAX

(TYP.)

INSTALLATION DETAIL

PLAN VIEW

SECTION VIEW

ISOMETRIC VIEW

NOTES:

MAXIMUM DRAINAGE AREA = 1/2 ACRE.

INLET PROTECTION SHALL NOT BE REQUIRED FOR INLET TRIBUTARY TO SEDIMENT BASIN OR TRAP. BERMS

SHALL BE REQUIRED FOR ALL INSTALLATIONS.

ROLLED EARTHEN BERM IN ROADWAY SHALL BE MAINTAINED UNTIL ROADWAY IS STONED. ROAD SUBBASE

BERM ON ROADWAY SHALL BE MAINTAINED UNTIL ROADWAY IS PAVED. EARTHEN BERM IN CHANNEL SHALL

BE MAINTAINED UNTIL PERMANENT STABILIZATION IS COMPLETED OR REMAIN PERMANENTLY.

AT A MINIMUM, THE FABRIC SHALL HAVE A MINIMUM GRAB TENSILE STRENGTH OF 120 LBS., A MINIMUM

BURST STRENGTH OF 200 PSI, AND A MINIMUM TRAPEZOIDAL TEAR STRENGTH OF 50 LBS. FILTER BAGS

SHALL BE CAPABLE OF TRAPPING ALL PARTICLES NOT PASSING A NO. 40 SIEVE.

INLET FILTER BAGS SHALL BE INSPECTED ON A WEEKLY BASIS AND AFTER EACH RUNOFF EVENT. BAGS

SHALL BE EMPTIED AND RINSED OR REPLACED WHEN HALF FULL OR WHEN FLOW CAPACITY HAS BEEN

REDUCED SO AS TO CAUSE FLOODING OR BYPASSING OF THE INLET. DAMAGED OR CLOGGED BAGS SHALL

BE REPLACED. A SUPPLY SHALL BE MAINTAINED ON SITE FOR REPLACEMENT OF BAGS. ALL NEEDED

REPAIRS SHALL BE INITIATED IMMEDIATELY AFTER THE INSPECTION. DISPOSE ACCUMULATED SEDIMENT

AS WELL AS ALL USED BAGS ACCORDING TO THE PLAN NOTES.

DO NOT USE ON MAJOR PAVED ROADWAYS WHERE PONDING MAY CAUSE TRAFFIC HAZARDS.

BERM

2:1 MAX.

FLOW

6 IN.

MIN.

HEIGHT

3:1

EARTHEN BERM TO BE STABILIZED WITH

TEMPORARY OR PERMANENT VEGETATION

CONSTRUCTION SEQUENCE

A GENERALIZED CONSTRUCTION SEQUENCE IS PROVIDED BELOW.  THE CONSTRUCTION SEQUENCE IS INTENDED TO PROVIDE A GENERAL COURSE OF ACTION IN

ORDER TO CONFORM TO THE APPLICABLE REGULATORY AGENCY REQUIREMENTS FOR TEMPORARY AND PERMANENT SOIL EROSION AND SEDIMENT POLLUTION

CONTROL.  ALL NECESSARY PARTS FOR PROPER AND COMPLETE EXECUTION OF WORK PERTAINING TO THIS PLAN, WHETHER SPECIFICALLY MENTIONED OR

NOT, ARE TO BE PERFORMED BY THE CONTRACTOR.  IT IS NOT INTENDED THAT THE DRAWINGS AND THIS REPORT SHOW EVERY DETAILED PIECE OF MATERIAL

OR EQUIPMENT.  THE CONTRACTOR SHALL COMPLY WITH ALL REQUIREMENTS LISTED IN THIS SECTION.  THE CONTRACTOR MAY BE REQUIRED TO ALTER

CONTROLS BASED ON EFFECTIVENESS OF CONTROLS OR DIFFERING CONDITIONS ENCOUNTERED.

NOTE:  UPON COMPLETION OF AN EARTH DISTURBANCE ACTIVITY OR ANY STAGE OR PHASE OF AN ACTIVITY, THE SITE SHALL BE IMMEDIATELY SEEDED,

MULCHED OR OTHERWISE PROTECTED FROM ACCELERATED EROSION AND SEDIMENTATION.

      

1. STAKE LIMITS OF DISTURBANCE FOR SUBJECT AREA.

2. INSTALL ROCK CONSTRUCTION ENTRANCE AT MELWOOD AVENUE AS SHOWN ON THE PLAN DRAWINGS, IN ACCORDANCE WITH THE CONSTRUCTION DETAIL.

3. INSTALL 18” FILTER FABRIC FENCE AROUND THE PROPOSED CONSTRUCTION AREA AS SHOWN ON THE PLAN DRAWINGS, IN ACCORDANCE WITH THE

CONSTRUCTION DETAIL. FILTER FABRIC FENCE MAY NEED ADJUSTED DURING CONSTRUCTION ACTIVITIES DEPENDING ON THE SITUATION; HOWEVER, THE

SITE MUST BE CONTROLLED WITH APPROPRIATE E&S BMPS THROUGHOUT THE LIFE OF THE WORK OR UNTIL 70% PERENNIAL VEGETATIVE COVER IS

ESTABLISHED.

4. AT THIS POINT, ALL OF THE SAID E&S CONTROLS SHOULD BE INSTALLED AND PROPERLY FUNCTIONING.

5. DEMOLISH THE EXISTING SITE SURFACE, STRUCTURES, AND FEATURES, AS SHOWN ON THE DEMOLITION PLAN.

6. BEGIN MINOR GRADING OPERATIONS AND UTILITY INSTALLATION MAY HAPPEN CONCURRENTLY.

7. DURING UTILITY INSTALLATION, INSTALL INLET PROTECTION ON THE PROPOSED STRUCTURES AS SHOWN ON THE PLAN DRAWINGS, IN ACCORDANCE WITH

THE CONSTRUCTION DETAIL.

8. FINE GRADING, CONSTRUCTION OF THE CURBING, SIDEWALK, AND PAVING MAY BEGIN, AS SHOWN ON THE PLAN DRAWINGS, IN ACCORDANCE WITH THE

CONSTRUCTION DETAIL.

9. DURING PAVING OPERATIONS, SEED AND MULCH DISTURBED AREAS PER CONSTRUCTION DETAIL.

10.REMOVE ALL FILTER FABRIC FENCE AND INLET PROTECTION FOLLOWING COMPLETION OF THE SAID STEPS AND AFTER THE SITE HAS ACHIEVED A UNIFORM

70% PERENNIAL VEGETATION COVER ON UNPAVED AREAS.

UTILITY LINE INSTALLATION REQUIREMENTS

1. ADVANCED CLEARING AND GRUBBING OPERATIONS FOR STRIP UTILITY LINE INSTALLATIONS SHALL BE LIMITED TO A DISTANCE EQUAL TO TWO TIMES THE

LENGTH OF PIPE INSTALLATION THAT CAN BE COMPLETED IN ONE DAY.

2. WORK CREWS AND EQUIPMENT FOR TRENCHING, PLACEMENT OF PIPE, PLUG INSTALLATION AND BACKFILLING WILL BE SELF CONTAINED AND SEPARATE

FROM CLEARING AND GRUBBING AND SITE RESTORATION AND STABILIZATION OPERATIONS.

3. DAILY TRENCH EXCAVATION SHALL BE LIMITED TO THE LENGTH OF PIPE PLACEMENT, PLUG INSTALLATION AND BACKFILLING THAT CAN BE COMPLETED THE

SAME DAY.

4. WATER WHICH ACCUMULATES IN THE OPEN TRENCH WILL BE COMPLETELY REMOVED BY PUMPING INTO A SILT BAG, PRIOR TO PIPE PLACEMENT OR

BACKFILLING OPERATIONS.

5. ON THE DAY FOLLOWING PIPE PLACEMENT AND TRENCH BACKFILLING, THE DISTURBED AREA SHALL BE GRADED TO FINAL CONTOURS AND APPROPRIATE

TEMPORARY EROSION AND SEDIMENT POLLUTION CONTROL MEASURES/FACILITIES WILL BE INSTALLED. SEEDING AND MULCHING OF ALL DISTURBED AREAS

WILL BE DONE AT THE END OF EACH WEEK.

6. IN CERTAIN CASES TRENCHES CANNOT BE BACKFILLED UNTIL THE PIPE IS HYDROSTATICALLY TESTED, OR ANCHORS AND OTHER PERMANENT FEATURES ARE

INSTALLED. IN THESE CASES, REQUIREMENT 5 IS MODIFIED AS FOLLOWS:

7. DAILY BACKFILLING OF THE TRENCH MAY BE DELAYED FOR SIX DAYS. ALL PRESSURE TESTING AND THE COMPLETE BACKFILLING OF THE OPEN TRENCH MUST

BE COMPLETED BY THE SEVENTH WORKING DAY. IF DAILY BACKFILLING IS DELAYED, THE DISTURBED AREA WILL BE GRADED TO FINAL CONTOURS,

APPROPRIATE TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES/FACILITIES WILL BE INSTALLED, AND THE AREAS SEEDED AND MULCHED WITHIN

THE NEXT TWO CALENDAR DAYS.

ALL REPAIRS TO BE COMPLETED IMMEDIATELY UPON DISCOVERY

REMOVED SEDIMENTS TO BE SPREAD OVER TOPSOIL STOCKPILE(S).

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF ALL TEMPORARY CONTROL MEASURES DURING

CONSTRUCTION.  ALL DEVICES SHOULD BE INSPECTED WEEKLY AND AFTER EVERY RUNOFF EVENT.  IF DURING

THESE INSPECTIONS, ANY DEVICE IS FOUND TO BE CLOGGED, DAMAGED, HALF-FULL OF SILT OR NOT FULLY

OPERATIONAL, THE DEVICE(S) SHALL BE CLEANED OF ALL DEBRIS.  ALL REPAIRS MUST BE COMPLETED WITHIN 72

HOURS OF DISCOVERY.

UPON COMPLETION OF THE PROJECT, RECYCLING OR DISPOSAL OF ALL TEMPORARY EROSION CONTROL MATERIALS

SHALL BE THE RESPONSIBILITY OF THE EARTHMOVING CONTRACTOR.  CONSTRUCTION WASTE INCLUDES, BUT IS

NOT LIMITED TO, EXCESS SOIL MATERIALS, SILT REMOVED FROM EROSION CONTROL FACILITIES, EXCESS BUILDING

MATERIALS, CONCRETE WASH WATER, SANITARY WASTES, AND OBSOLETE EROSION CONTROL MATERIALS (SILT

FENCE, SILT SACKS, ETC.).

SILT REMOVED FROM SEDIMENT CONTROL FACILITIES SHALL BE SPREAD ON THE TOPSOIL STOCKPILE, OR IN LAWN

OR LANDSCAPE AREAS.  OBSOLETE EROSION CONTROL MATERIALS AND EXCESS BUILDING MATERIALS MUST BE

DISPOSED OF AT A DEP APPROVED SITE.

COMPOST FILTER SOCKS MAY BE USED IN PLACE OF SILT FENCE WHEN APPROVED BY THE DESIGN ENGINEER. 

CLEAN AND/OR

REPLACE BAG

SEDIMENT

ACCUMULATED IN

INLET FILTER BAG TO

1/2 FULL

MAINTENANCE SCHEDULE

WEEKLY

AND AFTER

EVERY

RUNOFF

EVENT

VEGETATION

CONTROL

MEASURE

INSPECT

PROBLEMS TO LOOK

FOR

POSSIBLE

REMEDIES

CHECK FOR

TOP-OF-SLOPE

DIVERSION AND

INSTALL IF NEEDED.

FILL RILLS AND

REGRADE GULLIED

SLOPES.

RESEED, FERTILIZE,

AND MULCH BARE

AREAS.

BARE SOIL

PATCHES
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FORMING

ROCK
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FILTER
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FENCE
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EVERY

RUNOFF
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FENCE

COLLAPSING
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FENCE

REPLACE FAILED

SECTION WITH ROCK

FILTER OUTLET

CHECK FENCE POST

SIZE AND SPACING,

GAUGE OF WIRE
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STRENGTH. CHECK
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SLOPE LENGTH, AND

GRADIENT BEHIND

BARRIER. CORRECT

ANY SUBSTANDARD
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FABRIC
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POST TO POST.
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WITH PROPER
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FENCE.
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WHEN LEVEL
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FENCE HEIGHT.

SEDIMENT LEVEL

NEAR TOP OF FENCE

RUNOFF ESCAPING

AROUND BARRIER

INLET

PROTECTION

WEEKLY

AND AFTER

EVERY

RUNOFF

EVENT

RUNOFF ESCAPING

AROUND BARRIER

SEDIMENT

ACCUMULATION

REMOVE

SEDIMENT AND
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REBUILD

BARRIER

REPLACE BAG
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SLOPE
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FENCE INSPECTIONS.

OVERTOPPING OF

FENCE

SINK HOLES OR

RUTS

FILTER BAG TORN OR

DAMAGED

MULCH

SEED MIXTURE

SEEDING RATE

NOTES

TEMPORARY SEEDING SPECIFICATIONS:

100% 98%
90%

LIMESTONE

COMMERCIAL FERTILIZER

RAW, GROUND AGRICULTURAL LIMESTONE CONTAINING MORE THAN 90 PERCENT CALCIUM

CARBONATES (ADJUST pH LEVELS TO 6.5 TO 7.0). APPLY AT A RATE OF 1 TON/AC, UNLESS

OTHERWISE INDICATED BY SOIL TESTS.

IN ABSENCE OF A SOIL TEST, USE 1000 LB/AC OF 10-20-20 (23 LB/1000 SF) MIXED  INTO SEEDBED

PRIOR TO SEEDING, OR IN A TANK WITH SEED WHEN HYDROSEEDING.

CLEAN OAT OR WHEAT STRAW SHALL BE FREE FROM MATURE SEED-BEARING STALKS OR ROOTS OF

PROHIBITED OR NOXIOUS WEEDS AS DEFINED BY THE PENNSYLVANIA SEED ACT 1947. APPLY AT A

RATE OF 3 TONS/AC (139 LBS/1000 SF).  PRECAUTION SHALL BE TAKEN TO STABILIZE THE MULCH

UNTIL THE VEGETATIVE COVER IS ESTABLISHED.

SEED MIXTURE SHALL BEAR A GUARANTEED STATEMENT OF ANALYSIS AND SHALL BE

COMPOSED OF THE FOLLOWING VARIETIES AND MIXED IN THE PROPORTIONS SPECIFIED.

SEED ALL DISTURBED AREAS WITH THE TEMPORARY SEED MIXTURE EXCEPT THOSE AREAS SHOWN TO

BE SEEDED WITH STEEP SLOPE MIXTURE, UNLESS OTHERWISE NOTED ON THE DRAWINGS.

MULCH SEEDED AREAS IMMEDIATELY AFTER SEEDING.

ALL AREAS TO BE SEEDED SHALL BE LOOSENED TO A DEPTH OF AT LEAST TWO INCHES  BY

MECHANICAL MEANS, OR AS APPROVED BY THE LANDSCAPE ARCHITECT.

TEMPORARY SEEDING SHALL BE APPLIED AT THE RATE OF TEN (10) POUNDS PER ONE THOUSAND

(1,000) SQUARE YARDS.

THREE PERCENT REDTOP MAY BE ADDED TO THE LAWN MIXTURE ON SLOPE AREAS OR  FOR

LATE SPRING OR LATE FALL SEEDING.

MINIMUM

GERMINATION

MINIMUM

PURITY

PROPORTION

BY WEIGHT

TEMPORARY

SEED MIXTURE

RYEGRASS

VAR. KENTUCKY

PREPARATION OF SEEDING

PERMANENT SEEDING

SEED MIXTURE

MULCH

INOCULANT

COMMERCIAL FERTILIZER

LIMESTONE

TOPSOIL

MATERIALS:

FERTILIZER AND AGRICULTURAL LIMESTONE SHALL BE THOROUGHLY INCORPORATED INTO THE SOIL BY

ROTOTILLING OR OTHER METHOD TO A MINIMUM DEPTH OF FOUR (4) INCHES.  THE ENTIRE SURFACE

SHALL THEN BE REGRADED AND ROLLED.  AREAS TO BE SEEDED SHALL THEN BE LOOSENED TO A

DEPTH OF TWO (2) INCHES.  SEEDING SHALL BE DONE IN TWO SEPARATE OPERATIONS.  THE

SECOND SEEDING SHALL BE DONE IMMEDIATELY AFTER THE FIRST AND AT RIGHT ANGLES TO THE

FIRST SEEDING AND LIGHTLY RAKED INTO THE SOIL.  MULCH SEEDED AREAS IMMEDIATELY AFTER

SEEDING.

PERMANENT SEEDING SPECIFICATIONS:

6" (MINIMUM) TOPSOIL SHALL BE REQUIRED ON ALL LAWN

AREAS.

RAW, GROUND AGRICULTURAL LIMESTONE CONTAINING MORE THAN 90 PERCENT CALCIUM CARBONATES

(ADJUST pH LEVELS TO 6.5 TO 7.0). APPLY AT A RATE OF 6 TON/AC (275 LB/ 1,000 SF), UNLESS

OTHERWISE INDICATED BY SOIL TESTS.

IN THE ABSENCE OF A SOIL TEST, USE 1000 LB/AC OF 10-20-20 (23 LB/1000 SF) MIXED

INTO SEEDBED PRIOR TO SEEDING, OR IN A TANK WITH SEED WHEN HYDROSEEDING.

CLEAN OAT OR WHEAT STRAW SHALL BE FREE FROM MATURE SEED-BEARING STALKS OR ROOTS OF

PROHIBITED OR NOXIOUS WEEDS AS DEFINED BY THE PENNSYLVANIA SEED ACT 1947. APPLY AT A

RATE  OF 139 POUNDS PER 1,000 SQUARE FEET (3 TONS PER ACRE). PRECAUTIONS SHALL BE

TAKEN TO  STABILIZE MULCH UNTIL THE VEGETATIVE COVER IS ESTABLISHED.

SEED MIXTURE SHALL BEAR A GUARANTEED STATEMENT OF ANALYSIS AND SHALL BE COMPOSED OF

THE FOLLOWING VARIETIES AND MIXED IN PROPORTIONS SPECIFIED.

PERMANENT SEEDING MIXTURE

(PADOT FORMULA `B')

PROPORTION

BY WEIGHT

MINIMUM

PURITY

MINIMUM

GERMINATION

PERMANENT SEEDING SHALL BE APPLIED AT A RATE OF 60-70 POUNDS PER 1,000 SQUARE FEET

GRADE AS NECESSARY TO BRING SUBGRADE TO A TRUE, SMOOTH SLOPE PARALLEL TO AND SIX

INCHES BELOW FINISHED GRADE.  PLACE %%TOPSOIL%%U OVER SPECIFIED AREAS TO A DEPTH

SUFFICIENTLY GREATER THAN SIX (6) OR EIGHT (8) INCHES SO THAT AFTER SETTLEMENT AND LIGHT

ROLLING, THE COMPLETE WORK WILL CONFORM TO LINES, GRADES AND ELEVATIONS SHOWN.

INOCULANT FOR TREATING LEGUMINOUS SEEDS SHALL BE A STANDARD COMMERCIAL PRODUCT

CONSISTING  OF A SUITABLE CARRIER CONTAINING A CULTURE OF NITROGEN FIXING BACTERIA

SPECIFIC FOR SEEDS TO BE INOCULATED.  INOCULANT SHALL NOT BE USED LATER THAN DATE

INDICATED ON THE CONTAINER.

STEEP SLOPE SEEDING SPECIFICATIONS:

SEED MIXTURE

MULCH

INOCULANT

COMMERCIAL FERTILIZER

LIMESTONE

MATERIALS:

TOPSOIL

70.0%

20.0%

98% 85%

80%*98%

SEEDING RATES

SEEDING

(STEEP SLOPE MIX - SLOPES STEEPER THAN 3:1)

10.0% 80%92%

TALL FESCUE

(FESTUCA ARUNDINACEA VAR.

KENTUCKY 31)

BIRDSFOOT TREFOIL MIXTURE

(LOTUS CORNICULATUS) -- A MIXTURE OF

1/2 VIKING AND 1/2 OF EITHER EMPIRE,

NORCEN OR LEO.

REDTOP (ARGROSTIS ALBA)

CLEAN OAT OR WHEAT STRAW SHALL BE FREE FROM MATURE SEED-BEARING STALKS OR ROOTS OF

PROHIBITED OF NOXIOUS WEEDS AS DEFINED BY THE PENNSYLVANIA SEED ACT OF 1947.  APPLY AT A

RATE OF 139 POUNDS PER 1.000 SQUARE FEET (3 TONS PER ACRE).  PRECAUTIONS SHALL BE TAKEN TO

STABILIZE MULCH UNTIL THE VEGETATIVE COVER IS ESTABLISHED.  STRAW SHALL BE CRIMPED,

TACIFIED, NETTED OR OTHERWISE ANCHORED.

SEED ALL SLOPES STEEPER THAN 3:1 WITH STEEP SLOPE MIX UNLESS NOTED OTHERWISE ON THE

DRAWINGS.

MULCH SEEDED AREAS IMMEDIATELY AFTER SEEDING.

ALL AREAS TO BE SEEDED SHALL BE SCARIFIED TO A MINIMUM DEPTH OF AT LEAST THREE INCHES

PARALLEL TO CONTOURS BY MECHANICAL MEANS AS APPROVED BY THE LANDSCAPE ARCHITECT.  THE

COMMERCIAL FERTILIZER AND AGRICULTURAL GROUND LIMESTONE MAY BE SPREAD EVENLY ON AREAS

TO BE SEEDED PRIOR TO TILLAGE AND INCORPORATED INTO THE SOIL AT THE SAME TIME.

STEEP SLOPE SEEDING SHALL BE APPLIED AT A RATE OF ELEVEN (11) POUNDS PER ONE THOUSAND (1,000)

SQUARE YARDS.

* MINIMUM 20% HARDSEED AND 60% NORMAL SPROUTS.

SEED MIXTURE SHALL BEAR A GUARANTEED STATEMENT OF ANALYSIS AND SHALL BE COMPOSED OF THE

FOLLOWING VARIETIES AND MIXED IN PROPORTIONS SPECIFIED.

INOCULANT FOR TREATING LEGUMINOUS SEEDS SHALL BE A STANDARD COMMERCIAL PRODUCT

CONSISTING OF A SUITABLE CARRIER CONTAINING A CULTURE OF NITROGEN FIXING BACTERIA

SPECIFIC FOR SEEDS TO BE INOCULATED.  INOCULANT SHALL NOT BE USED LATER THAN DATE

INDICATED ON THE CONTAINER.  IF A  HYDRAULIC METHOD OF APPLICATION IS USED, INCREASE

INOCULANT FOUR (4) TIMES NORMAL APPLICATION RATES.

IN THE ABSENCE OF A SOIL TEST, USE 1000 POUNDS 10-20-20 PER ACRE (23 POUNDS PER 1000 SQUARE

FEET) MIXED INTO SEEDBED PRIOR TO SEEDING, OR IN A TANK WITH SEED WHEN HYDROSEEDING.

RAW, GROUND AGRICULTURAL LIMESTONE CONTAINING MORE THAN 90 PERCENT CALCIUM

CARBONATES (ADJUST pH LEVELS TO BETWEEN 6.5 TO 7.0).  APPLY AT A RATE OF 6 TONS PER ACRE (275

POUNDS PER 1,000 SQUARE FEET), UNLESS INDICATED OTHERWISE BY SOIL TESTS.

3" (MINIMUM) TOPSOIL SHALL BE REQUIRED ON SLOPES STEEPER THAN 3:1.

STEEP SLOPE SEED MIXTURE

(PADOT TYPE `W')

PROPORTION

BY WEIGHT

MINIMUM

PURITY

MINIMUM

GERMINATION

85%98%30%

80%

90%98%20%

90%50%

PENNFIRE PERENNIAL RYEGRASS

(LOLIUM PERENNE)

KENTUCKY BLUEGRASS MIXTURE

(POA PRATENSIS) -- A COMBINATION

OF A MINIMUM OF 3 VARIETIES WITH

NO ONE VARIETY EXCEEDING 40% OF

THE TOTAL BLUEGRASS COMPONENT.

PENNLAWN RED FESCUE

A COMBINATION OF A MINIMUM OF 

2 VARIETIES WITH NO ONE VARIETY 

EXCEEDING 40% OF THE TOTAL 

FESCUE COMPONENT.

--1%STREAKER REDTOP (AGROSTIS ALBA)

STANDARD SILT FENCE (18" HIGH)

- N.T.S.

C402

2
FILTER BAD INLET PROTECTION

(TYPE M INLET) - N.T.S.

C402

3
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GRAPHIC SCALE

( IN FEET )

5 10 20 40

1 inch = 10 ft.

STANDARD PARKING STALL 8.5'x19'

(6 STALLS PROVIDED)

REINFORCED CONCRETE

SIDEWALK (4" THICK)

C601

3

REINFORCED CONCRETE

SIDEWALK (6" THICK)

C601

3

STANDARD DUTY ASPHALT

PAVEMENT (SUPERPAVE)

C601

1

SITE LEGEND

SITE PLAN NOTES:

1. CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR THE EXACT LOCATION OF

UTILITY ENTRANCES, BUILDING DIMENSIONS, ROOF LEADERS, EXIT DOORS, EXIT RAMPS AND

PORCHES.

2. ALL DIMENSIONS ARE TO BUILDING FACE, FACE OF CURB OR EDGE OF SIDEWALK UNLESS

NOTED OTHERWISE.

3. CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS FOR THE INSTALLATION OF

SIGNAGE AND PAVEMENT MARKINGS AS SHOWN ON THE CONSTRUCTION PLANS.

4. LABELED DIMENSIONS OVERRIDE SCALED DIMENSIONS.

5. ALL NEW MATERIALS AND CONSTRUCTION METHODS MUST MEET PADOT PUBLICATION 408

STANDARDS.

6. CONTRACTOR TO WORK AROUND EXISTING UTILITIES, IF ADJUSTMENTS ARE NECESSARY,

WORK WILL BE CONSIDERED INCIDENTAL.

7. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING THE NECESSARY SAFETY MEASURES TO

SECURE THE SITE DURING CONSTRUCTION ACTIVITIES.

8. THE GATEWAY ENGINEERS, INC. IS NOT RESPONSIBLE TO INSPECT JOB SITES TO ENSURE

COMPLIANCE WITH OCCUPATIONAL SAFETY HEALTH ADMINISTRATION (OSHA) STANDARDS.

9. TACK COAT SHALL BE REQUIRED IF PAVING LIFTS ARE NOT COMPLETED WITHIN 3 DAYS OF

EACH OTHER. TACK COAT VERTICAL SURFACES ALONG SAW CUT LIMITS.

10. ALL NON-LANDSCAPED ISLANDS SHALL BE PAINTED WITH STRIPES 4” WIDE, AT 45° AND 2 FEET

O.C., UNLESS OTHERWISE SPECIFIED.  USE ALKYD-RESIN TYPE, READY MIX COMPLYING WITH

AASHTO M248, TYPE I COLOR WHITE.

11. WITHIN THE LIMITS OF THE PROPOSED DRIVEWAYS THE CONTRACTOR SHALL SAW CUT AND

REMOVE THE EXISTING PAVEMENT AND THE EXISTING CURB AND SHOULDER.  THE CURB

SECTION OF THE PROPOSED DRIVEWAYS SHALL BE DEPRESSED ACROSS THE LIMITS OF EACH

DRIVEWAY.  THE PROPOSED CURB SHALL MATCH INTO THE EXISTING PAVEMENT AT ALL

DRIVEWAY LOCATIONS.  THE CONTRACTOR SHALL CLEAN CONTACT SURFACES OF ALL

EXISTING PAVEMENTS BEFORE PLACEMENT OF PROPOSED ADJACENT PAVEMENT.  ALL

JOINTS SHALL BE SEALED WITH A 4-INCH STRIP OF PG 64-22.

12. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC CONTROL MEASURES IN

ACCORDANCE WITH PA DOT PUBLICATION 213 “WORK ZONE TRAFFIC CONTROL” (LATEST

REVISION), AND AS REQUIRED BY LOCAL AGENCIES WHEN WORKING IN AND/OR ALONG

STREETS, ROADS, HIGHWAYS, ETC.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO

OBTAIN APPROVAL AND COORDINATE WITH LOCAL AND/OR STATE AGENCIES REGARDING THE

NEED, EXTENT, AND LIMITATIONS ASSOCIATED WITH INSTALLING AND MAINTAINING TRAFFIC

CONTROL MEASURES.

13. WHEN REMOVING THE EXISTING TWO INLETS NEAR THE BUILDING, INVESTIGATE WHETHER

THERE ARE ANY RAIN CONDUCTOR LINE CONNECTIONS FROM THE BUILDING INTO THE INLET

STRUCTURES OR EXISTING STORM SEWERS WITHIN THE PARKING LOT. THIS CAN BE DONE BY

EXPOSING THE LINE OR LINES AND CONDUCTING DYE AND/OR SMOKE TESTS. IF IT IS

DETERMINED THAT RAIN CONDUCTORS AND/OR SEWER CONNECTIONS DO EXIST FROM THE

BUILDING, THE ENGINEER SHALL BE CONTACTED.

14. EXISTING TOPOGRAPHY AND TOPOGRAPHIC SURVEY INFORMATION WAS PROVIDED BY:

TRANT CORPORATION

PINE CENTER

11279 PERRY HIGHWAY SUITE 206

WEXFORD, PA 15090

(724) 935-7900

S

DISPLAY PARKING STALL

(21 STALLS PROVIDED)
D

ADA PARKING STALL

(1 STALL PROVIDED)

STANDARD DUTY ASPHALT

PAVEMENT (SUPERPAVE)

C601

1

REINFORCED CONCRETE

SIDEWALK (4" THICK)

C601

3

TYPICAL 6" DEEP SET

CONCRETE CURB

C601

2

ADA RAMP LAYOUT

C601

9

ADA PARKING LOGO

C601

4

TYPE 1 SINGLE CURB RAMP

AT CORNER  (RC-67M)

C601

8

TYPICAL ADA PARKING STALL

C601

5

ADA PARKING SIGN

C601

7

REINFORCED CONCRETE

SIDEWALK (4" THICK)

C601

3

TYPICAL 6" DEEP SET

CONCRETE CURB

C601

2

REINFORCED CONCRETE

SIDEWALK (6" THICK)

C601

3

REINFORCED CONCRETE

SIDEWALK (6" THICK)

C601

3

PROPOSED STORMCEPTOR

PROPOSED INLET

PROPOSED SIGN

PYLON SIGN

C601

6

DRIVEWAY AND DEPRESSED CURB

DETAIL (CITY RIGHT OF WAY)

C601

10

DRIVEWAY AND DEPRESSED CURB

DETAIL (CITY RIGHT OF WAY)

C601

10



REMOVE BITUMINOUS PAVEMENT,

CONCRETE PAVEMENT, CURBING, AND

SUBBASE IN ITS ENTIRETY.

DEMOLITION LEGEND

GENERAL DEMOLITION NOTES:

1. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING LOCAL AND

STATE PERMITS REQUIRED FOR DEMOLITION WORK HAVE BEEN

OBTAINED.

2. THE CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE

OWNER AND/OR ENGINEER FOR ANY AND ALL INJURIES AND/OR

DAMAGES TO PERSONNEL, EQUIPMENT AND/OR EXISTING FACILITIES

IN THE DEMOLITION AND CONSTRUCTION DESCRIBED IN THE PLANS

AND SPECIFICATIONS.

3. EXISTING CONDITIONS AS DEPICTED ON THESE PLANS ARE GENERAL

IN NATURE AND DO NOT INCLUDE MISCELLANEOUS ITEMS.  THE

CONTRACTOR IS RESPONSIBLE FOR EXAMINING THE SITE PRIOR TO

BIDDING.  THE CONTRACTOR SHALL NOTIFY THE ENGINEER IF

EXISTING CONDITIONS ARE SIGNIFICANTLY DIFFERENT THAN SHOWN

ON THE PLANS.

4. ALL SALVAGEABLE ITEMS MUST BE STORED BY THE CONTRACTOR

AND PROTECTED FROM DAMAGE/THEFT OR DELIVERED TO AN AREA

APPROVED BY THE OWNER.

5. UNLESS OTHERWISE NOTED, ALL DEMOLITION WASTE AND

CONSTRUCTION DEBRIS SHALL BE REMOVED BY THE CONTRACTOR

AND DISPOSED OF IN A STATE APPROVED WASTE SITE AND IN

ACCORDANCE WITH ALL LOCAL AND STATE CODES AND PERMIT

REQUIREMENTS.

6. ALL UTILITY REMOVAL, RELOCATION, CUTTING. CAPPING AND/OR

ABANDONMENT IS THE CONTRACTOR'S RESPONSIBILITY AND SHALL

BE COORDINATED WITH THE APPROPRIATE UTILITY COMPANY.

7. CONTRACTOR SHALL AT ALL TIMES PROTECT ADJACENT

STRUCTURES AND ITEMS FROM DAMAGE DUE TO DEMOLITION

ACTIVITIES.

8. SAW CUT ALL PAVEMENT PRIOR TO EXCAVATION. SAW CUT

PAVEMENT FULL DEPTH WHERE PAVEMENT IS TO BE REMOVED AND

WHERE IT ABUTS PAVEMENT TO REMAIN. PAVEMENT REMOVAL

INCLUDES SUBBASE MATERIALS. SAW CUT CONCRETE PAVEMENT TO

THE NEXT NEAREST EXISTING JOINT.

9. CONTRACTOR SHALL REFER TO OTHER PLANS WITHIN THIS

CONSTRUCTION SET FOR OTHER PERTINENT INFORMATION.

10. CONTRACTOR SHALL PROTECT ALL CORNER PINS, MONUMENTS,

PROPERTY CORNERS, AND BENCHMARKS DURING DEMOLITION

ACTIVITIES.  IF DISTURBED, CONTRACTOR SHALL HAVE THOSE ITEMS

RESET BY A LICENSED SURVEYOR AT NO ADDITIONAL COST TO THE

OWNER.

11. DEMOLITION CONTRACTOR SHALL COORDINATE EXISTING FACILITIES

UTILITY DISCONNECTS WITH THE OWNER AND THE RESPECTIVE

UTILITY PROVIDER A MINIMUM OF 7 DAYS PRIOR TO ANTICIPATED

DEMOLITION OF STRUCTURES.

12. CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC CONTROL

MEASURES IN ACCORDANCE WITH THE PENNDOT PUBLICATION 213

“WORK ZONE TRAFFIC CONTROL” (LATEST REVISION), AND AS

REQUIRED BY LOCAL AGENCIES WHEN WORKING IN AND/OR ALONG

STREETS, ROADS, HIGHWAYS, ETC.  IT SHALL BE THE CONTRACTOR'S

RESPONSIBILITY TO OBTAIN APPROVAL AND COORDINATE THE LOCAL

AND/OR STATE AGENCIES REGARDING THE NEED, EXTENT, AND

LIMITATIONS ASSOCIATED WITH INSTALLING AND MAINTAINING

TRAFFIC CONTROL MEASURES.

13. THE BURNING OF CLEARED MATERIAL AND DEBRIS SHALL NOT BE

ALLOWED UNLESS CONTRACTOR GETS WRITTEN AUTHORIZATION

FROM THE LOCAL AUTHORITIES.

14. EROSION AND SEDIMENT CONTROL MEASURES AROUND AREAS OF

DEMOLITION SHALL BE INSTALLED PRIOR TO INITIATION OF

DEMOLITION ACTIVITIES.  REFER TO E&S PLAN FOR DETAILS.

15. ASBESTOS OR HAZARD MATERIALS, IF FOUND ON SITE, SHALL BE

REMOVED BY A LICENSED HAZARDOUS MATERIALS CONTRACTOR.

CONTRACTOR SHALL NOTIFY OWNER IMMEDIATELY IF HAZARDS

MATERIALS ARE ENCOUNTERED.

16. ALL DISTURBANCES WITHIN PUBLIC AREAS SHALL BE RESTORED TO

THE EXISTING CONDITIONS. ALL STREET AND SIDEWALK

DISTURBANCES MUST BE RESTORED PER CURRENT MUNICIPAL

SPECIFICATIONS AND REGULATIONS.

17. UTILITIES MAY NOT BE PUBLICLY OWNED AND MAINTAINED;

THEREFORE IT WILL BE NECESSARY FOR THE CONTRACTOR TO

LOCATE PRIVATE UTILITIES IN ADVANCE OF ANY EXCAVATIONS.

18. CONTRACTOR SHALL HAVE A SUBSURFACE UTILITY INVESTIGATION

PERFORMED IN ADVANCE OF ANY EXCAVATIONS IN AREAS OF WORK.

19. WHEN REMOVING THE EXISTING TWO INLETS NEAR THE BUILDING,

INVESTIGATE WHETHER THERE ARE ANY RAIN CONDUCTOR LINE

CONNECTIONS FROM THE BUILDING INTO THE INLET STRUCTURES OR

EXISTING STORM SEWERS WITHIN THE PARKING LOT. THIS CAN BE

DONE BY EXPOSING THE LINE OR LINES AND CONDUCTING DYE

AND/OR SMOKE TESTS. IF IT IS DETERMINED THAT RAIN

CONDUCTORS AND/OR SEWER CONNECTIONS DO EXIST FROM THE

BUILDING, THE ENGINEER SHALL BE CONTACTED.

EXISTING STRUCTURE SHALL BE

REMOVED IN ITS ENTIRETY. REFER TO

ARCHITECTURAL / STRUCTURAL

DEMOLITION PLANS BY OTHERS.

X X

EXISTING FEATURES TO BE REMOVED

X X

EXISTING FEATURES TO BE REMAIN
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ELECTRIC

MANHOLE

WATER VALVE

GAS VALVE

ELEC

MH

WV

GV

UTILITY ABBREVIATIONS

PROPOSED STORMCEPTOR

PROPOSED INLET

PROPOSED IN-LINE TRAP

WITH CLEANOUT

UTILITY LEGEND

PROPOSED STORM LINE

UTILITY PLAN NOTES:

1. THE CONTRACTOR SHALL COMPLY AT ALL TIMES WITH APPLICABLE FEDERAL, STATE AND

LOCAL LAWS, PROVISIONS, AND POLICIES GOVERNING SAFETY AND HEALTH, INCLUDING THE

FEDERAL CONSTRUCTION SAFETY ACT (PUBLIC, LAW 91-54), FEDERAL REGISTER, CHAPTER

XVII, PART 1926 OF TITLE 29 REGULATIONS, OCCUPATIONAL SAFETY AND HEALTH

REGULATIONS FOR CONSTRUCTION, AND SUBSEQUENT PUBLICATIONS UPDATING THESE

REGULATIONS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR EXAMINING THE AREAS AND CONDITIONS

UNDER WHICH THE PROJECT IS TO BE CONSTRUCTED PRIOR TO THE SUBMISSION OF A BID.

SUBMISSION OF A BID SHALL BE CONSTRUED TO MEAN THE CONTRACTOR HAS REVIEWED

THE SITE AND IS FAMILIAR WITH CONDITIONS AND CONSTRAINTS OF THE SITE.

3. BEFORE EXCAVATION, ALL UNDERGROUND UTILITIES SHALL BE LOCATED IN THE FIELD BY THE

PROPER AUTHORITIES.  THE CONTRACTOR SHALL CONTACT PENNSYLVANIA ONE CALL

SYSTEMS, INC. AT 8-1-1.  THE LOCATION OF UTILITIES AND UNDERGROUND STRUCTURES ARE

APPROXIMATE AND MAY NOT ALL BE SHOWN.  IT IS THE RESPONSIBILITY OF THE

CONTRACTOR TO DETERMINE THE EXISTENCE AND EXACT LOCATION OF ALL UTILITIES AND

UNDERGROUND STRUCTURES.

4. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO BID AND PERFORM ALL UTILITY WORK IN

COMPLIANCE TO APPLICABLE LOCAL AND STATE CODES AND REGULATIONS.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FEES ASSOCIATED WITH THE INSTALLATION,

INSPECTING, TESTING AND FINAL ACCEPTANCE OF PROPOSED UTILITIES CONSTRUCTION.

6. UTILITIES SHALL BE INSTALLED IN ACCORDANCE WITH THE SPECIFICATIONS OF THE

RESPECTIVE UTILITY COMPANY.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO ENSURE

UTILITIES ARE INSTALLED CORRECTLY TO MEET PROJECT REQUIREMENTS WHETHER

PERFORMED BY THE CONTRACTOR OR NOT.

7. ALL CABLE, ELECTRIC, GAS, STORM AND SANITARY SEWER, TELEPHONE AND WATER SERVICE

LINE TRENCHES LOCATED UNDER PROPOSED PAVEMENT AREAS SHALL BE BACKFILLED WITH

100% STONE MATERIAL TO THE PROPOSED PAVING SECTION IN ACCORDANCE WITH THE

DETAIL SHOWN ON THE CONSTRUCTION DETAIL SHEETS.

8. THERE SHALL BE NO CONSTRUCTION OF ELECTRIC TRANSFORMERS, TELEPHONE OR CABLE

JUNCTION BOXES, GAS METERS OR SIMILAR DEVICES PLACED OVER ANY OTHER

UNDERGROUND UTILITY.

9. CONTRACTOR TO PROVIDE SHOP DRAWINGS ON ALL STORM SEWER MANHOLES AND INLETS.

10. AN AS-BUILT DRAWING OF NEW UTILITY SERVICES SHALL BE PREPARED BY THE CONTRACTOR

AND SUBMITTED TO THE OWNER UPON COMPLETION OF THE PROJECT.

11. ALL STORM PIPE SHALL BE HDPE, SMOOTH INTERIOR, CORRUGATED POLYETHYLENE PIPE

UNLESS OTHERWISE NOTED.  ALL STORM SEWER CONSTRUCTION MATERIALS AND METHODS

SHALL BE IN ACCORDANCE WITH PENNDOT SPECIFICATIONS. ALL JOINTS SHALL BE

WATERTIGHT.

12. THE CONTRACTOR SHALL ASSURE THAT THERE IS POSITIVE DRAINAGE TO THE EXISTING

INLETS UPON PLACEMENT OF NEW PAVEMENT.

13. ALL GAS SERVICE LINES MUST BE INSTALLED AND TESTED BY A D.O.T. CERTIFIED

CONTRACTOR/PLUMBER.

14. CONTRACTOR TO COORDINATE WITH THE BUILDING PLUMBING AND SITE ELECTRICAL PLANS

TO ASSURE ACCURACY OF THE UTILITY CONNECTIONS TO THE BUILDING.

15. WHEN REMOVING THE EXISTING TWO INLETS NEAR THE BUILDING, INVESTIGATE WHETHER

THERE ARE ANY RAIN CONDUCTOR LINE CONNECTIONS FROM THE BUILDING INTO THE INLET

STRUCTURES OR EXISTING STORM SEWERS WITHIN THE PARKING LOT. THIS CAN BE DONE BY

EXPOSING THE LINE OR LINES AND CONDUCTING DYE AND/OR SMOKE TESTS. IF IT IS

DETERMINED THAT RAIN CONDUCTORS AND/OR SEWER CONNECTIONS DO EXIST FROM THE

BUILDING, THE ENGINEER SHALL BE CONTACTED.

16. APPROVED PWSA TAP CONNECTION PLANS WILL TAKE PRECEDENCE OVER AN OTHER PLANS

FOR SEWER CONNECTIONS AND TERMINATIONS.

STORM INLET (TYPE M)

C602

4

STORMCEPTOR DETAIL

(OR APPROVED EQUAL)

C602

3

PERFORATED HDPE PIPE

DETENTION/INFILTRATION BASIN

SECTION

C602

5

UNDERGROUND INFILTRATION

TANK (30" HDPE PIPE)

C602

6













24x20 SA

24x20
SA DN

24x20 SA

EXST 42x22 SA UP &
 38x22 SA DN

EXST 18x14 SA

EXST
18x12 SA

3 24x20 SA

ALTERNATE DEDUCT 1
ALTERNATE DEDUCT 1

WOOD
SLEEPERS
(TYPICAL)

WOOD
SLEEPERS
(TYPICAL)

2 1/2"

2 1/2" UP TO 7TH
FLOOR ROOF
SECURE TO BLDG
AS REQUIRED

4"

4"
4"

SEE GAS
CONNECTION

DETAIL
EQUIPMENT RAILS TO SPAN
FROM STRUCTURAL ROOF
BEAM TO STRUCTURAL
ROOF BEAM, 19'-0"±, FIELD
VERIFY

EQUIPMENT RAILS TO SPAN FROM
STRUCTURAL ROOF BEAM TO STRUCTURAL

ROOF BEAM, 19'-0"±, FIELD VERIFY

4" GAS PIPE UP
SECURE TO BLDG
AS REQUIRED

4"

RTU-1

2" SEE GAS
CONNECTION
DETAIL

RTU-2

2"

1

NEW WORK NOTES

SUPPLY GRILLE SHALL BE 9'0" AFF.

ALL NEW DIFFUSERS SHOWN ARE TO BE RECONNECTED TO
EXISTING DUCTWORK, UNLESS OTHERWISE INDICATED.  DEMOLISH
EXISTING FLEXIBLE DUCT AND REPLACE.

CONTRACTOR SHALL DOCUMENT SIZE AND LOCATION OF EXISTING
DUCTWORK AFTER CEILING IS REMOVED.  CONTRACTOR TO
PREPARE SINGLE-LINE "AS BUILT" DRAWINGS OF ALL EXISTING
DUCTWORK AND PROVIDE COPIES TO THE ENGINEER AND OWNER
AT COMPLETION OF PROJECT.  "AS-BUILTS" TO INCLUDE ANY AND
ALL NEW CONSTRUCTION.

2 RUN DUCT IN VOID BETWEEN WALLS.

3 INSULATE STEAM, CONDENSATE RETURN, CONDENSER
WATER SUPPLY AND RETURN LINE IN STAIRWELL.

ALTERNATE DEDUCT 1

DO NOT INSTALL THE ROOF TOP UNIT, ROOFTOP UNIT CURBS, AND
ALL RELATED EQUIPMENT AND ACCESSORIES. ALL DUCTWORK IS
TO STOP BELOW THE ROOF. DUCT ROOF PENETRATIONS AND
CURBS SHALL BE PART OF THIS DEDUCT.

REROUTE  EXISTING DUCT TO AVOID NEW DUCT SHAFT
FOR STAIRWELL PRESSURIZATION. SEE DETAIL FOR
CONRETE ROOF PENETRATION.

4

5
DEMOLISH EXISTING CONCRETE BLOCK FOR
INSTALLATION OF NEW STAIRWELL PRESSURIZATION
DUCT. DUCT SHALL BE INSTALLED FROM THE
STAIRWELL SIDE OF SHAFT.

6
PROVIDE HORIZONTAL FIRE DAMPERS AT
PENETRATION OF THE 3RD FLOOR AND THE 1ST
FLOOR MEZZANINE ROOF.

SEE DETAIL 1 ON THIS DRAWING FOR DUCTWORK
AND FIRE DAMPER INSTALLATION.7
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SCALE:
MECHANICAL NEW WORK 7th FLOOR PLAN

1/8" = 1'-0"1

1

2

2



L-A
CONNECT L-A TO 24X18 EA DUCT AT
 TOP OF ELEVATOR SHAFT.

RTU-3

EXST 18X12 SA

EXST 42x22 SA DN
EXST 32X32 SA

3

ALTERNATE DEDUCT 1

2 1/2" DN TO 7TH FLOOR
ROOF SECURE TO BLDG
AS REQUIRED

WOOD
SLEEPERS
(TYPICAL)

G

G

SEE GAS CONNECTION  DETAIL

2 1/2"

2 1/2"
EQUIPMENT RAILS TO SPAN FROM
STRUCTURAL ROOF BEAM TO STRUCTURAL
ROOF BEAM, 19'-0"±, FIELD VERIFY

EXISTING BOILER FLUES

L-A

24x18 EA WITHIN
FIRE RATED

CONSTRUCTION
LOUVER LOCATED IN

FACE OF WALL, 24"
ABOVE ROOF LEVEL

ROOF BELOW

ROOF BELOW

ROOF BELOW

NO WORK

1

NEW WORK NOTES

SUPPLY GRILLE SHALL BE 9'0" AFF.

ALL NEW DIFFUSERS SHOWN ARE TO BE RECONNECTED TO
EXISTING DUCTWORK, UNLESS OTHERWISE INDICATED.  DEMOLISH
EXISTING FLEXIBLE DUCT AND REPLACE.

CONTRACTOR SHALL DOCUMENT SIZE AND LOCATION OF EXISTING
DUCTWORK AFTER CEILING IS REMOVED.  CONTRACTOR TO
PREPARE SINGLE-LINE "AS BUILT" DRAWINGS OF ALL EXISTING
DUCTWORK AND PROVIDE COPIES TO THE ENGINEER AND OWNER
AT COMPLETION OF PROJECT.  "AS-BUILTS" TO INCLUDE ANY AND
ALL NEW CONSTRUCTION.

2 RUN DUCT IN VOID BETWEEN WALLS.

3 INSULATE STEAM, CONDENSATE RETURN, CONDENSER
WATER SUPPLY AND RETURN LINE IN STAIRWELL.

ALTERNATE DEDUCT 1

DO NOT INSTALL THE ROOF TOP UNIT, ROOFTOP UNIT CURBS, AND
ALL RELATED EQUIPMENT AND ACCESSORIES. ALL DUCTWORK IS
TO STOP BELOW THE ROOF. DUCT ROOF PENETRATIONS AND
CURBS SHALL BE PART OF THIS DEDUCT.

REROUTE  EXISTING DUCT TO AVOID NEW DUCT SHAFT
FOR STAIRWELL PRESSURIZATION. SEE DETAIL FOR
CONRETE ROOF PENETRATION.

4

5
DEMOLISH EXISTING CONCRETE BLOCK FOR
INSTALLATION OF NEW STAIRWELL PRESSURIZATION
DUCT. DUCT SHALL BE INSTALLED FROM THE
STAIRWELL SIDE OF SHAFT.

6
PROVIDE HORIZONTAL FIRE DAMPERS AT
PENETRATION OF THE 3RD FLOOR AND THE 1ST
FLOOR MEZZANINE ROOF.

SEE DETAIL 1 ON THIS DRAWING FOR DUCTWORK
AND FIRE DAMPER INSTALLATION.7

CHECK:DESIGN:

DESCRIPTIONDATE

COPYRIGHT:  LOFTUS ENGINEERS-2013

PROJECT NO.

NO.

PM:ENG:

SCALE:

1" BAR
THIS BAR SCALES 1" LONG ON
ORIGINAL DRAWING. IF LENGTH
DIFFERS, ADJUST PRINT SCALE
TO MATCH.
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M-121

MECHANICAL
8th FLOOR

NEW WORK &
DEMO PLANS

02-22-2013

AS NOTED

RMD

RMD

MSW

PM

6/26/13 ELEVATOR VENT

6/28/13 RFI 22&23

SCALE:
MECHANICAL NEW WORK 8th FLOOR PLAN

1/8" = 1'-0"1

1

1

2

2























Building Location

Photos 1 & 2 Photos 3, 4 & 5

Photos 6, 7, 8 & 9

Photos 10 & 11

Photos 12 & 13

Photo 14
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PHOTO #14



View from Mt. Washington Overlook

















DEVELOPERS

RALPH A. FALBO, INC.
& BEACON COMMUNITIES
429 Fourth Avenue,   Suite 1100
Pittsburgh, PA 15219
tel. 412. 355.0300  ext. 111
fax.412. 355.0304 

DRAWING

SITE LOCATION
ARCHITECT

STUDIO 109 DESIGNS, LLC.
109 Zeta Drive
Pittsburgh, PA 15238
tel. 412. 967.9696
fax.412. 967.9436

PROJECT

3030 SOUTH WATER STREET APARTMENTS
3030 SOUTH WATER STREET
SOUTH SIDE WORKS E2b
PITTSBURGH, PA

DATE

NOVEMBER 12, 2013

CONTRACTOR

PWCAMPBELL
109 Zeta Drive
Pittsburgh, PA 15238
tel. 412. 963.0100
fax.412. 963.0200



 

View of project site from the Hot Metal Bridge 
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3030 South Water Street project site 
3030 South Water Street project site. 

UPMC Sports Medicine parking lot. 



 

Elevation difference between S. Water Street and 

the Three Rivers Heritage Trail at project site. 

View of Monongahela River from project site 



 

UPMC Sports Medicine parking lot. 

Springhill Suites Marriott architecture 

& edge condition. 

UPMC Sports Medicine architecture 

& edge condition. 
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28 Compact Parking Spaces 

41 Standard Parking Spaces 

69 Total Parking Spaces 
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iThe Development Review Application 9!D...l!!l used for the following: 

• 	 New Construction of a Primary Use Structure larger than a 2-Family Dwelling. ([nduding new Non-Residential 
Primary use Structures)'• 

• 	 Any project or development that requires a Land Operations Permit; 

• 	 Any other types of work not listed under the Walk-Through and Zoning Applications. 

GENERAL INFORMATION 

! 

1. Property Owner Name: 920 Fort DU'!"Bsne Associates Phone Number: ( 412 ) 261-1842 
---' 

Address," ft. ""........ B1V'dICity: ....._ State: .A 	 IZip Code: 15222 

Phone Number: ( 412 ) 820.22002. Applicant/Company Name: Bunting Graphics.. Inc 

State: PA 	 I Zip Code: 15229Address: 20 River. R4 ICity: Verona 

DEPARTMENT OF CITY PLANNING 
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office of the Zoning Administrator 

Date Filed: 

(Zoning Use onty) 

Applicant/Contractor ID:(assIgned by the CIty) 

3. Development Name: Henderson Brothers - High Rise Sign 

4. Development Location: Pittsburgh, PA 

: 5. Development Address: 920 Fort Duquesne Boulevard 

i 6. If applicant Is proposing a change to the Zoning District, the following is required: (Attach Zone Change Petition) 

Proposed Zoning District: i 
Present Use of Site: 

f--(5elect from attached list) I 

. 7 .If a Certificate of Occupancy exlsts, the following Is required: 

Certificate of Occupanq#: 80450 IDate ISsued: 05/11/2004 IExlstI~g Use of Property: offic.. Building 

8. EstImated Construction: Start Date: I I IOccupancy Date: I I 	 I Project Cost: $ 75, 000.00 

Use the attached Worksheet to continue answering the questions. For additional reference in answering Items 9-12 go to 
pittsburghpa.gov{dcpJzonlng/ and select the link for the City Zoning Code maintained at the Municode.com website. 

. 	 I 

19. Proposed Use of Site (Select froma_tta_ch_ed_'ist_>:_____________________________~ 
i 10. Select the Type of Work: 

D New Construction, New D Renovation, Interior 

D New Construction, ~Renovation, Exterior 

D Change In Use Only D Renovation, Change in Use 

: 11. Describe the . ' .. , 

, 

i 12. Is a Land Operations Permit needed? DYES IiINO 

(See the Bureau of Building Inspection (661) website foractMtles requiring a Land Operations Permit, http.//www.dty.pittsburgh.pa.us/bbiD 

VOUOiER#: Page DRA-l MAY 2013 
(Zoning Use Only) 

http:Municode.com


DEPARTMENT OF em PLANNING .Cit'y of Pittsburgh 

DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 


Office of the Zoning Administrator 

13. Proposed Number of New Structures or Building Additions: CiilN/A 

o Residential o Commercial o Recreational 

14. Gross Roor Area: 

Existing to be Razed: sqlt 

Existing to be Retained: _______ sq It 

Retained Area to be Renovated: ______ sqlt 

To be Constructed: ________ sq It 

Building Footprint: ________ sq It 

i Main Structure 

Proposed Addition/extension 

Provide Accessory Structure Type{s) and Height(s): 

16. Number of Dwelling Units: 

EJdsting to Remain: Proposed: 
----~-

17. Lot Area: sqlt 

18. On Site Parking: DN/A 

Full (8 'h' x 19') 

Compact (7 ',4' x 16') 

Handicap (13 'h' x 19') 

Off·Street Loadlng.Spaces: 0 N/A 
Actual: 

o Industrial o Institutional 

Proposed 

Required: 

19. Please check any of the following items that will be part of the proposed work: ON/A 

o Demolition o HVAC (Interior) o HVAC (Exterior) o Electrical o Fire Alarm 

o Fire Protection/Sprinklers o Deck Construction o Commercial Cooking Hood Ii1 Sign 

20. Please check the following items that pertain to any work proposed on private plumbing: 
(i.e. plumbing between a public sewer or water line and a building, induding plumbing Inside the building). 

o Repair or Repiace Existing Plumbing 0 New Construction of Plumbing III No Plumbing Work is Proposed 

VOUCHER#: Page DRA-2 MAY 2013 



-7 ." DEPARTMENT OF CITY PLANNINGCity of Pittsburgh 
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING)ai6. 

Office of the lonlng AdministratorV 

NOTE: The tM11 "sewer'"refers to Silnltarysewei:S, storm sewers and combined sewers owned by the atyofPittsburgh. 

For reference In answering Items 21-24, please refer to the Pittsburgh Water and Sewer Authority's Procedures Manual for Oevelopers (available 
at www.oah20.com). 

21. Please Indicate the number (e.g. 0, 1, 2 •...) of each of the following sewer and/or water Items that will be part of the work: 

____ New water Service Conned:lon(s) 

New Sewer Service Connecoon(s) 

Termination of exiStIng Water Service Tap(s)----
--- _____ Termination of existing Sewer Service Tap(s} 

22. Will the proposed work change the current waterconsumptlon and sewer discharge of the building or site? 

DYES ll!lNO 

23. If the Development Includes the construction of main sewer and/or water lineS, then the Applicant is required to select it course 
of action with regard to ownership of those utilities: 

o Applicant requests PWSA to accept ownership of the sewer mains and/or water lines 

o Applicant retains private ownership of sewer mains and/or water lines 

o Not Applicable (Development does not indude construction of sewer mains and/or water Ilnes) 

24. If Yes to the first or second statement In Itern 23, then Identify the type of property where the sewer mains and/or water lines 
will be constructed: 

o Public Property, ExiStIng City Street o PriVate Property o Not Applicable 

o Public Property, New City Street to be constructed as part of the development/project 

.. 

25. Please select the followlng Items that apply to the proposed work: 

-------------------------------------------------~ o Applicant requests to change or designate the name of a City Street. 
--------------------------------------~ 

o The proposed work includes iii private structure (e.g. deck, porch, awning. sign. etc.) encroaching on aCity dedicated right-of-way. 

o Modification or reconstruction of CIty curbs. 

o Design and construction of a new street where the Applicant will request the City to accept ownership of the street 

o Applicant requests the City to vacate an existing City street!sidewalk so the Applicant can use the property for private development 

o The proposed work will create an obstruction of traffic on City rights-of-way. 

o The proposed work includes the excavation of a City street or sidewalk.I ..
I o The proposed work Indudes the placement of a demOlition dumpster .in a City right-of-way. 

o The proposed work includes the addition. deletion and/or relocation of City street lights in a City right-of-way . 
.' . 

26. Applicant will be applying for iii Visltabllity Tax Credit? o Yes iii No 
. 

!Applicant Signature: 

VOUCHER#: Page DRA-) MAY 2013 
(Zoning Use Only) 



DEPARTMENT OF CITY PLANNINGCity of Pittsburgh 
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office of the Zoning Administrator 

200 ROSS STREET .. THIRD fLOOR" PITTSBURGH .. PENNSYLVANIA .. 15219 

:-: D,e~;lopment Re'riew' ~licatiJn': Ustof:Eid~~9';nd'P~~ u~ror Q~~iOn,••,9 ,.' ," " "c-~~l 
'li'eSidential Uses ~ 52. Ed~Dnal Classroom Space - lOO.Restaurant, Fast-Food (General) 

1. 	 Single-Unit Detached Residential (General) lO1.Restaurant (Limited) 
2. 	 Single-Unit Attached Residential 53. Excavation/Grading/Fill, Major l02.Restaurant (General) 
3. 	 Two-Unit Residential 54. Firearms Business Establishment 103. Restaurant, Liquor License 
4. 	 Three-Unit Residential 55. Forestry Activities (limited) 
5. 	 Multi-Unit Residential 56. Frelght Terminal 104. Restaurant, Liquor License 
6. 	 Assisted Living Oass A 57. Funeral Home (General) 
7. 	 Assisted Living Class B 5B. Gaming Enterprise lOS. Retail Safes and Services (limited) 
a. 	 Assisted Living Oass C 59. Golf Course lOO.Retaii Sales and Services 
9. 	 Community Home 60. Grocery Store (Limited) (General) 
10. 	 Dormitory 61. Grocery Store (General) l07.Retail Sales and Services, 
11. 	 Fraternity/Sorority 62. Hazardous Operations Residential convenience 
12. 	 Housing for the Bderly (limited) 63. Hellpad loa.Safety Service 
13. 	 Housing for the Bderly (General) 64. Heliport l09.Salvage Yard 
14. 	 Mufti-Suite Residential (Limited) 65. Helistop 110.School, Elementary or Secondary 
15. 	 Multi-Suite Residential (General) 66. Hospital (limited) 
16. 	 Personal Care Residence (Large) 67. Hotel/Motel (limited) 111.School, Elementary or Secondary 
17. Personal Care Residence (Small) 68. Hotel/Motel (General) (General) 

Non-Residential Uses 69. Indnerator, Solid Waste 112.Service Station 

18. 	Adult Entertainment 70. Laboratory/Research Services 113.Sldewalk Cafe 
19. 	Agricultural Use (Limited) 114.Transit Facility 
20. 	 Amusement Arcade 71. Laboratory/Research Services 115.Utility (Limited) 
21. 	 Animal Care (Limited) (General) 116.Utility (General) 
22. 	 Animal Care (General) 72. Laundry Services 117.Vehide/Equipment Repair 
23. 	 Art or Music Studio 73. Library (Limited) (limited) 
24. 	 Public Assembly (Limited) 74. Library (General) 118.VehidejEquipment Repair 
25. 	 Public Assembly (General) 75. Manufacturing and Assembly (General) 
26. 	 Bank or Financial Institution (limited) 119.Vehicle/Equipment Sales (Limited) 

(limited) 76. Manufacturing and Assembly 120.Vehicle/equipment Sales (General) 
27. 	 Bank or Financial Institution (General) 121.Vocational School (Limited) 


(General) 77. Medical Office/Oinic (limited) 122.Vocational School (General) 

28. 	 Basic Industry 7B. Medical OffIce/alnlc (General) 123.Warehouse (Limited) 
29. 	 Bed and Breakfast (Limited) 79. Nursery, Retail (limited) 124.Warehouse (General) 
30. 	 Bed and Breakfast (General) 80. Nursery, Retail (General) 125.Warehouse, Residential Storage 
31. 	 Car Wash 81. Office (limited) 126.Welding or Machine Shop 
32. 	 Cemetery 82. Office (General) 127.New and Unlisted Uses 
33. 	Check Cashing 83. Outdoor Retail Sales and Service 
34. 	 Child Care (Limited) [Non-Accessory Use] 
35. 	 Child Care {General} 84. Parking, Commercial (limited) 
36. 	 Club (Limited) 85. Parking, Commercial (General) 
37. 	 Qub (General) other than the 86. Parking Structure (Limited) 


limited type desaibed above. 87. Parking Structure (General) 
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pittsburghpa.gov/dcp/zoning/

DEPARTMENT OF CITY PLANNING
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office of the Zoning Administrator 

200 ROSS STREET  THIRD FLOOR  PITTSBURGH  PENNSYLVANIA  15219 

VOUCHER #:   Page DRA-1   MAY 2013 
 gninoZ( Use Only) 

City of Pittsburgh Date Filed: 

(Zoning Use Only) 

DEVELOPMENT REVIEW APPLICATION 

The Development Review Application can be used for the following: 

New Construction of a Primary Use Structure larger than a 2-Family Dwelling. (Including new Non-Residential 
Primary Use Structures); 
Any project or development that requires a Land Operations Permit; 
Any other types of work not listed under the Walk-Through and Zoning Applications. 

GENERAL INFORMATION 

1. Property Owner Name: Phone Number: (         ) 

    Address: City: State: Zip Code: 

2. Applicant/Company Name: Phone Number: (         ) 

    Address: City: State: Zip Code: 

    Applicant/Contractor ID:(assigned by the City) 

3. Development Name: 

4. Development Location: 

5. Development Address: 

6. If applicant is proposing a change to the Zoning District, the following is required:   (Attach Zone Change Petition) 

    Proposed Zoning District:  

    Present Use of Site: 
    (Select from attached list) 

7. If a Certificate of Occupancy exists, the following is required:

    Certificate of  :ytreporP fo esU gnitsixE :deussI etaD :#ycnapuccO 

8. Estimated Construction:         Start Date:         /     / Occupancy Date:      /      / Project Cost: $ 

Use the attached Worksheet to continue answering the questions.  For additional reference in answering Items 9-12 go to  
 and select the link for the City Zoning Code maintained at the Municode.com website. 

9. Proposed Use of Site (Select from attached list):

10. Select the Type of Work:

     New Construction, New  Renovation, Interior 

     New Construction,  Renovation, Exterior 

      Change in Use Only  Renovation, Change in Use 

11. Describe the Development: 

12. Is a Land Operations Permit needed?                       YES                    NO

      (See the Bureau of Building Inspection (BBI) website for activities requiring a Land Operations Permit, http://www.city.pittsburgh.pa.us/bbi/)
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DEPARTMENT OF CITY PLANNING
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office of the Zoning Administrator 

200 ROSS STREET� THIRD FLOOR � PITTSBURGH � PENNSYLVANIA � 15219 

VOUCHER #:   Page DRA-2  MAY 2013 
 (Zoning Use Only) 

City of Pittsburgh 

DEVELOPMENT REVIEW APPLICATION 

LAND AND BUILDING INFORMATION 

13. Proposed Number of New Structures or Building Additions:                            � N/A 

      � Residential � Commercial � Recreational � Industrial � Institutional

14. Gross Floor Area: 

      Existing to be Razed: sq ft 

      Existing to be Retained: sq ft 

      Retained Area to be Renovated: sq ft 

      To be Constructed: sq ft 

      Building Footprint: sq ft 

15. Height of Structures: Existing Proposed

 Stories Feet Stories Feet

Main Structure     

Proposed Addition/Extension 

Provide Accessory Structure Type(s) and Height(s): 

     

     

     

16. Number of Dwelling Units: 

      Existing to Remain:  Proposed:   

17. Lot Area:  sq ft 

18. On Site Parking:                                     � N/A

Existing Proposed

Full (8 ½’ x 19’ ) 

Compact (7 ¼’ x 16’ ) 

Handicap (13 ½’ x 19’ ) 

Off-Street Loading Spaces:                    � N/A

                     Actual: 

                     Required: 

19. Please check any of the following items that will be part of the proposed work: � N/A

      � Demolition � HVAC (Interior) � HVAC (Exterior) � Electrical � Fire Alarm

      � Fire Protection/Sprinklers � Deck Construction � Commercial Cooking Hood � Sign

20. Please check the following items that pertain to any work proposed on private plumbing: 
      (i.e. plumbing between a public sewer or water line and a building,  including plumbing inside the building). 

      � Repair or Replace Existing Plumbing � New Construction of Plumbing � No Plumbing Work is Proposed 
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DEPARTMENT OF CITY PLANNING
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office of the Zoning Administrator 

200 ROSS STREET� THIRD FLOOR � PITTSBURGH � PENNSYLVANIA � 15219 

VOUCHER #:   Page DRA-3 MAY 2013 
 (Zoning Use Only) 

City of Pittsburgh 

DEVELOPMENT REVIEW APPLICATION 

WATER AND SEWER INFORMATION 

NOTE: The term “sewer” refers to sanitary sewers, storm sewers and combined sewers owned by the City of Pittsburgh. 

For reference in answering Items 21-24, please refer to the Pittsburgh Water and Sewer Authority’s Procedures Manual for Developers (available 
at www.pgh2o.com).

21. Please indicate the number (e.g. 0, 1, 2,…) of each of the following sewer and/or water items that will be part of the work:

New Water Service Connection(s) Termination of Existing Water Service Tap(s) 

New Sewer Service Connection(s) Termination of Existing Sewer Service Tap(s)

22. Will the proposed work change the current water consumption and sewer discharge of the building or site? 

                                               � YES                    �NO

23. If the Development includes the construction of main sewer and/or water lines, then the Applicant is required to select a course
      of action with regard to ownership of those utilities: 

                    � Applicant requests PWSA to accept ownership of the sewer mains and/or water lines 

                    � Applicant retains private ownership of sewer mains and/or water lines 

                    � Not Applicable (Development does not include construction of sewer mains and/or water lines) 

24. If Yes to the first or second statement in Item 23, then identify the type of property where the sewer mains and/or water lines
      will be constructed:

     � Public Property, Existing City Street � Private Property � Not Applicable

     � Public Property, New City Street to be constructed as part of the development/project

WORK IN AND AROUND THE CITY RIGHTS-OF-WAY

25. Please select the following items that apply to the proposed work:

     � Applicant requests to change or designate the name of a City Street.

     � The proposed work includes a private structure (e.g. deck, porch, awning, sign, etc.) encroaching on a City dedicated right-of-way.

     � Modification or reconstruction of City curbs.

     � Design and construction of a new street where the Applicant will request the City to accept ownership of the street.

     � Applicant requests the City to vacate an existing City street/sidewalk so the Applicant can use the property for private development.

     � The proposed work will create an obstruction of traffic on City rights-of-way.

     � The proposed work includes the excavation of a City street or sidewalk.

     � The proposed work includes the placement of a demolition dumpster in a City right-of-way.

     � The proposed work includes the addition, deletion and/or relocation of City street lights in a City right-of-way. 

26. Applicant will be applying for a Visitability Tax Credit?                               � Yes                 � No

Applicant Signature: 
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DEPARTMENT OF CITY PLANNING
DEVELOPMENT ADMINISTRATION AND REVIEW (ZONING) 

Office of the Zoning Administrator 

200 ROSS STREET� THIRD FLOOR � PITTSBURGH � PENNSYLVANIA � 15219 

VOUCHER #:   Page DRA-4 MAY 2013 
 (Zoning Use Only) 

City of Pittsburgh 

Development Review Application - List of Existing and Proposed Uses for Questions 6 & 9
Residential Uses 
1. Single-Unit Detached Residential   
2. Single-Unit Attached Residential   
3. Two-Unit Residential   
4. Three-Unit Residential
5. Multi-Unit Residential   
6. Assisted Living Class A   
7. Assisted Living Class B   
8. Assisted Living Class C   
9. Community Home
10. Dormitory
11. Fraternity/Sorority   
12. Housing for the Elderly (Limited)
13. Housing for the Elderly (General)
14. Multi-Suite Residential (Limited)   
15. Multi-Suite Residential (General)
16. Personal Care Residence (Large)  
17. Personal Care Residence (Small)   
Non-Residential Uses 
18. Adult Entertainment
19. Agricultural Use
20. Amusement Arcade   
21. Animal Care (Limited)
22. Animal Care (General)
23. Art or Music Studio
24. Public Assembly (Limited)
25. Public Assembly (General)
26. Bank or Financial Institution 

(Limited)
27. Bank or Financial Institution 

(General)
28. Basic Industry   
29. Bed and Breakfast (Limited)   
30. Bed and Breakfast (General)   
31. Car Wash
32. Cemetery
33. Check Cashing   
34. Child Care (Limited)
35. Child Care (General)
36. Club (Limited)   
37. Club (General) other than the 

limited type described above. 
38. College or University Campus   
39. Communication Tower, Class A
40. Communication Tower, Class B
41. Communication Tower, Class C
42. Community Center (Limited)   
43. Community Center (General)
44. Construction Contractor (Limited)   
45. Construction Contractor (General)    
46. Correctional Facility (Limited)   
47. Correctional Facility (General)   
48. Cultural Service (Limited)   
49. Cultural Service (General)   
50. Custodial Care Facility
51. Educational Classroom Space 

(Limited)

52. Educational Classroom Space 
(General)

53. Excavation/Grading/Fill, Major   
54. Firearms Business Establishment
55. Forestry Activities 
56. Freight Terminal
57. Funeral Home 
58. Gaming Enterprise   
59. Golf Course
60. Grocery Store (Limited)
61. Grocery Store (General)
62. Hazardous Operations
63. Helipad
64. Heliport
65. Helistop
66. Hospital
67. Hotel/Motel (Limited)   
68. Hotel/Motel (General)  
69. Incinerator, Solid Waste   
70. Laboratory/Research Services 

(Limited)
71. Laboratory/Research Services 

(General)
72. Laundry Services   
73. Library (Limited)
74. Library (General)   
75. Manufacturing and Assembly 

(Limited)
76. Manufacturing and Assembly 

(General)
77. Medical Office/Clinic (Limited)   
78. Medical Office/Clinic (General)   
79. Nursery, Retail (Limited)
80. Nursery, Retail (General)
81. Office (Limited)  
82. Office (General)
83. Outdoor Retail Sales and Service 

[Non-Accessory Use]   
84. Parking, Commercial (Limited)   
85. Parking, Commercial (General)
86. Parking Structure (Limited)   
87. Parking Structure (General)   
88. Parks and Recreation (Limited)   
89. Parks and Recreation (General) 
90. Pawn Shop
91. Recreation and Entertainment, 

Indoor (Limited)     
92. Recreation and Entertainment, 

Indoor (General)
93. Recreation and Entertainment, 

Outdoor (Limited)   
94. Recreation and Entertainment, 

Outdoor (General)   
95. Recycling Collection Station   
96. Recycling Processing Center   
97. Religious Assembly (Limited)   
98. Religious Assembly (General)
99. Restaurant, Fast-Food (Limited)   

100.Restaurant, Fast-Food (General)   
101.Restaurant (Limited)    
102.Restaurant (General) 
103.Restaurant, Liquor License 

(Limited) 
104.Restaurant, Liquor License 

(General)
105.Retail Sales and Services (Limited)
106.Retail Sales and Services 

(General)
107.Retail Sales and Services, 

Residential Convenience
108.Safety Service    
109.Salvage Yard    
110.School, Elementary or Secondary 

(Limited)   
111.School, Elementary or Secondary 

(General)
112.Service Station   
113.Sidewalk Cafe     
114.Transit Facility
115.Utility (Limited)   
116.Utility (General)
117.Vehicle/Equipment Repair 

(Limited)   
118.Vehicle/Equipment Repair 

(General)
119.Vehicle/Equipment Sales (Limited)
120.Vehicle/Equipment Sales (General)
121.Vocational School (Limited)   
122.Vocational School (General)   
123.Warehouse (Limited)   
124.Warehouse (General)
125.Warehouse, Residential Storage   
126.Welding or Machine Shop
127.New and Unlisted Uses
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Refer to the PWSA Procedures Manual for Developers. 
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350 Oliver Avenue
Pittsburgh City Planning Commission Briefing

November 12, 2013
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