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1. INTERIOR DIMENSIONS ARE FROM FACE OF EXISTING WALL OR FACE OF
STUD TO FACE OF STUD UNLESS OTHERWISE NOTED. DIMENSIONS TO
PLUMBING FIXTURES THAT ARE BEING REPLACED IN THE SAME LOCATIONS
SHALL BE VERIFIED IN FIELD, AND ARE CENTERLINE OF FIXTURE TO
CENTERLINE OF FIXTURE OR FROM EXISTING FACE OF WALL. REFER TO WALL
TYPES FOR THICKNESS.

2. EXISTING DIMENSIONS USED IN THE DEVELOPMENT OF THESE DOCUMENTS
ARE BASED ON INFORMATION INDICATED ON  DRAWINGS OF THE EXISTING
BUILDING. THESE REFERENCED DRAWINGS WERE RECEIVED BY R3A ON 10-15-
13 FROM THE CARNEGIE MELLON UNIVERSITY.

3. THE CONTRACTOR IS RESPONSIBLE FOR VERIFICATION AND COORDINATION
OF ALL EXISTING DIMENSIONS AND CONDITIONS AS THEY RELATE TO THE
NEW SCOPE OF WORK. NOTIFY THE OWNER/ ARCHITECT OF ANY
DISCREPANCIES PRIOR TO PROCEEDING WITH THE WORK AS DESCRIBED
WITH THESE DOCUMENTS.

4. CONTRACTOR IS TO COORDINATE THE EXTENT OF BUILDING
CONSTRUCTION AND DEMOLITION WITHIN FINAL FINISH REQUIREMENTS AND
PROVIDE AND INSTALL SYSTEMS AS DESCRIBED IN THE DRAWINGS .

5. CONTRACTOR SHALL PROVIDE APPROPRIATE AND LEVEL SUBSURFACE FOR
FINISH MATERIAL. COORDINATE NEW FINISHES WITH FINISH SCHEDULE AND
DRAWINGS. PREPARE EXISTING SURFACES PER MANUFACTURERS
RECOMMENDATIONS.

6. CONTRACTOR SHALL PROVIDE TEMPORARY BARRICADES AND OTHER
TEMPORARY FACILITIES TO PROTECT THE PUBLIC, STORED MATERIALS AND
INSTALLED MATERIALS.

7. REFER TO LIFE SAFETY PLANS (G-101) FOR LOCATION AND EXTENT OF FIRE
RATED ASSEMBLIES.

8. PROVIDE BLOCKING REQUIRED FOR CASEWORK AND TOILET ACCESSORIES
AND FOR FUTURE FURNITURE INSTALLATION.  COORDINATE LOCATION OF
BLOCKING WITH OWNER'S FURNITURE INSTALLER.

9. ALL DEMOLISHED MATERIAL DEBRIS IS TO BE REMOVED AND LEGALLY
DISPOSED OF FROM THE SITE BY EACH RESPECTIVE PRIME CONTRACTOR.
EACH PRIME CONTRACTOR SHALL ASSUME COSTS FOR DEMOLITION
INCLUDING DISPOSAL FOR THEIR SCOPE OF WORK.

10. OWNER RESERVES THE RIGHT TO REQUEST SALVAGED ITEMS.
CONTRACTOR TO HANDLE AND STORE WITH CARE.

11. THERE IS NO HAZARDOUS ABATEMENT WITHIN THE SCOPE OF WORK.

12. HATCHED FLOOR AREA INDICATED FLOOR INFILL, REFER TO BUILDING
SECTIONS FOR FLOOR LEVELS.
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Construction
Documents

BASEMENT AND
FIRST FLOOR
PLAN

Carnegie Mellon
University

Facility
Management
Services, 205 S.
Craig Street
Renovations

205 South Craig Street, Pittsburgh
PA 15213

 1/4" = 1'-0"1 Basement Plan
 1/4" = 1'-0"2 First  Floor Plan

REFERENCED CONSTRUCTION NOTES

MARK DESCRIPTION
033000.01 4" CONCRETE SLAB ON GRADE FOR CONDENSING UNITS,

REFER TO MECHANICAL DRAWINGS.
034000.01 EXISTING RELOCATED PRECAST PLATFORM, STEPS AND

RAILING
042113.01 PATCH EXISTING OPENING WITH SALVAGED BRICKS TO

MATCH ADJACENT
057300.01 NOT USED
064023.01 BUILT IN PLAM COUNTERTOP
066400.01 BASE AT WD-1 TO BE PAINTED QUARTER ROUND TRIM TO

CONCEAL GAPS WITH EXISTING AND NEW
CONSTRUCTION.

073113.01 ASPHAULT SHINGLE REPLACEMENT ROOF, ALTERNATE 1.
080500.01 APPLY WINDOW FILM AT BASE GLAZING PANEL AT

EXISTING STOREFRONT WINDOW TO CONCEAL FLOOR
CONSTRUCTION BEYOND.

092000.01 PATCH AND REPAIR DAMAGED WALL OR CEILING
PLASTER WITH SKIM COAT TO CREATE EVEN SURFACE.

092216.01 FLOOR INFILL, NON-STRUCTURAL METAL FRAMING
144213.01 WHEEL CHAIR LIFT PLATFORM

EXISTING
GAS
METER
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1. INTERIOR DIMENSIONS ARE FROM FACE OF EXISTING WALL OR FACE OF
STUD TO FACE OF STUD UNLESS OTHERWISE NOTED. DIMENSIONS TO
PLUMBING FIXTURES THAT ARE BEING REPLACED IN THE SAME LOCATIONS
SHALL BE VERIFIED IN FIELD, AND ARE CENTERLINE OF FIXTURE TO
CENTERLINE OF FIXTURE OR FROM EXISTING FACE OF WALL. REFER TO WALL
TYPES FOR THICKNESS.

2. EXISTING DIMENSIONS USED IN THE DEVELOPMENT OF THESE DOCUMENTS
ARE BASED ON INFORMATION INDICATED ON  DRAWINGS OF THE EXISTING
BUILDING. THESE REFERENCED DRAWINGS WERE RECEIVED BY R3A ON 10-15-
13 FROM THE CARNEGIE MELLON UNIVERSITY.

3. THE CONTRACTOR IS RESPONSIBLE FOR VERIFICATION AND COORDINATION
OF ALL EXISTING DIMENSIONS AND CONDITIONS AS THEY RELATE TO THE
NEW SCOPE OF WORK. NOTIFY THE OWNER/ ARCHITECT OF ANY
DISCREPANCIES PRIOR TO PROCEEDING WITH THE WORK AS DESCRIBED
WITH THESE DOCUMENTS.

4. CONTRACTOR IS TO COORDINATE THE EXTENT OF BUILDING
CONSTRUCTION AND DEMOLITION WITHIN FINAL FINISH REQUIREMENTS AND
PROVIDE AND INSTALL SYSTEMS AS DESCRIBED IN THE DRAWINGS .

5. CONTRACTOR SHALL PROVIDE APPROPRIATE AND LEVEL SUBSURFACE FOR
FINISH MATERIAL. COORDINATE NEW FINISHES WITH FINISH SCHEDULE AND
DRAWINGS. PREPARE EXISTING SURFACES PER MANUFACTURERS
RECOMMENDATIONS.

6. CONTRACTOR SHALL PROVIDE TEMPORARY BARRICADES AND OTHER
TEMPORARY FACILITIES TO PROTECT THE PUBLIC, STORED MATERIALS AND
INSTALLED MATERIALS.

7. REFER TO LIFE SAFETY PLANS (G-101) FOR LOCATION AND EXTENT OF FIRE
RATED ASSEMBLIES.

8. PROVIDE BLOCKING REQUIRED FOR CASEWORK AND TOILET ACCESSORIES
AND FOR FUTURE FURNITURE INSTALLATION.  COORDINATE LOCATION OF
BLOCKING WITH OWNER'S FURNITURE INSTALLER.

9. ALL DEMOLISHED MATERIAL DEBRIS IS TO BE REMOVED AND LEGALLY
DISPOSED OF FROM THE SITE BY EACH RESPECTIVE PRIME CONTRACTOR.
EACH PRIME CONTRACTOR SHALL ASSUME COSTS FOR DEMOLITION
INCLUDING DISPOSAL FOR THEIR SCOPE OF WORK.

10. OWNER RESERVES THE RIGHT TO REQUEST SALVAGED ITEMS.
CONTRACTOR TO HANDLE AND STORE WITH CARE.

11. THERE IS NO HAZARDOUS ABATEMENT WITHIN THE SCOPE OF WORK.

12. HATCHED FLOOR AREA INDICATED FLOOR INFILL, REFER TO BUILDING
SECTIONS FOR FLOOR LEVELS.
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SECOND AND
THIRD FLOOR
PLAN

Carnegie Mellon
University

Facility
Management
Services, 205 S.
Craig Street
Renovations

205 South Craig Street, Pittsburgh
PA 15213

REFERENCED CONSTRUCTION NOTES

MARK DESCRIPTION
033000.01 4" CONCRETE SLAB ON GRADE FOR CONDENSING UNITS,

REFER TO MECHANICAL DRAWINGS.
034000.01 EXISTING RELOCATED PRECAST PLATFORM, STEPS AND

RAILING
042113.01 PATCH EXISTING OPENING WITH SALVAGED BRICKS TO

MATCH ADJACENT
057300.01 NOT USED
064023.01 BUILT IN PLAM COUNTERTOP
066400.01 BASE AT WD-1 TO BE PAINTED QUARTER ROUND TRIM TO

CONCEAL GAPS WITH EXISTING AND NEW
CONSTRUCTION.

073113.01 ASPHAULT SHINGLE REPLACEMENT ROOF, ALTERNATE 1.
080500.01 APPLY WINDOW FILM AT BASE GLAZING PANEL AT

EXISTING STOREFRONT WINDOW TO CONCEAL FLOOR
CONSTRUCTION BEYOND.

092000.01 PATCH AND REPAIR DAMAGED WALL OR CEILING
PLASTER WITH SKIM COAT TO CREATE EVEN SURFACE.

092216.01 FLOOR INFILL, NON-STRUCTURAL METAL FRAMING
144213.01 WHEEL CHAIR LIFT PLATFORM

 1/4" = 1'-0"1 Second Floor Plan
 1/4" = 1'-0"2 Third Floor Plan
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ISSUED:

c

CMU PROJECT # 31028
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Construction
Documents

EXTERIOR
ELEVATIONS

Carnegie Mellon
University

Facility
Management
Services, 205 S.
Craig Street
Renovations

205 South Craig Street, Pittsburgh
PA 15213

 1/4" = 1'-0"2 North Elevation
 1/4" = 1'-0"3 East Elevation

REFERENCED ELEVATION NOTES

MARK NOTE
1 PREPARE EXISTING T1-11 CLADDING BY SCRAPING, SANDING AND

POWER WASHING TO RECIEVE NEW PRIMER AND PAINT.
2 REPAIR AND REPAINT TRIM AT EXISTING STOREFRONT GLAZING,

COLOR TO BE SELECTED BY ARCHITECT. ADD ALTERNATE #2
REPLACEMENT OF STOREFRONT GLAZING.

3 EXISTING CANOPY TO REMAIN. CANOPY TO RECIEVE NEW FLASHING
COLOR TO BE SELECTED BY ARCHITECT.

4 NEW 4" HIGH GALVANIZED METAL CURB
5 EXISTING PRECAST CONCRETE STAIRS TO BE SALVAGED AND

RELOCATED TO NEW REAR EXIT.
6 NEW CONCRETE ADA RAMP.
7 EXISTING WINDOWS TO REMAIN, REPAINT TRIM. COLOR TO BE

SELECTED BY ARCHITECT.
8 EXISTING DOORS TO BASEMENT TO REMAIN, REPAINT COLOR TO BE

SELECTED BY ARCHITECT.
9 NEW ALUMINUM RAILING SYSTEM. ROOF RAILING TO BE MOUNTED TO

EXISTING RAISED CONCRETE ROOF CURB.
10 NEW METAL RAILING SYSTEM AT RAMP AND STAIRS
11 NEW GLAZED ENTRY DOOR AND TRANSOM
12 EXISTING BRICK TO REMAIN, REPOINT AS NECESSARY
13 REPLACE EXISITING WINDOWS, ALTERNATE #2.
14 REPLACED EXISTING ROOF, ALTERNATE #1.
15 EXISTING RAILING SYSTEM TO REMAIN, SAND, PRIME AND PAINT.

COLOR TO BE SELECTED BY ARCHITECT.
16 PATCH EXISTING OPENING WITH BRICK TO MATCH EXISTING.
17 EXISTING HOSE BIB TO REMAIN
18 OPAQUE WINDOW FILM APPLIED TO INTERIOR FACE OF STOREFRONT.
19 NEW ALUMINUM MULLION COVER ON PESSURE BAR WITH VHB-3 DUAL

SIDED TAPE AND SILICONE DIRECTLY ADHERED TO EXTERIOR
GLAZING.

20 1" THICK EXTRUDED ALUMINUM LETTERS, BACK LIT BY EXTERIOR LED
TAPE FIXTURE.

21 NEW STRUCTURAL LINTEL OVER OPENING.
 1/4" = 1'-0"1 North Elevation- Add Alternate #2

 1/2" = 1'-0"4 Cantini Screen Detail
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 1/4" = 1'-0"1 South Elevation
 1/4" = 1'-0"2 West Elevation
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CONSULTANT:

R3A PROJECT #

ISSUED:
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A-202
13070

5/12/14

Construction
Documents

EXTERIOR
ELEVATIONS

Carnegie Mellon
University

Facility
Management
Services, 205 S.
Craig Street
Renovations

205 South Craig Street, Pittsburgh
PA 15213

REFERENCED ELEVATION NOTES

MARK NOTE
1 PREPARE EXISTING T1-11 CLADDING BY SCRAPING, SANDING AND

POWER WASHING TO RECIEVE NEW PRIMER AND PAINT.
2 REPAIR AND REPAINT TRIM AT EXISTING STOREFRONT GLAZING,

COLOR TO BE SELECTED BY ARCHITECT. ADD ALTERNATE #2
REPLACEMENT OF STOREFRONT GLAZING.

3 EXISTING CANOPY TO REMAIN. CANOPY TO RECIEVE NEW FLASHING
COLOR TO BE SELECTED BY ARCHITECT.

4 NEW 4" HIGH GALVANIZED METAL CURB
5 EXISTING PRECAST CONCRETE STAIRS TO BE SALVAGED AND

RELOCATED TO NEW REAR EXIT.
6 NEW CONCRETE ADA RAMP.
7 EXISTING WINDOWS TO REMAIN, REPAINT TRIM. COLOR TO BE

SELECTED BY ARCHITECT.
8 EXISTING DOORS TO BASEMENT TO REMAIN, REPAINT COLOR TO BE

SELECTED BY ARCHITECT.
9 NEW ALUMINUM RAILING SYSTEM. ROOF RAILING TO BE MOUNTED TO

EXISTING RAISED CONCRETE ROOF CURB.
10 NEW METAL RAILING SYSTEM AT RAMP AND STAIRS
11 NEW GLAZED ENTRY DOOR AND TRANSOM
12 EXISTING BRICK TO REMAIN, REPOINT AS NECESSARY
13 REPLACE EXISITING WINDOWS, ALTERNATE #2.
14 REPLACED EXISTING ROOF, ALTERNATE #1.
15 EXISTING RAILING SYSTEM TO REMAIN, SAND, PRIME AND PAINT.

COLOR TO BE SELECTED BY ARCHITECT.
16 PATCH EXISTING OPENING WITH BRICK TO MATCH EXISTING.
17 EXISTING HOSE BIB TO REMAIN
18 OPAQUE WINDOW FILM APPLIED TO INTERIOR FACE OF STOREFRONT.
19 NEW ALUMINUM MULLION COVER ON PESSURE BAR WITH VHB-3 DUAL

SIDED TAPE AND SILICONE DIRECTLY ADHERED TO EXTERIOR
GLAZING.

20 1" THICK EXTRUDED ALUMINUM LETTERS, BACK LIT BY EXTERIOR LED
TAPE FIXTURE.

21 NEW STRUCTURAL LINTEL OVER OPENING.
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SCALE - N.T.S.

INSTALL NEW 2ND STORY ADDITION 
OVER EXISTING 1 STORY BUILDING.
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ALL ELECTRICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR
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PRELIMINARY PROGRESS
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PITTSBURGH, PA

PROJECT:

RENOVATIONS TO EXISTING BUILDING

4611 FORBES AVENNUE
PITTSBURGH, PA

CONSULTANTS:

STRUCTURAL ENGINEER: NO STRUCTURAL ENGINEER HAS BEEN RETAINED
ALL STRUCTURAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

MECHANICAL ENGINEER: NO MECHANICAL ENGINEER HAS BEEN RETAINED
ALL MECHANICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

ELECTRICAL ENGINEER: NO ELECTRICAL ENGINEER HAS BEEN RETAINED
ALL ELECTRICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

CIVIL ENGINEER: NO ELECTRICAL ENGINEER HAS BEEN RETAINED
ALL ELECTRICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR
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WOOD JOIST FLOOR. INSTALL NEW
WOOD JOIST FLOOR AT ELEV. 0'-0"

EXISTING  FLOOR JOISTS REMAIN. REMOVE EXISTING FLOORING AND SUB-FLOORING FROM JOISTS
INSTALL NEW WOOD  JOISTS AND PLYWOOD SUBFLOOR . (SEE STRUCTURAL DRAWINGS)
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KITCHEN

Door Schedule
MARK

DOOR 

DOOR SIZE MATERIAL TYPE LABEL

FRAME

MATERIAL TYPE

HARD
WARE REMARKS

General Hardware Note:  All hardware shall be brushed chrome including hinges, locks, handsets, push/pulls, closers, and panic hardware.
All doors and hardware shall be ADA compliant.

3'-0" x 7'-0"1-01 ALUMINUM A N/A ALUMINUM 1A STOREFRONT ENTRANCE DOOR

1-02 3'-0" x 7'-0" HOLLOW METAL C N/A HM 3B

1-03 3'-0" x 7'-0" HOLLOW METAL C N/A HM 3B

1-04 PAIR 3'-0" x 7'-0" HOLLOW METAL D N/A HM 3B

1-05 3'-0" x 7'-0" SOLID CORE WOOD B N/A HM 3B

2-01 3'-0" x 7'-0" HOLLOW METAL C C HM 3B

2-02 3'-0" x 7'-0" C C HM 3B

2-03 FIT EXISTING OPG C C HM 3B

2-04 C C HM 3B

SOLID CORE WOOD

SOLID CORE WOOD

SOLID CORE WOODFIT EXISTING OPG

DOOR ELEVATIONS
Scale: 1/4" = 1'-0"
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GALVANIZE ALL EXTERIOR HM DOORS AND FRAMES

KEY NOTES:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

NEW 5/8" TYPE "X" - SHEETROCK FIRECODE C CORE GYPSUM WALL 
BOARD

INSTALL NEW ADA COMPLIANT TANK-TYPE TOILET WITH ACCESSIBLE 
FLUSH LEVER

SEE PARTITION TYPES

INSTALL NEW ADA COMPLIANT URINAL AND FLUSH CONTROL. SEE ADA 
COMPLIANCE SHEET FOR MOUNTING HEIGHTS

INSTALL NEW ADA COMPLIANT TOILET TISSUE DISPENSER BY BOBRICK OR 
APPROVED EQUAL. SEE ADA COMPLIANCE SHEET FOR MOUNTING 
DISTANCES AND DETAILS.

INSTALL NEW WOOD FRAME ACCESSIBLE RAMP WITH 3/4" PLYWOOD 
SUB-FLOOR. FINISHED FLOOR BY TENANT

MINIMUM DIMENSION WHERE ADJACENT WALL OCCURS

REMOVE PORTION OF EXISTING WALL FROM EXISTING FLOOR LINE TO 
ELEVATION OF EXISTING SIDEWALK.

INSTALL NEW ADA COMPLIANT PAPER TOWEL DISPENSER. SEE ADA 
COMPLIANCE SHEET FOR MOUNTING HEIGHT

INSTALL NEW CMU WALL

GALVANIZED, PRIMED AND PAINTED HOLLOW MEATL DOOR

PAINTED STEEL TUBE COLUMN - SEE STRUCTURAL DRAWINGS

ALUMINUM AND GLASS WIDE STILE DOOR BY STOREFRONT 
MANUFACTURER

ROUND ALUMINUM PUSH/PULL BARS 

TUBULAR ALUMINUM PULL BAR BY STOREFRONT MANUFACTURER

ADA COMPLIANT DEADBOLT LOCL AT FRONT ELEVATION

EXISTING CONCRETE SLAB REMAINS. REMOVE EXISTING FLOOR FINISHES 
TO CREATE SMOOTH SUB FLOOR FOR TENANT'S FINISHED FLOOR. 
COORDINATE ALL NEW FLOOR ELEVATIONS WITH TENANT'S DRAWINGS

INSTALL NEW " BILCO-TYPE TER" FLOOR HATCH WITH REMOVABLE LATCH 
IN NEW FLOOR. (TENANT TO INSTALL NEW FINISHED FLOORING 
MATERIAL IN HATCH TO MATCH SURROUNDING FLOORING.  SET HATCH 
ELEVATION TO ALLOW FOR FLUSH FINISHED FLOOR ELEVATION.  FINAL 
HATCH LOCATION TO BE DETERMINED BY TENANT. COORDINATE 
INSTALLATION WITH TENANT

INSTALL ADA COMPLIANT NEW WOOD RAILING

REMOVE PORTION OF EXISTING WOOD FRAME FLOOR AND INSTALL 
NEW WOOD FRAME FLOOR AT ELEVATION + 1'-10" TO SET FLOOR LEVEL  
WITH LEVEL OF EXISTING REAR CONCRETE SLAB

INSTALL NEW OPEN RISER WOOD STEPS

STAIN GRADE SOLID CORE WOOD DOOR

23.

24.

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

42.

43.

REMOVE PORTION OF EXISTING WOOD FRAME FLOOR AND INSTALL 
NEW WOOD FRAME FLOOR AT ELEVATION - 0'-8" TO SET FLOOR LEVEL  
WITH LEVEL OF EXISTING SIDEWALK AT DOOR

ADA COMPLIANT PANIC HARDWARE

EXISTING HOLLOW METAL DOOR AND FRAME REMAINS

ADA COMPLIANT DOOR CLOSER

ADA COMPLIANT LEVER LATCH WITH LOCK SET

WOOD HEADER

JAMB ANCHOR - 3 PER JAMB

SEALANT

INSTALL NEW ALUMINUM AND GLASS STOREFRONT IN ENLARGED 
OPENING 

EXISTING CMU WALL REMAINS

INSTALL NEW STEEL PAN STAIR WITH CONCRETE TREADS

WALL OF EXISTING ADJACENT BUILDING

INSTALL NEW VCT FLOORING AND RUBBER BASE 

DOUBLE WOOD STUD

INSTALL NEW ADA COMPLIANT GRAB BARS. SEE ACCESSIBILTY 
COMPLIANCE SHEET FOR DETAILS. INSTALL WOOD BLOCKING IN WALL 
BEHIND GRAB BAR PER DETAILS

INSTALL NEW ADA COMPLIANT VERTICAL GRAB BAR. SEE ACCESSIBILTY 
COMPLIANCE SHEET FOR DETAILS. INSTALL WOOD BLOCKING IN WALL 
BEHIND GRAB BAR PER DETAILS

HOLLOW METAL FRAME

INSTALL NEW ADA COMPLIANT LAVATORY SINK WITH COMPLIANT LEVER 
FAWCET. ADA COMPLIANCE SHEET FOR DETAILS AND MOUNTING 
HEIGHTS.

INSTALL NEW ADA COMPLIANT MIRROR BY BOBRICK OR APPROVED 
EQUAL. SEE ADA COMPLIANCE SHEET FOR MOUNTING HEIGHT

ADA COMPLIANT DEADBOLT (AT STORAGE AND TRASH ROOM ONLY)

DOOR - SEE SCHEDULE
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ALPHABET CITY
903 PENN AVE
PITTSBURGH, PA

PROJECT:

RENOVATIONS TO EXISTING BUILDING

4611 FORBES AVENNUE
PITTSBURGH, PA

CONSULTANTS:

STRUCTURAL ENGINEER: NO STRUCTURAL ENGINEER HAS BEEN RETAINED
ALL STRUCTURAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

MECHANICAL ENGINEER: NO MECHANICAL ENGINEER HAS BEEN RETAINED
ALL MECHANICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

ELECTRICAL ENGINEER: NO ELECTRICAL ENGINEER HAS BEEN RETAINED
ALL ELECTRICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

CIVIL ENGINEER: NO ELECTRICAL ENGINEER HAS BEEN RETAINED
ALL ELECTRICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

SEAL:

FLOOR PLANS

PRELIMINARY PROGRESS
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REVISION HISTORY

APPROVEDDATEDESCRIPTIONREVKEY NOTES:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

REMOVE PORTION OF EXISTING WOOD FRAME FLOOR AND INSTALL 
NEW WOOD FRAME FLOOR AT ELEVATION + 13'-8" +/- SET FLOOR LEVEL  
WITH LEVEL OF EXISTING SECOND FLOOR 

INSTALL NEW STEEL PAN STAIR WITH CONCRETE TREADS

EXISTING WOOD FLOOR FRAMING REMAINS. REMOVE EXISTING FINISH 
FLOOR AND SUBFLOOR. FIELD VERIFY THE CONDITION OF THE EXISTING 
WOOD JOISTS AND REPAIR / REPLACE AS REQUIRED. INSTALL NEW SUB 
FLOOR OVER EXISTING JOISTS.

INSTALL NEW STEEL GUARDRAIL

INSTALL NEW STEEL GUARDRAIL WITH ADA COMPLIANT HANDRAIL

INSTALL NEW ALUMINUM DOUBLE-HUMG WINDOW WITH NEW 
ALUMINUM SILL TO FIT EXISTING OPENING. (TYPICAL)

EXISTING WOOD WALL FRAMING REMAINS. REMOVE EXISTING FINISHES 
AND FIELD VERIFY CONDITION OF EXISTING WOOD FRAMING. REPAIR 
OR REPLACE DAMAGES WALL FRAMING. CONTRACTOR MAY REPLACE 
WALL FRAMING WITH NEW FRAMING AT HIS OPTION. INSTALL NEW 
FINISHES OVER EXISTING/NEW FRAMING PER SCHEDULE.

INSTALL NEW FIBERGLASS BATT INSULATION IN EXISTING STUD CAVITIES

REMOVE EXISTING FLOOR FINISH AND WOOD SUBFLOOR TO EXPOSE 
EXISTNG WOOD JOISTS. VIELD VERIFY CONDITION OF EXISTING WOOD 
JOISTS AND REPAIR / REPLACE AS REQUIRED. SEE STRUCTURAL 
DRAWINGS FOR LIMITS OF NEW AND EXISTING FLOOR CONSTRUCTION

INSTALL NEW 3/4" PLYWOOD SUBFLOOR

11.

12.

13.

14.

15.

16.

17.

18.

19.

INSTALL NEW VCT TRANSITION. COORDINATE FLOOR FINISHES WITH 
TENANT

REMOVE EXISTING TOILET PARTITIONS. INSTALL NEW TOILET PARTITIONS IN 
THEIR PLACE.

REMOVE EXISTING TOILET FIXTURES AND REPLACE WITH NEW FIXTURES. 
NEW FIXTURES, OPERATORS AND ACCESSORIES SHALL BE ADA 
COMPLIANT

INSTALL NEW 5/8" MOISTURE RESISTANT GYPSUM WALL BOARD OVER 
STUD FRAMING. (TYPICAL AT TOILET ROOM INTERIORS )

REMOVE EXISTING DOOR AND FRAME FROM EXISTING OPENING AND 
INSTALL NEW SOLID CORE WOOD DOOR AND HM FRAME IN EXISTING 
OPENING. PROVIDE ADA COMPLIANT BATHROOM PRIVACY DOOR 
HARDWARE.

INSTALL NEW WALL MOUNTED ADA COMPLIANT HANDRAIL

REMOVE EXISTING EQUIPMENT, ROOFING, INSULATION AND ROOF 
JOISTS. INSTALL NEW WOOD FLOOR JOISTS AT ELEVATION OF EXISTING 
2ND FLOOR AND NEW ROOF JOISTS ABOVE. INSTALL ALL NEW HVAC 
EQUIPMENT ON NEW ROOF. HVAC DESIGNER IS RESPONSIBLE FOR 
VERIFYING THAT NEW ROOF STRUCTURE IS ADEQUATE TO HOLD 
PROPOSED ROOFTOP EQUIPMENT.

CASE EXISTING OPENING WITH GYPSUM WALL BOARD

INSTALL NEW VCT FLOOR FINISH AND BASE - SEE FINISH SCHEDULE

W
-0

1
W

-0
1

W
-0

1

2-
01

2-02

2-04

2-
03

SECOND FLOOR PLAN
Scale: 1/4" = 1'-0"2

1
A-1.2

D
O

W
N

 1
8 

R

2

SECOND FLOOR ELEVATION
13'-8" +/-

STAIR 2

STAIR 1

1

2

OPEN TO BELOW

1

3

44

5

16 6

6

6
17

OPEN TO ROOF

INSTALL NEW FLOOR JOISTS

REMOVE EXISTING FLOOR JOISTS

INSTALL NEW ROOF JOISTS

44
" C

LE
A

R

EXISTING
WOMEN'S

TOILET

EXISTING
MEN'S
TOILET

7

7

77

STORAGE ROOM

CORRIDOR

18

55'-7" +/- (EXISTING)36'-6" +/- (EXISTING)

18
'-1

 1
/2

" +
/- 

(E
X

IS
TI

N
G

)

18
'-3

 1
/2

" +
/- 

(E
X

IS
TI

N
G

)

44
"

44" CLR

44
" C

LR

44" CLR

9'-5"

A

A

A

A

A

A

A

A

A

4'-0"18 T @ 11" = 16'-6"

4'
-8

"

EXISTING FLOOR JOISTS REMAINX INSTALL NEW FLOOR JOISTS

2-04

2-
03

ENLARGED TOILET ROOM PLAN
Scale: 1/2" = 1'-0"

1

A-1.2

7

18

15

9

10

19

11

14

1413

13 13

14

14

1313

13

10

19

12 12

15

8



A-2.1

DRAWING NAME:

SHEET NUMBER:

(C) COPYRIGHT   2013    DAVID J MORGAN   ALL RIGHTS RESERVED

DATE OF ISSUE: 5/4/14

CLIENT:

ALPHABET CITY
903 PENN AVE
PITTSBURGH, PA

PROJECT:

RENOVATIONS TO EXISTING BUILDING

4611 FORBES AVENNUE
PITTSBURGH, PA

CONSULTANTS:

STRUCTURAL ENGINEER: NO STRUCTURAL ENGINEER HAS BEEN RETAINED
ALL STRUCTURAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

MECHANICAL ENGINEER: NO MECHANICAL ENGINEER HAS BEEN RETAINED
ALL MECHANICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

ELECTRICAL ENGINEER: NO ELECTRICAL ENGINEER HAS BEEN RETAINED
ALL ELECTRICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR

CIVIL ENGINEER: NO ELECTRICAL ENGINEER HAS BEEN RETAINED
ALL ELECTRICAL ENGINEERING SHALL
BE DESIGN/BUILD BY CONTRACTOR
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EXTERIOR ELEVATIONS

PRELIMINARY PROGRESS

MORGAN ARCHITECTURE + DESIGN
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REVISION HISTORY

APPROVEDDATEDESCRIPTIONREVKEY NOTES:
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

EXISTING FACE BRICK REMAINS. CLEAN WITH MILD CHEMICAL CLEANER. 
POINT EXISTING MORTAR JOINTS WHERE REQUIRED

EXISTING SIDEWALK REMAINS. REMOVE EXISTING STEEL SIDEWALK DOOR 
AND FILL WITH COMPACTED GRAVEL FILL AND CONCRETE SIDEWALK

EXISTING CMU WALL REMAINS

EXISTING HOLLOW METAL DOOR AND FRAME REMAINS

REMOVE PORTION OF EXISTING CMU WALL TO ALLOW FOR NEW 
GARBAGE RECESS

INSTALL NEW CMU LINTEL OVER NEW OPENING

EXISTING ADJACENT SIDEWALK SLAB AND STEPS REMAIN

REMOVE PORTION OF EXISTING CMU WALL AND COPING

INSTALL NEW 10" CMU WALL AT SECOND FLOOR ON EXISTING BRICK 
WALL

INSTALL NEW METAL COPING OVER NEW CMU WALL

EXISTING ADJACENT SIDEWALK SLAB REMAINS

CUT NEW OPENING INTO EXISTING CMU WALL AND INSTALL NEW HM 
DOOR AND FRAME IN NEW OPENING

EXISTING RETAINING WALL REMAINS

APPROXIMATE LEVEL OF EXISTING PARKING LOT

REMOVE PORTION OF EXISTING BRICK PARAPET AND COPING. RE BUILD 
MASONRY AND INSTALL NEW METAL COPING

REMOVE EXISTING WOOD AND GLASS STOREFRONT FROM EXISITNG 
OPENING . REMOVE EXISTING CONCRETE SILL TO LEVEL OF EXISTING 
SIDEWALK. INSTALL NEW KAWNEER ALUMINUM AND GLASS STOREFRONT 
IN ALTERED OPENING.

INSTALL NEW 3'-0" X 7'-0" ALUMINUM WILD STILE DOOR BY KAWNEER.

REMOVE EXISTING DOUBLE HUNG WINDOWS AND INSTALL NEW 
ALUMINUM DOUBLE HUNG WINDOWS - COLOR TO MATCH NEW FIRST 
FLOOR STOREFRONT

REMOVE EXISTING WOOD FRAME OVERHANG. POINT AND REPAIR 
EXISTING BRICK BEHIND. VERIFY CONDITION OF EXISTING WOOD 
FRAMING AND REAIR AND/OR REPLACE AS REQUIRED. (NEW WOOD 
SHALL BE PRESSURE TREATED) INSTALL NEW PLYWOOD ROOF 
SHEATHING, 30# BUILDING PAPER AND NEW BLACK FIBERGLASS 
SHINGLES

REMOVE EXISTING TERRA COTTA COPING FROM ENTIRE PERIMETER. 
INSTALL NEW METAL COPING (TYPICAL)

INSTALL NEW 8" CMU WALL AT SECOND FLOOR ON EXISTING CMU WALL
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SITE PLAN | EXG CONDITIONS
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DOCUMENTATION | PHOTOGRAPHY
Cultural Trust of Pittsburgh | 943 Liberty Avenue

Clockwise from the top
March 18, 1936
April 29,1920
ca. 1950

Existing Condition
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Cultural Trust of Pittsburgh | 943 Liberty Avenue 2014.02.05

WORK SCOPE

BRICK/STONE

- Repointing and refinishing of brick facade
- Removal of paint and finishing of existing 
stone plinth 

GLAZING

- New aluminum storefront partition at 
ground level inspired by the original store-
front design.
- Restoration of existing transom windows
- New aluminum frame windows at second 
floor

FLOORING

- Restoration of existing tile flooring at 
building entrance

CEILING

- Refinishing of exposed beam at grond 
level
- New ceiling at entrance

LIGHTING

- New lighting fixtures at bulkhead at 
bulkhead
- New wall lighting fixtures 

FACADE ELEVATION | WORK SCOPE
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5.

SITE LOCATION MAP

REF:  USGS PITTSBURGH TOPOGRAPHIC QUADRANGLE

1" = 2000'

ZONING MAP

REF:  CITY OF PITTSBURGH ZONING LOT AND BLOCK MAP 002 (DATED 2012)
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New Receiving Area New Hotel Entrance
& Lobby

New Hotel Canopy New Egress Stair

Page 3 of 15



Hotel Guest Room
Suites

Egress Stair
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Hotel Public Spaces Egress Stair
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New Hotel Mechanical
Equipment

Egress Stair
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HENRY W. OLIVER
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535 SMITHFIELD STREET
PITTSBURGH, PA 15222

MCKNIGHT REALTY PARTNERS

BUILDING ELEVATIONS

A�201

EXISTING CONDITIONS

NO. DESCRIPTION DATE

 1/16" = 1'�0" A�201

1SMITHFIELD STREET (EAST) ELEVATION

 1/16" = 1'�0" A�201

2SIXTH AVE (NORTH) ELEVATION
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HENRY W. OLIVER
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535 SMITHFIELD STREET
PITTSBURGH, PA 15222

MCKNIGHT REALTY PARTNERS

BUILDING ELEVATIONS

A�202

EXISTING CONDITIONS

NO. DESCRIPTION DATE

 1/16" = 1'�0" A�202

1WEST ELEVATION

 1/16" = 1'�0" A�202

2OLIVER AVE (SOUTH) ELEVATION
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08/30/2013

HENRY W. OLIVER
BUILDING
535 SMITHFIELD STREET
PITTSBURGH, PA 15222

MCKNIGHT REALTY PARTNERS

BUILDING ELEVATIONS

A�203

EXISTING CONDITIONS

NO. DESCRIPTION DATE

 1/16" = 1'�0" A�203

1OLIVER AVE LIGHTWELL � LOOKING NORTH

 1/16" = 1'�0" A�203

2OLIVER AVE LIGHTWELL � LOOKING SOUTH

 1/16" = 1'�0" A�203

3SIXTH AVE LIGHTWELL � LOOKING NORTH

 1/16" = 1'�0" A�203

4SIXTH AVE LIGHTWELL � LOOKING SOUTH
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ENLARGED
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HISTORIC SUBMISSION SET

NO. DESCRIPTION DATE

 1/8" = 1'�0" A�401

1ENLARGED SMITHFIELD STREET (EAST) ELEVATION

 1/8" = 1'�0" A�401

2ENLARGED OLIVER AVE (SOUTH) ELEVATION
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PITTSBURGH, PA 15222

MCKNIGHT REALTY PARTNERS

STOREFRONT AND
CANOPY DETAILS

A�502

HISTORIC SUBMISSION SET

NO. DESCRIPTION DATE

A�502

5EX�Canopy Angle

A�502

3EX�Canopy down sidewalk

A�502

4EX�Canopy close up

A�502

6EX�Canopy from above

 1/2" = 1'�0" A�502

1STOREFRONT TYPES

 1/2" = 1'�0" A�502

2CANOPY SECTION

 3" = 1'�0" A�502

7STOREFRONT SILL DETAIL

 3" = 1'�0" A�502

8STOREFRONT MULLION DETAIL

 3" = 1'�0" A�502

11STOREFRONT MULLION AT ENTRANCE DETAIL

 3" = 1'�0" A�502

9STOREFRONT HEAD DETAIL

 3" = 1'�0" A�502

10STOREFRONT SILL AT ENTRANCE DETAIL
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FOR THE HOTEL 

PEDESTRIAN LOADING ZONE

CREATE AN 8' WIDE BY 75' LONG

ELIMINATE EXCLUSIVE PEDESTRIAN PHASE

OPTIMIZE SIGNAL TIMINGS

INSTALL MAST ARM AND TRAFFIC SIGNALS

REMOVE EXISTING TRUCK LOADING ZONE

NO PARKING

PARKING SPACE TO TRUCK LOADING ZONE

CONVERT EXISTING PASSENGER LOADING ZONE

FOR TRUCK LOADING DOCK

PROPOSED CURB CUT

FOR 350 OLIVER GARAGE

PROPOSED CURB CUT

DURING DAYTIME OFF-PEAK PERIODS

PROPOSED LOADING ZONE



VARIES

7
' �

 7
" 

O
P

E
N

IN
G

7
' �

 7
" 

O
P

E
N

IN
G

7
' �

 7
" 

O
P

E
N

IN
G

7
' �

 7
" 

O
P

E
N

IN
G

7
' �

 7
" 

O
P

E
N

IN
G
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VARIES

TYPICAL EXISTING ALUMINUM REPLACEMENT WINDOW

EXISTING WINDOW TYPE 22

EXISTING WINDOW TYPE 33

EXISTING WINDOW TYPE 44

EXISTING WINDOW TYPE 55

GLAZING UNIT OR
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(CONDITIONS VARY)
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ALUMINUM LOUVER

ALUMINUM FRAME
AND SASH.
CONDITIONS VARY
SLIGHTLY IN STYLE
AND PROFILE.

ALUMINUM LOUVER

PT WD FRAME, SILL,
AND SASHES

SINGLE GLAZING

WINDOW MODIFIED TO
FIT A/C UNIT

PT WD FRAME, SILL,
AND SASHES

SINGLE GLAZING
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VARIES

VARIES

REPLACEMENT WINDOW TYPE AA

REPLACEMENT WINDOW TYPE BB

REPLACEMENT WINDOW TYPE CC

REPLACEMENT WINDOW TYPE DD

REPLACEMENT WINDOW TYPE EE
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MATCH WINDOWS

TRACO NX�3700
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�1/4" CERAMALITE "BLACK"
�SOLID FIBERGLASS CORE
�INT � 24GA STL FINISH TO
MATCH WINDOWS

EXISTING LOWER LITE,
ALUMINUM FRAME,
AND SASH

REPLACEMENT UPPER
AND LOWER SASH TO
FIT NEW GLAZING UNIT
AND MATCH EXIST

12

A�501

13

A�501

10

A�501

14

A�501

11

A�501

9

A�501

16

A�501

15

A�501

8

A�501

PT WD SILL

MTL TRACK

PT WD SASH

SEALANT

GLASS

PT WD TRIM

INTERIOR

5
 5

/8
"

15/16"

6
 1

/4
"

1
 5

/8
"

2 1/8" 3 7/8"2 1/8"11/16"10 11/16"

1
5
/3

2
"

INTERIOR

1
 1

3
/1

6
"

1
5
/3

2
"

15/16"

15/32"

2 3/32"

2 19/32" 3/4"

1
 1

3
/1

6
"

PT WD MEETING RAIL

SEALANT

GLASS

INTERIOR

PT WD HEAD

MTL TRACK

PT WD SASH

SEALANT

GLASS

PT WD TRIM 1
 3

/8
"

1
5
/3

2
"

3/4"

2 3/32"

1
 5

/8
"

4 23/32" 2 5/16"

INTERIOR

EXIST PT WD SILL

PT WD SASH, SIM TO EXIST

SEALANT

1/2" INSULATED GLAZING

1
5
/3

2
"

5
 5

/8
"

15/16"

6
 1

/4
"

2 1/8"

INTERIOR

1
 1

3
/1

6
"

1
5
/3

2
"

3/4"

1
 1

3
/1

6
"

2 3/32"

15/32"

15/16"

2 19/32"

PT WD MEETING RAIL,
SIM TO EXIST

SEALANT

1/2" INSULATED GLAZING

INTERIOR

1
 3

/8
"

3/4"

1
 3

/8
"

1
5
/3

2
"

2 3/32"

EXIST PT WD HEAD

PT WD SASH, SIM TO EXIST

SEALANT

1/2" INSULATED GLAZING

INTERIOR

PT WD JAMB

MTL TRACK

PT WD SASH

SEALANT

GLASS

15/16"

2 1/8"2 1/8"11/16"10 11/16" 4 7/8"

1
 5

/1
6
"

1
 5

/8
"

PT WD TRIM

1
5
/3

2
"

INTERIOR

PT WD JAMB

MTL TRACK

PT WD SASH

SEALANT

GLASS

SASH BELOW

WEIGHTED CHAIN

PT WD TRIM

3/4"

2 3/32"
1
 5

/1
6
"

1
5
/3

2
"

2 19/32" 2 5/16"

INTERIOR
EXIST PT WD JAMB

PT WD SASH, SIM TO EXIST

SEALANT

1/2" INSULATED GLAZING

1
 5

/1
6
"

1
5
/3

2
"

15/16"

2 1/8"

INTERIOR

2 3/32"

1
 5

/1
6
"

1
5
/3

2
" 3/4"

EXIST PT WD JAMB

PT WD SASH, SIM TO EXIST

SEALANT

1/2" INSULATED GLAZING

SASH BELOW

INTERIOR

NOTE: SIM TO PREVIOUS
WINDOW REPLACEMENT
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IN PLACE.

SEALANT

ALUM PANNING

SEALANT

CRYSTAL™ SERIES 5100
ALUM WINDOW

ALUM SNAP�TRIM

FINISH SILL MATERIAL

PLYWOOD
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INTERIOR
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WINDOW REPLACEMENT
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ALUM WINDOW
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HENRY W. OLIVER
BUILDING
535 SMITHFIELD STREET
PITTSBURGH, PA 15222

MCKNIGHT REALTY PARTNERS

WINDOW TYPES &
DETAILS

A�501

HISTORIC SUBMISSION SET

 1/2" = 1'�0" A�501

1EXSITING WINDOW TYPES TO BE REPLACED

 1/2" = 1'�0" A�501

2REPLACEMENT WINDOW TYPES

 3" = 1'�0" A�501

3WD WINDOW � EXISTING SILL DETAIL

 3" = 1'�0" A�501

5WD WINDOW � EXISTING MEETING RAIL DETAIL

 3" = 1'�0" A�501

7WD WINDOW � EXISTING HEAD DETAIL

 3" = 1'�0" A�501

10WD WINDOW � PROPOSED SILL DETAIL

 3" = 1'�0" A�501

12WD WINDOW � PROPOSED MEETING RAIL DETAIL

 3" = 1'�0" A�501

14WD WINDOW � PROPOSED HEAD DETAIL

 3" = 1'�0" A�501

4WD WINDOW � EXISTING LOWER JAMB DETAIL

 3" = 1'�0" A�501

6WD WINDOW � EXISTING UPPER JAMB DETAIL

 3" = 1'�0" A�501

11WD WINDOW � PROPOSED LOWER JAMB DETAIL

 3" = 1'�0" A�501

13WD WINDOW � PROPOSED UPPER JAMB DETAIL

NO. DESCRIPTION DATE

 3" = 1'�0" A�501

8ALUM WINDOW � PROPOSED SILL DETAIL

 3" = 1'�0" A�501

9ALUM WINDOW � PROPOSED HEAD DETAIL

 3" = 1'�0" A�501

16ALUM WINDOW � PROPOSED MULLION

 3" = 1'�0" A�501

15ALUM WINDOW � PROPOSED JAMB DETAIL
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ROOF
441' - 9"

LEVEL 19
347' - 0"

LEVEL 20
359' - 5"

LEVEL 21
371' - 10"

LEVEL 22
386' - 3"

LEVEL 23
398' - 8"

LEVEL 24
411' - 1"

LEVEL 25
423' - 6"

21

A-501

RECONSTRUCT TERRA COTTA CORNICE CORNER

REFER TO GENERAL NOTE L ON SHEET A-501

SHAPE #5

SHAPE #3

SHAPE #2

SHAPE #1

SHAPE #6

LINE OF SHELF ANGLE

REPOINT

7"

8"
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1
' -
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"

2
"
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REFER TO GENERAL NOTE H
FOR QUANTITY
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OLIVER BUILDING
MASONRY RESTORATION
535 SMITHFIELD STREET
PITTSBURGH, PA 15222

MCKNIGHT REALTY PARTNERS

MASONRY
RESTORATION DETAILS

A-502

BID SET

NOTE: ALL TERRA COTTA UNIT SHAPES AND
DIMENSIONS ARE APPROXIMATE, VIF.

 1/4" = 1'-0" A-502

1ENLARGED ELEVATION

A-502

11SHAPE #1 RUSTICATED FIELD UNIT

A-502

12SHAPE #2a RUSTICATED CORNER - LONG LEFT LEG

A-502

13SHAPE #2b RUSTICATED CORNER - LONG RIGHT LEG

A-502

14SHAPE #3a RUSTICATED JAMB - LEFT SIDE

A-502

15SHAPE #3b RUSTICATED JAMB - RIGHT SIDE

A-502

16SHAPE #4a SILL - STRAIGHT

A-502

17SHAPE #4b SILL - PILASTER CENTER

A-502

18SHAPE #4c SILL - PILASTER LEFT SIDE

A-502

19SHAPE #4d SILL - PILASTER RIGHT SIDE

A-502

20SHAPE #4e SILL - RIGHT TERMINATION

A-502

21SHAPE #5a WATER TABLE - LONG LEFT LEG

A-502

22SHAPE #5b WATER TABLE - LONG RIGHTLEG

A-502

23SHAPE #6 AUXILLIARY FIELD UNIT

NO. DESCRIPTION DATE

CORNICE WATER TABLE

DENTIL

BRACKET

REMOVE ALL SEALANTS FROM

CORNICE WATER TABLE AND UP

TO TOP OF CORNICE, INCLUDING

ROOF SIDE OF ALL TERRA COTTA

PIECES NOT COVERED WITH

ROOF FLASHING. REPOINT AND

CAULK ALL SKY-FACING JOINTS.

REMOVE ALL MORTAR AND

SEALANTS FROM JOINTS AT

RELIEF ANGLE. CLEAN AND

PAINT ALL EXPOSED STEEL.

INSTALL WEEPS AT EACH

HEAD JOINT AND REPOINT

JOINT.

DECONSTRUCT AND SALVAGE  ALL CORNICE TERRA COTTA

PIECES ABOVE RELIEF ANGLE AT EIGHT OUTSIDE CORNERS OF

PARAPET x3 PIECES LONG IN BOTH DIRECTIONS. CLEAN AND

PAINT ALL EXPOSED STEEL.

REBUILD CORNICE WITH NEW STAINLESS STEEL ANCHORS.

INSPECT ALL PIECES AND REPAIR ALL CRACKS AND PATCHES

PER GENERAL NOTES. SEE STRUCTURAL DETAILS.

FLORETTE

REFER TO STRUCTURAL SHEET S-101

FOR BRACKET AND FLORETTE REPAIR.

REMOVE AND RE-INSTALL PLUG AS REQUIRED

TO ACCESS ANCHORS. RESET IN SEALANT.

REMOVE EXISTING UNITS

FROM THE TOP DOWN AND

SALVAGE FOR

RECONSTRUCTION. REFER TO

STRUCTURAL SHEET S-100

 1" = 1'-0" A-501

21MASONRY REPAIR DETAIL - CORNICE

Page 15 of 15





Master Plan 

now	  open	  



Master Plan Massing Diagram 



• Blend	  with	  the	  historic	  character	  of	  the	  Nabisco	  Building	  
and	  Shadyside	  but	  meet	  contemporary	  needs.	  

• Create	  a	  dense,	  walkable	  mixed	  use	  development.	  
• Maintain	  consistent	  street	  wall	  along	  Penn	  Ave.	  

• Emphasize	  three-‐dimensionality	  of	  the	  façade.	  
• Massing	  to	  encourage	  natural	  light	  in	  interior	  spaces	  

• Step	  down	  massing	  as	  move	  away	  from	  Penn	  Ave.	  	  
• Prominent	  and	  highly	  visible	  street	  level	  entries	  

• Transparency	  at	  street	  level	  
• Use	  internal	  circulaHon	  as	  connecHve	  element	  where	  
appropriate.	  

• Design	  to	  LEED	  Silver	  standards	  

Special Planning District – Design Guidelines 



Bakery Square 2.0,   PITTSBURGH, PA
Building "A"
August 9, 2013

Master Plan Aerial Diagram

Proposed Building "A"

Future Office Building/Expansion Opportunity

Skybridge (Connects 4th and 5th Floors of Buildings)

Design objectives: 

1.  Create a strong Identity

2.  Make memorable Connections

3.  Encourage a Dialogue between the “Old” & the “New”



Master Plan - Bike and Pedestrian Networks 



Master Plan – Urban Open Space 



Master Plan Green 
Infrastructure



Master Plan – FLDPs Submitted 

Phase 1 FLDP 
•  Bakery Living 1 
•  Public Roadway 
•  Bike Path Phase 1 
•  Buffer Strip 

Building A FLDP 
•  Building A 
•  Bike Path Phase 2 
•  Penn Avenue Bike Path Phase 1 



Phase 1 FLDP – Landscape Plan 



Phase 1 FLDP – Green Infrastructure Plan 



Bakery Living – Apartment Building 

Now Open 



Phase 1 Bike Path 

Bakery Living 1 

Future Office Buildings 

Social Way 

Living Place 

M
ellon Park 

Bakery Square Blvd 

Penn Avenue 

Future Bike Path 
Connection 

Under construction 

Connection to Mellon 
Park 



Phase 1 Bike Path 

Construction Photos – Looking North toward Nabisco Building 



Phase 1 Bike Path 

Construction Photos – Looking South toward Social Way 



Public Streets 

Living Place 

Bakery Square Blvd 
Penn Avenue 

Bakery Living 
Apartment Building 

N
abisco Lane 

B
ike P

ath P
hase 1 

Under construction 

Bioretention Planters 

B
ike P

ath P
hase 2 

M
ellon Park 



Public Streets 

Under construction 

Raised Traffic Table, contrasting color, 
stamped concrete. 

Bakery Living Phase 1 

Building A 

Colored Concrete 

Porous Pavers 



Permeable Pavers 



South Elevation 



Southside birdseye 



Under construction 

Building A Courtyard 



Penn Avenue (North) Elevation 

•  Lower sill of windows is 1’-8” above grade on average.   
•  Window height varies from 6’ to 8’-8” along Penn Avenue 
•  Transparency at ground floor is approximately 60% 



Under construction 

Building A – Penn Avenue looking East 



Building A – Penn Ave. looking west 

Under construction 



Under construction 

Building A – Bridge over Penn Avenue 



Streetscape –  Birdseye 



Bike and Pedestrian Connections –  
 Master Plan Penn Avenue 



Building A: Bike and Pedestrian Connections 

Under construction 
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