CiTY OF PITTSBURGH
Historic Review Commission

Historic Review Commission Agenda for October 7, 2020

Lucia M. Aguitre, Chairperson
David Green, PLI, Secretary
Andrew Dash, Director of City Planning
Matthew Falcone
James Hill
Karen Loysen
Richard Snipe

Commission meetings will be hosted on Zoom and streamed on YouTube Live on the Pittsburgh City
Planning YouTube page. To join the Zoom webinar, use the link: https://us02web.zoom.us/j/88040687599 or
call 301-715-8592 with Webinar ID: 880 4068 7599. If you are not planning to testify, please watch the YouTube
Live stream to allow those testifying to be able to join the meeting.

Presentations and information for each agenda item are posted on the Virtual Historic Review Commission page.
To provide public comment, you can:
e Email historicreview@pittsburghpa.gov. Email testimony will be accepted until the business day before
the meeting at 12 p.m.
¢ Send a letter to 200 Ross St., 4th Floor, Pittsburgh, PA 15219. Mailed testimony must be received by two
business days before the meeting.
¢ Join the virtual meeting and use raise hand function to request to speak.
e Callinto the meeting on your phone and use raise hand function by pressing *9.

12:30 p.m. Call to Order
12:30 p.m. Internal Business

Old Business — None.

New Business —
e Approval of minutes from September 2020 hearing
o Certificates of Appropriateness Report from September 2020
e Applications for a Certificate of Economic Hardship — None

1:00 p.m. Hearing & Action

1. Allegheny West Historic District 3. Individual Landmark—Allegheny K-8
907 Western Avenue 810 Arch Street
Old Allegheny Capital LLC, owner Pittsburgh Public Schools, owner
Lauren Costello, applicant Harley Pearson, applicant
Installation of seasonal awning at HVAC upgrades including installation
rear of property of louvers

2. East Carson Street Historic District 4. Manchester Historic District
1700 E. Carson Street 1309 Columbus Avenue
17t and Carson Partners LLC, owner Patrick Gritz, owner
James Kopac, applicant Maggie Connor, applicant
Installation of rooftop antennae and Building renovations including
enclosure replacement of slate roof

200 Ross STREET | CiviC BUILDING, FOURTH FLOOR | HISTORICREVIEW@PITTSBURGHPA.GOV


https://www.youtube.com/channel/UCk__BxchLshFbKDXyryDdSQ?view_as=subscriber
https://www.youtube.com/channel/UCk__BxchLshFbKDXyryDdSQ?view_as=subscriber
https://us02web.zoom.us/j/88040687599
https://pittsburghpa.gov/dcp/virtual-hrc

5. Manchester Historic District
1807 Fulton Street
Light of the Age Mosque, owner
Gregory Peterson, applicant
Construction of a mosque

6. MWS Historic District Expansion
1524 Arch Street
Lorraine McCaulley, owner
Alexander Baughman, applicant
Roof replacement including removal
of chimneys

7. MWS Historic District Expansion
512 Jacksonia Street
Northside Properties Residences, owner
Clint Myers, applicant
Expansion of rear dormer

Demolitions
Historic Nominations

VA Facility Building 10 - Chapel
7180 Highland Drive — Building 10
Veterans Administration, owner
William Peduto, nominator
Recommendation to City Council

VA Facility Building 13 - Laboratory
7180 Highland Drive — Building 13
Veterans Administration, owner
William Peduto, nominator
Recommendation to City Counci

Director’s Report

Adjournment

Anyone who requires an accommodation for
effective communication or a modification of policies
or procedures to participate in a program, service, or
activity provided by the City of Pittsburgh should
contact the City ADA Coordinator as soon as
possible but no later than two business days before
the event. Hillary Roman, City of Pittsburgh ADA
Coordinator, Hillary.Roman@pittsburghpa.gov;
Remote Ph: (412) 301-7041; Office Ph: (412) 255-
2102 int.457

Historic Review Commission Agenda

8. MWS Historic District Expansion
1212 Sherman Avenue
Julia Calder, owner and applicant
Replacement of wooden siding with
Hardie siding

9. MWS Historic District Expansion
1326 Sherman Avenue
Westwind Construction, Inc., owner
Edward Sherk, applicant
Building renovations

10. Schenley Farms Historic District
4333 Schenley Farms Terrace
Penn Pioneer, owner
CitySTUDIO, applicant
Building and garage renovations

Mellon Park

Shadyside/Point Breeze

City of Pittsburgh, owner
Elizabeth Seamons, nominator
Determination of viability



CitYy OF PITTSBURGH
Historic Review Commission
Application for a Certificate of Appropriateness

DIRECTIONS:

Please note: You must complete a Zoning and STAFF USE ONLY:
Development Review Application (ZDR) along with this

Application. The ZDR can be filed and fees paid online DATE RECEIVED:
after creating an account at OneStopPGH. Please upload

this Application when submitting the ZDR along withyour ~LOT AND BLOCK NUMBER:
supporting documentation.

DEADLINE: WARD:
Completed applications must be received at least 13
business days prior to the HRC hearing, when a hearing is DISTRICT:
required. In order to confirm your spot on the agenda, you

must confirm that your application has been received by ZDR#:
emailing

FEE SCHEDULE:
See attached.

FEE PAID:

ADDRESS OF PROPERTY:

Ufvelo Wineey 907 Lestern Pve. AHsbugh, P4 15233

APPLICANT/PROPERTY OWNER INFORMATION 7:/ #’K e, \/ U3y Lor>

OWNER NAME: Nathan m o7 2n, ‘22‘7 MM’C‘COM{{A%;AN"AME 0/ A M /{4 b C%db/
owner Appress:_ 313 m&&,b /0/254— '04/7 PA /62/3 / lee
APPLICANT NAME: W N Cc&‘a/ / O COMPANY NAME: ,_LMQK]_M)’%
apvicant avorsss: S 209 Thonas bvn BA. Presto, PA 15742

APPLICANT CONTACT (EMAI ?m costelle @ (PHONE): 4/ 2 221 ZZB 3
ml¢ban Onaunihg - cam
SUPPORTING DOCUMENTATION (REQUIRED):

M Drawings IZ/Photographs IE/Renderings d Site Plan O Other

DETAILED DESCRIPTION OF PROPOSED PROJECT (ATTACH ANOTHER SHEET IF NEEDED):

Inshall Sezsonsl Stohdnsng Quning R over
Dut-dopr St2hng  veo.

APPLICANT OR PROPERTY QOWNER SIGNATURE:

DATE: q{////%ZO

200 R0ss STREET | CivIC BUILDING, FOURTH FLOOR | HISTORICREVIEW(@PITTSBURGHPA.GOV












Refucilio Winery
907 Western Ave.
Pittsburgh, PA 15233

Parcel ID: 0007-D-00167-0000-00
122 22nd Ward - PITTSBURGH

Property Owner: Old Allegheny Capital, LLC

22!_9"

28'-8"

—Awning Location




Client: Refucilio Winery
907 Western Ave.
Pittsburgh, PA 15233

Fabric: Sunbrella FIRESIST

Color: Sand

The above renderings are conceptual only. Dimensions are approximate
and may vary with actual fabrication. No guarantee is made that the
features depicted will be of the same type, size, or location as depicted.
© 2020 Mt. Lebanon Awning
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Covered in Firesist fabric, fitted and laced
to frame

b
1 1/4" galvanized schedule 40 pipe
posts into 1 1/4" post sockets

attached to concrete with 3/8"
wedge bolts, typ.

NOTE:

J ©

"\

—
2'-6 3/8"
2'-6 3/8"
2-63/8"| 12-8"
2'-6 3/8"
2'-6 3/8"
— 2|_3u
2!_3"
Q\ 2!_3"
1 6'_0" i i 2!_3" 1 6'_0"
2!_3"
4l_9'l
|
2!_5" 2!_5" 2!_4" 2!_4" 2!_4" 2!_5" 2!_5" 2!_1 l‘2l_015l_0'
%4
17
1 6'_8" 6!_1 n
Front bar - 1" high-strength 22'-9"
galvanized tubing trussed

@)

Outline of concrete
patio below

15/8"
1/8" thick aluminum
Q extrusion
31/8" @
1/8")]\

/
ey 702

B,
i

N 8/8/2020

The canopy structure and signage

has been designed to withstand wind

loads of 90 MPH - 3 second gust, 30 Slg').
In addition, the fasteners/ method of
attachment can withstand the same loads.

Super Strut Extrusion

Scale: 3" = 1'-0"

Awning Roof Plan
Scale: 1/8" = 1'-0"

Client: Refucilo Winery, Ms. Cecilia Lora

Location: 907 Western Avenue.
Pittsburgh, PA 15233

Fabric: Sunbrella Firesist
Color: Sand 82006-000
Framing: As noted on drawing

Refucilo Winery Exterior Patio Awning
8/6/2020

Mt. Lebanon Awning
5309 Thoms Run Road - P.O. Box 27
Presto, PA 15142
(412) 221-2233 Fax: (412) 221-0204
mtlebanon.awning@verizon.net

Drawning

A1
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Client: Refucilo Winery, Ms. Cecilia Lora

Location: 907 Western Avenue.
Pittsburgh, PA 15233

Fabric: Sunbrella Firesist
Color: Sand 82006-000
Framing: As noted on drawing

Refucilo Winery Exterior Patio Awning
8/6/2020

Mt. Lebanon Awning
5309 Thoms Run Road - P.O. Box 27
Presto, PA 15142
(412) 221-2233 Fax: (412) 221-0204
mtlebanon.awning@verizon.net

Drawning

A2
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CITY OF PITTSBURGH
Historic Review Commission
Application for a Certificate of Appropriateness

DIRECTIONS:

Please note: You must complete a Zoning and STAFF USE ONLY:
Development Review Application (ZDR) along with this

Application. The ZDR can be filed and fees paid online DATE RECEIVED:
after creating an account at OneStopPGH. Please upload

this Application when submitting the ZDR along with your LOT AND BLOCK NUMBER:
supporting documentation.

DEADLINE: WARD:
Completed applications must be received at least 13

business days prior to the HRC hearing, when a hearing is DISTRICT:
required. In order to confirm your spot on the agenda, you

must confirm that your application has been received by ZDR#:
emailing historicreview@ pittsburghpa.gov.

FEE SCHEDULE: FEE PAID:
See attached.

ADDRESS OF PROPERTY:
i 7DO E. Cacson Sfree,—F) F(‘#SLura—H( FA | 5203

APPLICANT/PROPERTY OWNER INFORMATION
OWNER NAME:_! 12 Cacson factners LP Company Namg: | 1 FCacson fartners L7

OwNER ADDRESs, Attn: fedec Grocdon | $850 Ells worth Avey Suite 303, Fritsbomh, (A /5232

Prtts borgh SmsA Limiged Pardmicfoip —E
APPLICANT NAME: _/6/ 4 feczon W ireless COMPANY NAME: (’A Sittig Coctese L4C

APPLICANT ADDREss: (5 {_010nt st [SBO Fricw T)?{J.?',l (iitsbogh, 4 /5207
APPLICANT CONTACT (EMAIL)TVG (O‘(—‘“ B QS:*—-H&_ CD(QJL . (u"\(PHONE): 7/2 - 402— 4003

SUPPORTING DOCUMENTATION (REQUIRED):
(] Drawings [J Photographs [] Renderings [ Site Plan (J Other
DETAILED DESCRIPTION OF PROPOSED PROJECT (ATTACH ANOTHER SHEET IF NEEDED):

/44-1%5‘\,\49,«1145 ot Ver.'Z()A W e loss 7‘”‘[0"’\”\ un.cq#ofd anttinas
DN (vot Hop of- properts Joaattd at (706 £ tarson Streed.

APPLICANT OR PROPERTY OWNER SIGNATURE:
%%%%rv /7227 &zo
SIGN: DATE:
i i ¥

200 Ross STREET | CIVIC BUILDING, FOURTH FLOOR | HISTORICREVIEW(@PITTSBURGHPA.GOV
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PLATFORM AND ANTENNA SUPPORT.
WALLS AND ANTENNAS TO BE
PAINTED TO MATCH BUILDING
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CAREY WAY — ANTENNA PROPOSAL
1700 EAST CARSON STREET PITTSBURGH, PA 15203
BEFORE CONSTRUCTION




PROPOSED VERIZON EQUIPMENT
PLATFORM AND ANTENNA SUPPORT.
WALLS AND ANTENNAS TO BE
PAINTED TO MATCH BUILDING.

CAREY WAY — ANTENNA PROPOSAL
1700 EAST CARSON STREET PITTSBURGH, PA 15203
AFTER CONSTRUCTION




CAREY WAY — ANTENNA PROPOSAL
1700 EAST CARSON STREET PITTSBURGH, PA 15203
BEFORE CONSTRUCTION




PROPOSED LESSEE'S ANTENNAS
AND FRAME WRAPPED WITH 3M
REFLECTIVE TAPE TO REDUCE
VISUAL IMPACT

CAREY WAY — ANTENNA PROPOSAL
1700 EAST CARSON STREET PITTSBURGH, PA 15203
AFTER CONSTRUCTION




PREPARED BY:

GALLETTA

ENGINEERING CORPORATION
Consulting Engineers

FOSTER PLAZA 4
501 HOLIDAY DR- SUITE 105
PITTSBURGH, PA 15220
412-261-3357

PREPARED FOR:

v

18 ABLE ROAD
BRIDGEVILLE, PA 15017

verizon

PROFESSITRAL

FULL SCALE PRINT IS
ON 24" x 36" MEDIA

CONSTRUCTION
DRAWINGS

DATE DESCRIPTION

06/20/19|ISSUED FOR REVIEW

07/10/19| REVISED FOR APPROVAL

08/27/19|I1SSUED FOR COMMENTS

09/20/19] ISSUED FOR CONSTRUCTION

1/24/20 | 1SSUED FOR CONSTRUCTION

( )
UTILITY INFORMATION
PROVIDER: DUQUESNE LIGHT
412-393-7100
WORK ORDER #: N/A - SUB METER
ACCOUNT #: N/A
\_ J
( )
SHEET INDEX
T-1 TITLE SHEET & PROJECT INFORMATION
SURVEY:
SHAW SURVEYING - BOUNDARY SURVEY PLAN
CIVIL SHEETS:
SITE NAME Cc-1 ROOF PLAN
. C-2 ELEVATION
C-3 PLATFORM DETAILS
C-4 ANTENNA DETAILS
C-5 ANTENNA MOUNT DETAILS
C-6 ANTENNA SPECIFICATIONS
STRUCTURAL:
1700 EAST CARSON STREET - PITTSBURGH, PA 15203 . ST TURAL ETAL
; S-2 ANTENNA SUPPORT DETAILS
ELECTRICAL:
E-1 SPECS, LEGEND & RISER DIAGRAM
VERIZON WIRELESS SITE NUMBER: 6162870 - PANEL SCH, LIGHTING & 6P DETALLS
[ ]
GROUNDING:
G-1 GROUNDING DETAILS
PROPOSED ROOFTOP TELECOMMUNICATIONS SITE WITH PLATFORM G-2 GROUNDING DETAILS
MOUNTED EQUIPMENT AND (3) ANTENNA SECTORS NOTES:
GN-1 GENERAL NOTES
- N\ \ FULL SCALE PRINT IS ON 24"x36" MEDIA y
PITTSBURGH ZONING REQUIREMENTS: - ~
SPECIAL NOTES
THE INSTALLATION IS DESIGNED FOR COMPLIANCE WITH THE CITY OF
PITTSBURGH'S ZONING CODE STANDARDS REGARDING ICE BUILDUP AND DEBRIS HANDICAPPED REQUIREMENTS:
" D e  FACILITY ISUNMANNED AND NOT FOR HUMAN HABITATION
e  HANDICAPPED ACCESS REQUIREMENTS NOT REQUIRED.
4 N [ ( ) .
PROJECT INFORMATION LOCATION MAP ENVIRONMENTAL REQUIREMENTS PLUMBING REQUIREMENTS:
e  FACILITY HAS NO PLUMBING OR REFRIGERANTS.
VERIZON WIRELESS SITE NAME: CAREY WAY FAA AND FCC REQUIREMENTS:
VERIZON WIRELESS SITE NUMBER: 6162870 X NOTICE TO CONTRACTOR ATTACHED e  THIS FACILITY SHALL MEET ALL FAA AND FCC REQUIREMENTS.
E911 ADDRESS: 1700 EAST CARSON ST. _ CONSTRUCTION REQUIREMENTS:
PITTSBURGH, PA 15203 o [ ] NO ENVIRONMENTAL RESTRICTIONS e ALLWORK MUST CONFORM TO VERIZON WIRELESS CONSTRUCTION
4 INSTALLATION STANDARDS & ALL APPLICABLE CODES AND ORDINANCES.
PROPERTY INFORMATION: PARCEL ID: 0012-E-00380-0000-00 \\ AN J
DEED BOOK/PAGE: 11493/223 s N 7 ~\
SCOPE OF WORK: BUILDING CODES AND STANDARDS
COUNTY: ALLEGHENY Sttt
e SITE WORK, PROPOSED ANTENNAS ON FRAMES, EQUIPMENT CABINETS ON STATE AND LOCAL CODES AS ADOPTED BY THE LOCAL AUTHORITY HAVING
OVERALL STRUCTURE HEIGHT: 60" AGL / 4 JURISDICTION FOR THE LOCATION.
AN EQUIPMENT PLATFORM , AND UTILITY INSTALLATION.
ELEVATION: 813'+ AMSL CONTRACTOR'S WORK SHALL COMPLY WITH THE LATEST EDITION OF THE
FOLLOWING STANDARDS:
LATITUDE: I 407 25°43.2" AMERICAN CONCRETE INSTITUTE 318
LONGITUDE: W 79° 58' 54.6" \. \. J|°
e  AMERICAN INSTITUTE OF STEEL CONSTRUCTION'S MANUAL OF STEEL
O eLass g GENERAL CONSTRUCTION NOTES g )| construcTion
1 e  TELECOMMUNICATIONS INDUSTRY ASSOCIATION TIA-222
7575 COMMERCE COURT CONTRACTOR SHALL VERIFY ALL PLANS AND DIMENSIONS WITH EXISTING VA (] I
LEWIS CENTER, OHIO 43035 CONDITIONS PRIOR TO STARTING ANY WORK. IF CONDITIONS DIFFER FROM : e STRUCTURAL STANDARDS FOR STEEL ANTENNA TOWER AND SUPPORTING
PROPERTY OWNER: DAVID TURNER WHAT IS PROPOSED CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER IN 5 STRUCTURES TIA-601
a0 ELLSWORTH AVE. SUITE 303 WRITING OF ANY DISCREPANCIES BEFORE ORDERING MATERIALS OR PROCEEDING A «  COMMERCIAL BUILDING GROUNDING AND BONDING REQUIREMENTS
: WITH THE WORK. CONTRACTOR TO INSPECT AND ASSESS THE EXISTING FOR TELECOMMUNICATIONS
PITTSBURGH, PA. 15232 STRUCTURAL SUPPORTS, ALL ASSOCIATED SUPPORT HARDWARE, AND STRUCTURE . ith I
412-683-0650 FOR ANY DEEECTS OR DAMAGE PRIOR TO INSTALLATION. ANY CONCERNS OF THE Damage Prevention Starts with One Ca e  INSTITUTE FOR ELECTRICAL AND ELECTRONICS ENGINEERS IEEE-81, IEEE
, OVERALL CONDITION OF THE WORK ENVIRONMENT TO BE COMMUNICATED WITH Dial 8-1-1 Before You Dig 1100, IEEE C62.41
CONSTRUCTION MANAGER: PATRICK KENNEDY .
CEAL ESTATE MANAGER:  AMY SABO THE ENGINEER OF RECORD PRIOR TO STARTING WORK. e  ANSIT1.311, FOR TELECOM - DC POWER SYSTEMS - TELECOM,
' PA Law Requires 3 Business Days Notice ENVIRONMENTAL PROTECTION
1-800-242-1776 e IBC AND AMENDMENTS
www.paonecall.org e  LATEST NEC
FOR ANY CONFLICTS BETWEEN SECTIONS OF LISTED CODES AND STANDARDS,
9 ) L 9 ~ )\ THE MOST RESTRICTIVE REQUIREMENT SHALL GOVERN. D

SITE INFORMATION:

CAREY WAY

1700 EAST CARSON ST.
PITTSBURGH, PA 15203

ALLEGHENY COUNTY

SITE NUMBER:

6162870

A&E NUMBER: 419033
DRAWN BY: KRB
CHECKED BY: BPB

DATE: 1/22/2020

SHEET TITLE:

TITLE SHEET &
PROJECT
INFORMATION

SHEET NUMBER:

T-1
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14,07 B - 39.0 - SITE NUMBER:
ROOF NOTES: 6162870
1. COORDINATE ALL ROOD PENETRATIONS /WORK WITH BUILDING TOP VIEW 90 DEGRFE TOP VIEW 90 DEGREE YTV 19000
ROOFER. DOOR OPENING DOOR_OPENING '
2. PROTECT ROOF DURING CONSTRUCTION AS REQUIRED TO PREVENT oA KRB
DAMAGE TO EXISTING ROOF SYSTEM. A. 27 K.0. POWER—AC POWER (SOURCE) A. 27 K.O. POWER—AC POWER (SOURCE) oo DBt E;sz/zozo
B. 2” K.0. BOX 1-DC POWER TO RRH/RRU 1-86 B. 2” K.O0. BOX 1-DC POWER TO RRH/RRU 1-86 '
5. ANY PENETRATIONS NOT PERMANENTLY SEALED AT THE END OF A C. 2" K.0. BOX 2—DC POWER TO RRH/RRU 7—12 C. 2” K.0. BOX 2—DC POWER TO RRH/RRU 7—12 SHEET TITLE:
lNvﬁ?LRT'éADﬂAgNg/‘UOSVTEFEﬁGLETMPORAR'LY SEALED TO PREVENT WATER D. 2" K.0. BOX 3-DC POWER TO RRH/RRU 13—18 D. 27 K.0. BOX 3—-DC POWER TO RRH/RRU 13-18
' E. 2" K.O. BOX 4-DC POWER AND TELCO TO BBU/MU 1-3 E. 2" K.O. BOX 4-DC POWER AND TELCO TO BBU/MU 1-3 EQUIPMENT
4 ANY STONE BALLAST MOVED DURING CONSTRUCTION SHALL BE F. 2” K.0. BOX TELCO—TELCO INTERFACE F. 2” K.0. BOX TELCO—TELCO INTERFACE DETAILS
SPREAD EVENLY OVER ROOF UPON COMPLETION.
5. CONTRACTORS ARE TO UTILIZE EXISTING PAVER WALKWAYS AS MUCH PHEET NUMBER:
AS POSSIBLE DURING CONSTRUCTION. NEW PAVERS SHALL BE INSTALLED
AS REQUIRED TO ACCESS ANTENNAS AND EQUIPMENT. COMMSCOPE BBU/POWER PLANT & OVP CABINET COMMSCOPE BATTERY BACKUP CABINET |




PREPARED BY:

GALLETTA

ENGINEERING CORPORATION
Consulting Engineers
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75 06/20/19| ISSUED FOR REVIEW
PROPOSED 07/10/19| REVISED FOR APPROVAL
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BRACKET 08/27/19|ISSUED FOR COMMENTS
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| | 09/20/19| ISSUED FOR CONSTRUCTION
| |
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| |
b PROPOSED GROUNDING KIT CAREY WAY
[l 46 AWG GROUNDING 1700 EAST CARSON ST.
CABLE PITTSBURGH, PA 15203
ALLEGHENY COUNTY
SITE NUMBER:
TO MGB
6162870
A&E NUMBER: 419033
GENERAL NOTES: DRAWN BY: (R
CHECKED BY: BPB
1. TYPES AND SIZES OF THE ANTENNA CABLE ARE BASED ON ESTIMATED LENGTHS, PRIOR TO GPS ANTENNA ELEVATION DETAIL DATE: 1/22/2020
ORDERING CABLE, CONTRACTOR TO VERIFY ACTUAL LENGTH BASED ON CONSTRUCTION LAYOUT AND
NOTIFY PROJECT MANAGER IF ACTUAL LENGTHS EXCEED ESTIMATED LENGTHS. NOTES: SHEET TITLE:
o ANTENNA
2. CONTRACTOR SHALL VERIFY THE DOWNTILT OF EACH ANTENNA WITH DIGITAL LEVEL. 1. THE GPS ANTENNA MOUNT IS DESIGNED TO FASTEN TO A STANDARD 1'—1/4” @, SCH. 40 GALVANIZED MOUNT
STEEL OR STAINLESS STEEL PIPE. THE PIPE MUST BE THREADED AT THE ANTENNA MOUNT END. THE PIPE
5. CONTRACTOR TO CONFIRM COAX COLOR CODING PRIOR TO CONSTRUCTION. SHALL BE CUT TO THE REQUIRED LENGTH (MINIMUM OF 18 INCHES) USING A HAND OR ROTARY PIPE DETAILS
) ) CUTTER TO ASSURE A SMOOTH AND PERPENDICULAR CUT. A HACK SAW SHALL NOT BE USED. THE CUT PIPE
4. COLOR BANDING SHALL BE 2" WIDE ON THE MAIN LINE (5 WRAP MIN.) SPACING TO BE | SHALL BE DEBURRED AND SMOOTH IN ORDER TO SEAL AGAINST THE NEOPRENE GASKET ATTACKED TO THE SHEET NUMBER:

BETWEEN COLORS. COLOR BAND ON JUMPERS 1" WIDE WITH 17 SPACE. START COLOR BANDS2" ANTENNA MOUNT.
BEYOND WEATHERPROOFING. START SECTOR COLOR NEXT TO END CONNECTOR. ' -5




GENERAL NOTES:

1. PLANS ARE NOT TO BE SCALED AND ARE INTENDED TO BE A DIAGRAMMATIC OUTLINE ONLY, UNLESS NOTED OTHERWISE.
THE WORK SHALL INCLUDE FURNISHING MATERIALS, EQUIPMENT, AND LABOR NECESSARY TO COMPLETE ALL INSTALLATIONS
AS INDICATED ON THE DRAWINGS.

2.  PRIORTO THE SUBMISSION OF THE BIDS, THE CONTRACTOR SHALL VISIT THE JOB SITE AND BECOME FAMILIAR WITH THE
FIELD CONDITIONS. ANY DISCREPANCIES ARE TO BE BROUGHT TO THE ATTENTION OF THE VERIZON WIRELESS CONSTRUCTION
MANAGER.

3.  THE CONTRACTOR SHALL RECEIVE IN WRITING, AUTHORIZATION TO PROCEED BEFORE STARTING WORK ON ANY ITEM
NOT CLEARLY IDENTIFIED BY THE CONTRACT DOCUMENTS.

4. THE CONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS UNLESS SPECIFICALLY OTHERWISE NOTED.

5. THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK, USING BEST SKILLED PERSONNEL. THE CONTRACTOR SHALL BE
SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES AND FOR
COORDINATING ALL PORTIONS OF THE WORK UNDER THE CONTRACT INCLUDING CONTACT AND COORDINATION WITH THE
LANDLORD'S AUTHORIZED REPRESENTATIVE.

6. THE CONTRACTOR SHALL ACQUIRE SURVEYOR SERVICES TO PROVIDE CONSTRUCTION STAKING PRIOR TO START OF
CONSTRUCTION. CONSTRUCTION STAKING SHALL IDENTIFY EASEMENT BOUNDARIES, LEASE BOUNDARIES, TOWER FOUNDATION
CENTERS/BOUNDARIES, EQUIPMENT PAD CORNERS, FENCE CORNERS, ETC. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COSTS
ASSOCIATED WITH CONSTRUCTION STAKING.

7. THE CONTRACTOR SHALL MAKE NECESSARY PROVISIONS TO PROTECT EXISTING IMPROVEMENTS, PAVING, CURBS. GALVANIZED
SURFACES, ETC., AND UPON COMPLETION OF WORK, REPAIR ANY DAMAGE THAT OCCURRED DURING CONSTRUCTION.

8. THE CONTRACTOR SHALL KEEP THE CONSTRUCTION SITE CLEAN, HAZARD FREE, AND DISPOSE OF ALL DIRT, DEBRIS, RUBBISH
AND REMOVE EQUIPMENT NOT SPECIFIED AS REMAINING ON THE PROPERTY. LEAVE PREMISES IN CLEAN CONDITION AND FREE
FROM PAINT SPOTS, DUST, OR SMUDGES OF ANY NATURE.

9. THE CONTRACTOR SHALL PROVIDE A COMPLETE SET OF AS BUILT DRAWINGS TO THE OWNER AFTER COMPLETION OF THE JOB.

10. MEANS AND METHODS OF CONSTRUCTION INCLUDING, BUT NOT LIMITED TO, THE DESIGN AND PLACEMENT OF FORMS AND
SHORING ARE THE RESPONSIBILITY OF THE CONTRACTOR.

11. ALL EARTHWORK, GRADING AND PAVING SHALL BE PERFORMED IN ACCORDANCE WITH THE CURRENT STATE DEPARTMENT OF
TRANSPORTATION STANDARDS FOR ROAD AND BRIDGE CONSTRUCTION.

12. ALL WORK PERFORMED BY THE CONTRACTOR SHALL BE GUARANTEED BY THE CONTRACTOR FOR A PERIOD OF TWELVE (12)
MONTHS FROM THE DATE OF FINAL ACCEPTANCE. THIS GUARANTEE SHALL INCLUDE ALL DEFECTS IN MATERIALS AND WORKMANSHIP.

13. ALL DIRT WILL BE DISPOSED OF OFFSITE BY THE CONTRACTOR.

14. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ADEQUATE SIGNS, BARRICADES, FENCING, TRAFFIC CONTROL DEVICES AND
MEASURES, AND ALL OTHER MEASURES THAT ARE NECESSARY TO PROTECT THE SAFETY OF THE SITE AT ALL TIMES.

15. THE CONTRACTOR, BY AGREEING TO PERFORM THE WORK, AGREES TO INDEMNIFY AND HOLD HARMLESS THE OWNER, THE
ENGINEER, THE MUNICIPALITY, AND ALL AGENTS AND ASSIGNS OF THOSE PARTIES, FROM ALL SUITS AND CLAIMS ARISING OUT OF THE
PERFORMANCE OF SAID WORK, AND FURTHER AGREES TO DEFEND OR OTHERWISE PAY ALL LEGAL FEES ARISING OUT OF THE DEFENSE
OF SAID PARTIES.

16. EXISTING UTILITIES, IF ANY, ARE SHOWN AS A GUIDE ONLY. THE CONTRACTOR SHALL VERIFY THE LOCATION OF EXISTING UTILITIES
PRIOR TO EXCAVATING ANYWHERE ON THE SITE.

17.

ALL ADDENDA, IF ANY, MUST BE ACKNOWLEDGED WITH THE BID.

18. THE CONTRACTOR SHALL FOLLOW THE GENERAL CONTRACTOR RESPONSIBILITIES LISTED IN THE VERIZON WIRELESS

19. THE CONTRACTOR SHALL POST ALL SIGNAGE REQUIRED PER VERIZON WIRELESS STATEMENT OF WORK SECTION 5.2. «*< /%

STATEMENT OF WORK SECTION 5.1.

CONCRETE AND STEEL REINFORCEMENT NOTES:

PROPOSED PANEL
ANTENNA (SEE

ANTENNA SCHEDULE)

=

10.

11.

12.

12.

13.

14.

15.

16.

17.

18.

ALL CONCRETE SHALL BE NORMAL WEIGHT AND SHALL ACHIEVE A COMPRESSIVE STRENGTH,

FC = 4000 PSI AT 7 DAYS, UNLESS NOTED OTHERWISE. CEMENT SHALL CONFORM TO ASTM C150
TYPE LL. ALL EXPOSED CONCRETE SHALL BE ENTRAINED.

MAXIMUM AGGREGATE SIZE SHALL NOT EXCEED 3/4".

SLUMP OF CONCRETE SHALL BE 2" TO 5".

NO ADMIXTURES SHALL BE USED WITHOUT THE PRIOR WRITTEN AUTHORIZATION OF THE ENGINEER.
ALL CONSTRUCTION AND EXPANSION JOINTS SHALL BE INSTALLED PER THE DRAWINGS.

ALL EXPOSED CORNERS OF CONCRETE WORK SHALL BE CHAMFERED 3/4" UNLESS NOTED OTHERWISE
CURING OF CONCRETE SHALL BE PER ACI 308_89, STANDARD PRACTICE FOR CURING CONCRETE.

PLACE CONCRETE IN ACCORDANCE WITH ACI 304_89.

HOT WEATHER CONCRETE SHALL BE PER ACI 305R_89, COLD WEATHER CONCRETING SHALL BE PER ACI 306R_89.

PRIOR TO THE PLACEMENT OF THE CONCRETE. THE CONTRACTOR SHALL PROVIDE A MINIMUM 24 HOUR
WRITTEN NOTICE TO THE OWNERS REPRESENTATIVE AND THE TESTING AGENCY.

PROVIDE TEST CYLINDERS AS FOLLOWS:
A.EQUIPMENT PAD FOUNDATION: (1)CYLINDER @ 7 DAYS, (1) CYLINDER @ 28 DAYS.
B. TOWER FOUNDATION (IF APPLICABLE): (1)CYLINDER @ 7 DAYS, (1) CYLINDER @ 28 DAYS.

REINFORCED STEEL SHALL BE DEFORMED AND CONFORM TO THE REQUIREMENTS OF ASTM A615 GRADE 60.
ALL WELDED WIRE FABRIC MUST CONFORM TO ASTM A 185.
UNLESS NOTED OTHERWISE ALL REINFORCING STEEL SHALL BE LAPPED PER ACI CODE - 318.

ALL FORM WORK SHALL BE RIGID, TIGHT, LEVEL, PLUMB AND SUFFICIENTLY SHORED TO RESIST CONSTRUCTION
LOAD CONDITIONS.

WELDING OF REINFORCING STEEL IS PROHIBITED.
ALL REBAR SPLICES SHALL BE CLASS "C", NO WELDING WILL BE ALLOWED.

ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH THE ACI 301, ACI 318, ACI 336, ASTM-A184 AND
ASTM-A185 FOR CAST IN PLACE CONCRETE.

48"

ANTENNA WEIGHT = 49.8 LBS

NHH—-40B—R28 ANTENNA DETAIL

-]

PROPOSED PANEL
ANTENNA (SEE
ANTENNA SCHEDULE)

PROPOSED ANTENNA
MOUNTING PIPE
(TYP OF 1 @ EACH
ANTENNA)

™— PROPOSED ANTENNA
MOUNTING BRACKET
WITH TILT

PROPOSED
ANTENNA MOUNTING
BRACKET

—

76.9”

PROPOSED PANEL
ANTENNA (SEE
ANTENNA SCHEDULE)

PROPOSED ANTENNA
MOUNTING PIPE

(TYP OF 1 @ EACH
ANTENNA)

:%Hjﬂ

™— PROPOSED ANTENNA
MOUNTING BRACKET
WITH TILT

PROPOSED
ANTENNA MOUNTING
BRACKET

o

PREPARED BY:

GALLETTA

ENGINEERING CORPORATION
Consulting Engineers

FOSTER PLAZA 4
501 HOLIDAY DR- SUITE 105
PITTSBURGH, PA 15220
412-261-3357

PREPARED FOR:

v

18 ABLE ROAD
BRIDGEVILLE, PA 15017

verizon

EnGINEER
PE-037384-E

FULL SCALE PRINT IS
ON 24" x 36" MEDIA

CONSTRUCTION
DRAWINGS

PROPOSED PANEL

-

T

-

DATE

DESCRIPTION

06/20/19

ISSUED FOR REVIEW

ANTENNA (SEE

ANTENNA SCHEDULE)

DUAL BRACKET ANTENNA MOUNTING

200y

T0 (when brackets see fully colapsed) _ |

BSAMNT-SBS-1-2 e B |

DETAILS

ANTENNA WEIGHT = /1.2 LBS

NHH—-060B—RZ28 ANTENNA DETAIL

07/10/19

REVISED FOR APPROVAL

08/27/19

ISSUED FOR COMMENTS

09/20/19

ISSUED FOR CONSTRUCTION

1/24/20

ISSUED FOR CONSTRUCTION

POLE DILAMETER: 60 -115mm
UM
112 MAX

T7.7 LN
A7 WAX

B MIN
BIMAY |

[N

......

COMMSCOPE, INC. OF NORTH CAROLINA

RF VAT ERLY WAL

PRODUCT DRAWING
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SECTION C—C
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NORTH WALL FRAMING

SIRUCTURAL STEEL GENERAL NOTES

1. ALL STRUCTURAL STEEL WORK SHALL BE IN ACCORDANCE WITH THE
"SPECIFICATIONS FOR STRUCTURAL STEEL BUILDINGS™ (LATEST EDITION
AS REVISED) OF THE AISC.

2. ALL MATERIAL SHALL BE HOT ROLLED STRUCTURAL STEEL CONFORMING
TO THE FOLLOWING:

SHAPES (W) & (WT) ——— ASTM—992 OR GRADE 50

SHAPES (OTHER) ————- ASTM—A36

PLATE ——————mmmm ASTM—A36

SHEET ———————————— ASTM—A1011 OR GRADE 36 TYPE 1
PIPE —————— e ASTM—-AS3 GRADE B

5. ALL STEEL TO BE GALVANIZED ASTM A123. ALL BOLTS,
FASTENERS AND HARDWARE TO BE GALVANIZED ASTM 133.

4. ALL BOLTS SHALL BE ASTM A325, 3/4 INCH DIAMETER, UNLESS
NOTED OTHERWISE.

O. ALL WELDING SHALL BE IN ACCORDANCE WITH THE STRUCTURAL WELDING
CODE, AWS D1.1 LATEST EDITION, OF THE AMERICAN WELDING SOCIETY.,
ELECTRODES SHALL BE E/OXX FOR MANUAL ARC WELDING.

6. GRATING TO BE SERIES (15W4) (BEARING BARS 15/16" C/C AND CROSS
BARS 4" C/C). BAND OPENING LARGER THAN 4" DIA. AND THE UNSUPPORTED

EDGES OF BEARING BARS. OPENING LARGER THAN 10" WILL REQUIRE 47x 1/4”
THICK TOE PLATE. ALL STAIR TREADS TO HAVE ABRASIVE NOSING. GRATING
AND TREADS TO BE GALVANIZED.

7. ALL CLIP ANGLES TO BE L3x3x3/8 UNLESS NOTED OTHERWISE.
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¢ W12 ¢ POST Consulting Engineers
10 3/8” FOSTER PLAZA 4
! / 501 HOLIDAY DR- SUITE 105
B . PITTSBURGH, PA 15220
M 412-261-3357

PREPARED FOR:
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PREPARED BY:

CODED DRAWING NOTES
GALLETTA

3" SCH 40 PVC CONDUIT FOR ELECTRIC FROM SERVICE DISCONNECT (OCPD) TO ILC ON EQUIPMENT PAD H-FRAME ENGINEERING CORPORATION
(60't) Consulting Engineers

) FOSTER PLAZA 4
2" SCH 40 PVC CONDUIT FOR CUBE ELECTRIC FROM ILC TO CUBE LOAD CENTER (TBD) 501 HOLIDAY DR- SUITE 105

PITTSBURGH, PA 15220
412-261-3357
2" SCH 40 PVC CONDUIT FOR FIBER / ALARM CABLES FROM CUBE TO FIBER BOX ON EQUIPMENT PAD H-FRAME (TBD)

PREPARED FOR:
(UNISTRUT) UTILITY H-FRAME

v

verizon

INTEGRATED LOAD CENTER (ILC) - 200AMP/600VAC MOUNTED ON EQUIPMENT PAD H-FRAME
(ILC COMES EQUIPPED WITH (2) MAIN BREAKERS ONLY - G.C. SHALL PROVIDE ALL MISCELLANEOUS BREAKERS)

24" x 24" x 12" NEMA 3R FIBER BOX W/ RUBBER SEAL AND LOCKING KNOB ENTRY LATCH (TYP X2)

CHARLES UNIVERSAL BROADBAND ENCLOSURE (CUBE) MODEL (TBD)

GROUND CABLE TO RUN WITH ANTENNA CABLES TO ROOFTOP

ONORORORONONORORG

MAIN GROUND BUS BAR

18 ABLE ROAD
BRIDGEVILLE, PA 15017

ELECTRICAL - GENERAL NOTES:
THE GENERAL NOTES AND ACCOMPANYING DRAWINGS ARE TO INDICATE THE PROVISIONS AND REQUIREMENTS BY THE PROPOSED DISCONNECT
ELECTRICAL CONTRACTOR OF ALL LABOR, MATERIALS, AND EQUIPMENT REQUIRED TO INSTALL THE ELECTRICAL WORK COMPLETE (SEE SHEET E-2 FOR MORE DETAIL)
IN CONNECTION WITH THIS SITE AND SHALL INCLUDE, BUT NOT BE LIMITED TO, THE FOLLOWING:

1.  THE INSTALLATION, PROVISIONS, AND CONNECTION OF A GROUND ROD (ELECTRODE) SYSTEM AS INDICATED IN THE

DRAWINGS. PROPOSED VERIZON WIRELESS STEEL

EQUIPMENT PLATFORM
(SEE SHEET C-3 FOR MORE DETAIL)

2. THE INSTALLATION AND PROVISION OF AN ELECTRICAL SERVICE (OVERHEAD OR UNDERGROUND) AND ALL CONDUIT AND
WIRE ASSOCIATED WITH IT AS INDICATED AND/OR REQUIRED ON PLANS. FOR PROPOSED TELCO AND POWER

CONDUIT ROUTING SEE DWG. C-1 & C-2.

3.  THEINSTALLATION, PROVISION OF CONDUIT AND CONNECTIONS FOR LOCAL TELEPHONE SERVICE.

4. UNDERGROUND CONDUITS SHALL BE PVC SCH 40 UNLESS OTHERWISE NOTED. - - — — — - - — — —

5. ALLPULL STRINGS SHALL BE LEFT IN CONDUITS (PVC) FOR FUTURE USE.

FULL SCALE PRINT IS
ON 24" x 36" MEDIA

(3) #1 AWG & (1) #6 GROUND IN
6. THE CONTRACTOR SHALL FURNISH AND INSTALL ELECTRICAL SERVICE ENTRANCE CONDUCTORS, CONDUIT AND METER NEW 1" RGS CONDUIT
SOCKET AND MAKE THE NECESSARY CONNECTION TO THE SERVICE EQUIPMENT WITHIN THE CABINETS. (SEE SHEET C-4 FOR MORE DETAIL)

o e e TENNA CONSTRUCTION
DRAWINGS

DATE DESCRIPTION

PRIOR TO THE SUBMISSION OF BIDS, THE ELECTRICAL CONTRACTOR SHALL VERIFY ALL DETAILS AND SCHEDULES ON THE
DRAWINGS AND SPECIFICATIONS PROVIDED BY THE OWNER, FOR MEANING OF ABBREVIATIONS AND ADDITIONAL REQUIREMENTS
AND INFORMATION, CHECK STRUCTURAL AND OTHER MECHANICAL AND ELECTRICAL DRAWINGS FOR SCALE, SPACE LIMITATIONS,
BEAMS, DOOR SWINGS, WINDOWS, COORDINATION, AND ADDITIONAL INFORMATION, ETC. REPORT ANY DISCREPANCIES,
CONFLICTS, ETC. TO THE OWNER BEFORE SUBMITTING BID.

PROPOSED 12 STRAND, SINGLE MODE
FIBER IN NEW 2" RGS CONDUIT (SEE
SHEET C-4 FOR MORE DETAIL)

06/20/19|ISSUED FOR REVIEW

(2) PROPOSED 3" RGS CONDUIT &
(2) 1-1/4" SMOOTH-WALLED
INNERDUCT FOR TELCO SERVICE
(SEE SHEET C-4 FOR MORE DETAIL)

UNLESS OTHERWISE NOTED, THE ELECTRICAL CONTRACTOR SHALL PROVIDE THE NECESSARY MOTOR STARTERS, DISCONNECTS,
CONTROLS, ETC. FOR ALL EQUIPMENT FURNISHED BY OTHERS (FBO). ALL ASSOCIATED EQUIPMENT SHALL BE INSTALLED AND
COMPLETELY WIRED BY THE ELECTRICAL CONTRACTOR IN ACCORDANCE WITH MANUFACTURER'S WIRE DIAGRAMS AND AS
REQUIRED FOR A COMPLETE OPERATING INSTALLATION. ELECTRICAL CONTRACTOR SHALL VERIFY AND COORDINATE
CHARACTERISTICS AND REQUIREMENTS OF (FBO) EQUIPMENT PRIOR TO ROUGH-IN OF CONDUIT AND WIRING TO AVOID
CONFLICT.

07/10/19| REVISED FOR APPROVAL

08/27/19|ISSUED FOR COMMENTS

09/20/19] ISSUED FOR CONSTRUCTION

1/24/20 | 1SSUED FOR CONSTRUCTION

CONTRACTOR RESPONSIBILITIES
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND SECURING ALL REQUIRED PERMITS, LICENSES, INSPECTIONS.
APPROVALS, AND PAYMENT OF ALL FEES.

)

PROPOSED INTEGRATED LOAD CENTER

2. THE INSTALLATION SHALL BE IN ACCORDANCE WITH ALL APPLICABLE: STATE, LOCAL, AND NATIONAL CODES AS WELL AS THE (SEE SHEET E-2 FOR MORE DETAIL)

LATEST ISSUE OF THE VARIOUS APPLICABLE STANDARD SPECIFICATIONS OF THE FOLLOWING RECOGNIZED AUTHORITIES:

(1) PROPOSED 2" RGS CONDUIT

NEC NATIONAL ELECTRIC CODE ROUTED ON DURABLOCK FOR POWER
ANSI AMERICAN NATIONAL STANDARD INSTITUTE (SEE SHEET C-4 FOR MORE DETAIL)
IEEE INSTITUTE OF ELECTRICAL AND ELECTRONIC ENGINEERS
ASTM AMERICAN SOCIETY FOR TESTING MATERIALS
NEMA NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION
PROPOSED NEMA
UL UNDERWRITERS LABORATORY, INC. SITE INFORMATION:
(1) PROPOSED 2" RGS CONDUIT W/ ENCLOSURE BOX (FIBER)
3. PRIOR TO COMMENCING WORK, THE ELECTRICAL CONTRACTOR SHALL CONFORM TO THE LOCAL UTILITY COMPANY'S (3) #3/0 & (1) #4 GND (SEE SHEET E-2 FOR MORE DETAIL)
REGULATIONS AND SHALL GET THE APPROVAL FROM SAME, BEFORE SUBMITTING HIS BID, TO DETERMINE FROM EACH (SEE SHEET C-4 FOR MORE DETAIL) CAREY WAY
UTILITY ADDITIONAL COSTS THEY MAY REQUIRE, AND SHALL BE INCLUDED IN HIS BID FOR CONTRACT. PROPOSED TRANSFORMER, SOKVA,
208V, 1PH. PRIMARY, 120/240V, 1PH. 1700 EAST CARSON ST,
SECONDARY, NEMA 3R PITTSBURGH, PA 15203
_ HYBRID CABLE TO ANTENNA ENCLOSURE INSTALLED ON VIBRATION
NOTES: SECTOR OVP BOX ISOLATION PAD. ALLEGHENY COUNTY

1. EQUIPMENT ELECTRICAL SYSTEM IS RATED AT 10,000 A.l.C. IF HIGHER RATINGS ARE
REQUIRED, IT IS THE RESPONSIBILITY OF SITE CONTRACTOR/ENGINEER TO MEET
SUCH REQUIREMENTS.

2. WHEN SERVICE OVERCURRENT DISCONNECT IS FIELD INSTALLED AND HAS A 6162870
NEUTRAL TO GROUND CONNECTION ESTABLISHED, REMOVE NEUTRAL TO GROUND
CONNECTION IN MANUAL TRANSEER.

SITE NUMBER:

A&E NUMBER: 419033
3. CONDUCTOR OVERCURRENT PROTECTION DEVICES ARE SELECTED IN ACCORDANCE
WITH 1999 NEC (ARTICLE 240-3). DRAWN BY: KRB
( ) LEG E N D CHECKED BY: BPB
4. CONDUCTOR SIZING IS SELECTED FROM 2014 NEC (ARTICLE 215.2). DATE: 1/22/2020
5. ALLLUGS THAT HOLD MORE THAN ONE WIRE SHALL BE LISTED FOR MULTI-BARRELL SHEET TITLE:
CONNECTIONS.
6. ALL CONDUCTORS SHALL BE COPPER. — G ——— G———  PROPOSED GROUND CONDUIT SITE UTILITY PLAN UTILITY ROUTING
PROPOSED HYBRID CABLE PLAN

7. LABEL SERVICE DISCONNECT WITH A RED TAG.

8. ALL ENDS OF CONDUIT SHALL BE SEALED WITH A FOAM SEALANT AFTER WIRES AND PROPOSED ELECTRIC CONDUIT
CABLES ARE INSTALLED. F F F PROPOSED FIBER CONDUIT SHEET NUMBER:

E-1




PREPARED BY:

BILL OF MATERIALS CPS NOTES: WLE"A

ENGINEERING CORPORATION

QUANTITY 1. THE ELEVATION AND LOCATION OF THE GPS ANTENNA SHALL Consulting Engineers
TEM # DESCRIPTION (EACH) BE IN ACCORDANCE WITH THE FINAL RF REPORT. FOSTER PLAZA 4
(1) | SCH. 40 x 187 LG. (MIN) SS OR GALV. PIPE 1 FOR LOCATION SEE CIVIL_ DRAWINGS. S PITTSBURGH, PA 15220
@ CPE T PPE CLAE 2. THE GPS ANTENNA MOUNT IS DESIGNED TO FASTEN TO A CROUSE—HINDS #TP7330DUAL 412-261-3357
2 STANDARD SCHEDULE 40 GALVANIZED STEEL OR .
STAINLESS STEFL PIPE. THE PIPE MUST NOT BE THREADED G SGHEESGT #MLETDAWLSEEE%W%?;; PREPARED TOR:
@ SCH. 40 PIPE w AT THE ANTENNA MOUNT END. THE PIPE SHALL BE CUT TO b= : i
THE REQUIRED LENGTH (MINIMUM OF 18”) USING A HAND OR WITH 2 LED LAMPS CROUSE-HINDS #TP7146
ROTARY PIPE CUTTER TO ASSURE A SMOOTH AND PERPENDICULAR WEATHER PROOF OUTLET BOX ™~
CUT. A HACK SAW SHALL NOT BE USED. THE CUT PIPE END |
SHALL BE DEBURRED AND SMOOTH IN ORDER TO SEAL AGAINST 720" MIN. B 8
THE NEOPRENE GASKET ATTACHED TO THE ANTENNA MOUNT. FROM TOP/PLATF. 0O —
3. 1T IS CRITICAL THAT THE GPS ANTENNA IS MOUNTED SUCH ) <
GLOBAL POSITIONING THAT IT IS WITHIN 2 DEGREES OF VERTICAL AND THE BASE 11/2" RGS CONDUIT Oa
SYSTEM (GPS) OF THE ANTENNA IS WITHIN 2 DEGREES OF LEVEL. / e
ANTENNA INTERMATIC #T101P L L
TIMER, 20A— 125VAC, 1-SPST, 0 =
HEAVY DUTY, OUTDOOR ENCLOSURE <>
(MIN. SETTING 1hr—MAX. SETTING 23hr) oo
/@ MINIMUM OF 75% OR (BOTH LIGHTS ON ONE TIMER) 1/4°x6" STEEL PLATE LENGTH — 8
270° IN_ANY DIRECTION - AS REQ'D WITH 3/8"x1 1/4” U-BOLT, =
— : N NUT AND WASHER (TYP-2) o
PLATE WELDED TO—_ /] HUBBELL #GF53621TR
HAND SUPPORT RAIL o HUBBELL #HBL5205W0
<:>—’ DUPLEX RECEPTACLE, 20A—-125VAC, GFI TYPE,
OBSTRUCTIONS MUST BE G HEAVY DUTY, IVORY FLUSH FACE, MOUNTED IN A
% T ] GPS BELOW 15 SINGLE GANG FS BOX W/WEATHERPROOF COVER PLATE
TOP/PWF\\ b (BOTH LIGHT STANCHIONS WILL HAVE A DUPLEX RECEPTACLE)
T ] _ 1.1/2 70 3/4" )\ rroreseisan Y
- CONDUIT REDUCER -
3/4” "TEE” OR 'LB" i/P ‘L ’LEGAW- STEEL
, CONDUIT FTG. (AS REQ'D
1/2"0 COAX CABLE 6. (AS REQD)
MINIMUM BENDING
RADIUS PER MANUF.
STANDARD. GPS MINIMUM SKY VIEW REQUIREMENTS
DETAL 47 AR
ANGLE STANCHION MOUNTED X
G.P.S. MOUNTING DETAIL #W LIGHTING FIXTURE CONSTRUCTION
DRAWINGS
DATE DESCRIPTION
06/20/19| ISSUED FOR REVIEW
07/10/19| REVISED FOR APPROVAL
CONSTRUCTION NOTES: 08/27/19| ISSUED FOR COMMENTS
1. CONDUIT RUNS ARE SHOWN DIAGRAMMATICALLY, FIELD CONDITIONS WILL DETERMINE EXACT ROUTING AND SUPPORTS. 09/20/19) ISSUED FOR CONSTRUCTION

1/24/20 | 1SSUED FOR CONSTRUCTION

2. CONDUIT TO BE FIELD ROUTED & SUPPORTED ALONG INTERIOR CEILINGS, INTERIOR WALLS, UP THRU CLOSET AREAS &
ACROSS ROOF(S) TO VZW'S PLATFORM.

3. EMT CONDUIT CAN BE RUN INSIDE THE BUILDING, CONDUITS RUN OUTSIDE OF THE BUILDING & ON THE ROOF ARE TO BE 30 10 30 30
RGS CONDUIT. UNLESS OTHERWISE NOTED. ALL CONDUITS ARE TO BE LABELED. 30 30
4. |F FIELD BENDS EXCEED REQUIREMENTS PER N.E.C. CODE, CONTRACTOR TO FIELD FABRICATE A PULLBOX. 30 30 30 50
30 30
5. POWER PROVIDED FROM EXISTING 200A BREAKER IN EXISTING 4TH FLOOR, WZO/ZOSV SERVICE. 30 30
CONTRACTOR TO INSTALL A NEW POWER METER IN 4TH FLOOR POWER ROOM. - 30 30 10
6. CONTRACTOR TO INSTALL A 200A DISC. SW. ON PLATFORM. 30 30
30 30
/. NOT USED 50 50 SITE INFORMATION:
50
8. A #2 BARE CU GROUND WIRE IS TO BE RUN WITH AND SUPPORTED ALONG WITH THE HYBRID CABLE RUNS. 30
t 3 CAREY WAY

9. GROUND CONNECTIONS ON ROOF ARE TO BE MADE WITH A BURNDY HYPRESS "C" CLAMP CONNECTOR.
1700 EAST CARSON ST.

10. CONTRACTOR TO INSTALL #4/0 CU GROUND CABLE W/GREEN INSULATION BETWEEN THE MAIN GROUND BUS BAR LOCATED PITTSBURGH, PA 15203
ON THE VZW PLATFORM TO THE NEAREST GROUNDED BLDG. STEEL & TO THE WATER MAIN. GROUND TO BE TERMINATED ALLEGHENY COUNTY
ON WATER MAIN USING A BURNDY TYPE "GAR” CONNECTION.
11. BEFORE INSTALLATION OF NEW GROUND CLAMP, CONTRACTOR TO CLEAN PIPE DOWN TO BARE METAL & COAT THE PIPE SITE NUMBER.
W/ NO-OX—ID, MANUFACTURED BY SANCHEM.
6162870
12. NOT USED
13. CONTRACTOR WILL HAVE TO DRILL THE WALLS & CEILINGS AS REQUIRED FOR INSTALLATION OF CONDUIT. A&E NUMBER: 419033
DRAWN BY: KRB
14. CONTRACTOR TO SEAL AROUND CONDUIT AFTER INSTALLATION W/A TWO (2) HOUR FIRE RATED SFALANT. CHECKED BY- 8PE

DATE: 1/22/2020

15. CONTRACTOR TO LABEL THE METER USED FOR THIS PROJECT WITH A PLASTIC PLACARD READING "VERIZON”.
SHEET TITLE:

GROUNDING
DETAILS

SHEET NUMBER:

E-2




PREPARED BY:

GALLETTA

ENGINEERING CORPORATION
Consulting Engineers

FOSTER PLAZA 4
501 HOLIDAY DR- SUITE 105
PITTSBURGH, PA 15220
412-261-3357

All Grounding items (EMC, Erico, Thompson Lightning Protection,
Thomas + Betts, Sanchem + Bellevile Washers) shown here are
available at:

Ace Lightning Protection, Inc.

Phonet#: 724.733.5216 Faxi: 724.733.1193 or

PREPARED FOR:

v

NancyeAceLightning.net o
A
0O —
< <
#7 COMPRESSION LUG 8 o
PLATFORM 3/8" BOLTS N T
(TREAT WITH NO-0X—ID) — =
HEAVY DUTY GROUND CONDUIT HUB T&B \ ] g{: S
HARGER #234 DR EQUAL OREUUAL . . - o0
SIZE TO MATCH PIPE. WATER MAIN — O
PLATFORM  LEG 45" MINMUW #2 SOLID w =
\ BEND TINNED COPPER o
) CLEAN PIPE TO BARE META GROUND WIRE aa]
1" CONDUIT WITH ATTACH CLAMP AND APPLY . 6 G 0
42 AWG GROUND WIRE SCOTCHKOTE BY 3M TO ROOF L
(GREEN) FINISHED CONNECTION J J
2 SOLID CADWELD CONNECTION
TINNED COPPER EXOTHERMIC WELD
NOTE: GROUND WIRE TYPE "TA”

ENSURE ATTACHMENT TO STREET SIDE OF METER

PROFESSIDRAL

PLATFORM GROUNDING DETAIL #4

GROUNDING TO WATER MAIN NTS.
TYPE GT TYPE GR TYPE VS TYPE XA TYPE GL LUG
FULL SCALE PRINT IS
GROUNDING CONNECTIONS ez
CONSTRUCTION
DRAWINGS
DATE DESCRIPTION
06/20/19| ISSUED FOR REVIEW
07/10/19| REVISED FOR APPROVAL
ANTENNA FUTURE ANTENNA 08/27/19) ISSUED FOR COMMENTS
SOND 10 BACKBOARD “ALPHA" (7. BETA /(TYP.) “GAMMA' 09/20/19| ISSUED FOR CONSTRUCTION
AND ALL EQUIPMENT . - - 4 - -
| | | | | | ] 1/24/20 | ISSUED FOR CONSTRUCTION
| | | | | |
| | | | | |
L L L L, L L
\ / \ / \ /
| o \\ // - I \\ // i S \\ // i
5 PLATFORM STEEL JUMPER ~9 G Qy\ 9 G 9 G
(TYP—4) NN ST 1-1/C #2 BST ">\ /7 DN e
) . GND WIRE (TYP) VL .
1" PVC CDT (GRD), | \ @/}“ L 1-1/C #2 BST <\§> /
1-1/C #4/0 CU W/GREEN — L o0 e | o0 0008 () yre (TP XXX
INSULATION O BLDG. WATER MAN — 1 SUPPLEMENTAL GROUND | . /
| b BUS BAR, TYP. EACH SECTOR L\ o // \\ - _g———Oc_— /
- TO BE MOUNTED ON ANTENNA RS A <
1" PVC CONDUIT (GRD) | SUPPORT. L N / Dd—D>—1-1/C #2 BST A
? © T=——C / o o——=" %
1-1/C #4/0 CU | oo | \ —~~ , GROUND WIRE ~— _ — ]
5 | R N e / \ (TYP) / / SITE INFORMATION:
W/GREEN INSULATION TO — L 1 - , )
NEAREST BLDG. STEEL iy N i; > D ovP | RRH OVP RRH ovp —
b &# L / CAREY WAY
5 !
J | l |
| \ Cf 1700 EAST CARSON ST.
& N l PITTSBURGH, PA 15203
CUPNENT (1YF) 2 S0 T oo /
ALLEGHENY COUNTY
VAN EQUIPMENT : COPPER GROUND WIRE , )
GROUND BUS BAR | (TYP) | o
DET. #3, THIS DWG. | l g NOTE: SITE NUMBER:
sl !; Q) e GROUNDING TESTED & APPROVED BY
| , e i CROUIS ACE LIGHTNING. 6162870
5 SEE REPORT DATED 7-29-19
| X XY Xt BUS BAR ON PLATFORM
A&E NUMBER: 419033
/) ——— 1" PVC CONDUIT (GRD)
I I 1-1/C #4/0 CU NOTE: DRAWN BY: KRB
BOND ALL | | CAD ¢ CHECKED BY: BPB
SUATFORM LECS S W/GREEN INSULATION FOR CONSTRUCTION NOTES, e 122/20%6
(TYP—6) o TO NEAREST BLDG. STEEL SEE DRAWING E-2
o , SHEET TITLE:
1” PVC CONDUITT (GRD)
PLATFORM & EQUIPMENT GROUNDING \}V/ééEEﬁMNOSUCLXTON GROUNDING
DETA\L #5 TO WATER MAIN IN BASEMENT DETAILS

N.T.S.

SHEET NUMBER:

G-1

ANTENNA GROUNDING RISER ™ DIAGRAM




PREPARED BY:

GALLETTA

ENGINEERING CORPORATION
Consulting Engineers

FOSTER PLAZA 4
0.265 IN HIGH CHARACTER, 501 HOLIDAY DR- SUITE 105
STAMPING TO READ: PITTSBURGH, PA 15220
"PROPERTY VERIZON 412-261-3357
WIRELESS DO NOT RECYCLE" 1'00»1 r ™ PREPARED FOR:
4.00 | | ™~
Ehg@@@@@@@@@@@@@@@@@@@@EiJ CABLE SUPPORT N
@L2:6;P DD DD DD DDDDDDDDDDD D BLE } : 5'
2 53 Q 4
583@@@@@@@@@@@@@\@@@@@@@@j oyt
. ! T ——— ] \ O ::
\L@ @ 0.469 TYP (60) PL - -~ / \ / N o L5
Ll
Q = 2.00 #2 INSULATED INTERIOR — -
© N HALO GROUND LOOP RING . g{: S
DOUBLE CRIMP TYPE h 00 @
¥NOTE: TORQUE SHEAR HEAD C" 1A (TYP) TYPICAL BI-DIRECTIONAL w 3
: BONDING CONNECTION —
@\J BOLT TO BE BROKEN OFF DURING BONDING CONDUCTOR ———————— %
ASSEMBLY (4) PL
, “ - D B G 0 | >
€ /)< NO INSULATION ALLOWED i
ELECTRIC MOTION CO., INC. WITHIN THE COMPRESSION LUG
110 GROPPO DR./ BOX 626
WINSTED, CT 06098
TWO HOLE COPPER FLAT WASHER (TYP)
COMPRESSION LUG
1/4" x 1" HEX BOLT FLAT WASHER /LOCK
3 | 03-009-0118-000 THREADED (3/8-16) INSULATORS, 2 SHEET METAL SCREW WASHER ASSEMBLY
2" DIA X 2" HEIGHT; FIBERGLASS
3/8-16 X 5/8" TORQUE SHEAR HEAD BOLT WHER REQUIRED. REMOVE
_009-0633- - NUT (TYP
2 | 02-009-0633-000 (NON-REMOVABLE) WITH VIBRASEAL; STAINLESS STEEL 2 ALL SURFACE TFONE%SNEE?SE (TYP)
1 | 02-009-0662-000 GROUND BAR, GALVANIZED STEEL 1/4" X 4" X 24" 1 S DIRECTIONAL BONDING. CONNECTION
ITEM PART NO. DESCRIPTION REQ
MAIN GROUND BUS BAR / Q "
s
CONSTRUCTION
_ STAINLESS STEEL BOLT _ DRAWINGS
= STAINLESS STEEL N
= / FLAT WASHER } } DATE DESCRIPTION
[
[ 0.75 06/20/19| ISSUED FOR REVIEW
A7 AL e GROUNDBAR x Eala
- e 07/10/19
I_|_|_|_|_(/ = : A/ STAINLESS STEEL } } /_@ ¢ 0.460 TYP (41) oL /10/19| REVISED FOR APPROVAL
- 5 \FLAT WASHER | 400 [ ] 08/27/19| ISSUED FOR COMMENTS
>-HOLE CRIMP / EEfII_IE\I;FI_SLSESV-\r/iESLHER ’ TINNED COPPER LUG . oo{‘ 075 - - PPPPPDPPDPDDPDDDDDDDDDDDD D 09/20/19| ISSUED FOR CONSTRUCTION
COMPRESSION | STAINLESS STEEL FASTENERS (OUTDOOR) ' ‘? - - aaflanlualaaganlianlanNaalaalanlia)aaNaalanlanlan)aalaalenlanlan)aalatn
CONNECTOR STAINLESS STEEL NUT ﬂmQ] j STAINLESS OF GRADE 5 STEEL (INDOOR) @ . = 1/24/20 | ISSUED FOR CONSTRUCTION
SINGLE CONNECTOR AT GROUND BARS | EPROPVEVIT;EL\QEEIZON@ rhossseLosebIe s D E
H = DO NOT RECYCLE
a] [B 00 2N 8990000800008 BH ©
STAINLESS STEEL BOLT \ \
ami DRAGON TOOTH WASHER \ @ 0.469 X 0.719 =
= STAINLESS STEEL o 0.265 IN HIGH CHARACTER, STAMPING : : 3
= S TO READ: "PROPERTY VERIZON TYP (41) PL Q
= FLAT WASHER ANTI OXIDATION COMPOUND WIRELESS DO NOT RECYCLE"
r 7 A STEEL BOLT TO ANGLE IRON
(OR TOWER LEG)
~— — DRAGON TOOTH WASHER € /)< @\ TAMPER RESISTANT HARDWARE
~— ~=_ —— STAINLESS STEEL ELECTRIC MOTION CO., INC. (SEE ITEM #4)
an @ \ FLAT WASHER 110 GROPPO DR./ BOX 626 INCLUDE (2) EXTRA SITE INFORMATION:
2-HOLE CRIMP / STAINLESS STEEL STRUCTURAL STEEL, WINSTED, CT 06098 SHOWN INSTALLED TAMPER RESISTANT
Cocl\g|F\)1RNEESCSTI8II\Rl BELLEVILLE WASHER ATOMINOM ETE. PART #EM SGM420-BM-NR A e oD 1N BAG (AS SHOWN) CAREY WAY
STAINLESS STEEL NUT R (TAMPER RESISTANT) — —
DISSIMILAR METAL CONNECTIONS . Qﬂ-
SINGLE CONNECTOR AT STEEL OBJECTS ATTENTION NOTE: J L 1700 EAST CARSON ST.
ALL NON LIKE METALS NEED DRAGON TOOTH PITTSBURGH, PA 15203
WASHERS AND BELLEVILLE WASHERS Bl
1" ALLEGHENY COUNTY

INSTALLATION NOTES:
1. ALLOUTDOOR HARDWARE (I.E. BOLTS, SCREWS, NUTS, WASHERS) SHOULD BE 18-8

3/8-16 x 5/8" TORQUE SHEAR HEAD BOLT IN A STANDARD 4 x 6 BAG

INCLUDES: SITE NUMBER:
GRADE STAINLESS STEEL. 4 |02-009-0663-000 ) ) ] .
2. ALLINDOOR HARDWARE (I.E. BOLTS, SCREWS, NUTS, WASHERS) SHOULD BE GRADE 5 (SUB-ASSEMBLY) éfé:ﬁ;ﬁf‘;/; NTL(E)SSQSLJTEEE['(E?ﬁg)HFE/ANDOIZ%&)(_'\(')(;(')\'?)_ROEO'\SOVABLE) WiTH 6162870
STEEL HARDWARE. O TATIILES:
3. BOLT LENGTH SHOULD ALLOW THE EXPOSURE OF AT TWO THREADS. (1) STANDARD 2 x 6 BAG (P/N 03-009-0209-00)
4. BACKTO BACK LUG CONNECTIONS ARE AN ACCEPTABLE PRACTICE WHEN BONDING TO 3 | 02-009-0633-000 |3/8-16 X 5/8" TORQUE SHEAR HEAD BOLT (NON-REMOVABLE) WITH 7 A&E NUMBER: 419033
A GROUND BAR OR STEEL OBJECTS. VIBRSEAL; STAINLESS STEEL (303)
5.  ANY CONNECTIONS MADE BETWEEN STEEL OR OTHER DISSIMILAR METALS REQUIRE 2 |02-009-0524-000 | MOUNTING BRACKET; STAINLESS STEEL, 16 GA (.060) THICK 1 DRAWN BY: KRB
THE USE OF A DRAGON TOOTH WASHER. 1 [02:009-0672-000 | 20" GROUND BAR: STEEL; GALVANIZED 1 CHECKED BY: BPB
6. 'SINGLE CONNECTOR AT GROUND BARS' PERTAINS TO COPPER GROUND BARS ONLY! DATE: 1/22/2020
7.  GALVANIZED GROUND BARS AND OTHER STEEL OBJECTS (I.E. CABINETS, GENERATOR g : S, : ITEM| PART NO. DESCRIPTION REQ
) 0 :
TANKS, ICE BRIDGE POSTS, ETC.) SHOULD FOLLOW THE 'SINGLE CONNECTOR AT STEEL Al Grounding items (EMC, Erico, Th, mpson Lightning Protection, SHEET TITLE:
OBJECTS' DETAIL. Thomas + Betts, Sanchem + Bellevile Washers) shown here are ANTENNA FRAME BUS BAR GROUNDING
_ avalable at: (NON-INSULATED) DETAILS
Ace Lightning Protection, Inc.
STANDARD GROUNDING HARDWARE CONFIGURATION Phonelk: 7247335216 Faxk: 724733193 or NOT TO SCALE
NOT TO SCALE Naﬁcy@; AceLightning n'et ' SHEET NUMBER:

G-2




10.

1.

12.

13.

14.

10.

10.

17.

GENERAL NOTES

THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE CODES ORDINANCES, LAWS
AND REGULATIONS OF ALL MUNICIPALITIES, UTILITIES COMPANY OR OTHER PUBLIC
AUTHORITIES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL PERMITS AND
INSPECTIONS THAT MAY BE REQUIRED BY ANY FEDERAL, STATE, COUNTY OR MUNICIPAL
AUTHORITIES.

THE CONTRACTOR SHALL NOTIFY THE CONSTRUCTION MANAGER, IN WRITING, OF ANY
CONFLICTS, ERRORS OR OMISSIONS PRIOR TO THE SUBMISSION OF BIDS OR
PERFORMANCE OF WORK. MINOR OMISSIONS OR ERRORS IN THE BID DOCUMENTS
SHALL NOT RELIEVE THE CONTRACTOR FROM RESPONSIBILITY FOR THE OVERALL INTENT
OF THESE DRAWINGS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL EXISTING SITE
IMPROVEMENTS PRIOR TO COMMENCING CONSTRUCTION. THE CONTRACTOR SHALL
REPAIR ANY DAMAGE CAUSED AS A RESULT OF CONSTRUCTION OF THIS FACILITY.

THE SCOPE OF WORK FOR THIS PROJECT SHALL INCLUDE FPROVIDING ALL MATERIALS,
EQUIPMENT AND LABOR REQUIRED TO COMPLETE THIS PROJECT. ALL EQUIPMENT SHALL
BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS.

THE CONTRACTOR SHALL VISIT THE PROJECT SITE PRIOR TO SUBMITTING A BID TO
VERIFY THAT THE PROJECT CAN BE CONSTRUCTED IN ACCORDANCE WITH THE
CONTRACT DOCUMENTS.

CONTRACTOR SHALL VERIFY ANTENNA ELEVATION AND AZIMUTH WITH RF ENGINEERING
PRIOR TO INSTALLATION.

TRANSMITTER EQUIPMENT AND ANTENNAS ARE DESIGNED TO MEET ANSI/EIA/TIA 222-G
REQUIREMENTS.

ALL STRUCTURAL ELEMENTS SHALL BE HOT DIPPED GALVANIZED STEEL.

CONTRACTOR SHALL MAKE A UTILITY "ONE CALL" TO LOCATE ALL UTILITIES PRIOR TO
EXCAVATING.

IF ANY UNDERGROUND UTILITIES OR STRUCTURES EXIST BENEATH THE PROJECT AREA,
CONTRACTOR MUST LOCATE IT AND CONTACT THE APPLICANT & THE OWNER'S
REPRESENTATIVE.

OCCUPANCY IS LIMITED TO PERIODIC MAINTENANCE AND INSPECTION BY TECHNICIANS
APPROXIMATELY 2 TIMES PER MONTH.

PRIOR TO THE INSTALLATION OF THE PROPOSED EQUIPMENT OR MODIFICATION OF THE
EXISTING STRUCTURE, A STRUCTURAL ANALYSIS SHALL BE PERFORMED BY THE
OWNER'S AGENT TO CERTIFY THAT THE EXISTING/PROPOSED COMMUNICATION
STRUCTURE AND COMPONENTS ARE STRUCTURALLY ADEQUATE TO SUPPORT ALL
EXISTING AND PROPOSED ANTENNAS, COAXIAL CABLES AND OTHER APPURTENANCES.

THIS PLAN IS SUBJECT TO ALL EASEMENTS AND RESTRICTIONS OF RECORD.
NO SIGNIFICANT NOISE, SMOKE, DUST, OR ODOR WILL RESULT FROM THIS FACILITY.

THE FACILITY IS UNMANNED AND NOT INTENDED FOR HUMAN HABITATION (NO HANDICAP
ACCESS REQUIRED).

THE FACILITY IS UNMANNED AND DOES NOT REQUIRE POTABLE WATER OR SANITARY
SERVICE.

GENERAL NOTES

1.

ALL ANTENNAS ARE TO BE FURNISHED WITH DOWNTILT BRACKETS.
CONTRACTOR IS TO COORDINATE VERIFY THE PROPOSED DOWNTILTS THE
VzW CONSTRUCTION MANAGER PRIOR TO CONSTRUCTION.

- ANTENNA RAD CENTER IS IN REFERENCE TO TO ELEVATION 0'-0"

(EXISTING GRADE).

. CONTRACTOR IS VERIFY ALL ANTENNA MODELS AZIMUTHS WITH THE VzW

CONSTRUCTION MANAGER PRIOR TO CONSTRUCTION.

S IRUCTURAL NOTES

1.

DESIGN REQUIREMENTS PER INTERNATIONAL BUILDING CODE 2009 AND
THE EIA/TIA=222-G STRUCTURAL STANDARDS FOR STEEL ANTENNA
TOWERS AND ANTENNA SUPPORTING STRUCTURES.

. INFORMATION SHOWN ON THESE DRAWINGS WAS OBTAINED BY FIELD

MEASUREMENT AND FROM THE EXISTING STRUCTURAL DRAWINGS. THE
GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS AND
NOTIFY THE ARCHITECT/ENGINEER OF ANY DISCREPANCIES PRIOR TO
ORDERING MATERIALS OR PROCEEDING WITH CONSTRUCTION.

. STRUCTURAL STEEL SHALL CONFORM TO THE LATEST EDITION OF THE AISC

SPECIFICATIONS FOR STRUCTURAL STEEL BUILDINGS — ALLOWABLE STRESS
DESIGN AND PLASTIC DESIGN INCLUDING THE COMMENTARY AND THE AISC
CODE FOR STANDARD PRACTICE.

. STRUCTURAL STEEL PLATES AND SHAPES SHALL CONFORM TO ASTM AS97Z.

ALL STRUCTURAL STEEL PIPES SHALL CONFORM TO ASTM AS3 GRADE B.
ALL STRUCTURAL STEEL COMPONENTS AND FABRICATED ASSEMBLIES SHALL
BE HOT DIF GALVANIZED AFTER FABRICATION.

. WELDING SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF

AMERICAN WELDING SOCIETY (AWS) STRUCTURAL WELDING CODE — STEEL
WELD ELECTRODES SHALL BE E7/OXX.

. ALL COAXIAL CABLE CONNECTORS AND TRANSMITTER EQUIPMENT SHALL BE

AS SPECIFIED BY THE OWNER AND IS NOT INCLUDED IN THESE
CONSTRUCTION DOCUMENTS. THE CONTRACTOR SHALL FURNISH ALL
CONNECTION HARDWARE REQUIRED TO SECURE THE CABLES. CONNECTION
HARDWARE SHALL BE STAINLESS STEEL.

. ALL THREADED STRUCTURAL FASTENERS FOR ANTENNA SUPPORT

ASSEMBLIES SHALL CONFORM TO ASTM A307 OR ASTM A36. ALL
STRUCTURAL FASTENERS FOR STRUCTURAL STEEL FRAMING SHALL
CONFORM TO ASTM A325. FASTENERS SHALL BE 5/8” MIN. DIAMETER
BEARING TYPE CONNECTIONS WITH THREADS INCLUDED IN THE SHEAR
PLANE. ALL EXPOSED FASTENERS, NUTS AND WASHERS SHALL BE
GALVANIZED UNLESS OTHERWISE NOTED. CONCRETE EXPANSION ANCHORS
SHALL BE HILTI KWIK BOLTS UNLESS OTHERWISE NOTED.

. NORTH ARROW SHOWN ON PLANS REFERS TO TRUE NORTH. CONTRACTOR

SHALL VERIFY TRUE NORTH AND INFORM CONSTRUCTION MANAGER OF ANY
DISCREPANCY BEFORE STARTING CONSTRUCTION.

SIRUCTURAL NOTES

1.

THE STRUCTURAL STEEL CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFYING THE ANCHOR BOLT LOCATIONS, ELEVATION OF TOFP QOF
CONCRETE AND BEARING PLATES, ALIGNMENT ETC. PRIOR TO START OF
STEEL ERECTION.

THE LATEST EDITION OF THE FOLLOWING SPECIFICATIONS SHALL GOVERN:

A. AISC — "ALLOWABLE STRESS DESIGN SPECIFICATION FOR
STRUCTURAL STEEL BUILDINGS”.

B. AISC — "CODE OF STANDARD PRACTICE FOR STEEL BUILDINGS AND
BRIDGES”,

C. AWS — "D1.1 STRUCTURAL WELDING CODE — STEEL".

MATERIAL, UNLESS OTHERWISE NOTED, SHALL CONFORM TO THE
FOLLOWING ASTM SPECIFICATIONS

STRUCTURAL WIDE FLANGE & M SHAPES AD92 OR AD/Z

Fy = 50KS

OTHER STRUCTURAL SHAPES AND PLATES A36, Fy = 36 KSI

STRUCTURAL TUBING A500, GRADE B
Fy = 46 KSI

HIGH STRENGTH BOLTS A325

THREADED RODS
ANCHOR BOLTS
PIPE (HANDRAIL)

A354, GRADE BC
A325 OR A354 BC
SCH 40 PIPE

ALL WELDING SHALL BE IN ACCORDANCE WITH AWS D1.1 USING E/O0XX
ELECTRODES. UNLESS OTHERWISE NOTED PROVIDE CONTINUOUS MINIMUM
SIZED FILLET WELDS PER AISC REQUIREMENTS.

HOLES IN STEEL SHALL BE DRILLED OR PUNCHED. ALL SLOTTED HOLES
SHALL BE PROVIDED WITH SMOOTH EDGES. BURNING OF HOLES AND
TORCH CUTTING AT THE SITE IS NOT PERMITTED. ALL HOLES IN BEARING
PLATES SHALL BE DRILLED.

ALL STEEL TO BE HOT—DIPPED GALVANIZED AFTER FABRICATION PER
ASTM AT23.

EPOXY ANCHORS TO BE INSTALLED PER MANUFACTURER'S
SPECIFICATIONS.

ALL BOLTS SHALL BE TIGHTENED USING TURN—-OF—=THE-—NUT METHCD PER
AISC SPECIFICATIONS USING STANDARD HOLES.

CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND FIT PRIOR TO
FABRICATION.

PREPARED BY:

GALLETTA

ENGINEERING CORPORATION
Consulting Engineers
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July 29, 2019

Mr. Michael Fisher

Galletta Engineering Corporation
501 Holiday Drive; Suite 105
Pittsburgh, PA 15220
MFisher@Galletta.com

RE: Carey Way Verizon Wireless Rooftop Site

Dear Michael:

I dispatched Mark Prady to the Carey Way site, he reviewed the conditions of the site and it has not
changed much since December 2016 when we previously reviewed it. Please see that letter attached. Once
again, we have a sea of concrete with no good way to do 4-Point Resistivity testing nor traditional 3-Point Fall
of Potential testing. Mark did review the site, took photographs, everything appears to be the same with the
exception of their renovation efforts including re-roofing. Therefore, we are going to retain our initial
recommendation made on December 30, 2016 to bond the Verizon Wireless main bus bar to the main water
pipe with a full size 4/0 green insulated THHN. Please review the attached previous letter. This report is
submitted for your use with no charge. This completes our report.

Please call with any questions, comments or if any additional information is needed. Thank you.

Sincerely,
J
- } ‘_" b
%, Ja flnad)

&fx’ $
Robert W. Zafaras, President
LPI Certified Master Installer/Designer #892
U/L Listed No. 560383

417 PLUM INDUSTRIAL COURT, PITTSBURGH, PA 15239 PH: 724.733.5216 FAX: 724.733.1193
WWW.ACELIGHTNING.NET



NOTICE TO CONTRACTOR — ENVIRONMENTAL CONDITIONS/RESTRICTIONS AT

Form Revision: 2/23/16

SITE NAME/IDENTIFIER Carey Way
REGION NAME: PA
SITE LOCATION/ADDRESS: 1700 East Carson Street, Pittsburgh, Pennsylvania

VZW Installation:

Verizon Wireless proposes to collocate six panel antennas (two per sector) on the existing building rooftop,
which is currently owned by 17th & Carson Partners LP. Additionally, Verizon Wireless proposes to place
support equipment (with an exterior natural gas-fired emergency generator) upon a proposed 14-foot 8-inch by
25-foot 4-inch equipment platform on the northern portion of the rooftop. Power and telco cables will be routed
from a proposed meter in the first floor electrical room and existing sources in the basement telco room through
an existing chase to the building rooftop. The Project Site will be accessed via an existing stairwell. The
proposed Verizon Wireless installation will not involve any ground disturbance.

Note: Verizon Wireless makes no representation or warranty as to the accuracy or completeness of the
information below. Company is fully responsible for its own compliance with all applicable laws and
regulations. To the extent that Company becomes aware of any additional environmental conditions, it agrees
to immediately inform Verizon Wireless.

The Company’s response to this construction bid shall constitute the Company’s acknowledgement
and acceptance of the stated conditions and restrictions at the site.

The following environmental conditions have been identified at the project site:

Environmental Condition Description and Location of Contaminant
Check All That Apply

Contaminated soil

Contaminated groundwater

(I

Presence of Suspect The roofing/flashing/parapet/tar materials were not sampled
Asbestos-Containing Materials | and are suspect ACM.
(ACM)

[ ] | Presence of lead-based paint

Applicable legal requirements or Verizon Wireless policies and procedures may require that these conditions
be communicated to all parties involved in the construction activities at the project site. To the extent that the
scope of the project work_includes measures to address these conditions, details of the work to be performed
shall be as specified in the project documents and/or the Authorization Letter.

Environmental conditions affecting scope of work: ACM

Suspect Asbestos Containing Material (ACM): The roofing/flashing/parapet/tar materials are suspect ACM.

# Contractors/personnel are advised to take appropriate precautions.

# Sampling/Analysis _of Suspect ACM: |If the proposed work requires disturbance of the
roofing/flashing/parapet/tar materials, during construction, but prior to the start of installation, the
roofing/flashing/parapet/tar materials must be sampled and analyzed for asbestos (by Verizon
Wireless’ environmental consultant) then handled according to the analytical results. If samples return
positive for asbestos, prior to construction, contractors/personnel must be advised that the roofing/
flashing/parapet/tar materials are ACM, and be advised to take appropriate precautions.

# The ACM that will be disturbed must be removed from VZW’s proposed disturbance areas by an
appropriately licensed asbestos abatement contractor.

# ACM waste must be appropriately contained in 6-mil polyethylene bags, with appropriate OSHA
and EPA markings, and transported to an appropriate licensed facility for disposal.

# As an alternative to the sampling/analysis referenced above, suspect ACMs may be presumed to be
ACM and handled (i.e., abated) accordingly.

Page | 1




Verizon Wireless-approved ACM Abatement Contractor and
Transportation Contractor for Asbestos Waste

Bristol Environmental Inc.
415 Becks Run Road
Pittsburgh, PA 15210
Office: 412-881-7800
Fax: 412-881-7808
www.beigroup.com

Verizon Wireless-approved Disposal Facility for Asbestos Waste
Benders Landfill

1578 Orchard Road

Chambersburg, PA 17201

(717) 709-1700

Company is required to comply fully with all applicable environmental, industrial hygiene, and worker health
and safety laws and regulations; Verizon Wireless’ directions and/or instructions contained in this Notice To
Contractors. Company shall retain qualified, appropriately specialized (and/or licensed, as required) and
adequately insured environmental firms for the completion of specialized work as applicable. Company shall
evaluate whether a Health and Safety Plan (HASP) is warranted. Verizon Wireless shall have the final
authority to approve the selection of such environmental firms performing services on its behalf. The
construction bid package shall include qualifications of proposed firms with respect to the following required
services:

m

nvironmental Services Required

Check All That Apply

Asbestos abatement — Potentially if suspect ACM is confirmed or presumed to be ACM and if
such will require disturbance.

Lead based paint abatement

Hazardous or special waste transportation and disposal. — presumed ACM (or confirmed if such
is sampled/analyzed)

X XO X

Excavation, drilling or advancement through and staging/stockpiling of contaminated media. —
presumed ACM (or confirmed if such is sampled/analyzed)

Company shall ensure at all times that only appropriately trained qualified, and licensed workers perform the
required environmental services. It is the responsibility of Company to adhere to the following restrictions in
response to the above environmental conditions:

An outside environmental “oversight” consultant is required if transportation and disposal of wastes is
carried out in accordance with applicable laws, regulations and the Verizon Wireless Environmental
Compliance Program. THE USE OF SUCH CONSULTANT IS MANDATORY.

Site Restrictions

Check All That Apply

Restrictions on excavations/construction methods. Description:

Diesel fuel prohibited at construction site except in fuel tank of vehicle.
Gasoline prohibited at construction site except in fuel tank of vehicle

LI

Contractor’s Signature:

Print Name:

Witness:

Name: Carey Way
Site Address: 1700 East Carson Street
City: Pittsburgh State: Pennsylvania

NOTE: This signed original is to be returned to Territory Compliance along with the EES Closeout
Report.

Page | 2




CiTY OF PITTSBURGH
Historic Review Commission
Application for a Certificate of Appropriateness

DIRECTIONS:

Please note: You must complete a Zoning and STAFF USE ONLY:
Development Review Application (ZDR) along with this

Application. The ZDR can be filed and fees paid online DATE RECEIVED:
after creating an account at OneStopPGH. Please upload

this Application when submitting the ZDR along with your  LOT AND BLOCK NUMBER:
supporting documentation.

DEADLINE: WARD:
Completed applications must be received at least 13
business days prior to the HRC hearing, when a hearing is DISTRICT:
required. In order to confirm your spot on the agenda, you

must confirm that your application has been received by ~ZDR#:
emailing historicreview@pittsburghpa.gov.

FEE SCHEDULE: FEE PAID:
See attached.

ADDRESS OF PROPERTY:

810 Arch Street, Pittsburgh, PA 15212

APPLICANT/PROPERTY OWNER INFORMATION

OWNER NAME: MiIke McNamara compPaNy Name: Pgh Public Schools

OWNER ADDRess: 1305 Muriel Street, Pittsburgh, PA 15203

APPLICANT NaMe: Harley Pearson, RA company Name: CORE Architects

APPLICANT CONTACT (EMAIL): Npearson@corepgh.com (PHONE); 412-307-0100 ext 105

SUPPORTING DOCUMENTATION (REQUIRED):
X] Drawings [X] Photographs [ Renderings [] SitePlan [] Other

DETAILED DESCRIPTION OF PROPOSED PROJECT (ATTACH ANOTHER SHEET IF NEEDED):

HVAC upgrades to the K-8 educational facility including the addition of air conditioning
throughout. Effects to the building exterior include replacement of existing louvers,
addition of new louvers, installation of small condensing units, installation of small
brick vents, and the installation of new rooftop vent units.

APPLICANT OR PROPERTY OWNER SIGNATURE:

SIGN: /W/-——-f—-—*’ pATE: 9-18-20

200 Ross STREET | CiviC BUILDING, FOURTH FLOOR | HISTORICREVIEW@PITTSBURGHPA.GOV























































CiTY OF PITTSBURGH
Historic Review Commission
Application for a Certificate of Appropriateness

DIRECTIONS:

Please note: You must complete a Zoning and STAFF USE ONLY:
Development Review Application (ZDR) along with this

Application. The ZDR can be filed and fees paid online DATE RECEIVED:
after creating an account at OneStopPGH. Please upload

this Application when submitting the ZDR along with your  LOT AND BLOCK NUMBER:
supporting documentation.

DEADLINE: WARD:

Completed applications must be received at least 13

business days prior to the HRC hearing, when a hearing is DISTRICT:
required. In order to confirm your spot on the agenda, you

must confirm that your application has been received by ~ZDR#:
emailing historicreview@pittsburghpa.gov.

FEE SCHEDULE: FEE PAID:

See attached.

ADDRESS OF PROPERTY:
1309 Columbus Avenue

APPLICANT/PROPERTY OWNER INFORMATION

Patrick Gritz COMPANY NAME: Gritz Construction

OWNER NAME:

5138 Natrona Way, Pittsburgh, PA 15201

OWNER ADDRESS:

Maggie Connor 1/1 Studio

APPLICANT NAME: CoMPANY NAME:

1411 Arch Street

APPLICANT ADDRESS:

maggie@2loverl.com 412-480-8746

APPLICANT CONTACT (EMAIL): (PHONE):

SUPPORTING DOCUMENTATION (REQUIRED):

[]| Drawings []| Photographs Renderings Site Plan Other

DETAILED DESCRIPTION OF PROPOSED PROJECT (ATTACH ANOTHER SHEET IF NEEDED):

Front Facade Restoration/Renovation: Remove vinyl siding and wrap. Restore/Replace

cornice/box gutter/downspout, restore existing dormer, new windows, new window trim and
hoods, new front door surround, new siding.

APPLICANT OR PROPERTY OWNER SIGNATURE:

SIGN: oate: 19 Aug 2020

200 Ross STREET | CiviC BUILDING, FOURTH FLOOR | HISTORICREVIEW@PITTSBURGHPA.GOV
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i |

Replace slate roof with GAF Architectural Shingles in Charcoal S | U D | O

for architecture and neighborhood design

1411 Arch Street | Pittsburgh, PA 15212 | (412) 427-5537

Remove vinyl siding and cornice Replace rotted wood cornice and soffit. 77
wrap. : B Infill gable end with 4" exposure wood, [ ]
Hardie or Boral TruExterior lap siding. =] =] =]

New wood or aluminum-clad, double
hung windows in existing openings.

Restore/replace existing wood paneled trim.

Existing slate roof

Existing roof vent. D D Existing roof vent. E i b U b D

2|_1 Oll 8" 2|_1 Oll

4|_5l|

I ]
. . . . 1" 31/ n 1ll
Remove vinyl siding and cornice wrap. New wood or wood/Boral TruExterior cornice (to 1 : t—+
I — match original rotted wood), soffit, and brackets. | | | | | Z _———— —
New 3 x 4 wood or Boral TruExterior corner boards. %
Remove existing vinyl windows and 5" = New wood or aluminum-clad, double "‘ — .
vinyl trim hung windows in existing openings with - = D_ D Pan el Detal I
trim and hood to match 3/A-1. ] - T
— | Scale: 3"=1"-0
New 6" (5" exposure) dutch lap wood or =
Boral TruExterior siding. 34" —
T i —————— — =
=15 | ———— i =
New, bracketed wood door surround with HEE - N | : ‘ : : —
paneling to match trim at dormer. I P i ! ! —
. | | \ \ —
Nys>= = ; j = 3
B | | | — \a-1/
Retain/restore existing wood door and transom. //// Replace existing downspout \ u ! | i -
Restore/replace original paneled wood door and transom. L H i ; ; — New wood or aluminum-clad fixed window and transom in
s o i J J — existing opening. See detail 3/A-1.
o ‘ =
[ — B = —
I E = 1 | | =
o &y = | ; =
N New black metal railing (centered on door frame panel) ; H ‘ - ———— =
H H ]
e I [ A _ L} g pf - I —
Existing black metal railing, to be retained 77 New 10" skirt board in wood or Boral Tru Exterior with water table trim. L | ||
Existing concrete stairs, to be retained — m ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ I Existing concrete stairs to be retained [ S | \ ‘ ‘ ‘ ‘ : ‘ I New fixed window
— [ ] — . . . . . | [ ‘ |
Existing painted stone foundation, to be repainted | | | | Existing painted stone foundation, to be retained | \ \ \ N
| Scale: %" = 10" | Scale: %" = 10"
"L 2" J[' 51/4" TL 2" TL
Inside —C

7"61/2"

L ) -E | Panel Detal Gritz H
- E-E Panel Detai ritz House
v . : ] \ Scale: 3" = 1'-0" 1309 Columbus Avenue
i New Wood Window @ ] E E Pittsburgh, Pennsylvania
Dutch Lap siding w/ 5" exposure ] g
[ - 8 ~ Prefinished aluminum flashing over ice
— B 1 4, 5 — = and water shield on }5" exterior grade
/ — %" x §" trim cut to 45" with routed return at window edge. - : g plywood sheathing
Outside =
1 ) : = \E
i‘\i L ] | ] §
A-A Section through Window Jamb = o
| Scale: 3" = 1'-0" : = o
:2 - B = :‘ | § %" X 6 wood fascia Project Identifier:
= = 1309 Columbus Av
= Prefinished aluminum flashing over ice 5 : ~ Drawn By:
= and water shield on %" exterior grade o ‘E ‘E = ,\/ / ‘ MC
o § plywood sheathing © B g 7 7
= i ~ \ outline of corbel/bedmould Chacked By:
New wood, = —_———— = beyond DK/MC
double-hung window ~ - — Date:
= 5 wood ) o o : = 15 September 2020
= wood crown 5 : =~ ..
\ \ = R - = >
A A = o = 135" wood bedmould Revisions:
% =] 3" x 6 wood fascia % wood corbel
- K ~ L 3 x 6 wood trim
é’ — ; : 2 ul
4+ $x6 wood trim, = Z / 1%" wood bedmould ! ‘/
trimmed to width =
w/ routed edge g c%
profile : = 5 . N[ i
o § JJ 2 X 6 wood trim ©
: g wood corbel
|
. l } wood subsill
5 { 5
| 2 X 4 wood apron y \
11"
4| 6" Sheet Title:
Proposed Facade
5y Alterations

3 Typical Window Surround B-B| Section through Window Head 4| Front Door Surround C-C Section through Door Head

| Scale: %" = 10" | Scale: 3" = 1'-0" | Scale: %" = 10" | Scale: 3" = 1'-0" A-']
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1317 Columbus Ave
Pittsburgh, Pennsylvania
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EXISTING RETAINING
WALLS WITH
FENCING ON TOP.
G.C. TO EVALUATE
CONDITION IN FIELD.
REPAIR OR REPLACE
AS NECESSARY.

N 75°00'E 22.00'

> EXISTING LAWN

b :

N 15°00'W 90.33'

! EXISTING CONCRETE
./{ SIDEWALK & STEPS
| TO REMAIN

NEW CONDENSER L
UNITS ON NEW \
CONCRETE PAD \
COORDINATE FINAL \
LOCATION WITH OWNER ‘ (R (DY
) &Y
EXISTING CONCRETE
SIDEWALK & STEPS
/ TO REMAIN
EXISTING TWO S
STORY MASONRY <
ADDITION =
777 | 13
i
.\ >
S NEW 60" x 8-0"
| WOOD DECK
NEW PROPOSED DEMOLISH EXISTING
WOOD-FRAMED DORMER AND
DORMER WITH | PORTION OF REAR
CEMENT SIDING | UPPER ROOF TO
SIDES | ACCOMMODATE FOR
| NEW REAR DORMER.
EXISTING ‘ EXISTING
ADJACENT 512 JACKSONIA ST. \ ADJACENT
PROPERTY (BLOCK 23-J-LOT 62) | oPENLOT
EXISTING 2} STORY ‘
MASONRY BUILDING |
T [[N75°00'E 22.00'
EXISTING CONCRETE - .
SIDEWALK & STEPS
TO REMAIN
JACKSONIA STREET 50'
GRAPHIC SCALE: 1/8" = 1-0"
01 2 4' 8' 16' 24'
SheetNo.  Title SITE PLAN - PROPOSED DORMER
Project# 17330 M I S T I C K
PARTNERS
S 1 These drawings are instruments of the Architect's service PROPERTIES RESIDENCES
o epeE o coed i sy . . s 512 JACKSONIA STREET 1425 Forb Ave, Siite 400 Pitsburgh, PA 15217

the written permission of LGA Partners, LP. © 2020 PlTTSBU RGH, PA P412.243.3430 F 412.224.4747



DRAWING LOCATION: N:\2017\17330 Mistick NPR 512 Jacksonia Street\A Design\A5 Construction Drawings\17330 512 JS - A402 Dormer Elevs-PIns-Sect.dwg

PRINT DATE & TIME September 17, 2020 - 10:29 am

/N

(3) LVL 1 3/4" x 16"

g RIDGE BEAM

0'-8"LONG 2" x 6"

FASTEN TO TOP OF WALL W/ (2)
1/4" DIAMETER TAPCON SCREWS
(MIN. 1 1/2" EMBEDMENT INTO
EXISTING MASONRY)

~— EXISTING MASONRY WALL

%

PRESSURE-TREATED SILL PLATE.

NEW RIDGE BEAM TO EXISTING
/1A MASONRY WALL CONNECTION |

GENERAL EXTERIOR NOTES:

(2
407

ANY NEW BRICK WORK OR RECONSTRUCTION IS
TO MATCH EXISTING BRICK SIZE, MATERIAL, (
COLOR, CHARACTER, AND FINISH.

ADJACENT LOT

A402 / SCALE: 1/4" = 1'-Q"

— HATCHED AREA INDICATES

EXISTING ROOF STRUCTURE

TO REMAIN. FIELD VERIFY
PRIOR TO CONSTRUCTION
OF NEW DORMER FRAMING.

|
| | Y[ T ] ]
8-4" AF.F. ‘ _ N B / _ i 8'-4" A.F.F.
rAF i
“
| ° Vs \ O
N R I A =
i, | ’T = H/IEC;” £ L NEW 2'x10"ROOF | ¥
| ! L J < g RAFTERS @ 16" O.C. t
/&1 I N j— | O
| . E ] %
N\ Y BEDROOM |3
Nl —— 2 |&
LANDING | T N T I Y T B ¥|5
| .. 5|2
5/8" WOOD ROOF o ;
l SHEATHING il !
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BEDROOM #2
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] / |L:,,,::,d IR Aol 1 i * PRIOR TO CONSTRUCTION
b \l" 0 OF NEW DORMER FRAMING.
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/T ROOF FRAMING PLAN AT NEW REAR DORMER

A402

THIRD FLOOR

SCALE: 1/4" = 1'-Q"

NEW 2"x10" ROOF RAFTERS @ 16" O.C.

(3) NEW 13"x16" LVL RIDGE BEAM

** AT LOCATIONS WITHOUT GUTTER, PROVIDE
DRIP EDGE WITH COUNTER FLASHING &
CAULK FOR WEATHER TIGHT SEAL

EXISTING DORMER BEYOND

EXISTING 2"x FRAMING AND ALL ASSOCIATED
FRAMING TO REMAIN. SHINGLED ROOF IS TO
BE REPLACED IN KIND. PROVIDE MINIMUM
R-49 UNCOMPRESSED INSULATION.

: (0]
—— — — /
<L - N
/
= - pp—

THIRD FLOOR |
FINISH FLOOR

Ot

SECOND FLOOR
FINISH FLOOR

B e e e e e e |

T

FIRST FLOOR e — — . ———— e g Bt e ot S o L St S St Py B

_@

_®

_@ @ EXISTING MASONRY OPENING. REPLACEMENT PER HISTORICAL
REQUIREMENTS, TYPICAL.

GARFIELD AVENUE

| ADJACENT TENANT |

KEY PLAN

EXTERIOR ELEVATION KEY NOTES

EXISTING MASONRY BUILDING TO REMAIN. G.C. TO CLEAN, SEAL AND SPOT

@ POINT EXISTING BRICK. PREP AND STAIN BRICK AS NECESSARY TO MATCH
EXISTING. SEE GENERAL NOTES THIS SHEET.

FOUNDATIONS. G.C. TO SCRAPE, SAND, AND PREP FOR NEW FINISHES PER

@ PREP AND CLEAN EXISTING / NEWLY EXPOSED BRICK AND ANY EXPOSED
APPROVED HISTORICAL COLOR PALLET.

INSTALL NEW ROOFING MATERIAL. REPLACE EXISTING IN KIND AT EXISTING

@ MAIN ROOF AND DORMER. MATERIALS, ASSEMBLY, COLOR AND FINISH TO
MATCH EXISTING.

ROOF TO ACCOMMODATE FOR NEW REAR DORMER ROOF. NEW DORMER

@ G.C. TO DEMOLISH EXISTING DORMER AND PORTION OF REAR UPPER
ROOF TO BE BUILT & FLASHED INTO EXISTING BUILDING.

TO REMAIN, TYPICAL.

@ INSTALL NEW GUTTERS. REPAIR AND RELINE ANY EXISTING BOX GUTTERS

BOARDS AT NEWLY CONSTRUCTED DORMER. COLORS PER APPROVED

@ NEW CEMENT SIDING EXTERIOR FINISH AND MATCHING CORNER & FRIEZE
HISTORICAL PALLET. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.

REPAIR OR REPLACE EXISTING WINDOW ASSEMBLY AS NECESSARY, IN

NEWLY CONSTRUCTED WOOD DECK WITH VINYL RAILINGS. SEE DETAILS
ON SHEET A501 AND SPECIFICATIONS.

o)

AND STONE BAND BOARD PER APPROVED HISTORICAL COLOR PALLET

@ G.C.TO SCRAPE, SAND, PREP, AND RE-PAINT EXISTING HEADERS, SILLS
(TYPICAL).

NEW GUTTER & DOWNSPOUT AT NEWLY CONSTRUCTED DORMER TO
MATCH REST OF HOUSE.

APPROVED HISTORICAL REQUIREMENTS. PROVIDE NEW FLASHING,

i NEW WINDOWS TO BE INSTALLED AT NEWLY CONSTRUCTED DORMER PER
CEMENT TRIM, & ACCESSORIES.

WITH NEW DECORATIVE PANEL / WINDOW ASSEMBLY, SEE DETAIL 4/A701.

@ G.C. TO REMOVE EXISTING DOOR AND INFILL EXISTING MASONRY OPENING

REMOVE EXISTING CHIMNEY STRUCTURE, REPAIR ROOF AS REQUIRED TO
MAINTAIN ROOF INTEGRITY AND ROOFING SYSTEM.

FINISH FLOOR J_ n
L~ \
r =0

/7 SIDE ELEVATION

NEW MEMBRANE ROOFING SYSTEM PER APPROVED HISTORICAL

REQUIREMENTS

@ EXISTING ADJACENT MASONRY STRUCTURE BEYOND.

NEW DOOR WITH TRANSOM IN MODIFIED WINDOW OPENING PER
APPROVED HISTORICAL REQUIREMENTS AND COLOR PALLET. MAINTAIN

EXISTING MASONRY ROUGH OPENING WIDTH.

A402/ SCALE: 1/4" = 1'-0"

MINIMUM 4" ALUMINUM GUTTER W/ 3" DOWNSPOUT.
PROVIDE METAL COPING,COUNTER FLASHING, DRIP
EDGE, & CAULK FOR WATERTIGHT ASSEMBLY.

CAULK & SECURE COUNTER FLASHING
TO ENSURE A WATERTIGHT SEAL.

ROOFING TO BE SELECTED BY OWNER/ G.C.
PROVIDE MINIMUM 30# TAR PAPER UNDERLAYMENT

G.C. TO INSTALL EXTERIOR GRADE FIRE-TREATED PLYWOOD
WITHIN A 4'-0" ZONE PERPENDICULAR TO THE ADJACENT
PROPERTY LINE AT NEW DORMER ROOF CONSTRUCTION.

5/8" MIN. EXTERIOR GRADE PLYWOOD
OVER NEW 2"x10" RAFTERS @ 16" O.C.

R-49 MIN. CLOSED-CELL SPRAY
INSULATION, MIN.

SLOPE 27 ppo 120

— PROVIDE JOIST HANGERS AT L— GWB CEILING TIGHT TO
NEWLY INSTALLED LVL RIDGE BEAM. NEW 2"x FRAMING. I
NEWLY FRAMED WALL ALONG ADJACENT EXISTING STRUCTURE: EXTERIOR GRADE
IF EXISTING SELF-SUPPORTING MULTI-WYTHE MASONRY WALL IS PRESENT AT FASCIA BOARD

PROPERTY LINE, IT IS ASSUMED THAT THE MASONRY WALL CARRIES A MINIMUM
1-HOUR RATING. G.C. IS TO INSTALL %" TYPE 'X' GYPSUM BOARD OVER 2" x 6" VENTED SOFFIT
WOOD STUDS AT 16" O.C. FILL STUD CAVITIES WITH 5 3" BATT INSULATION.

G.C. IS TO INSTALL 1-HOUR OR 2-HOUR RATED WALL CONSTRUCTION DEPENDING
ON THE EXISTING CONDITIONS THAT ARE DISCOVERED AFTER DEMOLITION:
WALL TYPE 'N1' ON SHEET A702 IS TO BE USED WHERE THE ADJACENT
CONSTRUCTION IS MULTI-WYTHE MASONRY CONSTRUCTION.

WALL TYPE 'N2' ON SHEET A702 IS TO BE USED WHERE THE ADJACENT
CONSTRUCTION IS NOT MULTI-WYTHE MASONRY CONSTRUCTION.

NEW 3RD FLOOR
DORMER ADDITION

8"21/2" +/_
MIN. FINISHED CEILING

NEWLY FRAMED WALLS ALONG REAR AND OPEN LOT SIDE OF PROPERTY: —_—
WALL TYPE 'L' ON SHEET A702: AT INTERIOR, %" TYPE 'X' GYPSUM BOARD
(R-VALUE: 0.61) OVER SPRAY APPLIED GRANULATED MINERAL FIBER
MATERIAL (R-VALUE: 23; MIN. DENSITY OF 4.0PCF) COMPLETELY FILLING
EACH 2"x6" STUD WALL CAVITY (16" O.C.). AT EXTERIOR, 75" 'ZIP' SYSTEM
SHEATHING FULLY TAPED & SEALED (R-VALUE: 0.51) OVER STUDS WITH
CEMENT SIDING FINISH, TYPICAL. (UL ASSEMBLY #V318)

|
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Division of Zoning and Development Review
City of Pittsburgh, Department of City Planning

200 Ross Street, Third Floor
Pittsburgh, Pennsylvania 15219

HisTORrRIC REVIEW COMMISSION OF PITTSBURGH
Application for a Certificate of Appropriateness

DEADLINE:

Completed applications must be received at least
13 working days prior to the HRC hearing, when a
hearing is required

FEE SCHEDULE:
See attached. Please make check payable to:
Treasurer, City of Pittsburgh.

ADDRESS OF PROPERTY:

1212 Sherman Avenue

Pittsburgh, PA 15212

OWNER:

Name: Julia Calder

ADDRESsS: 1212 Sherman Avenue

Pittsburgh, PA 15212

STAFE USE ONLY:

DATE RECEIVED:

LoT AND BLOCK NUMBER:

WARD:

FEE PAID:

DISTRICT:

Mexican War Streets

APPLICANT:

Name: Julia Calder

ADDRESsS: 1212 Sherman Avenue

Pittsburgh, PA 15212

PHONEZ (41 2) 780'8585

EmalL: Jjuliacalder@gmail.com

REQUIRED ATTACHMENTS:

[l Drawings Photographs

[l Renderings

PHONEI (41 2) 780'8585

EmalL: Juliacalder@gmail.com

[] SitePlan [] Other

DETAILED DESCRIPTION OF PROPOSED PROJECT:

| will be taking down the current siding that is rotting and will be replacing it with James Hardie

siding to provide longevity to the siding while maintaining the same look, using the same color scheme.

SIGNATURES:

OWNER:

DATE: 6/12/2020

APPLICANT:

DaTE: 6/12/2020





















































































VICINTY MAP

LOCATION MAP
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SITE PLAN
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Taylor Structural Engineers, Inc.
Phone: (412) 722-0880
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‘/7 NOTE 1

<1
SN

BASEMENT/FOUNDATION PLAN

SCALE: 1/4" = 1'-0"

PLAN NOTES:

1. INFILL EXISTING MASONRY DOOR OPENING WITH NEW 10" CMU
(GROUT SOLID). REINFORCE WITH #5 HORIZONTAL BARS AT 24
INCHES ON CENTER (CENTER IN WALL). DRILL AND EMBED 4 INCHES
INTO EXISTING FOUNDATION WALL.

2. REFER TO DRAWING S201 FOR GENERAL NOTES AND TYPICAL DETAILS.

9!_6“ | 1 ol_Ou

6" CONCRETE SLAB-ON-GRADE
REINF. W/ 6x6 W2.1xW2.1 WWR
ELEV. T/SLAB = 100'-0"

— DEMO EXISTING WALLS
TO 8" BELOW NEW
CONCRETE PAD

6‘ . 9!_6“ 1 Ol_oll
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Tox X, 2 S201 :
ONCN : :
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AO . TF=97I_4II
‘9/3} [Tttt S © H1
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- \ | _ ——F
\ ol :__ ________________ - (2) 2x12
|
|
|
| x
i ' i ~ O
© S201 4" CONCRETE SLAB-ON-GRADE 5 = a 2x10 ROOF JOISTS _ _
@ REINF. W/ 6x6 W1.4xW1.4 WWR 5| N © 2x12 JOISTS - @ 16" O.C. L
ELEV. T/SLAB = 100'-0" < ) Lu @ 12" 0.C. > S
It @) 1/3\3\1 z
I z
1 S201__
I e
|: 4 ; NOTE 5
] l - 2) 2x12
= 1 T PR 5 7 1 Z
—— NOTE 6 —— NOTE 4
/ TYPICAL / TYPICAL
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O O
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0 %
X X
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TOOTH NEW AND —] TOOTH NEW AND —]
EXIST. MASONRY \ EXIST. MASONRY \
TOGETHER AT DOOR, TOGETHER AT WINDOW,
NOTE10ABOVEDOOR | I~~~ —~ NOTE 8 ABOVE WINDOW ; T - v Z ; -
§ | f d i v A A
’X L NOTE 10 MISC. LINTEL MISC. LINTEL '\ MISC. LINTEL L_NOTE 8
NEW CONCRETE STEPS ——> NOTE 11 NOTE 9
TO MATCH EXISTING
S201 S201

FIRST FLOOR FRAMING PLAN

SCALE: 1/4" = 1'-0"

PLAN NOTES:

1.
2.

10.

1.

12.

3/4" APA RATED WOOD FLOOR SHEATHING.

"F1" - INDICATES 2'-0" WIDE BY 1'-0" DEEP FOOTING.
REINFORCE WITH (3) #5 CONTINUOUS BARS AND
#5 TRANSVERSE BARS AT 16 INCHES ON CENTER.

. TF - INDICATES TOP OF FOOTING.
. REFERENCE ELEVATION 100'-0" INDICATES EXISTING

FINISHED FLOOR ELEVATION.

. 16" DIAMETER x 3'-6" DEEP SONOTUBE FOUNDATION.

FASTEN TIMBER POST TO FOUNDATION WITH SIMPSON
POST BASE LCBG66.

. CUT EXISTING JOIST BACK AS REQUIRED TO INSTALL NEW (2) LVL

BEAMS. FRAME EXISTING JOISTS INTO NEW BEAMS WITH SIMPSON
LUS310 FACEMOUNT JOIST HANGERS.

. PROVIDE CONTROL JOINTS IN SLAB-ON-GRADE AT A MAXIMUM

SPACING OF 15 FEET ON CENTER IN EACH DIRECTION.

. (2) LVL BEAM TO BEAR ON TREATED 2X PLATE. PACK MASONRY

POCKET TIGHT WITH TREATED BLOCKING AND INSTALL MASONRY
TIGHT TO TREATED BLOCKING.

. ATTACH STAIR STRINGER TO MASONRY WALL WITH 1/2" DIAMETER

HILTI HY270 ADHESIVE ANCHORS AT 16 INCHES ON CENTER
(2" EMBEDMENT).

AT INTERSECTION OF NEW AND EXISTING MASONRY, PROVIDE #5x1'-8" LONG
HORIZONTAL DOWELS AT 24 INCHES ON CENTER. DRILL AND EMBED 4
INCHES INTO EXISTING MASONRY WALL.

PROVIDE TEMPORARY BRACING AND SHORING AS REQUIRED TO DEMO AND
REBUILD EXISTING DOUBLE WYTHE MASONRY WALL. NEW WALL CONSTRUCTION
TO CONSIST OF 4" MASONRY VENEER WITH 8" CMU BACKUP. REINFORCE

8" CMU WITH #4 VERTICAL BARS AT 32 INCHES ON CENTER. PROVIDE VENEER

TIES AT 32 INCHES ON CENTER HORIZONTAL AND 16 INCHES ON CENTER VERTICAL.

REFER TO DRAWING S201 FOR GENERAL NOTES AND TYPICAL DETAILS.

SECOND FLOOR FRAMING PLAN

SCALE: 1/4" = 1'-0"

PLAN NOTES:

1

2.
3.

10.

. 5/8" APA RATED WOOD ROOF SHEATHING.
3/4" APA RATED WOOD FLOOR SHEATHING.
COMPOSITE OR 5/4 WOOD DECKING PER OWNER.

. CUT EXISTING JOIST BACK AS REQUIRED TO INSTALL NEW (2) LVL
BEAMS. FRAME EXISTING JOISTS INTO NEW BEAMS WITH SIMPSON
LUS310 FACEMOUNT JOIST HANGERS.

. PROVIDE TEMPORARY SHORING AS REQUIRED TO DEMO AND REBUILD
EXISTING DOUBLE WYTHE MASONRY WALL TO MATCH EXISTING
WALL CONSTRUCTION FROM SECOND FLOOR TO THIRD FLOOR/ROOF.

. (2) LVL BEAM TO BEAR ON TREATED 2X PLATE. PACK MASONRY
POCKET TIGHT WITH TREATED BLOCKING AND INSTALL MASONRY
TIGHT TO TREATED BLOCKING

. ATTACH STAIR STRINGER TO MASONRY WALL WITH 1/2" DIAMETER
HILTI HY270 ADHESIVE ANCHORS AT 16 INCHES ON CENTER
(2" EMBEDMENT).

. AT INTERSECTION OF NEW AND EXISTING MASONRY, PROVIDE #5x1'-8" LONG
HORIZONTAL DOWELS AT 24 INCHES ON CENTER. DRILL AND EMBED 4
INCHES INTO EXISTING MASONRY WALL.

. PROVIDE TEMPORARY BRACING AND SHORING AS REQUIRED TO DEMO AND
REBUILD EXISTING DOUBLE WYTHE MASONRY WALL. NEW WALL CONSTRUCTION
TO CONSIST OF 4" MASONRY VENEER WITH 8" CMU BACKUP. REINFORCE
8" CMU WITH #4 VERTICAL BARS AT 32 INCHES ON CENTER. PROVIDE VENEER

TIES AT 32 INCHES ON CENTER HORIZONTAL AND 16 INCHES ON CENTER VERTICAL.

REFER TO DRAWING S201 FOR GENERAL NOTES AND TYPICAL DETAILS.

NOTE 2
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[ NOTE 7
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NOTE 8 ABOVE WINDOW

1 1 1 1 1 N

MISC. LINTEL

L L L L \
MISC. LINTEL ’X MISC. LINTEL T NOTE 7

NOTE 8

THIRD FLOOR/ROOF FRAMING PLAN

SCALE: 1/4" = 1'-0"

PLAN NOTES:

1.

CUT EXISTING JOIST BACK AS REQUIRED TO INSTALL NEW (3) LVL
BEAMS. FRAME EXISTING JOISTS INTO NEW BEAMS WITH SIMPSON
LUS310 FACEMOUNT JOIST HANGERS.

. PROVIDE TEMPORARY SHORING AS REQUIRED TO DEMO AND REBUILD

EXISTING DOUBLE WYTHE MASONRY WALL TO MATCH EXISTING

WALL CONSTRUCTION FROM SECOND FLOOR TO THIRD FLOOR/ROOF.
PROVIDE TREATED 2x8 PLATE AT TOP OF WALL FOR JOIST BEARING.
FASTEN PLATE TO WALL WITH 3/8" DIAMETER HILTI KWIK HUS-EZ
SCREW ANCHORS AT 16 INCHES ON CENTER. PROVIDE SIMPSON H2.5A
TIES AT EACH ROOF JOIST.

. 3/4" APA RATED WOOD FLOOR SHEATHING.
. REMOVE EXISTING CEILING JOIST TO ALLOW FOR INSTALLATION OF

NEW STAIR. EXISTING ROOF RAFTER TO REMAIN.

. REMOVE PORTION OF EXISTING PARTITION WALL TO ALLOW FOR

INSTALLATION OF NEW STAIR.

. ATTACH EXISTING ROOF RAFTER TO MASONRY WALL WITH 1/2"

DIAMETER HILTI HY270 ADHESIVE ANCHORS AT 16 INCHES ON
CENTER (2" EMBEDMENT).

. AT INTERSECTION OF NEW AND EXISTING MASONRY, PROVIDE #5x1'-8" LONG

HORIZONTAL DOWELS AT 24 INCHES ON CENTER. DRILL AND EMBED 4
INCHES INTO EXISTING MASONRY WALL.

. PROVIDE TEMPORARY BRACING AND SHORING AS REQUIRED TO DEMO AND

REBUILD EXISTING DOUBLE WYTHE MASONRY WALL. NEW WALL CONSTRUCTION
TO CONSIST OF 4" MASONRY VENEER WITH 8" CMU BACKUP. REINFORCE
8" CMU WITH #4 VERTICAL BARS AT 32 INCHES ON CENTER. PROVIDE VENEER

TIES AT 32 INCHES ON CENTER HORIZONTAL AND 16 INCHES ON CENTER VERTICAL.

PROVIDE TREATED 2X8 PLATE AT TOP OF WALL FOR JOIST BEARING. FASTEN
PLATE TO WALL WITH 3/8" DIAMETER HILTI KWIK HUS-EZ SCREW

ANCHORS AT 16 INCHES ON CENTER. PROVIDE SIMPSON H2.5A TIES

AT EACH ROOF JOIST.

. REFER TO DRAWING S201 FOR GENERAL NOTES AND TYPICAL DETAILS.
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Taylor Structural Engineers, Inc.
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Division of Zoning and Development Review

City of Pittsburgh, Department of City Planning

200 Ross Street, Third Floor
Pittsburgh, Pennsylvania 15219

HisTORrRIC REVIEW COMMISSION OF PITTSBURGH
Application for a Certificate of Appropriateness

DEADLINE:
Completed applications must be received at least STAFEUSE ONLY:
13 working days prior to the HRC hearing, when a

hearing is required DATE RECEIVED:

LoT AND BLOCK NUMBER:

FEE SCHEDULE: .
See attached. Please make check payable to: WARD:
Treasurer, City of Pittsburgh.
FEE PAID:
ADDRESS OF PROPERTY: DISTRICT:
4333 Schenley Farm Ter Schenley Farm
Pittsburgh PA 15213
OWNER: APPLICANT:
NAME: Penn Pioneer NAME: CitySTUDIO
422 Cavitt 5150 Penn Ave

ADDRESS:__ Trafford. PA ADDRESS:

PHONE: PHONE: 412-427-6880

ryan@citystudiopgh.com
EMAIL: EMAIL:

REQUIRED ATTACHMENTS:
X1 Drawings Photographs Renderings X Site Plan [] Other

DETAILED DESCRIPTION OF PROPOSED PROJECT:

Repair and renovation of existing single family detached dwelling

and two detached garages

SIGNATURES:

OWNER: DATE:

APPLICANT: __ Ryan England DATE: 7/15/2020
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4333 SCHENLEY FARMS TERRACE

Existing 2 1/2-story early 20th-century (1915-1925) bungalow with flemish stretcher bond brick walls,
two chimneys, prominant dormer window, and roof covered first floor porch.
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View above property, with the intersection of Schenley Farms Terrace with
Centre Avenue, and Schenley High School at the right.
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View above property, facing the
intersection of Schenley Farms
Terrace with Centre Avenue, going
down towards Schenley High School.

View above property, facing the
intersection of Schenley Farms
Terrace with Centre Avenue, going
up towards UPMC Hospitals.

SURROUNDING CONTEXT
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View of existing house, at the entrance to Schenley Farms Terrace,
from Centre Avenue.

View of existing of house, seen looking up Schenley Farms Terrace,
with Centre Avenue on the right, down towards Schenley High School.

View of existing of house, seen from Centre Avenue.

SURROUNDING CONTEXT
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View of existing front elevation of house,
from the street (Schenley Farms Terrace).

View of existing side of single car brick garage,
from the street, with 4333 Schenley on the left.

CURRENT CONDITIONS
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View of existing corner of house, from
the entrance to Schenley Farms Terrace.

View of existing side of single car CMU garage,
from the street, with 4333 Schenley on the right.

View of existing corner of house, towards the entrance
to Schenley Farms Terrace and Centre Avenue.

CURRENT CONDITIONS



-GYE-TT¥ ® ¥ZTST Vd Y84Ngsilid “dAY uuad 0GTSG o wodysdoipnisAyd

The structure appears on the 1923 Hopkins Map,
making it approximately 100 years old.

HISTORIC MAPS
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View of proposed front (south) elevation.

PROPOSED ELEVATIONS
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View of proposed side (east) elevation.

PROPOSED ELEVATIONS
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View of proposed side (west) elevation.

PROPOSED ELEVATIONS
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(West) Side elevation windows

3775 317’6 3T 9-10"x3-1"
Double-Hung Double-Hung Double-Hung Double-Hung
(East) Side elevation windows
6'-7"5'-5" 1-10"x4"-6" 37l 2-10"x3-10"
Paired Accent Picture Casement Double-Hung Double-Hung
Front elevation windows
647 xd-8” 7-07x5'-2"

Paired Double-Hung

Paired Double-Hung

PROPOSED WINDOWS



citystudiopgh.com e 5150 Penn Ave., Pittsburgh PA 15224 e 412-345-
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Coachman®

Size:

8w X 8h

Style :

Design13

Construction :

4-layer 2" Palystyrene Insulation R-Value 9.0
Base Color :

Almond

Overlay :

Sandtone

Top Section :

5Q23

Glass :

DSB Strength Clear Glass (Non-Insulated)
Handle :

Spade Lift Handle x1

StepPlate :

Spade Step Plate x1

Hinge :

No Hinge x1

PROPOSED GARAGES
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	LOT AND BLOCK NUMBER: 
	WARD: 
	DISTRICT: 
	ZDR: 
	FEE PAID: 
	ADDRESS OF PROPERTY: 1309 Columbus Avenue
	OWNER NAME: Patrick Gritz
	COMPANY NAME: Gritz Construction
	OWNER ADDRESS: 5138 Natrona Way, Pittsburgh, PA 15201
	APPLICANT NAME: Maggie Connor
	COMPANY NAME_2: 1/1 Studio
	APPLICANT ADDRESS: 1411 Arch Street
	APPLICANT CONTACT EMAIL: maggie@1over1.com
	PHONE: 412-480-8746
	DETAILED DESCRIPTION OF PROPOSED PROJECT ATTACH ANOTHER SHEET IF NEEDED 1: Front Facade Restoration/Renovation: Remove vinyl siding and wrap. Restore/Replace cornice/box gutter/downspout, restore existing dormer, new windows, new window trim and hoods, new front door surround, new siding.
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