DEPRESSED CURBS FOR COMMERCIAL GRADE DRIVEWAYS
CONCRETE AND SANDSTONE

SECTION FOR CONCRETE CURB
NOTE: MATCH JOINTS IN CONCRETE DEPRESS CURBS WITH EXISTING OR PROPOSED PAVEMENT JOINTS AS DIRECTED.

SECTION FOR SANDSTONE CURB

NOTES:
PERFORATED PIPE MAY BE OMITTED FROM CURBING IF DRAWN AS DIRECTED.

WHERE CURB ELEVATION IS GREATER THAN 8 IN. THE CURB CONCRETE SHALL BE DEPRESSED TO ELEVATION 8 IN. ABOVE CURB ELEVATION

SANDSTONE CURB ONLY

CONCRETE CURB 8" THICK DOUBLE REINFORCED WITH NO. 4 GA. STEEL WIRE MESH 6" SPACING AND 5" SUBBASE.

PERFORATED PIPE DRAWN AS DIRECTED

DOUBLE REINFORCED WITH NO. 4 GA. STEEL WIRE MESH 6" SPACING CONCRETE SIDEWALK 8" THICK AND 5" SUBBASE.

CLOTHESLINE DRAINAGE

PROPERTY LINE

FULL WIDTH CURB

CURB (TYPE AS MARKED)

CURB (TYPE AS MARKED)

DECK CURB Poured INTEGRALLY WITH SLAB

3" M.L.

3" M.L.

4" M.L.

4" M.L.

4" M.L.

5" M.L.

5" M.L.

5" M.L.

5" M.L.

1/2" EXP. MATERIAL

1/2" EXP. MATERIAL

1/2" EXP. MATERIAL

1/2" EXP. MATERIAL

S 28 SUBBASE

S 28 SUBBASE

S 28 SUBBASE

S 28 SUBBASE

STREET PAVEMENT

STREET PAVEMENT

STREET PAVEMENT

STREET PAVEMENT

TAR PAPER, TWO PLY

TAR PAPER, TWO PLY

TAR PAPER, TWO PLY

TAR PAPER, TWO PLY

CEMENT-COVERED PERFORATED PIPE DRAIN

CEMENT-COVERED PERFORATED PIPE DRAIN

CEMENT-COVERED PERFORATED PIPE DRAIN

CEMENT-COVERED PERFORATED PIPE DRAIN

1/2" EXPANSION MATERIAL DEPRESSED TO FIT DRIVEWAY

1/2" EXPANSION MATERIAL DEPRESSED TO FIT DRIVEWAY

1/2" EXPANSION MATERIAL DEPRESSED TO FIT DRIVEWAY

1/2" EXPANSION MATERIAL DEPRESSED TO FIT DRIVEWAY

8" WNL. CONCRETE SLAB

8" WNL. CONCRETE SLAB

8" WNL. CONCRETE SLAB

8" WNL. CONCRETE SLAB

WIRE MESH REINFORCEMENT

WIRE MESH REINFORCEMENT

WIRE MESH REINFORCEMENT

WIRE MESH REINFORCEMENT

ELEVATION OF ADJACENT CURB DRAIN

ELEVATION OF ADJACENT CURB DRAIN

ELEVATION OF ADJACENT CURB DRAIN

ELEVATION OF ADJACENT CURB DRAIN

BROKEN STONE DRAIN (Spillway Pipe drain)

BROKEN STONE DRAIN (Spillway Pipe drain)

BROKEN STONE DRAIN (Spillway Pipe drain)

BROKEN STONE DRAIN (Spillway Pipe drain)

SECTION FOR CONCRETE CURB

SECTION FOR CONCRETE CURB

SECTION FOR CONCRETE CURB

SECTION FOR CONCRETE CURB

SECTION FOR SANDSTONE CURB

SECTION FOR SANDSTONE CURB

SECTION FOR SANDSTONE CURB

SECTION FOR SANDSTONE CURB

DEPRESSED CURBS FOR COMMERCIAL GRADE DRIVEWAYS

CONCRETE AND SANDSTONE

DWG. NO. SC-601

CITY OF PITTSBURGH
STANDARDS OF CONSTRUCTION

SIDewALKS AND SIDEWALK RAMPS
COMMERCIAL GRADE DRIVEWAYS

APPROVED BY:

DIRECTOR, DEPARTMENT OF PUBLIC WORKS

DATE: July 1, 1993

OFFICE ANO OFFICE NO. CASE NO.

REVISION