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Project Timeline

Project Inception

Utility Coordination Meeting

Geotechnical Investigation

Councilman Lavelle Meeting

City Planning Pre-Application Meeting

Uptown Partners RED Committee Presentation

Uptown Partners RED Committee Approval

City of Pittsburgh Zoning Development Review Application
City of Pittsburgh Design Review Comments

Notification of RCO DAM Requirement

Development Activities Meeting

Planning Commission Briefing

Planning Commission Hearing and Action

April 2019

June 2019

July 2019
September 3, 2019
September 6, 2019
September 19, 2019
October 1, 2019
October 8, 2019
October 29, 2019
November 25, 2019
March 11, 2020

June 2, 2020
June 16, 2020
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Project Zoning District

Uptown Public Realm District A - Ecolnnovation District

The Uptown Public Realm District (UPR) or "district" was created to provide regulations for the development and growth of Uptown as Pittsburgh's first
Ecolnnovation District. A special emphasis is placed on sustainability and economic development in the district. The regulations preserve the mixed-use nature of
the community and encourage investment to increase the residential population and commercial activity.

Specifically, the intent of the Uptown Public Realm District is:
To implement the development vision of the Uptown / West Oakland Ecolnnovation District Plan;
To allow denser development which better utilizes limited lands and supports a complete and healthy urban community;
To encourage innovative new buildings that are highly energy efficient, produce energy on-site or connect to efficient district energy systems, and/or capture
and treat rainwater on-site using green infrastructure;

Primary Design Considerations:

- Structured parking must be designed to allow for conversion to other uses

- No building wall adjacent to a street shall contain a non-articulated condition greater than fifty (50) linear feet in length

- Building wall articulation shall be achieved through changes in the facade depth no smaller than six (6) inches

- Street level facades fronting on Fifth Avenue and Forbes Avenue or primary building frontages on any other street shall be transparent between the height
of three (3) feet and eight (8) feet above the walkway grade for no less than sixty (60) percent of the horizontal length of the building facade

-Active uses shall be provided along the ground floor of the building frontage along Fifth Avenue and Forbes Avenue or primary building frontages on any
other street. Active uses include residential, retail, office, lobbies, and bike facilities

-All primary structures shall provide a prominent and highly visible street level doorway or entrance on the facades of the building that front onto Fifth
Avenue or Forbes Avenue

Project Design Solutions
Green Roof - Stormwater capture and achieving height bonus point per Ecolnnovation Zoning Bonus Goals and Points
Limited Parking - Reducing parking to align with UPR-A Exemption
High Performance MEP Building Systems
Public Art Opportunities - Upper Levels/Our Way Facade
Neighborhood Scaled/Priced Retail Opportunity

1717 Fifth Avenue

Residential Development
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All dimensions and existing conditions shall be checked and
verified by Contractor at the site. Any discrepancy shall be
reported to the Architect in writing.

® Indovina Associates Architects, L.L.C. 2019

Project Number 19121
Date 04/01/2020

Revisions

Building Elevation
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LANGAN

DEMOLITION NOTES

1. EXISTING BOUNDARY AND TOPOGRAPHY IS BASED ON A PLAN TITLED "ALTA/NSPS LAND TITLE SURVEY”

FOR ™717 FIFTH AVE, LLC” PROJECT SITUATED IN "ALLEGHENY COUNTY, PENNSYLVANIA,” PREPARED BY
LANGAN ENGINEERING AND ENVIRONMENTAL SERVICES, INC., DATED JUNE 19, 2019.

2. BACKFILLING SHALL BE DONE IN 8—INCH THICK MAXIMUM LOOSE LIFTS. EACH LIFT SHALL BE COMPACTED

TO OBTAIN A MINIMUM OF 95% OF THE SOIL'S MAXIMUM DENSITY AS DETERMINED BY ASTM D1557,
MODIFIED PROCTOR METHOD.

3. AFTER EXISTING UTILITY ABANDONMENT, THE AREA OF CONSTRUCTION SHOULD BE BROUGHT TO THE
REQUIRED SUBGRADE LEVEL. WHERE EXCAVATION IS REQUIRED, THE AREA SHOULD BE PROOF—ROLLED
(AFTER CUTTING TO THE REQUIRED GRADE LEVEL). SHOULD ANY SOFT OR OTHERWISE UNSUITABLE
CONDITIONS BE OBSERVED, THE MATERIAL SHOULD BE REMOVED AND REPLACED WITH APPROVED
PROPERLY COMPACTED FILL. IN ADDITION THE SUBGRADE SOIL SHOULD BE COMPACTED TO OBTAIN A

MINIMUM OF 95% OF THE SOIL'S MAXIMUM DENSITY AS DETERMINED BY ASTM D1557 MODIFIED PROCTOR
EXISTING 6—IN SEWER LATERAL METHOD.

EXISTING 6—IN SEWER TO BE TERMINATED AT MAIN

LATERAL TO BE VIA LINER AND/OR GROUT 4. OFF SITE FILL MATERIAL SHOULD CONSIST OF WELL GRADED SAND AND/OR GRAVEL HAVING NOT MORE
TERMINATED AT MAIN THAN 15% BY DRY WEIGHT PASSING THE NO. 200 SIEVE. ALL IMPORTED FILL SHOULD BE FREE OF

VIA LINER AND/OR UTILITY POLE TO REMAIN ORGANICS AND OTHER DELETERIOUS MATERIALS, AND SHOULD HAVE A MAXIMUM PARTICLE SIZE OF NO
GROUT / AND BE PROTECTED GREATER THAN 3 INCHES. ANY IMPORTED FILL PROPOSED FOR USE AT THE SITE SHOULD BE FREE OF ALL
—l— _ _ _ _ - — - HAZARDOUS SUBSTANCES. THE CONTRACTOR SHOULD PROVIDE DOCUMENTATION OF COMPLIANCE PRIOR TO

! DELIVERY OF ANY FILL TO THE SITE. GRAIN—-SIZE DISTRIBUTION, MAXIMUM DRY DENSITY AND THE OPTIMUM
MOISTURE CONTENT DETERMINATIONS SHOULD BE MADE ON RESPECTIVE SAMPLES OF THE BACKFILL
MATERIALS PROPOSED BY THE CONTRACTOR.

OVERHEAD WIRE TO REMAIN—/

ALL EXISTING UTILITES
IN ROADWAY TO BE AND BE PROTECTED

PROTECTED (TYP)

EXISTING PAVEMENT

OUR WAY (15’ RW) TO BE REMOVED FOR 5. THESE PLANS REPRESENT THE OVERALL SITE WORK IMPROVEMENTS REQUIRED FOR PROJECT
(ASPHALT) SEWER LINE CONSTRUCTION. THE CONTRACTOR SHALL FURNISH, INSTALL, TEST AND COMPLETE ALL WORK TO THE
SAWCUT PAVEMENT SATISFACTION OF THE ENGINEER AND OWNER IN ACCORDANCE WITH THE CONTRACT DOCUMENTS. THE
PO U Wor spvn raeua T Sl S O TR MM M e o ST S
CONCRETE WALL TO REMAIN 5°19'20" E 104.00% FOR UTILITY WORK INSTRUCTIONS REQUIRED FOR SITE WORK CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE TO
AND BE_PROTECTED VAN VAVAVATATATEN AN b= _ _ __ __ __ CONSTRUCT ALL IMPROVEMENTS DEPICTED ON THESE PLANS IN ACCORDANCE WITH ALL APPLICABLE RULES,
™ 1=

PN: 11-E—-40

SAMER F. KAMOUTH
VOL. 15890, PG. 502

- - -- - —c - +=Op= o \ REGULATIONS AND LAWS IN EFFECT AT THE TIME OF CONSTRUCTION.

CONCRETE WALL TO BE —] : | 6. THE CONTRACTOR SHALL ACCEPT THE SITE AS IS. THE CONTRACTOR SHALL ASSESS CONDITIONS, AND THE
DEMOLISHED AND KIND, QUALITY AND QUANTITY OF WORK REQUIRED. THE OWNER MAKES NO GUARANTEE IN REGARD TO THE
TEMPORARILY BOLSTERED . ACCURACY OF ANY AVAILABLE INFORMATION WHICH WAS OBTAINED DURING INVESTIGATIONS. THE
| DURING BUILDING i | - CONTRACTOR SHALL MAKE A THOROUGH SITE INSPECTION IN ORDER TO FIELD CHECK EXISTING SITE
| CONSTRUCTION. COORDINATE CHAIN_ LI CONDITIONS, CORRELATE CONDITIONS WITH THE DRAWINGS AND RESOLVE ANY POSSIBLE CONSTRUCTION
WITH ADJACENT PROPERTY FENCE TOXBE CONFLICTS WITH THE OWNER AND ENGINEER PRIOR TO COMMENCEMENT OF WORK. THE CONTRACTOR SHALL
OWNER AND STRUCTURAL DEMOLISH MAKE ADDITIONAL TOPOGRAPHIC SURVEYS HE DEEMS NECESSARY, PROVIDED THEY ARE COORDINATED WITH
ENGINEER. , . THE OWNER. ANY CONDITIONS DETERMINED BY THE CONTRACTOR THAT DIFFER FROM THE INFORMATION
i i SHOWN ON THE DRAWINGS THAT ARE NOT BROUGHT TO THE ATTENTION OF THE OWNER AND ENGINEER
PRIOR TO THE START OF WORK SHALL NOT BE CONSIDERED GROUNDS FOR ADDITIONAL PAYMENT OR
| URBAN CHANGES TO THE CONTRACT DURATION, OR ANY OTHER CLAIMS AGAINST THE OWNER OR OWNER'S
< TOMMIE L. & ESMA H. TOMMIE L. & ESMA H. [ REDEVELOPMENT ENGINEER.
SMALL SMALL AUTHORITY OF
PN: 11-E-33 PN: 11-E-32 PITTSBURCH 7. THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN REQUESTS FOR INFORMATION
VOL. 11134, PG. 129 VOL. 10000, PG. 420 PN: 11-E-31 (RFIS) TO THE OWNER AND ENGINEER PRIOR TO THE CONSTRUCTION OF ANY SPECIFIC SITE WORK ITEM.
- VOL. 14542, PG. 565 I THE RFI SHALL BE IN A FORM ACCEPTABLE TO OWNER AND ENGINEER AND SHALL ALLOW FOR A MINIMUM
[ ! OF TEN WORK DAYS OR ADDITIONAL REASONABLE TIME FOR A WRITTEN REPLY. RFIS SHALL BE NUMBERED
CONSECUTIVELY BY DATE SUBMITTED. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE WORK
: ITEMS CONSTRUCTED DIFFERENTLY THAN INTENDED OR AS DEPICTED ON THE PLANS.

250088601

PROJECT NO.

8. INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH AS ROADWAY GRADES, INVERT
ELEVATIONS, RIM ELEVATIONS, GRATE ELEVATIONS, BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE
FOUND IN MORE THAN ONE LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL

4 EXISTING ASPHALT, GRAVEL, ! SUFFICIENTLY REVIEW ALL PLANS, PROFILES AND ANY OTHER INFORMATION IN THE CONTRACT DOCUMENTS

N5 EONCRETE DEaRIS FOR CONSISTENCY PRIOR TO CONSTRUCTION. ANY INCONSISTENCIES OR DISCREPANCIES THAT ARE FOUND

2 , | BY THE CONTRACTOR OR HIS ASSIGNS SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE

g Z%gEmnflyéAF%gNgéglggsséo | OWNER AND ENGINEER IN WRITING, IN THE FORMAT OF AN RFI PRIOR TO CONSTRUCTION.

IMPROVEMENTS SHALL BE 9. THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED THROUGHOUT THE PLAN

/ Eﬁ%g‘gg 'J‘NLT::"SES'R SET AS WELL AS REFERENCES TO SPECIFICATIONS FROM APPLICABLE GOVERNING AUTHORITIES AND

OTHERWISE NOTED | INDUSTRY STANDARDS. IT IS THE CONTRACTOR’S RESPONSIBILITY TO OBTAIN, REVIEW AND ADHERE TO ALL
| THESE DOCUMENTS.

90.00" REC. & USED

PN: 11—-E-39
JAIN VIKAS
PN: 11—-E-88
VOL. 12697, PG. 546
1,942 SQ. FT.

SAMER F. KAMOUTH
VOL. 15627, PG. 183

90.00" REC. & USED

\ 1 10. ALL CONSTRUCTION AND DEMOLITION DEBRIS GENERATED BY THIS PROJECT SHALL BE PROPERLY DISPOSED
/ ! OF AT AN ACCEPTABLE OFF—SITE FACILITY IN ACCORDANCE TO LOCAL, STATE, AND FEDERAL
REGULATIONS.

11. ALL ADJACENT PROPERTIES AND UTILITIES NOT CALLED OUT TO BE DEMOLISHED MUST BE PROTECTED
| DURING DEMOLITION AND CONSTRUCTION IN ACCORDANCE WITH ANY LOCAL OR STATE
CODES/REQUIRMENTS.

N 04°40°40" E

! 12. EXISTING SIGNS AND SURFACE FEATURES SHALL BE PROTECTED OR BE REPLACED IN KIND UNLESS
! OTHERWISE NOTED ON PLANS.

S 04°40'40" W

“@03=-

|
. EXISTING \ |
- BUILDING AND STORM SEWER\TO BE
FOUNDATIONS TO DEMOLISHED UR(TO \
BE PROTECTED CURB’ LINE. g
CONTRACTOR T Q '
TEMPORARILY” CAP
T O\ REMAINING S \ET W0 B SHED. TO BE EXISTING
DEMOUSHED, ™\ - Lo 00 e DEMOLISHED BUILDING AND :
FOUNDATIONS TO
! TO BE’DEMOLISHED.

ORDIN ™ BE PROTECTED
BOLLARD TO BE TILITY PROVIDER X

EMOLISH
LLARD TO“BE BOLLARD_TO :
EMOLISH . BE DEMGLISHED \ |

- Z aol ao1 aon

METAL COVER TO/ \ . METAL FENCE\
SAWCUT SIDEWAEK — | TO BE METAL COVER

REMAIN AND BE METALTERCE | __—EXISTING PAVEMENT \METAL FENCE TO
\DEMOLISHED 10 REMAIN AND

TO BE ,1_
PROTECTED TO BE REMOVED FOR BE DEMOLISHED
DEMOLISHED SEWER LINE -~ BE PROTECTED
\TREE TO :

REMAIN AND -
BE PROTECTED

—
‘e

CONSTRUCTION
a0l \ — 6 [T SAWCUT PAVEMENT OVERHEAD WIRE TO BE
— FOR UTILITY WORK DEMOLISHED. COORDINATE

WITH UTILITY PROVIDER UTILITY POLE
UTILITY POLE TO REMAIN TO REMAIN AND

AND BE PROTECTED \ BE PROTECTED

LEGEND

EXISTING PAVEMENT TO BE
DEMOLISHED

VERHEAD ELECTRIC EXISTING CONCRETE SIDEWALK TO REMAIN AND
SIGN TO BE REMOVED g\ WIRE TO REMAIN AND BE PROTECTED

AND REESTABLISHED CURB TO BE BE PROTECTED ~
AFTER CONSTRUCTION DEMOLISHED FIFTH AVENUE (60’ RW) -

ACTIVITIES (AKA. PENNSYLVANIA AVE.) e

Ve EXISTING SEWER TO REMAIN AN
1O S RCL PAVEMENT | EXISTING 10—IN SEWER AND BE PROTECTED FOR R N E TO N
o [INE LATERAL/TO BE TERMINATED REUSE FROM CURBLINE TO REMAIN AN
AT MAIN VIA LINER AND/OR POINT OF CONNECTION TO .
GR PWSA SEWER

SAWCUT — S

ALL EXISTING
UTILITIES IN

ROADWAY TO LINEAR DEMOLITION OF SITE
BE PROTECTED FEATURE

GAS LINE TO
REMAIN AND BE LINEAR DEMOLITION DYV VRV
PROTECTED AN OF UTILITY

I
|
|
B

SITE FEATURE TO BE x
SAWCUT PAVEMENT-/ DEMOLISHED

FOR UTILITY WORK
EXISTING 10—IN SEWER EXISTING 10—IN SEWER EXISTING 10-IN SEWER EXISTING 10—IN SEWER
LATERAL TO BE TO BE REUSED LATERAL TO BE TERMINATED LATERAL TO BE TERMINATED LATERAL TO BE TERMINATED 10 0 2 4 10
AT MAIN VIA LINER AND/OR AT MAIN VIA LINER AND/OR AT MAIN VIA LINER AND/OR LIMIT OF DISTURBANCE LoD
GROUT GROUT GROUT

SCALE: 1 INCH = 10 FEET
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rPAVEMENT
REMOVAL /REINSTALLATION FOR FILL IN SPACE BETWEEN BUILDING
UTILITY /WORK. AND EXISTING ROADWAY WITH
MEET/EXISTING PAVEMENT PROPOSED CONCRETE PAVEMENT _ _ - - SCALE: 1” = 2000’
PAVEMENT SgggclEI:TTSBURGH EAST QUADRANGLE
REMOVAL /REINSTALLATION
SECOND STORY =1 | OUR WAY (15’ RW) I~ FOR UTILITY WORK.
BUILDING EDGE ON |- . ASPHALT) = MEET EXISTING PAVEMENT
PROPERTY LINE | 1 [
R |
| slss19'20” E 104.00’ |
== == == == o= q \ - - . |A | Y < g N - -= - = | - - - - 1
— ) | PITTSBURGH CITY ZONING TABLE - 1717 FIFTH AVENUE G E N ERAL NOTES
| LOTS 11-E-34, 11-E-37 & 11-E-37-1 -
SECOND FLOOR ZONING DISTRICT: UPR-A: Uptown Public Realm A District " 3
LANDING. SEE =i . P T T T S T 1. THESE PLANS ARE DESIGN DEVELOPMENT LEVEL PLANS NOT INTENDED FOR @
| égiWL%%TURAL 1= N VT iR WL T e CONSTRUCTION. THESE PLANS ARE COMPLETED WITH EXISTING BOUNDARY AND 8
! FIRST FLOOR BELOW R Bt RETAIL SALES AND SERVICES (LIMITED) RETAIL SALES AND SERVICES (LIMITED) gggegsﬁi%YR ls;gljgé\Tﬂ91N71E;AI§IE'2'HO'XV§NTJLEANLLEILEQ LAAll_\l-E;AA/N NAS'\TDS S:.’FISD TliIJl;\lEE 8
SECOND-FLOOR DOOR AT w |MIN. LOT SIZE 0AC 0.21AC 35, 2019 : ~
GRADE™ON OUR WAY. | E BUILDING HEIGHT ’ )
S ARG T as l e S L it 2. THESE PLANS REPRESENT THE OVERALL SITEWORK IMPROVEMENTS REQUIRED FOR )
ke BLOL BN EEIET i PEACEEHANEE Pk k] - PROJECT CONSTRUCTION. THE CONTRACTOR SHALL FURNISH, INSTALL, TEST AND o)
by 65 FT
BUILDING EDGE ON S L IRl SR Y ERATED e o0 T COMPLETE ALL WORK TO THE SATISFACTION OF THE ENGINEER AND OWNER IN Z
, PROPERTY LINE ~ TOMMIE L. & ESMA H. TOMMIE L. = s ACCORDANCE WITH THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL BE
SMALL SU BUILDING SETBACKS: X
| T SOLELY RESPONSIBLE FOR MEANS AND METHODS OF CONSTRUCTION; AS SUCH, b
: % PN: 11—-E-33 PN: 71| @ | MIN.INTERIOR SIDE OFT OFT THESE PLANS DO NOT COMPLETELY REPRESENT, NOR ARE THEY INTENDED TO o
VOL. 11134, PG. 129 VoL. 100 & MIN. REAR (WHEN ADJACENT TO A WAY) OFT OFT REPRESENT, ALL SPECIFIC INSTRUCTIONS REQUIRED FOR SITEWORK CONSTRUCTION. @)
3 | = | MINFRONT (FIRST 50 FT FROM GROUND) OFT 0FT THE CONTRACTOR SHALL BE RESPONSIBLE TO CONSTRUCT ALL IMPROVEMENTS &
a i ! @ | MIN. FRONT (51-90 FT FROM GROUND) 10 FT 102 FT DEPICTED ON THESE PLANS IN ACCORDANCE WITH ALL APPLICABLE RULES, o
T © % 8 BUILDING FRONTAGE ALONG BUILD-TO-LINE 80% ~80% REGULATIONS AND LAWS IN EFFECT AT THE TIME OF CONSTRUCTION.
Q ¥ G SPACES: S SPACES
N So™ | .. o CﬁEAﬁng: gCFEOFF_STREET S 0 SPACES 10 SPACE 3. THE CONTRACTOR SHALL ACCEPT THE SITE AS IS. THE CONTRACTOR SHALL ASSESS
5 3 S r P 3 e ity T —— CONDITIONS, AND THE KIND, QUALITY AND QUANTITY OF WORK REQUIRED. THE
9. qum S . S > il OWNER MAKES NO GUARANTEE IN REGARD TO THE ACCURACY OF ANY AVAILABLE
SRR Ny e 51,8 Q o @ | MULTELINIT RESIDENTIAL 1 SPACE{ LINIT = 51 SPACES INFORMATION WHICH WAS OBTAINED DURING INVESTIGATIONS. THE CONTRACTOR
ﬁ&l:‘ N &1“:“1 2“:10\) o (9] : 3 PARKING REDUCTION PER UPR ZONING 51 SPACES * 100% REDUCTION = 0 SPACES SHALL MAKE A THOROUGH SITE INSPECTION IN ORDER TO FIELD CHECK EXISTING
TS .8 S. 83 - - S | MIN. NUMBER OF HANDICAPPED SPACES 0 SPACES 1 SPACES (1 DEDICATED FOR VAN) SITE CONDITIONS, CORRELATE CONDITIONS WITH THE DRAWINGS AND RESOLVE ANY
RS 55\ ;:EMQ 9 Ve —835— — N g POSSIBLE CONSTRUCTION CONFLICTS WITH THE OWNER AND ENGINEER PRIOR TO
R 0 S RN ) 5 . . COMMENCEMENT OF WORK. THE CONTRACTOR SHALL MAKE ADDITIONAL
gnz, ) S § | S S / - o M'R'\JE‘TEZ\"(EYCLE SRR 0_600107 SFPé(E)EgPACEQ Llaiies TOPOGRAPHIC SURVEYS HE DEEMS NECESSARY, PROVIDED THEY ARE COORDINATED
3 g ! = Z ; - ; WITH THE OWNER. ANY CONDITIONS DETERMINED BY THE CONTRACTOR THAT DIFFER
v R / N & | MULTEUNITRESIDENTIAL . . S TS o e . FROM THE INFORMATION SHOWN ON THE DRAWINGS THAT ARE NOT BROUGHT TO
‘ \ g MIN. PROTECTED BICYCLE PARKING SPACES 60% OF ALL BICYCLE PARKING SPACES = 10 SPACES 4 SPACES THE ATTENTION OF THE OWNER AND ENGINEER PRIOR TO THE START OF WORK
Ll / ~ : SHALL NOT BE CONSIDERED GROUNDS FOR ADDITIONAL PAYMENT OR CHANGES TO
s | / PROPOSED 6-STORY, MULTI-UNIT HEVAEI VS HENE W SFSE 1 SPACE (IN GARAGE) THE CONTRACT DURATION, OR ANY OTHER CLAIMS AGAINST THE OWNER OR
(@] \ RETAIL < 2,401 SF = 0 SPACE OWNER’S ENGINEER
< RESIDENTIAL . " .
- ‘ / MULTI-UNIT RESIDENTIAL 50,001 SF - 80,000 SF = 1 SPACE
! =, 56,160 GSF BUILDING AN - g 4. THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN
O 1ST STORY 9,360 GSF N i £ REQUESTS FOR INFORMATION (RFIS) TO THE OWNER AND ENGINEER PRIOR TO THE
© 2ND STORY 9,205 GSF b 8 lemrerinems 1 TREE /30 LF PROPERTY ADJOINING PUBLIC STREET 1 TREE CONSTRUCTION OF ANY SPECIFIC SITEWORK ITEM. THE RFI SHALL BE IN A FORM
- 3RD STORY 9,221 GSF AN ~ , a (104 LP) = 4 TREES ACCEPTABLE TO OWNER AND ENGINEER AND SHALL ALLOW FOR A MINIMUM OF TWO
4TH STORY 8221 GSF o | 2 WORK DAYS OR ADDITIONAL REASONABLE TIME FOR A WRITTEN REPLY. RFIS SHALL
5TH STORY 8'? 84 GSF AN er 3 BE NUMBERED CONSECUTIVELY BY DATE SUBMITTED. THE CONTRACTOR SHALL BE
, T R T T T T SOLELY RESPONSIBLE FOR SITEWORK ITEMS CONSTRUCTED DIFFERENTLY THAN
_ | 6TH STORY 8,148 GSF AN © 0 i%EQUIRES gl INTENDED OR AS DEPICTED ON THE PLANS.
| n BUILDING EDGE ON 5 | .
| N PROPERTY LINE E TS AREaeL (R 5. INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH AS
\ . ROADWAY GRADES, INVERT ELEVATIONS, RIM ELEVATIONS, GRATE ELEVATIONS,
, | BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE FOUND IN MORE THAN ONE
! LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL SUFFICIENTLY
REVIEW ALL PLANS, PROFILES AND ANY OTHER INFORMATION IN THE CONTRACT
: DOCUMENTS FOR CONSISTENCY PRIOR TO CONSTRUCTION. ANY INCONSISTENCIES OR
| \ DISCREPANCIES THAT ARE FOUND BY THE CONTRACTOR OR HIS ASSIGNS SHALL BE
) IMMEDIATELY BROUGHT TO THE ATTENTION OF THE OWNER AND ENGINEER IN
\ WRITING, IN THE FORMAT OF AN RFI PRIOR TO CONSTRUCTION.
GROUND FLOOR DOOR
AT GRADE ALONG \ | 6. THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED
‘ FIFTH AVE., SEE ! THROUGHOUT THE PLAN SET AS WELL AS REFERENCES TO SPECIFICATIONS FROM
| GARAGE ENTRANCE. ool TECTURAL \ APPLICABLE GOVERNING AUTHORITIES AND INDUSTRY STANDARDS. IT IS THE
SEE ARCHITECTURAL DRAWINGS \ CONTRACTOR’S RESPONSIBILITY TO OBTAIN, REVIEW AND ADHERE TO ALL THESE
- ! DRAWINGS \ DOCUMENTS.
|
‘ 7. EXISTING CURB AND SIDEWALK TO REMAIN AS SHOWN ON THE DEMOLITION PLAN.
\ REMOVE EXISTING PAVEMENT AS NECESSARY TO ACCOMMODATE UTILITY WORK AND
P— ! REPLACE CURB AND SIDEWALK IN KIND AS SHOWN ON THIS PLAN. REPAIR
L 20 FT e ﬂ PAVEMENT AND ADJACENT CURB AS NECESSARY.
| RN et - b . , — - ! B I I — / - - - -
- -- == e L T L N T T L LR Vo e e e s SR B T PR 8. PAVEMENT AFFECTED BY TRENCHING OR OTHER CONSTRUCTION ACTIVITIES SHALL
ST I O St YNGBEMOR20QT WY e v GR10400; L Tt T e e BE RESTORED TO ITS ORIGINAL AND PROPER CONDITION.
N S T S e [ SR TR Y /A R Sl S LA S — 2 '__ﬂ‘_s___
DEPRESSED [ .« ', - e FILL IN SPACE BETWEEN BUILDING EDGE ON _ 9. THESE PLANS ARE SUBJECT TO CHANGE PENDING THE FOLLOWING REGULATORY
12.0 FT CURB TO N | - vy CoN BUILDING AND EXISTING RROPERTY LINE 120 FT AGENCY REVIEW AND APPROVAL.
MATCH A A SIDEWALK WITH PROPOSED MEET EXISTING \ —PENNSYLVANIA DEP
EXISTING 1\ » v LI SIDEWALK SIDEWALK (TYP) N —ALLEGHENY COUNTY HEALTH DEPARTMENT
N\ ~ —ALLEGHENY COUNTY CONSERVATION DISTRICT
— = 1 — —CITY OF PITTSBURGH
D) —PITTSBURGH WATER AND SEWER AUTHORITY
‘I C . SIDEWALK REMOVAL/REINSTALLATION A
| FOR UTILITY WORK. MEET EXISTING ~
MEET EXISTING L PAVEMENT -
CURB | o
I EXISTING CURB CUT TO s
T REMAIN AND BE REUSED -
R PAVEMENT -
SRR REMOVAL /REINSTALLATION FIFTH AVENUE (60’ RW) -
|- FOR UTILITY WORK MEET
R e EXISTING PROPOSED
Z _ _ _ _ _ - _ _ _ _ _ _ _ _ _ _ _ Ry _ _ X _ _ _ _ _ _ _ _ _ _ _ -
| . PROPERTY BOUNDARY -
I
| ™~ BUILDING LINE I
l'.' '.'l CONCRETE PAVEMENT SRR S
S | . L3 Y -
. \ SARNNPRIRIL .
| — ~
CONCRETE CURB
L \ DOOR v
| |
L S — 5
FENCE
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1 2 3 4 ) 6 | 7 | 8
1. THESE PLANS ARE COMPLETED WITH EXISTING BOUNDARY AND TOPOGRAPHY INFORMATION BASED ON A 21. UNTIL THE SITE IS STABILIZED, ALL SOIL EROSION AND SEDIMENT CONTROL BMPS MUST BE MAINTAINED
PLAN TITLED "ALTA/ NSPS LAND TITLE SURVEY” FOR PROJECT "1717 FIFTH AVENUE, LLC" BY LANGAN PROPERLY. MAINTENANCE MUST INCLUDE INSPECTIONS OF ALL EROSION AND SEDIMENT CONTROL BMPS
’ AND DATED JUNE 19, 2019. AFTER EACH RUNOFF EVENT AND ON A WEEKLY BASIS. ALL PREVENTATIVE AND REMEDIAL MAINTENANCE
WORK, INCLUDING CLEAN OUT, REPAIR, REPLACEMENT, REGRADING, RESEEDING, REMULCHING AND
2. LIMIT OF DISTURBANCE = 0.25 ACRES RENETTING MUST BE PERFORMED IMMEDIATELY. IF SOIL EROSION AND SEDIMENT CONTROL BMPS FAIL TO
PERFORM AS EXPECTED, REPLACEMENT BMPS, OR MODIFICATIONS OF THOSE INSTALLED WILL BE
3. MAINTENANCE OF ALL TEMPORARY AND PERMANENT E&S CONTROL FACILITES IS THE RESPONSIBILITY OF REQUIRED.
THE CONTRACTOR(S).
22. A LOG SHOWING DATES THAT SOIL EROSION AND SEDIMENT CONTROL BMPS WERE INSPECTED AS WELL AS
4. ALL CONTRACTORS ASSIGNED WITH INSTALLATION OF EROSION AND SEDIMENTATION CONTROL MEASURES ANY DEFICIENCIES FOUND AND THE DATE THEY WERE CORRECTED SHALL BE MAINTAINED ON THE SITE
SHALL BE REQUIRED TO BECOME A CO—PERMITTEE ON EROSION AND SEDIMENT POLLUTION CONTROL AND BE MADE AVAILABLE TO REGULATORY AGENCY OFFICIALS AT THE TIME OF INSPECTION.
PERMIT WITH THE OWNER.
23. SEDIMENT TRACKED ONTO ANY PUBLIC ROADWAY OR SIDEWALK SHALL BE RETURNED TO THE
CONSTRUCTION SITE BY THE END OF EACH WORK DAY AND DISPOSED IN THE MANNER DESCRIBED IN THIS
5. CONTRACTOR SHALL PROVIDE WRITTEN DOCUMENTATION OF REPAIR AND/OR REPLACEMENT OF BMPS. BoAN. N ND CASE SHALL THE SEOIMENT BE WASHED, SHOVELED. OR SWERT INTO. ANY ROADSIDE DITCH.
6. CONTRACTOR SHALL MAXIMIZE PROTECTION OF EXISTING DRAINAGE FEATURES AND VEGETATION TO THE STORM SEWER, OR SURFACE WATER
GREATEST EXTENT POSSIBLE. 24. ALL SEDIMENT REMOVED FOR BMPS SHALL BE DISPOSED OF IN THE MANNER DESCRIBED IN THE PLANS.
R R e o APEROVED T 7. CONTRACTOR SHALL MINIMIZE SOIL COMPACTION TO THE GREATEST EXTENT POSSIBLE. 25. AREAS WHICH ARE TO BE TOPSOILED SHALL BE SCARIFIED TO A MINIMUM DEPTH OF FOUR INCHES PRIOR
ALTERNATIVE TO PROVIDE SOILS 8. THE CONTRACTOR SHALL REMOVE FROM THE SITE, RECYCLE, OR DISPOSE OF ALL CONSTRUCTION TO_PLACEMENT OF TOPSOIL. - AREAS TO BE VEGETATED SHALL HAVE A MINIMUM OF FOUR INCHES OF
SEPARATION DURING DEWATERING OF MATERIALS AND WASTES IN ACCORDANCE WITH THE PADEP SOLID WASTE MANAGEMENT REGULATIONS IN TOPSOIL IN PLACE PRIOR TO SEEDING AND MULCHING.
Qo For T R T e NS BORY. DUMP. O DISCHARCE AN CONSTRUCTION MATERIALS Ok WASTES AT e sirer ot NOTILLEGALLY 56 AL FILLS SHALL BE COMPACTED AS REQUIRED TO REDUCE EROSION, SLIPPAGE, SETTLEMENT,
. _ R NS o SUBSIDENCE, OR OTHER RELATED PROBLEMS. FILL INTENDED TO SUPPORT BUILDINGS, STRUCTURES AND
- - = = B — == e / 9. CONTRACTOR MUST ENSURE THAT VISUAL SITE INSPECTIONS ARE CONDUCTED WEEKLY, AND AFTER EACH CONDUITS, ETC. SHALL BE COMPACTED IN ACCORDANCE WITH LOCAL REQUIREMENTS OR CODES.
Egﬁ?gig%ﬁ?;;?h?gggggg aéiﬁ%ﬁNgbéﬁhEﬁiiﬁgﬁ E?E;ggZ%ﬂXED?EEF@ESTkéEMEMEiﬁ'BMPs 27. FILL MATERIALS AND TOPSOIL SHALL BE FREE OF FROZEN PARTICLES, BRUSH, ROOTS, SOD, OR OTHER
- , 54495 : FOREIGN OR OBJECTIONABLE MATERIAL THAT WOULD INTERFERE WITH OR PREVENT CONSTRUCTION OF
S OUR WAY (15 RW) INV(E)=832.71 SATISFACTORY FILLS.
ASPHALT) INW(W)=552.67 10. INSTALLATION OF ALL PERMANENT BMPS MUST BE PROPERLY INSPECTED, DOCUMENTED AND APPROVED
-s s s s s s s s s s s s Ef P s > ° ° ° ° ° ° s T BY A LICENSED PROFESSIONAL ENGINEER. 28. FROZEN MATERIALS OR SOFT, MUCKY, OR HIGHLY COMPRESSIBLE MATERIALS SHALL NOT BE
. . . . = E . . . . 11. A COPY OF THE EROSION AND SEDIMENT POLLUTION CONTROL NARRATIVE AND APPROVED DRAWINGS INCORPORATED INTO FILLS. FILL SHALL NOT BE PLACED ON SATURATED OR FROZEN SURFACES.
S $5°19°20” E 104.008 ,(A\STTAATEE%I\/IE%GNED AND DATED BY THE REVIEWING AGENCY) MUST BE AVAILABLE AT THE PROJECT SITE 59 || GRADED AREAS SHALL BE PERMANENTLY STABILIZED IMMEDIATELY UPON REACHING FINISHED GRADE.
} - s Y . T : PERMANENT STABILIZATION IS DEFINED AS A MINIMUM UNIFORM, 70% VEGETATIVE COVER OR OTHER
- - - - - : ' + —le +=Op 0P - PERMANENT NON—VEGETATIVE COVER WITH A DENSITY SUFFICIENT TO RESIST ACCELERATED EROSION.
teer ree ree= 0" - AR T E v TR N 12. AT LEAST SEVEN DAYS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITES (INCLUDING
\ Ve | DEMOLITION), THE OWNER AND/OR OPERATOR SHALL INVITE ALL CONTRACTORS, THE LANDOWNER, 30. IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITIES CEASE IN ANY AREA OR SUBAREA OF THE PROJECT,
)\ y\ APPROPRIATE MUNICIPAL OFFICIALS, THE SOIL EROSION AND SEDIMENT CONTROL PREPARER, AND A THE OPERATOR SHALL STABILIZE ALL DISTURBED AREAS. DURING NON—GERMINATING MONTHS, MULCH OR
VAV REPRESENTATIVE FROM THE ALLEGHENY COUNTY CONSERVATION DISTRICT TO AN ON-—SITE PROTECTIVE BLANKETING SHALL BE APPLIED AS DESCRIBED IN THE PLAN. AREAS NOT AT FINISHED
| y\ i | PRECONSTRUCTION MEETING. GRADE, WHICH WILL BE REACTIVATED WITHIN ONE YEAR, MAY BE STABILIZED IN ACCORDANCE WITH THE
| ! VA TEMPORARY STABILIZATION SPECIFICATIONS. THOSE AREAS WHICH WILL NOT BE REACTIVATED WITHIN ONE
| O\ 8
| g UCD V) v\ x 13. AT LEAST THREE DAYS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES, OR EXPANDING INTO AN YEAR SHALL BE STABILIZED IN ACCORDANCE WITH THE PERMANENT STABILIZATION SPECIFICATIONS.
7 SER AREA PREVIOUSLY UNMARKED, THE PENNSYLVANIA ONE CALL SYSTEM INC. SHALL BE NOTIFIED AT
VA W\ | 1-800-242-1776 FOR THE LOCATION OF EXISTING UNDERGROUND UTILITIES. 31. SOIL EROSION AND SEDIMENT CONTROLS MUST REMAIN FUNCTIONAL AS SUCH UNTIL ALL AREAS
L \ . TRIBUTARY TO THEM ARE PERMANENTLY STABILIZED OR UNTIL THEY ARE REPLACED BY ANOTHER BMP
\ \ » 14. ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE SEQUENCE PROVIDED ON APPROVED BY THE ALLEGHENY COUNTY CONSERVATION DISTRICT.
O y\ A THE PLAN DRAWINGS AND APPROVED EROSION AND SEDIMENT POLLUTION CONTROL NARRATIVE.
. VAV TOMMIE L. & ESMA H. DEVIATION FROM THAT SEQUENCE MUST BE APPROVED IN WRITING BY THE ALLEGHENY COUNTY 32. UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF ALL
! | LA W\ 0 SMALL CONSERVATION DISTRICT. DISTURBED AREAS, THE OWNER AND/OR OPERATOR SHALL CONTACT THE ALLEGHENY COUNTY
\ %) PN: 11-E-33
AR VA ~ & D yoL 11134, PC. 129 15. CLEARING AND DEMOLITION SHALL BE LIMITED TO THOSE AREAS DESCRIBED IN PLANS. GENERAL SOIL gggﬁﬁiﬁAgnggg{”gﬁlffOR AN INSPECTION PRIOR TO REMOVAL/CONVERSION OF THE SOIL EROSION AND
(\ \\ 5 . DISTURBANCE MAY NOT COMMENCE IN ANY STAGE OR PHASE OF THE PROJECT UNTIL THE SOIL EROSION :
L AW [ @Egﬁifgyiuﬁ)%ﬂ&?ﬁﬂNg#gﬁwifagfggsg%égg3PLANS AND APPROVED NARRATIVE HAVE BEEN 33. AFTER FINAL SITE STABILIZATION HAS BEEN ACHIEVED, TEMPORARY SOIL EROSION AND SEDIMENT
SRR ER AR AR AR AR AN NN, B ARV AREN ] G - CONTROL BMPS MUST BE REMOVED. AREAS DISTURBED DURING REMOVAL OR CONVERSION OF BMPS
© x L
. S ¥ ///:J o 16. AT NO TIME SHALL CONSTRUCTION VEHICLES BE ALLOWED TO ENTER AREAS OUTSIDE THE LIMIT OF ggg; igﬁgyffyégﬁvgggﬂﬂfgﬁgbLSNagﬁggﬁaT8NE$S§5§mEfTSERgégﬁﬁlﬁﬁﬁg éggg;fURBED AREAS,
S S \ gg;(b, | S E 3 5 DISTURBANCE BOUNDARIES SHOWN ON THE PLAN. THESE AREAS MUST BE CLEARLY MARKED AND/OR '
826 E;‘qrx §m‘8 ’ 3 S FENCED OFF BEFORE CLEARING/DEMOLITION OPERATIONS BEGIN. 34. UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF ALL
| - ~ O
E:ﬂm RN RN o * S i 17. IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL FOR ACCELERATED CD)EJLSJERIE\EET%RNE%ISTI'I-RHI-:C'PVI\!'EI)ERR AAﬁRﬁRlNOSPPEERCAﬂTgﬁ SHALL CONTACT THE ALLEGHENY COUNTY
[ E“\N 2,\0) t | .
'+ " ZTey - 3 EROSION AND/OR SEDIMENT POLLUTION, THE OPERATOR SHALL IMPLEMENT APPROPRIATE BMPS TO
EN% §2w\ §2\\o)~ 8 8 / - — _ MINIMIZE THE POTENTIAL FOR EROSION AND SEDIMENT POLLUTION AND NOTIFY THE ALLEGHENY COUNTY 35. FAILURE TO CORRECTLY INSTALL SOIL EROSION AND SEDIMENT CONTROL BMPS, FAILURE TO PREVENT
0 2 S i P N CONSERVATION DISTRICT. SEDIMENT—LADEN RUNOFF FROM LEAVING THE CONSTRUCTION SITE, OR FAILURE TO TAKE IMMEDIATE
S \ 5§ S l S S / . x CORRECTIVE ACTION TO RESOLVE FAILURE OF SOIL EROSION AND SEDIMENT CONTROL BMPS MAY RESULT
S 3 ' ' I 18. ALL WASTE MUST BE REMOVED FROM THE SITE AND RECYCLED OR DISPOSED OF IN ACCORDANCE WITH IN ADMINISTRATIVE, CIVIL, AND/OR CRIMINAL PENALTIES BEING INSTITUTED BY THE REGULATORY AGENCIES,
u R S/ N PA DEP FTS SOLID WASTE MANAGEMENT REGULATIONS AT 25 PA. CODE CHAPTER 260, 260.1 ET SEQ., AS DEFINED IN SECTION 602 OF THE PENNSYLVANIA GLEAN STREAMS LAW
" 271.1, AND 287.1 ET. SEQ. NO WASTE MATERIAL SHALL BE BURNED, BURIED, DUMPED, OR DISCHARGED '
Lt / Eﬁ$§AﬁggsggﬁﬁgggTOR o U ! AT THE SITE. 36. CONTRACTOR SHALL DETERMINE A PERMITTED OFF—SITE LOCATION FOR THE WASTE AND BORROW AREAS
?D/J / COORDINATE REMOVAL OF AN 19. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ANY MATERIAL BROUGHT ON SITE IS CLEAN FILL. FOR [HE PROPOSED SITE EARTHWORK. =CONTRACTOR SHALL SUBMIT AND OBTAIN ANY NECESSARY
< PERMITS FROM ALLEGHENY COUNTY CONSERVATION DISTRICT FOR IMPORT AND EXPORT OF MATERIAL
- RCE WITH CONSTRUCTION OF FORM FP—001 MUST BE RETAINED BY THE PROPERTY OWNER FOR ANY FILL MATERIAL AFFECTED BY A
yd OUTSIDE THE LIMIT OF DISTURBANCE FOR THE PROPOSED EARTHWORK
\ | 2 BUILDING SLAB AN E:/// SPILL OR RELEASE OF A REGULATED SUBSTANCE BUT QUALIFYING AS CLEAN FILL DUE TO ANALYTICAL
! ' % 7 N TESTING. 37. OFFSITE SOIL STORAGE LCOATION SHALL UTILIZE SOIL EROSION POLLUTION CONTROL BEST MANAGEMENT
(@) a
N 2 20, ALL PUNPING OF WATER FROM ANY WORK ARCA SHALL BE DONE ACCORONG T0 THE PROCEDURE CEACTICES (PUPS) AS REGURED, 10 ELMNATE SEDNENT LEAVNG 1iE STORACE S, THeSE es
z R [ DESCRIBED IN THIS PLAN, OVER UNDISTURBED VEGETATED AREAS. : ’
/// O | : PROTECTION AND COMPOST FILTER SOCKS. SEE STOCKPILE AREA DETAIL ON SHEET CE502. STOCKPILE
AN z: AREA BMPS SHALL BE INSPECTED AND MAINTAINED PER MAINENANCE SCHEDULE SHOWN ON SHEET CE501
N\ S
| | A ) SEQUENCE OF CONSTRUCTION
$ L UNB | Q
|
\\ 1. AT LEAST SEVEN (7) DAYS BEFORE STARTING ANY EARTH DISTURBANCE ACTIVITIES, THE OPERATOR 11. CONTRACTOR SHALL COORDINATE DEMOLITION OF THE EXISTING ONSITE STORMWATER MANAGEMENT
SHALL INVITE ALL CONTRACTORS INVOLVED IN THOSE ACTIVITIES, THE LANDOWNER, ALL APPROPRIATE PIPES AND STRUCTURES (PER CD101) WITH BUILDING CONSTRUCTION. INLET PROTECTION SHALL REMAIN
| \\ MUNICIPAL OFFICIALS, AND A REPRESENTATIVE OF THE LOCAL CONSERVATION DISTRICT TO SCHEDULE IN PLACE UNTIL EXISTING INLET IS DISCONNECTED FROM PUBLIC SYSTEM,
d INLET PROTECTION AN ON-SITE PRE—CONSTRUCTION MEETING.
FOR EXISTING INLET \\ 12. CONTRACTOR SHALL ADJUST FILTER SOCK AND INLET PROTECTION IN COORDINATION WITH BUILDING
2. AT LEAST 3 DAYS BEFORE STARTING ANY EARTH DISTURBANCE ACTIVITIES, ALL CONTRACTORS CONSTRUCTION TO ENSURE DISTURBED SEDIMENT DOES NOT LEAVE THE SITE.
. INVOLVED IN THOSE ACTIVITIES SHALL NOTIFY THE PENNSYLVANIA ONE CALL SYSTEM, INC. AT
\\ | 1-800-242—1776 FOR BURIED UTILITY LOCATIONS. 13. BRING BUILDING AREA TO SUBGRADE AND PROOF ROLL. BEGIN CONSTRUCTION ON BUILDING
MINIMUM 50 FT — COMPOST FOUNDATION, BUILDING STRUCTURE, AND UTILITY STUBS, IMPORTANT: ANY OPEN FOUNDATION AREAS
' FILER SOCK 4 3. STAKE OUT/ DELINEATE THE LIMIT OF DISTURBANCE FOR THE PROJECT. MUST BE PROTECTED FROM ACCUMULATING ANY STORMWATER RUNOFF. ANY STORMWATER THAT
| CR=832.40 ACCUMULATES IN OPEN FOUNDATION AREAS MUST BE REMOVED VIA A PUMP AND FILTER BAG
\ | % 4. CONSTRUCT THE CONCRETE WASH AREAS AND THE TEMPORARY ROCK CONSTRUCTION ENTRANCE AS
COMPOST FILTER : PO 7 gggi??T FILTER 7 SHOWN ON THIS SHEET. 14. CONSTRUCT SITE UTILITIES. REFER TO UTILITY INSTALLATION REQUIREMENTS ON SHEET CE501.
SOCK 5 ! : / v
\V/ 0@ Seg Z PY .. \ | 5. INSTALL ALL COMPOST FILTER SOCK PERIMETER PROTECTION AS SHOWN ON THIS SHEET. 15. AS SITE IS BROUGHT TO FINAL GRADE, SEED FOR STABILIZATION, OR STABILIZE GROUND WITH
K .. PY o® L j ° o. °® I HARDSCAPE.
; () ‘o006 0000000000000 0 6. INSTALL FILTER BAG INLET PROTECTION AROUND EXISTING SITE INLETS AS SHOWN ON THIS SHEET.
. . /_ Z - — .._.f 9000009000600 0000 e = == Pl X - ~ - 16. REMOVE THE ROCK CONSTRUCTION ENTRANCE AND CONSTRUCTION WASH AREA AS DRIVEWAY
‘ N 8519°20"_W 104.00’ \ | 7. CONSTRUCT THE CONCRETE WASH AREAS AND THE TEMPORARY ROCK CONSTRUCTION ENTRANCE AS ENTRANCE IS PAVED / AS CONSTRUCTION IS COMPLETED
. ) : \ ) 5 SHOWN ON THIS SHEET.
5 % =TOMPOST FITERO! o1 aon a1 —oncreSE ¥ 17. ONCE AREA IS BROUGHT TO FINAL GRADE AND STABILIZED (VEGETATIVE AREAS MUST ACHIEVE A
SOCK 1 o WASH  ARE A< 8. PROCEED WITH SITE DEMOLITION OPERATIONS. CONTRACTOR TO LOCATE AND PROTECT EXISTING UTILITY MINIMUM UNIFORM 70% PERENNIAL VEGETATIVE COVER OVER THE ENTIRE DISTURBED AREA), REMOVE
L coMPOST FILTER — — SERVICE STUBS DURING CONSTRUCTION AND DEMOLITION ACTIVITIES. SEE SHEET CD101 FOR EXISTING ALL FILTER SOCKS, ROCK CONSTRUCTION ENTRANCES, AND INLET PROTECTION.
T SOCK o~ ITEMS TO REMAIN AND BE PROTECTED
3 18. DURING INSTALLATION OF GREEN ROOF DRAIN INLETS SHALL BE PROTECTED FROM SOIL INTRUSION
)
® - d - & d . g 9. AS AREAS TO BE GRADED ARE CLEARED, TOPSOIL, IF PRESENT ON SITE, SHALL BE SAVED AND UNTIL A MINIMUM UNIFORM 70% VEGETATION MAS BEEN ACHIEVED ON THE GREEN ROOF.
, il > i \ 6 / S 3 STOCKPILED OFF—SITE AT AN APPROVED FACILITY MEETING ALL STATE AND FEDERAL REGULATIONS.
* *k
0 4 § — Q01 — 907 . . - E £ [— £ 3 - £ E 10. AS THE CONSTRUCTION AREA IS CLEARED, BEGIN EARTHWORK ACTIVITIES TO BRING CONSTRUCTION SHSC)T%LE,?L|%ES%EQ%ﬁgﬁ%@g&ﬁf DAYS OR LONGER OCCUR, DISTURBED AREAS MUST BE TEMPORARILY
E £ £ E E E E 3 <E 3 £ - AREAS TO ROUGH GRADE ELEVATIONS. NO MORE THAN 15,000 SQUARE FEET OF DISTURBED AREA TO
3 £ - BE STABILIZED BY VEGETATION SHALL REACH FINAL GRADE BEFORE INITIATING MULCHING OPERATIONS
" " i e e e . W wh . . WA CONTRACTOR MUST STABILIZE THE DOWNHILL SLOPES AT THE END OF EVERY WORK DAY. STOCKPILED
— Wk wx Wk W W wx Wk W wx P SOIL SHALL BE INCORPORATED INTO THE TOP 6 INCHES OF FILLS.
2 S8
Al P ~ SOIL TYPE'
2 DEPTH TO
S FIFTH AVENUE (60’ RW) - SYMBOL NAME HYDRIC® | DEPTHTO |\, =o't e | HYDROLOGIC SOIL
8 | (AKA. PENNSYLVANIA AVE.) ~ (Y/N)  [BEDROCK (IN.) (IN.) GROUP
—Wx wx W Wwx Wx Wk Wk~ - Wwx Wk wx wx wx wx wx wx W W3~ Wk Wk 5 Wk Wk Wk- .
, @ - 1 ONTRACTOR: SHALL OTiIZEFUMPED. S — L — — — UCD [URBAN LAND-CULLEOKA COMPLEX, MODERATELY SLOPING N 20-40 >80 B LEGEN D
WATER FILTER BAG OR APPROVED AN UWB | URBAN LAND - WHARTON COMPLEX, GENTLY SLOPING N 48-72 18-36 C
ALTERNATIVE TO PROVIDE SOILS 3 LIMIT OF
SEPARATION DURING DEWATERING OF AN TR LIMITATIONS DISTURBANCE LOD
UTILITY TRENCHING. REFER TO SHEET
- CU101 FOR UTILITY LATERAL LOCATIONS ™ o CORROSIVE SATURATED |[[YDRIC/ LOW SLOW
o S \ , sympoL|CUTBANKS|  TO EASILY |, onE/sEasonaL| HYDRIC STRENGTH/| gro-0 | pipinG |_POOR |FROST [SHRINK - WET- FILTER SOCK 00000000060
s s s s S s 5—8—5 s S S s S S S S S s s s s s S CAVE [CONCRETE/|ERODIBLE INCLU-[LANDSLIDE TOPSOIL|ACTION] SWELL | NESS
S ~ STEEL HIGH WATER | ¢ Ovel™ prRONE | "WATION
b e | T
. ox ox ox ox o ok c c c - . c ¢ c G Gx Gx Gx Gx c* ucD X C X X X X X X
, \ UwWB X C/S X X X X X X X X X X igEERETE WASH [::::]
@014 & ) 2 1) SOIL TYPE INFORMATION IS BASED OFF THE NRCS WEB SOIL SURVEY
2) HYDRIC DESIGNATIONS FOR SOIL TYPES SHOWN 1S BASED ON THE SITE SPECIFIC NRCS CUSTOM SOIL RESOURCE REPORT. A INLET PROTECTION
o COPY OF THIS REPORT CAN BE FOUND IN APPENDIX F OF THE "EROSION AND SEDIMENT POLLUTION CONTROL NARRATIVE FOR
10 0 2 4 10 1717 FIFTH AVENUE" PREPARED BY LANGAN ENGINEERING AND ENVIRONMENTAL SERVICES, INC. FOR 1717 FIFTH, LLC.
3) SPECIFIC LIMITATION INFORMATION IS UNAVAILABLE FOR THE SITE. LIMITATIONS ARE THEREFORE BASED OFF OF THE PA DEP SOIL NAME UNB
oA T e EROSION AND SEDIMENT POLLUTION CONTROL PROGRAM MANUAL AND LIMITATIONS FOR NEARBY AREAS ngm@ RN REEEEE
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GRADING NOTES

10.

1.

12.
13.

14.

15.

16.
17.

THESE PLANS ARE COMPLETED WITH EXISTING BOUNDARY AND TOPOGRAPHY INFORMATION BASED ON A PLAN TITLED "

ALTA/NSPS LAND TITLE SURVEY” FOR "1717 FIFTH AVE, LLC” BY LANGAN ENGINEERING AND ENVIRONMENTAL SERVICES, INC.

AND DATED JUNE 19, 2019.

ONCE EXISTING UTILITIES TO REMAIN ARE LOCATED, ANY POTENTIAL CONFLICTS WITH OTHER UTILITIES, RELOCATED UTILITY

POLES, ETC. SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER IMMEDIATELY.

THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN
ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS

TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST

CALL ALL THE APPROPRIATE UTILITY COMPANIES HAVING UNDERGROUND UTILITIES ON SITE OR IN RIGHT—OF—WAYS AND THE
PENNSYLVANIA ONE CALL SYSTEM (1-800—242—1776) AT LEAST 72 HOURS BEFORE ANY EXCAVATION OR GRADING TO
REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL
EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS. THE CONTRACTOR SHALL
VERIFY ALL EXISTING CONDITIONS, UTILITY LOCATIONS, DEPTHS AND INVERTS PRIOR TO CONSTRUCTION. ANY CONDITIONS
FOUND TO DIFFER FROM THOSE SHOWN BY THESE DRAWINGS SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF

LANGAN ENGINEERING.

ADJUST ALL EXISTING AND PROPOSED UTILITY FRAMES, GRATES, MANHOLE COVERS, VALVE BOXES, ETC. TO BE FLUSH WITH

THE PROPOSED SURFACE ELEVATIONS WITHIN THE LIMITS OF CONSTRUCTION.

ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN ACCORDANCE WITH FEDERAL OSHA REGULATIONS AND ANY

LOCAL AUTHORITIES.

SITE FILL SHALL CONSIST OF MATERIAL FROM APPROVED ONSITE SOURCES OR APPROVED OFFSITE MATERIAL. THE

GEOTECHNICAL ENGINEER WILL REVIEW AND APPROVE THE SOIL TO BE USED AS SITE FILL.

PAVED AREA SUBGRADES SHALL BE FIRM AND NON-YIELDING. SOFT AREAS AND UNSUITABLE MATERIAL SHALL BE REMOVED
AND REPLACED WITH APPROVED FILL AND COMPACTED AS DIRECTED BY THE GEOTECHNICAL ENGINEER.

THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN REQUESTS FOR INFORMATION (RFIS) TO THE
OWNER AND ENGINEER PRIOR TO THE CONSTRUCTION OF ANY SPECIFIC SITE WORK ITEM. THE RFI'S SHALL BE IN A FORM
ACCEPTABLE TO OWNER AND ENGINEER AND SHALL ALLOW FOR A MINIMUM OF TWO WORK DAYS OR ADDITIONAL
REASONABLE TIME FOR A WRITTEN REPLY. RFIS SHALL BE NUMBERED CONSECUTIVELY BY DATE SUBMITTED. THE
CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE WORK ITEMS CONSTRUCTED DIFFERENTLY THAN INTENDED OR AS

DEPICTED ON THE PLANS.

INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH AS ROADWAY GRADES, INVERT ELEVATIONS, RIM
ELEVATIONS, GRATE ELEVATIONS, BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE FOUND IN MORE THAN ONE
LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL SUFFICIENTLY REVIEW ALL PLANS, PROFILES AND ANY
OTHER INFORMATION IN THE CONTRACT DOCUMENTS FOR CONSISTENCY PRIOR TO CONSTRUCTION. ANY INCONSISTENCIES OR
DISCREPANCIES THAT ARE FOUND BY THE CONTRACTOR OR HIS ASSIGNS SHALL BE IMMEDIATELY BROUGHT TO THE
ATTENTION OF THE OWNER AND ENGINEER IN WRITING, IN THE FORMAT OF AN RFl PRIOR TO CONSTRUCTION.

THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED THROUGHOUT THE PLAN SET AS WELL AS
REFERENCES TO SPECIFICATION FROM APPLICABLE GOVERNING AUTHORITIES AND INDUSTRY STANDARDS. IT IS THE

CONTRACTOR’S RESPONSIBILITY TO OBTAIN, REVIEW AND ADHERE TO ALL SUCH DOCUMENTS.

ALL ADA PEDESTRIAN FACILITIES MUST BE CONSTRUCTED IN ACCORDANCE WITH FEDERAL ADA STANDARDS. COMPLIANT
DESIGN AND CONSTRUCTION CERTIFICATIONS FOR PEDESTRIAN FACILITIES WITHIN PUBLIC RIGHT—OF—WAYS MUST BE

COMPLETED AND APPROVED BY THE MUNICIPAL ENGINEER.
LABELED ELEVATIONS REPRESENT SURFACE PAVEMENT ELEVATIONS.
ALL CLEANOUTS SHALL BE FLUSH WITH THE FINAL SURFACE GRADE.

ANY WATER, SANITARY OR STORM UTILITY CONFLICTS WITH STORM AND/OR SANITARY LINES WITH 18 INCHES OR LESS
VERTICAL SEPARATION BETWEEN OUTSIDE OF PIPE AND OUTSIDE OF PIPE SHALL BE CONCRETE ENCASED.

STREET PAVEMENT AFFECTED BY TRENCHING OR OTHER CONSTRUCTION ACTIVITIES SHALL BE RESTORED TO ITS ORIGINAL
AND PROPER CONDITION. ALL WORK PERFORMED WITHIN THE PUBLIC RIGHT—OF—WAY AND ALL RESTORATION OF STREET
PAVEMENTS SHALL ABIDE BY THE POLICIES SET FORTH IN THE CITY OF PITTSBURGH RIGHT-—OF—WAY PROCEDURES MANUAL.

IT IS THE CONTRACTOR’S RESPONSIBILITY TO PERFORM AN EARTHWORK CUT/FILL ANALYSIS PRIOR TO CONSTRUCTION.

CONTRACTOR SHALL DETERMINE A PERMITTED OFF—SITE LOCATION FOR WASTE AND BORROW SOILS FOR THE PROPOSED
SITE EARTHWORK. CONTRACTOR SHALL SUBMIT AND OBTAIN ANY NECESSARY PERMITS FROM THE ALLEGHENY COUNTY
CONSERVATION DISTRICT FOR IMPORT AND EXPORT OF SOIL MATERIAL OUTSIDE OF THE LIMIT OF DISTURBANCE
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2 3 4 5 6 | 7 | 8 |
CON STRUCTION 1. THESE PLANS ARE COMPLETED WITH EXISTING BOUNDARY AND TOPOGRAPHY INFORMATION BASED ON A PLAN TITLED "ALTA/NSPS LAND TITLE SURVEY” FOR
"1717 FIFTH AVE, LLC” BY LANGAN ENGINEERING AND ENVIRONMENTAL SERVICES, INC. AND DATED JUNE 19, 2019
1. DIG TRENCHES TO NECESSARY DEPTH FOR SPECIFIED STORMWATER CONVEYANCE
SYSTEM INVERT ELEVATIONS. TRENCH BOTTOMS CONTAINING BEDROCK, SOFT MUCK OR 2. LIMIT OF DISTURBANCE SITE BOUNDARY = 0.25 ACRES.
REFUSE, OR OTHER MATERIAL UNSUITABLE TO PROVIDE LONG—TERM UNIFORM PIPE
SUPPORT ARE UNACCEPTABLE. ALL UNSUITABLE FOUNDATION SHALL BE EXCAVATED 3. ONCE EXISTING UTILITIES TO REMAIN ARE LOCATED, ANY POTENTIAL CONFLICTS WITH OTHER UTILITIES, RELOCATED UTILITY POLES, ETC. SHALL BE BROUGHT
BEFORE PIPE INSTALLATION PROCEEDS. WHERE THE TRENCH BOTTOM IS UNSTABLE, TO THE ATTENTION OF THE ENGINEER IMMEDIATELY.
THE CONTRACTOR SHALL EXCAVATE TO A DEPTH REQUIRED BY THE ENGINEER AND
REPLACE WITH SUITABLE MATERIAL AS SPECIFIED BY THE ENGINEER. IF NATIVE SOIL 4. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
IS OBSERVED MIGRATING INTO BACKFILL, USE SYNTHETIC GEOTEXTILE FABRIC TO RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON
SEPARATE NATIVE SOIL FROM BACKFILL. THE CONTRACTOR SHALL UTILIZE STANDARD AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST CALL ALL THE APPROPRIATE UTILITY COMPANIES HAVING UNDERGROUND UTILITIES ON SITE OR IN
OSHA PROTECTIVE SYSTEMS FOR ALL TRENCHES 4 FEET DEEP OR GREATER, RIGHT-OF—WAYS AT LEAST 72 HOURS BEFORE ANY EXCAVATION OR GRADING TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE
INCLUDING, BUT NOT LIMITED TO, SLOPING, SHORING AND/OR SHIELDING. RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.
THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, UTILITY LOCATIONS, DEPTHS AND INVERTS PRIOR TO CONSTRUCTION. ANY CONDITIONS FOUND
8—IN SDR 26 PVC STORM LATERAL 2. BEGIN INSTALLATION OF PROPOSED CONVEYANCE PIPES AND STRUCTURES. WHEN TO DIFFER FROM THOSE SHOWN BY THESE DRAWINGS SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF LANGAN ENGINEERING. CALL PENNSYLVANIA
CONNECTION TO EXISTING 15—IN PWSA INSTALLING STORMWATER STRUCTURES, BE SURE TO USE AN APPROVED LIFTING ONE CALL SYSTEM— 1—800—242-1776
SEWER. DEVICE THAT WILL SAFELY LIFT THE WEIGHT OF THE STRUCTURE WITH APPLICABLE
EXISTING INV.: 832.35 OSHA SAFTETY FACTOR REQUIREMENTS (TITLE 29 PART 1926). 5. ADJUST ALL EXISTING AND PROPOSED UTILITY FRAMES, GRATES, MANHOLE COVERS, CLEAN—OUTS, VALVE BOXES, ETC. TO BE FLUSH WITH THE PROPOSED
CONNECT AT INV.: 833.19 SURFACE ELEVATIONS WITHIN THE LIMITS OF CONSTRUCTION.
COORDINATE CONNECTION WITH PWSA 3. LOWER EACH PIPE INTO TRENCH BY HAND, OR USE NYLON STRAPS AND EXCAVATING
EQUIPMENT. USE A CLEAN RAG OR BRUSH TO LUBRICATE BELL WITH PIPE LUBRICANT. 6. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN ACCORDANCE WITH FEDERAL OSHA REGULATIONS AND ANY LOCAL AUTHORITIES
o _ CLEAN SPIGOT END OF PIPE, REMOVE PROTECTIVE WRAP FROM GASKET, AND
— — - — - = - = - LUBRICATE EXPOSED GASKET WITH PIPE LUBRICANT. DO NOT ALLOW LUBRICATED 7. ALL DRAINAGE STRUCTURES SHALL BE PRE—-CAST.
EXISTING 15—IN SECTION TO TOUCH DIRT OR BACKFILL. PLACE SPIGOT INTO BELL AND ALIGN. ENSURE
PWSA SEWER BELL AND SPIGOT ARE ADEQUATELY HOMED FOR PROPER INSTALLATION AND TIGHT 8. ALL INLET FRAMES, GRATES, TOP UNITS, AND BOXES SHALL BE IN ACCORDANCE WITH PENNDOT PUBLICATION 408, AND COMPLY WITH ADA AND BICYCLE
- LOD JOINING SEAL. SAFE SPECIFICATIONS.
S OUR WAY (15 RW)
(ASPHALT) 4. AFTER ALL STORMWATER STRUCTURES AND CONVEYANCE PIPES HAVE BEEN 9. ALL DRAINAGE STRUCTURES AND STORM SEWER PIPES SHALL MEET HEAVY DUTY TRAFFIC (HS20) LOADING AND BE INSTALLED ACCORDINGLY. ALL
] 7 LF 8-IN SDR 26 PVC INSTALLED UNDER THE INSPECTION OF A LICENSED PROFESSIONAL ENGINEER, BEGIN PROPOSED ROOF LEADERS SHALL BE TIED TO THE STORM SEWER SYSTEM.
S m STORM LATERAL BACKFILLING ALL TRENCHED AREAS USING THE ACCEPTABLE BACKFILL MATERIAL AND
Q 3 00% COMPACTION REQUIREMENTS SHOWN ON SITE DETAIL DRAWINGS. 10. SITE FILL SHALL CONSIST OF MATERIAL FROM APPROVED ONSITE SOURCES OR APPROVED OFFSITE MATERIAL. THE GEOTECHNICAL ENGINEER OR INSPECTOR
S W% WILL REVIEW AND APPROVE ALL SOIL TO BE USED AS SITE FILL.
1 5. CLASS | MATERIALS CAN BE BACKFILLED AROUND HDPE PIPES. VOIDS MUST BE
- - S +OB C OB \ LOB | ELIMINATED BY KNIFING UNDER AND AROUND PIPES. NON—COHESIVE SAND, 11. THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN REQUESTS FOR INFORMATION (RFIS) TO THE OWNER AND ENGINEER PRIOR TO
pr— \ \ SAND/GRAVEL MIXES AND OTHER CLASS Il AND Il MATERIALS MUST BE COMPACTED THE CONSTRUCTION OF ANY SPECIFIC SITE WORK ITEM. THE RFI SHALL BE IN A FORM ACCEPTABLE TO OWNER AND ENGINEER AND SHALL ALLOW FOR A
TO A MINIMUM 85% AND 90% STANDARD PROCTOR DENSITY, RESPECTIVELY. MINIMUM OF TWO WORK DAYS OR ADDITIONAL REASONABLE TIME FOR A WRITTEN REPLY. RFIS SHALL BE NUMBERED CONSECUTIVELY BY DATE SUBMITTED
INORGANIC SILTS, AND GRAVELLY, SANDY OR SILTY CLAYS, AND OTHER CLASS IV THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE WORK ITEMS CONSTRUCTED DIFFERENTLY THAN INTENDED OR AS DEPICTED ON THE PLANS.
MATERIALS ARE NOT PERMITTED
STORM LATERAL BUILDING 12. INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH AS ROADWAY GRADES, INVERT ELEVATIONS, RIM ELEVATIONS, GRATE ELEVATIONS
CONNECTION. 6. PLACE AND COMPACT BACKFILL IN LAYERS NO LARGER THAN HALF THE DIAMETER OF BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE FOUND IN MORE THAN ONE LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL
~ INV. OUT: 833.33 THE HDPE PIPE OR PER THE PROJECT SPECIFICATIONS, WHICHEVER IS LESS. ONCE SUFFICIENTLY REVIEW ALL PLANS, PROFILES AND ANY OTHER INFORMATION IN THE CONTRACT DOCUMENTS FOR CONSISTENCY PRIOR TO CONSTRUCTION. ANY
COORDINATE WITH MEP BACKFILL HAS BEEN COMPACTED, CONTINUE WITH SITE CONSTRUCTION AS DETAILED. INCONSISTENCIES OR DISCREPANCIES THAT ARE FOUND BY THE CONTRACTOR OR HIS ASSIGNS SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE
DRAWINGS gérl\leTTARlﬂc%oMNlNlMUM OF 2 FEET OF COVER OVER STORMWATER PIPING DURING OWNER AND ENGINEER IN WRITING, IN THE FORMAT OF AN RFI PRIOR TO CONSTRUCTION.
 AFTER BUILDING CONSTRUCTION HAS BEEN COMPLETED. CONNECT BUILDING ROOF 13. THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED THROUGHOUT THE PLAN SET AS WELL AS REFERENCES TO SPECIFICATION
. ' FROM APPLICABLE GOVERNING AUTHORITIES AND INDUSTRY STANDARDS. IT IS THE CONTRACTOR’S RESPONSIBILITY TO OBTAIN, REVIEW AND ADHERE TO ALL
TOMMIE LEADERS TO STORMWATER CONVEYANCE SEWERAGE. SUCH DOCUMENTS.
VOpry 8. INSTALL GREEN ROOF PER MANUFACTURER’'S RECOMMENDATIONS AND PER GUIDANCE 14. SHOULD ANY CONFLICTS BETWEEN WATER PIPES OR STORM SEWERS AND SANITARY LINES OCCUR WITH 18 INCHES OR LESS VERTICAL SEPARATION BETWEEN
: gggmﬁlﬂﬁégﬁyﬁﬁgﬁAL ENGINEER. ROOF DRAINS SHALL BE PROTECTED FROM OUTSIDE OF PIPE AND OUTSIDE OF PIPE, THE SANITARY SEWER SHALL BE CONCRETE ENCASED.
15. STREET PAVEMENT AFFECTED BY TRENCHING OR OTHER CONSTRUCTION ACTIVITIES SHALL BE RESTORED TO ITS ORIGINAL AND PROPER CONDITION. ALL
9. CRITICAL STAGES OF CONSTRUCTION FOR POST—CONSTRUCTION STORMWATER WORK PERFORMED WITHIN THE PUBLIC RIGHT—OF—WAY AND ALL RESTORATION OF STREET PAVEMENTS SHALL ABIDE BY THE POLICIES SET FORTH IN THE
o QR 4 MANAGEMENT INCLUDE THE INSTALLATION OF THE FOLLOWING ITEM: CITY OF PITTSBURGH RIGHT—OF—WAY PROCEDURES.
S gm\ .. o INSTALLATION OF THE GREEN ROOF
§<>“ §°?(5 ECPQSE e CONNECTION TO THE EXISTING COMBINED SEWER 16. A LICENSED PROFESSIONAL ENGINEER MUST BE ONSITE DURING THE CRITICAL STAGES OF POST—CONSTRUCTION STORMWATER MANAGEMENT CONSTRUCTION.
S¥u Ry e
IR S S gE?b:g' CONTRACTOR SHALL PROVIDE CERTIFICATION FROM A LICENSED PENNSYLVANIA 17. CONTRACTOR SHALL FIELD LOCATE AND VERIFY EXISTING PIPE INVERTS PRIOR TO CONSTRUCTION.
SR TN LTS PROFESSIONAL ENGINEER TO INDICATE THAT THEY HAVE PROVIDED ON—SITE
Bﬂ.«g 0:2&'; S Lo . IST%TAESRWSlON DURING THE INSTALLATION OF THE ABOVE LISTED CRITICAL STAGE 18. CONTRACTOR SHALL MINIMIZE SOIL COMPACTION IN LANDSCAPED AREAS TO THE EXTENT POSSIBLE.
= -
B :"“q Q‘q“ R / . N 19. THE CONTRACTOR SHALL MAXIMIZE THE PROTECTION OF EXISTING DRAINAGE FEATURES AND EXISTING VEGETATION TO THE EXTENT POSSIBLE.
gtp ) SRS S / ; ~ DISPOSAL OF CONSTRUCTION MATERIALS SHALL BE IN ACCORDANCE WITH FEDERAL,
= N ~ STATE AND LOCAL LAWS AND AS DESCRIBED ON SHEET CE501 UNDER THE "CLEAN 20. THE CONTRACTOR SHALL MINIMIZE LAND CLEARING AND GRADING TO THE EXTENT POSSIBLE.
~ / ~ FILL AND ENVIRONMENTAL DUE DILIGENCE” NOTES.
/
/ PROPOSED 6-STORY, MULTI-UNIT ™~
| RESIDENTIAL N ' STORMWATER MANAGEMENT BONUS CREDITS
i 56,160 GSF BUILDING N |
Ay BONUS CREDITS ARE REFERENCED FROM CITY OF PITTSBURGH MUNICIPAL CODE §915.07.D0 — PERFORMANCE POINTS SYSTEM. THE PROJECT SITE QUALIFIES
FOR ONE (1) BONUS POINT IN REGARDS TO RAINWATER AS A PART OF PITTSBURGH’S ECOINNOVATION ZONING DISTRICT
|
. GOAL 5.A — RAINWATER — (1) POINT: AT LEAST 50% OF 1.5 INCHES OF RAINFALL IN A 24—HOUR PERIOD, INCLUDING A PEAK OF 1.05 INCHES IN
15 MINUTES, OR A 95TH PERCENTILE RAIN EVENT ON-SITE, WHICHEVER IS GREATER, IS CAPTURED USING GREEN INFRASTRUCTURE INSTALLATIONS.
|
\\ | e REQUIRED VOLUME: 600 CF
\\ e PROPOSED ON—SITE STORMWATER MANAGEMENT VOLUME: 722 CF
MINIMUM 3000~SF VEGETATED '
ROOF. SEE ARCHITECTURAL \\
DRAWINGS. 0.24° :
' TORMWATER MANAGEMENT BMP MAINENANCE PLAN
\ | S
\\ 1. STORMWATER CONVEYANCE SYSTEM
o CONVEYANCE PIPES, ROOF LEADERS AND STORMWATER STRUCTURES SHALL BE INSPECTED FOR CLOGGING AND EXCESSIVE DEBRIS AND SEDIMENT
\\ ! ACCUMULATION AT LEAST TWICE PER YEAR, AND AFTER EVERY STORM EVENT EXCEEDING 1—INCH OF RAINFALL
\\ . e ALL STRUCTURAL COMPONENTS SHALL BE INSPECTED FOR CRACKING, SUBSIDENCE, BREACHING, WEARING, AND DETERIORATION ANNUALLY.
~\ | 2. VEGETATED ROOF
\\ e THE MANUFACTURER’S SPECIFICATIONS SHALL DICTATE ALL MAINTENANCE OPERATIONS FOR THE VEGETATED ROOF; HOWEVER, AT MINIMUM:
| ee  PRUNING, WEEDING, FERTILIZATION AND IN—FILL PLANTING MAY BE REQUIRED WHILE VEGETATION IS BEING ESTABLISHED
- —_ —r—s - — - — /[ o __ - - ee  DETRIUS SHOULD BE REMOVED AT LEAST ONCE PER YEAR. ALL OBSERVED TRASH OR LITTER SHOULD BE REMOVED AND PROPERLY DISPOSED
|~ | es  DURING EXTENDED PERIODS OF DROUGHT, PLANTED AREAS MAY REQUIRE WATERING
Qo Qo ——=L ao aol ao ao
_ es  SEDUM AND GROWING MATERIAL SHOULD BE INSPECTED TWICE PER YEAR TO EVALUATE THE HEALTH OF THE PLANTINGS AND THE DEPTH OF SOIL
\
N\
\ —~——
| j
8 — 01 ao1 £
/
/
e
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N UTILITY NOTES

1. EXISTING BOUNDARY AND TOPOGRAPHY IS BASED ON A PLAN TITLED "ALTA/ NSPS LAND TITLE SURVEY” FOR THE "1717 FIFTH AVENUE” PROJECT
SITUATED IN "ALLEGHENY COUNTY, PENNSYLVANIA,” PREPARED BY LANGAN ENGINEERING AND ENVIRONMENTAL SERVICES, INC., DATED JUNE 19, 2019.

2. THE CONTRACTOR IS RESPONSIBLE TO BECOME THOROUGHLY FAMILIAR WITH THE ENGINEERING, DRAINAGE, AND UTILITY STANDARDS OF THE LOCAL
MUNICIPALITY AND COUNTY THAT THE PROJECT IS LOCATED IN. ALL LOCAL MUNICIPALITY AND COUNTY STANDARDS WILL TAKE PRECEDENCE OVER THE
DETAILS, SPECIFICATIONS, AND NOTES PROVIDED ON THESE DRAWINGS, UNLESS SPECIFICALLY ADDRESSED OTHERWISE BY LANGAN DURING THE PROJECT UPON REQUEST
FROM THE CONTRACTOR.

3. THE CONTRACTOR SHALL NOTIFY ONE CALL OF PENNSYLVANIA, AND ANY OTHER UTILITY COMPANIES NOT REPRESENTED BY ONE CALL OF PENNSYLVANIA,
72 HOURS PRIOR TO CONSTRUCTION FOR LOCATION OF EXISTING UTILITIES. NOTIFY ONE CALL OF PENNSYLVANIA AT 1-800-242-1776.

4. TRENCH DEPTH REQUIREMENTS MEASURED FROM FINISHED GRADE SHALL MEET THE FOLLOWING:

A e SANITARY SEWER: DEPTHS, ELEVATIONS AND GRADES AS INDICATED ON DRAWINGS.

e WATER MAINS: 48 INCHES TO TOP OF PIPE BARREL OR 6 INCHES BELOW THE FROST LINE OR ESTABLISHED BY THE LOCAL BUILDING OFFICIAL OR
WATER COMPANY, WHICHEVER IS DEEPER

e GAS MAINS AND SERVICE: 30 INCHES MINIMUM TO TOP OF PIPE, OR AS REQUIRED BY THE LOCAL UTILITY COMPANY, WHICHEVER IS DEEPER.

o

UTILITY TESTING INCLUDING (BUT NOT LIMITED TO) WATER PRESSURE TESTING, WATER SYSTEM FLUSHING, BACTERIOLOGICAL TESTING, VIDEO CAMERA
TESTING, MANDREL TESTING, OR ANY OTHER TESTING REQUIRED BY LOCAL, COUNTY, OR STATE AGENCIES PRIOR TO FINAL ACCEPTANCE OF THE PROJECT
AND CERTIFICATE OF OCCUPANCIES BEING ISSUED SHALL BE COORDINATED AND PAID FOR BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.
THE ENGINEER OF RECORD SHALL BE GIVEN 48 HOURS NOTICE PRIOR TO ALL TESTING. THE CONTRACTOR IS SOLELY RESPONSIBLE TO CONTACT AND
COORDINATE THE LOCAL AND COUNTY OFFICIALS THAT ARE REQUIRED TO BE PRESENT AT ALL INSPECTIONS. LOCAL FIRE INSPECTORS SHALL BE INVITED
TO INSPECT ALL FIRE SERVICE LINES PRIOR TO BACKFILLING OF TRENCHES.

- - 6. THE LOCATIONS (VERTICAL AND HORIZONTAL) OF ALL EXISTING UTILITIES SHOWN ON THESE DRAWINGS ARE APPROXIMATE. IT IS THE CONTRACTOR’S
RESPONSIBILITY TO DETERMINE THE EXACT LOCATION OF THE UTILITIES PRIOR TO CONSTRUCTION. ANY UTILITIES (WHETHER THEY ARE SHOWN OR NOT

Ewglwgéég§4N SHOWN ON THE DRAWINGS) DAMAGED BY THE CONTRACTOR SHALL BE REPAIRED AT HIS COST.
——— OUR WAY (15’ RW) — 7. WHERE CONFLICTS ARISE BETWEEN EXISTING OR PROPOSED WATER LINES AND OTHER UTILITIES, STORMWATER CONVEYANCE SYSTEMS OR STRUCTURES, THE
|- . ASPHALT) I. S WATER LINES SHALL BE ADJUSTED BENEATH OR AROUND THE CONFLICT AS NECESSARY IN ACCORDANCE WITH ACCEPTED CONSTRUCTION PRACTICES
I O | O 8. PVC POTABLE WATER MAINS SHALL BE SOLID BLUE IN COLOR. DUCTILE IRON WATER MAINS SHALL BE PAINTED WITH BLUE BANDS. CONTRACTORS SHALL
|- ; : —4 INSTALL ALL NEW OR ALTERED WATER PIPES IN ACCORDANCE WITH APPLICABLE AWWA STANDARDS AND / OR ACCORDANCE WITH MANUFACTURER’S
| : {.~ '1 RECOMMENDED PROCEDURES
— - o N o - - — . I,;. | - — i e — : - -- 9. ALL WATER MAINS SHALL BE HYDROSTATICALLY TESTED AND DISINFECTED IN ACCORDANCE WITH AWWA STANDARDS, LATEST REVISIONS. HYDROSTATIC
S ' e — . ' ' : ) . LR o TESTING FOR PVC MAINS SHALL BE 150 PSI FOR MINIMUM OF 2 HOURS AND MEET AWWA STANDARD C—605. DUCTILE IRON MAINS SHALL BE TESTED AT
. 150 PSI FOR 2 HOURS AND MEET AWWA STANDARD C—600. ALL NEW MAINS SHALL BE DISINFECTED PER AWWA STANDARD C—651. BACTERIOLOGICAL
' TESTS FOR 2 CONSECUTIVE DAYS SHALL BE APPROVED PRIOR TO PLACING SYSTEM INTO SERVICE. CONTRACTOR SHALL PROVIDE THE OWNER AND
ENGINEER OF RECORD WITH AWWA C906 AND NSF—61 CERTIFICATIONS.
. . 10. ALL WATER LINES SHALL HAVE AN "EARLY WARNING” PROTECTION TAPE INSTALLED CONTINUOUSLY ALONG THE ENTIRE LENGTH. THE PROTECTION TAPE
B | ' SHALL BE INSTALLED DURING THE BACKFILLING 2 FEET ABOVE PIPE AND 2 FEET BELOW FINISHED GRADE DIRECTLY OVER THE PIPE AND BE CONTINUOUSLY
MARKED WITH "CAUTION WATER PIPE”. THE TAPE SHALL HAVE AN EMBEDDED METALLIC DETECTABLE STRIP AND BE BLUE IN COLOR. PROTECTION TAPE
. SHALL BE TERRA—TAPE OR APPROVED EQUAL.
|
11. ALL SANITARY SEWER LINES SHALL HAVE AN "EARLY WARNING” PROTECTION TAPE INSTALLED CONTINUOUSLY ALONG THE ENTIRE LENGTH. THE PROTECTION
TAPE SHALL BE INSTALLED DURING BACKFILLING AT LEAST 2 FEET ABOVE THE PIPE, AT LEAST 2 FEET BELOW THE FINISHED GRADE, AND AT MOST 4
. TOMMIE L. & ESMA H. TOMMIE L. & ESMA H. FEET BELOW THE FINISHED GRADE. THE PROTECTION TAPE SHALL BE PLACED DIRECTLY OVER THE PIPE AND BE CONTINUOUSLY MARKED WITH "SEWER”.
: . SMALL SMALL THE PROTECTION TAPE MUST BE ELECTRONICALLY LOCATABLE AND BE BRIGHTLY COLORED PLASTIC. THE SELECTION AND INSTALLATION OF THE
PN: 11-E-33 PN: 11-E-32 PROTECTION TAPE MUST MEET THE REQUIREMENTS SPECIFIED WITHIN THE PWSA PROCEDURES MANUAL.
VOL. 11134, PG. 129 VOL. 10000, PG. 420
| 12. ALL GAS LINES SHALL HAVE AN "EARLY WARNING” PROTECTION TAPE INSTALLED CONTINUOUSLY ALONG THE ENTIRE LENGTH. THE PROTECTION TAPE MUST
' BE INSTALLED DURING THE BACKFILLING APPROXIMATELY 6 INCHES BELOW THE FINISHED GRADE. THE PROTECTION TAPE SHALL BE PLACED DIRECTLY OVER
o - THE PIPE AND BE CONTINUOUSLY MARKED WITH "CAUTION—GAS PIPE BELOW”. THE PROTECTION TAPE SHALL BE 6 INCH WIDE YELLOW PLASTIC PAIRED WITH
S < A SOLID COPPER TRACER WIRE WITH YELLOW THERMOPLASTIC COATING OF AT LEAST #12 AWG. THE SELECTION AND INSTALLATION OF THE PROTECTION
- m X . So ™ . © TAPE AND TRACER WIRE MUST MEET THE REQUIREMENTS SPECIFIED WITHIN THE PEOPLE’S NATURAL GAS SERVICE LINE INSTALLATION STANDARDS
5.° | g?g ! E?Eg (INSTALLER’S GUIDE).
SYu X & 3
Eﬁgn, Q‘Lb: NG : 13. AT THE POINT WHERE THE PROPOSED SANITARY SEWER CONSTRUCTION MEETS A LIVE OR EXISTING SEWER, THE NEW SANITARY SEWER SHALL BE
S I s SRS = B oy | SECURELY PLUGGED UNTIL THE ENTIRE NEW SANITARY SEWER CONSTRUCTION IS COMPLETED AND READY FOR FINAL INSPECTION.
TS .0 S. Qv —_—
: i gg‘* 35“3 / - — ~ 14. SANITARY SEWER CLEANOUTS SHALL BE PROVIDED WITHIN 5 FEET OF ALL BUILDING CONNECTIONS FOR ALL SEWER CONNECTIONS TO COMBINED SEWERS.
2~ ~ ~
§thi | 5 S : S / A 15. GRAVITY SANITARY SEWER LINES SHALL BE TESTED FOR INFILTRATION BY MEASURING FLOW OVER A V—NOTCH OR TESTED FOR EXFILTRATION BY FILLING
= S ' THE LINE WITH WATER TO 10 FEET ABOVE THE INVERT OF THE MANHOLE. THE LIMITING RATE OF INFILTRATION SHALL NOT EXCEED 200 GALLONS PER
n X \
/ 1—INCH DIAMETER PER MILE PER 24 HOURS. AN ALTERNATE TESTING METHOD SHALL BE AIR PRESSURE TESTING AT 5 PS| FOR A DURATION OF 10
ya N , MINUTES YIELDING NO OBSERVED DROP IN PRESSURE.
|
yd PROPOSED 6-STORY, MULTI-UNIT ™~ N 16. ANY UTILITY CONFLICTS WITH 18 INCHES OR LESS VERTICAL SEPARATION BETWEEN OUTSIDE OF PIPE AND OUTSIDE OF PIPE SHALL BE CONCRETE ENCASED.
RESIDENTIAL
C / 17. ONCE EXISTING UTILITIES TO REMAIN ARE LOCATED, ANY POTENTIAL CONFLICTS WITH OTHER UTILITIES, RELOCATED UTILITY POLES, ETC. SHALL BE
'| | 56,160 GSF BUILDING AN BROUGHT TO THE ATTENTION OF THE ENGINEER IMMEDIATELY.
N\ 18. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
AN | RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON
N . AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST CALL ALL THE APPROPRIATE UTILITY COMPANIES HAVING UNDERGROUND UTILITIES ON SITE OR IN
RIGHT—OF—WAYS AT LEAST 72 HOURS BEFORE ANY EXCAVATION OR GRADING TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE
N\ RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS
; , THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, UTILITY LOCATIONS, DEPTHS AND INVERTS PRIOR TO CONSTRUCTION. ANY CONDITIONS FOUND
| | N\ TO DIFFER FROM THOSE SHOWN BY THESE DRAWINGS SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF LANGAN ENGINEERING AND ENVIRONMENTAL
SERVICES, INC. CALL PENNSYLVANIA ONE CALL SYSTEM— 1—-800—242-1776.
\\ | 19. ADJUST ALL EXISTING AND PROPOSED UTILITY FRAMES, GRATES, MANHOLE COVERS, VALVE BOXES, ETC. TO BE FLUSH WITH THE PROPOSED SURFACE
\\ . ELEVATIONS WITHIN THE LIMITS OF CONSTRUCTION.
— \\ 20. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN ACCORDANCE WITH FEDERAL OSHA REGULATIONS AND ANY LOCAL AUTHORITIES
) I
| ) 21. INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH AS ROADWAY GRADES, INVERT ELEVATIONS, RIM ELEVATIONS, GRATE ELEVATIONS
19 LF 9—IN D.LP \\ BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE FOUND IN MORE THAN ONE LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL
18 LF 6—IN D..P WATER WATER SERVICE LINE SUFFICIENTLY REVIEW ALL PLANS, PROFILES AND ANY OTHER INFORMATION IN THE CONTRACT DOCUMENTS FOR CONSISTENCY PRIOR TO CONSTRUCTION.
SERVICE LINE FOR FIRE FOR DOMESTIC SANITARY LATERAL \\ : ANY INCONSISTENCIES OR DISCREPANCIES THAT ARE FOUND BY THE CONTRACTOR OR HIS ASSIGNS SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION
SERVEENEE%ﬁgﬁz SERVICE. BUILDING BUILDING CONNECTION. OF THE OWNER AND ENGINEER IN WRITING, IN THE FORMAT OF AN RFl PRIOR TO CONSTRUCTION.
. INV. OUT 828.7
COORDINATE WITH MEP gggggﬁﬂﬁE'WWH COORDINATE WITH MEP \\ 22. STREET PAVEMENT AFFECTED BY TRENCHING OR OTHER CONSTRUCTION ACTIVITIES SHALL BE RESTORED TO ITS ORIGINAL AND PROPER CONDITION. ALL
| . DRAWINGS MEP DRAWINGS DRAWINGS '\ WORK PERFORMED WITHIN THE PUBLIC RIGHT—OF—WAY AND ALL RESTORATION OF STREET PAVEMENTS SHALL ABIDE BY THE POLICIES SET FORTH IN THE
' ! : CITY OF PITTSBURGH RIGHT—OF—WAY PROCEDURES.
\\ . 23. CONTRACTOR TO VERIFY PRIOR TO CONSTRUCTION ALL UTILITY INSTALLATION REQUIREMENTS AND SPECIFICATIONS WITH EACH UTILITY PROVIDER
AR ﬂ IR ' 24. ALL UTILITY CONNECTIONS AND UTILITY SERVICES FOR THE PROPOSED IMPROVEMENTS, INCLUDING CONDUIT LOCATIONS, UTILITY VAULTS, UTILITY VAULT
D ~ SN IRV E— E— E— e I — [ - LOCATIONS, JUNCTION BOXES, ETC. TO BE COORDINATED WITH MEP PLANS AND UTILITY AUTHORITES.
- - == = . .Y - . R B o . B "A' .‘ R - g '.X: ‘V, e IEE ‘ ¥ .. ”.'.’.k..i v FE N A..A c e ..& N -A ‘..'”~‘;. .".‘;'..'. s e '.X. ," . r. Ty .‘. \ . ’ "...\.'ll . ' B
e . . ‘_‘k .rv:'.‘;!: 2, A’_'z . ‘_‘:_l_!_k‘_h_' 3 v Av‘_.;!_\' Pl _"_ " ‘__k_;_'_’_ , —‘4 . J_L‘._l
T P SANITARY TRAP AND VENT.
R COORDINATE BUILDING _
6—IN x 2—IN x N\ CONNECTION WITH MEP DRAWINGS — — UTILI“( PROVIDERS
ot LA - N\—12 LF 8-IN PVC SANITARY X LEG EN D
DOMESTIC SERVICE :
AND FIRE SERVICE LATERAL @ 15.9% >~ WATER SEWER
~_ D, EXISTING PROPOSED THE PITTSBURGH WATER AND SEWER AUTHORITY THE PITTSBURGH WATER AND SEWER AUTHORITY
5 LF 6=IN D.L.P- WATER SANITARY CLEANOUT P PROPERTY LINE - ADDRESS: PENN LIBERTY PLAZA | ADDRESS: PENN LIBERTY PLAZA
SERVICE LINE FOR DOMESTIC | INV. IN: 826.87 1200 PENN AVENUE 1200 PENN AVENUE
AND FIRE SERVICE | INV. OUT: 826.87 EXISTING 15—IN PWSA ~ PITTSBURGH, PA 15222 PITTSBURGH, PA 15222
GATE VALVE | CONTRACTOR; TO/ VERIFY EXISTING PIPE WATER MAIN — BUILDING LINE PHONE: 412-255-8800 PHONE: 412—255—8800
— o ENETE TrRuS | LOCATION-PRIOR TO- CONSTRUCTION f o CONTACT: WENDY DEAN CONTACT: WENDY DEAN
//
BLOCK (SEE DETAIL SANITARY SEWER — e — ——
( ) - | // ~ GAS ELECTRICITY
PROPOSED 6—IN WATER— | - | - SANITARY MANHOLE PEOPLES NATURAL GAS COMPANY LLC DUQUESNE LIGHT COMPANY
SERVICE CONNECTION |~ | FIFTH AVENUE (60’ RW) - ADDRESS: 375 NORTH SHORE DRIVE ADDRESS: 2825 NEW BEAVER AVENUE
TO EXISTING 15—IN ) PITTSBURGH, PA 15212 PITTSBURGH, PA 15233
PWSA WATER iNE | (AKA. PENNSYLVANIA AVE) ~ STORM SEWER | E NN PHONE: 412-258—4708 PHONE: 412-393-7816
I EXISTING 10=IN VCP SEWER TO BE  * B - B B e v _ S _ _ _ _ CONTACT: BRANDON DATZ CONTACT: GREG ALAN
- - - - - - - - = e = “LINED OR SLEEVED FOR SANITARY WATER LINE (REFERENCE)
[ | SERVICE. CONTRACTOR TO N TELEPHONE /COMMUNICATIONS COMMUNICATIONS
| - I COORDINATE APPROVAL AND REUSE EXISTING 72—IN WATER LINE —UwW uw COMCAST BUSINESS SERVICES — KEYSTONE REGION WEST  VERIZON OF PA
| | OF EXISTING SEWER WITH ALLEGHENY SWoA COMBINED AN ADDRESS: 2994 INDUSTRIAL BOULEVARD ADDRESS: 3151 PIONEER AVENUE
. l, COUNTY HEALTH DEPARTMENT . WATER LINE FOR UFW BETHEL PARK, PA 15102 PITTSBURGH, PA 15226
| | SEWER FIRE SERVICE PHONE: 412—-589-1980 PHONE: 412-237-2291
E |- i 32 LF 8-IN (MIN) SANITARY \\ CONTACT: DAVINA ADAMS CONTACT: DANIEL BARREN
|' . | LATERAL @ 15.9% . GAS LINE G
| | AN UNDERGROUND ELECTRIC LINE
!._ R _! . o ) ELECTRIC METER
EXISTING 10—INCH STORM LATERAL CONNECTION TO COMMUNICATIONS LINE
EXISTING 72—IN PWSA SEWER VIA AN EXISTING WYE.
CONTRACTOR TO LINE OR SLEEVE EXISTING LATERAL
0 0 2 4 0 FOR USE AS AN 8—IN (MINIMUM) DIAMETER SANITARY COMMUNICATIONS MANHOLE
LATERAL. COORDINATE CONNECTION WITH PWSA AND
ALLEGHENY COUNTY HEALTH DEPARTMENT UTILITY VAULT
- - INV. (72—IN): 817.70 (APPROXIMATE)
- SCALE: 1 INCH = 10 FEET CONNECT AT INV: 821.70 (APPROXIMATE) o L o
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